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Proposed changes:
*** 1st Change ***
5.6.3.3
Enumeration: RequestTrigger

The enumeration RequestTrigger represents the possible Policy Control Request Triggers.. It shall comply with the provisions defined in table 5.6.3.3-1.

Table 5.6.3.3-1: Enumeration RequestTrigger

	Enumeration value
	Description
	Applicability

	LOC_CH
	Location change (tracking area): the tracking area of the UE has changed. (NOTE)
	

	PRA_CH
	Change of UE presence in PRA: the AMF reports the current presence status of the UE in a Presence Reporting Area, and notifies that the UE enters/leaves the Presence Reporting Area. 
	

	UE_POLICY
	A "MANAGE UE POLICY COMPLETE" message, a "MANAGE UE POLICY COMMAND REJECT" message, as defined in Annex D.5 of 3GPP TS 24.501 [15] or a "UE POLICY PROVISIONING REQUEST" message, as defined in subclause 7.2.1.1 of 3GPP TS 24.587 [24], has been received by the V-PCF and is being forwarded to the H-PCF. A Namf_Communication_N1N2MessageTransfer failure response as defined in subclause 5.2.2.3.1.2 of 3GPP TS 29.518 [14], or an N1N2 Transfer Failure Notification as defined in subclause 5.2.2.3.2 of 3GPP TS 29.518 [14], a UE Policy transfer failure is notifying to the H-PCF.  This event does not require a subscription and is only applicable for the V‑PCF as NF service consumer and the H‑PCF as NF service producer.
	

	PLMN_CH
	PLMN change: the serving PLMN of UE has changed. (NOTE)
	PlmnChange

	CON_STATE_CH
	Connectivity state change: the connectivity state of UE has changed. (NOTE)
	ConnectivityStateChange

	NOTE:
This includes reporting the current value at the time the trigger is provisioned during the update or update notification of the policy association.


*** End of Changes ***

