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	CR
	Rev
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	Vsn
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	TD#
	Source to WG
	Work Item
	Clauses affected
	Other Aff Specs

	24.501
	2826
	-
	Rel-17
	Addition of used abbreviations
	F
	17.0.0
	C1-127e
	C1-207044
	ZTE
	5GProtoc17
	3.2
	 

	24.501
	2827
	1
	Rel-17
	Editorial corrections in 24.501
	D
	17.0.0
	C1-127e
	C1-207613
	ZTE
	5GProtoc17
	5.1.2, 5.1.3.2.1.3.3, 5.3.1.4, 5.4.5.2.5, 5.4.7.2.3, 5.5.1.2.5
	 

	24.501
	2828
	1
	Rel-17
	Consistency of terms "5GMM-IDLE mode over non-3GPP access" and "5GMM-CONNECTED mode over non-3GPP access"
	F
	17.0.0
	C1-127e
	C1-207614
	ZTE
	5GProtoc17
	4.4.2.2, 4.4.2.3, 5.6.1.7
	 

	24.501
	2829
	1
	Rel-17
	Consistent usage of acronym UE
	D
	17.0.0
	C1-127e
	C1-207616
	ZTE
	5GProtoc17
	5.3.12
	 

	24.501
	2832
	1
	Rel-17
	Set the Follow-on request indicator to "Follow-on request pending"
	F
	17.0.0
	C1-127e
	C1-207628
	ZTE, Huawei, HiSilicon
	5GProtoc17
	5.5.1.2.2, 5.5.1.3.2
	 

	24.501
	2833
	-
	Rel-17
	requested NSSAI is Requested NSSAI IE or Requested mapped NSSAI IE
	F
	17.0.0
	C1-127e
	C1-207053
	ZTE
	5GProtoc17, eNS
	5.5.1.3.2
	 

	24.501
	2834
	-
	Rel-17
	Mobility and periodic registration update when the UE receives "RRC Connection failure" indication
	F
	17.0.0
	C1-127e
	C1-207054
	ZTE
	5GProtoc17
	5.5.1.3.2
	 

	24.501
	2835
	-
	Rel-17
	Condition when the UE shall include or not include the NAS message container IE
	F
	17.0.0
	C1-127e
	C1-207055
	ZTE
	5GProtoc17
	5.5.1.3.2
	 

	24.501
	2836
	-
	Rel-17
	S-NSSAI(s) contained in the pending NSSAI
	F
	17.0.0
	C1-127e
	C1-207056
	ZTE
	5GProtoc17, eNS
	5.5.1.2.4, 5.5.1.3.4
	 

	24.501
	2839
	1
	Rel-17
	Default configured NSSAI storage after update by UE Parameters Update via UDM Control Plane Procedure
	F
	17.0.0
	C1-127e
	C1-207664
	China Telecom
	5GProtoc17
	4.6.2.2
	 

	24.501
	2841
	1
	Rel-17
	Correcting the SERVICE ACCEPT message into SERVICE REQUEST message.
	F
	17.0.0
	C1-127e
	C1-207651
	China Telecom
	5GProtoc17
	5.3.1.3
	 

	24.501
	2842
	-
	Rel-17
	REGISTRATION ACCCEPT message
	D
	17.0.0
	C1-127e
	C1-207074
	Ericsson
	5GProtoc17
	5.5.1.2.4, 5.5.1.3.4
	 

	24.501
	2845
	1
	Rel-17
	Correction on the condition of filling allowed NSSAI in registration accept message
	F
	17.0.0
	C1-127e
	C1-207548
	ZTE
	5GProtoc17
	8.2.7.5
	 

	24.501
	2848
	-
	Rel-17
	Limit the guidance only for UE not supporting ER-NSSAI
	F
	17.0.0
	C1-127e
	C1-207114
	vivo
	5GProtoc17
	5.5.1.2.4, 5.5.1.3.4
	 

	24.501
	2851
	1
	Rel-17
	The handling of a CAG information list with no entry
	F
	17.0.0
	C1-127e
	C1-207538
	China Mobile, Ericsson
	5GProtoc17
	5.4.4.3, 5.5.1.2.5, 5.5.1.3.5, 5.6.1.5
	 

	24.501
	2853
	-
	Rel-17
	Correction to incrementing the registration attempt counter during abnormal cases for Mobility and periodic registration update for initiating an emergency PDU session
	F
	17.0.0
	C1-127e
	C1-207126
	Nokia, Nokia Shanghai Bell
	5GProtoc17
	5.5.1.3.7
	 

	24.501
	2854
	-
	Rel-17
	Correction to the reference to service request abnormal cases
	F
	17.0.0
	C1-127e
	C1-207130
	Nokia, Nokia Shanghai Bell
	5GProtoc17
	5.6.1.6
	 

	24.501
	2855
	-
	Rel-17
	Clarify PDU session modification command reject due to QoS-related errors
	F
	17.0.0
	C1-127e
	C1-207163
	Qualcomm Incorporated
	5GProtoc17
	6.3.2.4
	 

	24.501
	2858
	1
	Rel-17
	Addition of missing requirements for storing KAUSF, KSEAF, SOR counter and UE parameter update counter
	F
	17.0.0
	C1-127e
	C1-207587
	Apple
	5GProtoc17
	5.4.1.2.2.8, 5.4.1.2.3.1, 5.4.1.2.3A.1, 5.4.1.3.1, 5.4.5.3.3, 5.5.1.2.4, 5.5.1.3.4, annex C.1, annex C.2
	 

	24.501
	2859
	1
	Rel-17
	Correction of UE-requested PDU session modification
	F
	17.0.0
	C1-127e
	C1-207577
	Apple, Ericsson
	5GProtoc17
	6.4.2.2
	 



