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* * * First Change * * * *

[bookmark: _Toc20125194][bookmark: _Toc27486391][bookmark: _Toc36210444][bookmark: _Toc45096303][bookmark: _Toc45882336][bookmark: _Toc51762132]3.8	CAG selection (N1 mode only)
The MS may support CAG.
If the MS supports CAG, the MS can be provisioned with a "CAG information list", consisting of zero or more entries, each containing:
a)	a PLMN ID;
b)	an "Allowed CAG list". The "Allowed CAG list" contains zero or more CAG-IDs; and
c)	an optional "indication that the MS is only allowed to access 5GS via CAG cells".
The "CAG information list" is stored in the ME. 
NOTE 	When the UE is registering or registered to a PLMN other than the HPLMN, a PLMN equivalent to the HPLMN or EHPLMN, then the HPLMN will send a "CAG information list" consisting of CAG subscription information related to the serving PLMN only. When the UE is registering or registered to the HPLMN, a PLMN equivalent to the HPLMN or EHPLMN then the HPLMN or EHPLMN may send CAG subscription information related to any PLMN in the "CAG information list".
If the MS supports CAG and a PLMN is selected as described in subclause 4.4.3.1.1, the automatic CAG selection is performed as part of subclause 4.4.3.1.1.
[bookmark: _Hlk4750097]If the MS supports CAG and a PLMN is selected as described in subclause 4.4.3.1.2, the manual CAG selection is performed as part of subclause 4.4.3.1.2.
The NAS shall provide the AS with a "CAG information list", if available. If the contents of the "CAG information list" have changed, the NAS shall provide an updated "CAG information list" to the AS.
The "indication that the MS is only allowed to access 5GS via CAG cells" is not applicable in EPS.

* * * End of Changes * * * *

