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	Reason for change:
	Error cause #9 in the table of "PC5 signalling protocol cause IE" is mentioned with the following name:

LBSs of KNRP-sess ID conflict

But the correct name shall be:

LSBs of KNRP-sess ID conflict

Hence this typo shall be corrected. 

Please note that this IE table in an important piece of information that can be referenced from other places since it contains the encoding of the IE causes hence it shall contain correct names without typos.


	
	

	Summary of change:
	Correcting the error cause name

	
	

	Consequences if not approved:
	The error cause will remain with wrong name in the table of PC5 signalling protocol cause IE. This also causes difficulties when searching for the error cause using the correct name in the spec.
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[bookmark: _Hlk50363045]***** First change *****
[bookmark: _Toc34388721][bookmark: _Toc34404492][bookmark: _Toc45282388][bookmark: _Toc45882774][bookmark: _Toc51951324]8.4.9	PC5 signalling protocol cause
The purpose of the PC5 signalling protocol cause information element is to indicate the cause used in the PC5 signalling protocol procedures.
The PC5 signalling protocol cause is a type 3 information element with a length of 2 octets.
The PC5 signalling protocol cause information element is coded as shown in figure 8.4.9.1 and table 8.4.9.1.
	8
	7
	6
	5
	4
	3
	2
	1
	

	PC5 signalling protocol cause IEI
	octet 1

	PC5 signalling cause value
	octet 2



Figure 8.4.9.1: PC5 signalling protocol cause information element
Table 8.4.9.1: PC5 signalling protocol cause information element
	PC5 signalling cause value (octet 2)

	

	Bits

	8
	7
	6
	5
	4
	3
	2
	1
	
	

	0
	0
	0
	0
	0
	0
	0
	1
	
	Direct communication to the target UE not allowed

	0
	0
	0
	0
	0
	0
	1
	0
	
	Direct communication to the target UE no longer needed

	0
	0
	0
	0
	0
	0
	1
	1
	
	Conflict of layer-2 ID for unicast communication is detected

	0
	0
	0
	0
	0
	1
	0
	0
	
	Direct connection is not available anymore

	0
	0
	0
	0
	0
	1
	0
	1
	
	Lack of resources for PC5 unicast link

	0
	0
	0
	0
	0
	1
	1
	0
	
	Authentication failure

	0
	0
	0
	0
	0
	1
	1
	1
	
	Integrity failure

	0
	0
	0
	0
	1
	0
	0
	0
	
	UE security capabilities mismatch

	0
	0
	0
	0
	1
	0
	0
	1
	
	LBSBs of KNRP-sess ID conflict

	0
	0
	0
	0
	1
	0
	1
	0
	
	UE PC5 unicast signalling security policy mismatch

	0
	0
	0
	0
	1
	0
	1
	1
	
	Required service not allowed


	
	
	
	
	
	
	
	
	
	

	0
	1
	1
	0
	1
	1
	1
	1
	
	Protocol error, unspecified

	
	
	
	
	
	
	
	
	
	

	Any other value received by the UE shall be treated as 0110 1111, "protocol error, unspecified".
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