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	TS
	CR
	Rev
	Rel
	Title
	Cat
	Vsn
	@ Mtg
	TD#
	Source to WG
	Work Item
	Clauses affected
	Other Aff Specs

	24.519
	16
	-
	Rel-16
	The "Set parameter" operation not applicable for read-only parameters
	F
	16.2.0
	C1-126e
	C1-206177
	Nokia, Nokia Shanghai Bell, Intel
	Vertical_LAN
	9.2, 9.5B
	 

	24.519
	17
	-
	Rel-16
	Correction in stream parameters in BMIC
	F
	16.2.0
	C1-126e
	C1-206178
	Nokia, Nokia Shanghai Bell, Intel
	Vertical_LAN
	9.5B
	 

	24.519
	18
	1
	Rel-16
	Adding NW-TT port numbers to BMIC
	F
	16.2.0
	C1-126e
	C1-206561
	Intel, Nokia, Nokia Shanghai Bell, vivo
	Vertical_LAN
	9.5B, 9.12
	Core: TS 23.501 CR 2451 (SA2)

	24.519
	19
	-
	Rel-16
	Adding Stream parameters to PMIC
	F
	16.2.0
	C1-126e
	C1-206389
	Adding Stream parameters to PMIC Intel, Nokia, Nokia Shanghai Bell
	Vertical_LAN
	9.2
	 

	24.519
	20
	1
	Rel-16
	Bridge name and Chassis ID no more needed
	F
	16.2.0
	C1-126e
	C1-206451
	Intel, Nokia, Nokia Shanghai Bell, ZTE, vivo
	Vertical_LAN
	2, 4, 9.2, 9.5B, 9.6, 9.7, 9.8, 9.9, 9.10, 9.11
	 

	24.519
	21
	2
	Rel-16
	Correction to transfer of Ethernet port management information between a time-sensitive networking (TSN) AF and the DS-TT at the UE
	F
	16.2.0
	C1-127e
	C1-207679
	Huawei, HiSilicon, Ericsson
	Vertical_LAN
	5.1
	 

	24.519
	22
	1
	Rel-16
	Per-instance parameter handling for stream filter table
	F
	16.2.0
	C1-127e
	C1-207687
	Nokia, Nokia Shanghai Bell
	Vertical_LAN
	5.2.1.2, 5.2.1.3, 5.2.3.2, 6.2.1.2, 6.2.1.3, 8.1.1, 8.1.2 (new), 8.2.1, 8.2.5 (new), 8.6.1, 8.6.3 (new), 9.8, 9.9, 9.12 (new), 9.13 (new)
	 

	24.519
	23
	-
	Rel-16
	Clarification on max BMS message length
	F
	16.2.0
	C1-127e
	C1-207408
	Intel
	Vertical_LAN
	7.2.2, 8.7.1, 8.8.1, 8.9.1, 9.5B, 9.5C, 9.5D, 9.5E
	 

	24.535
	4
	1
	Rel-16
	Update handling of suffix field
	F
	16.2.0
	C1-126e
	C1-206473
	Intel, Nokia, Nokia Shanghai Bell
	Vertical_LAN
	2, 5.1, 5.2, 5.3.1
	 

	24.535
	6
	1
	Rel-16
	[bookmark: RANGE!F431]TSi handling when the NW-TT generates the gPTP event messages
	F
	16.2.0
	C1-127e
	C1-207582
	Intel
	Vertical_LAN
	5.2
	Core: TS 23.501 CR 2466 (SA2)



