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[bookmark: _Toc11339834]* * * First Change * * * *
[bookmark: _Toc27585553][bookmark: _Toc36457560][bookmark: _Toc45028478][bookmark: _Toc45029313][bookmark: _Toc51868076][bookmark: _Toc58582723]6.5.6.2.12	Type: EcRestriction
Table 6.5.6.2.12-1: Definition of type EcRestriction
	Attribute name
	Data type
	P
	Cardinality
	Description

	afInstanceId
	string
	M
	1
	The string identifying the originating AF (NOTE)

	referenceId
	ReferenceId
	M
	1
	Transaction Reference ID

	plmnEcInfos
	array(PlmnEcInfo)
	O
	1..N
	It may indicate a complete list of serving PLMNs where Enhanced Coverage shall be allowed and the detailed enhanced coverage restriction configuration under per the PLMN.

	mtcProviderInformation
	MtcProviderInformation
	O
	0..1
	Indicates MTC provider information for Enhanced Coverage Configuration authorization.

	NOTE: When the service operation is originated by external AF via T8/N33 interface, information carried in {scsAsId} URI variable in resource URIs on T8/N33 interfaceattribute in ECRControl structured data type (see clause 5.12.2.1.2 of 3GPP TS 29.122 [45]) or in {afId} URI variable in resource URIs on N33 interface (see clause 5 of 3GPP TS 29.522 [54]) can be used as the value for this IE.



* * * End of Changes * * * *
*********** 3GPP TS 29.122 CR0343 ***************
5.12.2.1.2	Type: ECRControl
This type represents the Enhanced Coverage Restriction control request. The structure is used only for request.
Table 5.12.2.1.2-1: Definition of type ECRControl
	Attribute name
	Data type
	Cardinality
	Description
	Applicability (NOTE 1)

	supportedFeatures
	SupportedFeatures
	1
	Used to negotiate the supported optional features of the API as described in subclause 5.2.7.
	

	scsAsId
	string
	0..1
	Identifier of the SCS/AS.
	

	externalId
	ExternalId
	0..1
	Identifies a user as defined in Clause 4.6.2 of 3GPP TS 23.682 [2].
(NOTE 2)
	

	Msisdn
	Msisdn
	0..1
	Identifies the MS internal PSTN/ISDN number allocated for a UE.
(NOTE 2)
	

	ecrDataWbs
	array(PlmnEcRestrictionDataWb)
	0..N
	Identifies whether enhanced coverage mode are restricted or not. This attribute shall not be present for the query custom operation.
	ECR_WB_5G

	restrictedPlmnIds
	array(PlmnId)
	0..N
	Indicates a complete list (and possibly empty) of serving PLMNs where Enhanced Coverage shall be restricted. This attribute shall not be present for the query custom operation. (NOTE 3)
	

	allowedPlmnIds
	array(PlmnId)
	0..N
	Indicates a complete list (and possibly empty) of serving PLMNs where Enhanced Coverage shall be allowed. This attribute shall not be present for the query custom operation. (NOTE 3)
	

	NOTE 1: 	Properties marked with a feature as defined in subclause 5.4.4 are applicable as described in subclause 5.2.7. If no feature are indicated, the related property applies for all the features.
NOTE 2:	One of the properties "externalId" or "msisdn" shall be included.
NOTE 3:	"restrictedPlmnIds" and "allowedPlmnIds" shall be mutually exclusive.




* * * Information * * * *

