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Neither a reference to ISO/IEC 9646-7 is available nor would it make sense to reference [19]: 3GPP TS 21.111: "USIM and IC card requirements" for this purpose,

	
	

	Summary of change:
	A new reference to ISO/IEC 9646-7 is added, the sentence where the ISO/IEC 9646-7 is referenced gets the new reference number

	
	

	Consequences if not approved:
	A misleading reference might be confusing for the reader.

	
	

	Clauses affected:
	2, 3.6.3

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	

	
	

	This CR's revision history:
	



Page 1


[bookmark: _Toc50983600][bookmark: _Toc44961937][bookmark: _Toc36655634][bookmark: _Toc36649792][bookmark: _Toc29399782][bookmark: _Toc29398660][bookmark: _Toc20397008][bookmark: _Toc10739156][bookmark: _Toc57209228][…]
***** first change *****
[bookmark: _Toc2086436]2	References
The following documents contain provisions which, through reference in this text, constitute provisions of the present document.
-	References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.
-	For a specific reference, subsequent revisions do not apply.
-	For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.
…
[bookmark: _Ref45705310][bookmark: _GoBack][xx]	ISO/IEC 9646-7: "Information technology -- Open Systems Interconnection – Conformance testing methodology and framework -- Part 7: Implementation Conformance Statements".
…
***** next change *****
[bookmark: _Toc10738249][bookmark: _Toc20396083][bookmark: _Toc29397665][bookmark: _Toc29398787][bookmark: _Toc36648797][bookmark: _Toc36654585][bookmark: _Toc44960856][bookmark: _Toc50982497][bookmark: _Toc50984668][bookmark: _Toc57111936][bookmark: _Toc57208083]3.6.3	Applicability of the individual tests
Table B.1 lists the optional, conditional or mandatory features for which the supplier of the implementation states the support. As pre-condition the supplier of the implementation shall state the support of possible options in table A.1.
The "Release XY ME" columns shows the status of the entries as follows:
The following notations, defined in ISO/IEC 9646‑7 [19xx], are used for the status column:
M	mandatory – the capability is required to be supported.
O	optional – the capability may be supported or not.
N/A	not applicable – in the given context, it is impossible to use the capability.
X	prohibited (excluded) – there is a requirement not to use this capability in the given context.
O.i	qualified optional – for mutually exclusive or selectable options from a set. "i" is an integer which identifies an unique group of related optional items and the logic of their selection which is defined immediately following the table.
Ci	conditional – the requirement on the capability ("M", "O", "X" or "N/A") depends on the support of other optional or conditional items. "i" is an integer identifying an unique conditional status expression which is defined immediately following the table. For nested conditional expressions, the syntax "IF … THEN (IF … THEN … ELSE…) ELSE …" shall be used to avoid ambiguities. 
The "Additional test case execution recommendation" column shows the status of the entries as follows:
A	applicable - the test is applicable according to the corresponding entry in the "Rxx ME" column
R	redundant – the test has to be considered as redundant when the corresponding E-UTRAN/EPC related test of the present document has been validated and successfully executed. In that case the requirement may be verified by means of the E-UTRAN/EPC functionality only.
AERi	Additional test case Execution Recommendation – with respect to the above listed definitions of ("A") and ("R") the test is applicable ("A") or redundant ("R") depending on the support of other optional or conditional items. "i" is an integer identifying a unique conditional status expression which is defined immediately following the table. For nested conditional expressions, the syntax "IF ... THEN (IF ... THEN ... ELSE...) ELSE ..." shall be used to avoid ambiguities.
References to items
For each possible item answer (answer in the support column) there exists a unique reference, used, for example, in the conditional expressions. It is defined as the table identifier, followed by a solidus character "/", followed by the item number in the table. If there is more than one support column in a table, the columns shall be discriminated by letters (a, b, etc.), respectively.
EXAMPLE:	A.1/4 is the reference to the answer of item 4 in table A.1.
***** end changes *****

