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[bookmark: _Toc20154863][bookmark: _Toc36049322][bookmark: _Toc45199099][bookmark: _Toc51855960]3.1	Definitions
For the purposes of the present document, the terms and definitions given in 3GPP TR 21.905 [1] apply.
Reserved: The value "reserved" is assigned to a code point to indicate that it is reserved for future use. The present document specifies no processing rules for handling of "reserved" value by the receiving entity.
For the purposes of the present document, the following terms and definitions given in 3GPP TS 23.122 [6] apply:
EHPLMN
HPLMN
VPLMN
For the purposes of the present document, the following terms and definitions given in 3GPP TS 23.501 [16] apply:
SNPN access mode
Stand-alone Non-Public Network
For the purposes of the present document, the following terms and definitions given in 3GPP TS 24.301 [5] apply:
In NB-S1 mode
For the purposes of the present document, the following terms and definitions given in 3GPP TS 23.221 [12] apply:
Restricted Local Operator Services
For the purposes of the present document, the following terms and definitions given in 3GPP TS 24.501 [11] apply:
SNPN access operation mode
***** Next change *****
[bookmark: _Toc45199150][bookmark: _Toc51856011]5.10zk	/<X>/SNPN_Configuration
The leaf contains configuration parameters regarding a UE operating in SNPN access operation mode.
-	Occurrence: ZeroOrOne
-	Format: node
-	Access Types: Get, Replace
-	Values: N/A
***** Next change *****
[bookmark: _Toc51856019]5.10zs	<X>/SNPN_Configuration/<X>/Timer_T3245_Behaviour
The Timer_T3245_Behaviour leaf indicates whether the timer T3245 and the related functionality as specified in 3GPP TS 24.501 [11] is used by the UE operating in SNPN access operation mode.
-	Occurrence: ZeroOrOne
-	Format: bool
-	Access Types: Get, Replace
-	Values: 0, 1
0	Indicates that the timer T3245 is not used.
1	Indicates that the timer T3245 is used.
The default value 0 applies if this leaf is not provisioned.
***** Next change *****
[bookmark: _Toc20154909][bookmark: _Toc36049374][bookmark: _Toc45199159][bookmark: _Toc51856021]Annex A (informative):
NAS configuration MO DDF
This DDF is the standardized minimal set. A vendor can define its own DDF for the complete device. This DDF can include more features than this minimal standardized version.
<?xml version="1.0" encoding="UTF-8"?>
<!DOCTYPE MgmtTree PUBLIC "-//OMA//DTD-DM-DDF 1.2//EN" 
"http://www.openmobilealliance.org/tech/DTD/dm_ddf-v1_2.dtd">

<MgmtTree>
	<VerDTD>1.2</VerDTD>
	<Man>--The device manufacturer--</Man>
	<Mod>--The device model--</Mod>

	<Node>
		<NodeName/>
		<DFProperties>
			<AccessType>
				<Get/>
			</AccessType>
			<Description>NAS configuration</Description>
			<DFFormat>
				<node/>
			</DFFormat>
			<Occurrence>
				<ZeroOrOne/>
			</Occurrence>
			<DFTitle>The NAS configuration Management Object.</DFTitle>
			<DFType>
				<DDFName>urn:oma:mo:ext-3gpp-nas-config:1.0</DDFName>
			</DFType>
		</DFProperties>

		<Node>
			<NodeName>NAS_SignallingPriority</NodeName>
			<DFProperties>
				<AccessType>
					<Get/>
					<Replace/>
				</AccessType>
				<DFFormat>
					<int/>
				</DFFormat>
				<Occurrence>
					<ZeroOrOne/>
				</Occurrence>
				<DFTitle>NAS Signalling Priority.</DFTitle>
				<DFType>
					<MIME>text/plain</MIME>
				</DFType>
			</DFProperties>
		</Node>

		<Node>
			<NodeName>AttachWithIMSI</NodeName>
			<DFProperties>
				<AccessType>
					<Get/>
					<Replace/>
				</AccessType>
				<DFFormat>
					<bool/>
				</DFFormat>
				<Occurrence>
					<ZeroOrOne/>
				</Occurrence>
				<DFTitle>Attach with IMSI.</DFTitle>
				<DFType>
					<MIME>text/plain</MIME>
				</DFType>
			</DFProperties>
		</Node>

		<Node>
			<NodeName>MinimumPeriodicSearchTimer</NodeName>
			<DFProperties>
				<AccessType>
					<Get/>
					<Replace/>
				</AccessType>
				<DFFormat>
					<int/>
				</DFFormat>
				<Occurrence>
					<ZeroOrOne/>
				</Occurrence>
				<DFTitle>Minimum periodic search timer.</DFTitle>
				<DFType>
					<MIME>text/plain</MIME>
				</DFType>
			</DFProperties>
		</Node>

		<Node>
			<NodeName>NMO_I_Behaviour</NodeName>
			<DFProperties>
				<AccessType>
					<Get/>
					<Replace/>
				</AccessType>
				<DFFormat>
					<bool/>
				</DFFormat>
				<Occurrence>
					<ZeroOrOne/>
				</Occurrence>
				<DFTitle>NMO I behaviour.</DFTitle>
				<DFType>
					<MIME>text/plain</MIME>
				</DFType>
			</DFProperties>
		</Node>

		<Node>
			<NodeName>Timer_T3245_Behaviour</NodeName>
			<DFProperties>
				<AccessType>
					<Get/>
					<Replace/>
				</AccessType>
				<DFFormat>
					<bool/>
				</DFFormat>
				<Occurrence>
					<ZeroOrOne/>
				</Occurrence>
				<DFTitle>Timer T3245 Behaviour.</DFTitle>
				<DFType>
					<MIME>text/plain</MIME>
				</DFType>
			</DFProperties>
		</Node>

		<Node>
			<NodeName>ExtendedAccessBarring</NodeName>
			<DFProperties>
				<AccessType>
					<Get/>
					<Replace/>
				</AccessType>
				<DFFormat>
					<bool/>
				</DFFormat>
				<Occurrence>
					<ZeroOrOne/>
				</Occurrence>
				<DFTitle>Extended Access Barring.</DFTitle>
				<DFType>
					<MIME>text/plain</MIME>
				</DFType>
			</DFProperties>
		</Node>

		<Node>
			<NodeName>Override_NAS_SignallingLowPriority</NodeName>
			<DFProperties>
				<AccessType>
					<Get/>
					<Replace/>
				</AccessType>
				<DFFormat>
					<bool/>
				</DFFormat>
				<Occurrence>
					<ZeroOrOne/>
				</Occurrence>
				<DFTitle>Override NAS Signalling Low Priority.</DFTitle>
				<DFType>
					<MIME>text/plain</MIME>
				</DFType>
			</DFProperties>
		</Node>


		<Node>
			<NodeName>Override_ExtendedAccessBarring</NodeName>
			<DFProperties>
				<AccessType>
					<Get/>
					<Replace/>
				</AccessType>
				<DFFormat>
					<bool/>
				</DFFormat>
				<Occurrence>
					<ZeroOrOne/>
				</Occurrence>
				<DFTitle>Override ExtendedAccessBarring.</DFTitle>
				<DFType>
					<MIME>text/plain</MIME>
				</DFType>
			</DFProperties>
		</Node>

		<Node>
			<NodeName>FastFirstHigherPriorityPLMNSearch</NodeName>
			<DFProperties>
				<AccessType>
					<Get/>
					<Replace/>
				</AccessType>
				<DFFormat>
					<bool/>
				</DFFormat>
				<Occurrence>
					<ZeroOrOne/>
				</Occurrence>
				<DFTitle> FastFirstHigherPriorityPLMNSearch.</DFTitle>
				<DFType>
					<MIME>text/plain</MIME>
				</DFType>
			</DFProperties>
		</Node>

		<Node>
			<NodeName>EUTRADisablingAllowedForEMMCause15</NodeName>
			<DFProperties>
				<AccessType>
					<Get/>
					<Replace/>
				</AccessType>
				<DFFormat>
					<bool/>
				</DFFormat>
				<Occurrence>
					<ZeroOrOne/>
				</Occurrence>
				<DFTitle> EUTRADisablingAllowedForEMMCause15.</DFTitle>
				<DFType>
					<MIME>text/plain</MIME>
				</DFType>
			</DFProperties>
		</Node>

		<Node>
			<NodeName>SM_RetryWaitTime</NodeName>
			<DFProperties>
				<AccessType>
					<Get/>
					<Replace/>
				</AccessType>
				<DFFormat>
					<int/>
				</DFFormat>
				<Occurrence>
					<ZeroOrOne/>
				</Occurrence>
				<DFTitle> SM_RetryWaitTime</DFTitle>
				<DFType>
					<MIME>text/plain</MIME>
				</DFType>
			</DFProperties>
		</Node>

		<Node>
			<NodeName>SM_RetryAtRATChange</NodeName>
			<DFProperties>
				<AccessType>
					<Get/>
					<Replace/>
				</AccessType>
				<DFFormat>
					<bool/>
				</DFFormat>
				<Occurrence>
					<ZeroOrOne/>
				</Occurrence>
				<DFTitle> SM_RetryAtRATChange</DFTitle>
				<DFType>
					<MIME>text/plain</MIME>
				</DFType>
			</DFProperties>
		</Node>

		<Node>
			<NodeName>ExceptionDataReportingAllowed</NodeName>
			<DFProperties>
				<AccessType>
					<Get/>
					<Replace/>
				</AccessType>
				<DFFormat>
					<bool/>
				</DFFormat>
				<Occurrence>
					<ZeroOrOne/>
				</Occurrence>
				<DFTitle> ExceptionDataReportingAllowed.</DFTitle>
				<DFType>
					<MIME>text/plain</MIME>
				</DFType>
			</DFProperties>
		</Node>

		<Node>
			<NodeName> Default_DCN_ID</NodeName>
			<DFProperties>
				<AccessType>
					<Get/>
					<Replace/>
				</AccessType>
				<DFFormat>
					<int/>
				</DFFormat>
				<Occurrence>
					<ZeroOrOne/>
				</Occurrence>
				<DFTitle>Default_DCN_ID </DFTitle>
				<DFType>
					<MIME>text/plain</MIME>
				</DFType>
			</DFProperties>
		</Node>

		<Node>
			<NodeName>3GPP_PS_data_off</NodeName>
			<DFProperties>
				<AccessType>
					<Get/>
					<Replace/>
				</AccessType>
				<DFFormat>
					<node/>
				</DFFormat>
				<Occurrence>
					<ZeroOrOne/>
				</Occurrence>
				<Scope>
					<Dynamic/>
				</Scope>
				<DFTitle>Configuration parameters for 3GPP PS data off.</DFTitle>
				<DFType>
					<DDFName/>
				</DFType>
			</DFProperties>

			<Node>
				<NodeName>Exempted_service_list</NodeName>
				<DFProperties>
					<AccessType>
						<Get/>
						<Replace/>
					</AccessType>
					<DFFormat>
						<node/>
					</DFFormat>
					<Occurrence>
						<One/>
					</Occurrence>
					<Scope>
						<Dynamic/>
					</Scope>
					<DFTitle>List of services which are exempted of 3GPP PS data off when the UE is in its HPLMN or EHPLMN.</DFTitle>
					<DFType>
						<DDFName/>
					</DFType>
				</DFProperties>

				<Node>
					<NodeName>Device_management_over_PS</NodeName>
					<DFProperties>
						<AccessType>
							<Get/>
							<Replace/>
						</AccessType>
						<DFFormat>
							<bool/>
						</DFFormat>
						<Occurrence>
							<One/>
						</Occurrence>
						<Scope>
							<Dynamic/>
						</Scope>
						<DFTitle>Device management over PS which is a 3GPP PS data off exempt service when the UE is in its HPLMN or EHPLMN.</DFTitle>
						<DFType>
							<MIME>text/plain</MIME>
						</DFType>
					</DFProperties>
				</Node>

				<Node>
					<NodeName>Bearer_independent_protocol</NodeName>
					<DFProperties>
						<AccessType>
							<Get/>
							<Replace/>
						</AccessType>
						<DFFormat>
							<bool/>
						</DFFormat>
						<Occurrence>
							<One/>
						</Occurrence>
						<Scope>
							<Dynamic/>
						</Scope>
						<DFTitle>Bearer independent protocol which is a 3GPP PS data off exempt service when the UE is in its HPLMN or EHPLMN.</DFTitle>
						<DFType>
							<MIME>text/plain</MIME>
						</DFType>
					</DFProperties>
				</Node>

			</Node>

			<Node>
				<NodeName>Exempted_service_list_roaming</NodeName>
				<DFProperties>
					<AccessType>
						<Get/>
						<Replace/>
					</AccessType>
					<DFFormat>
						<node/>
					</DFFormat>
					<Occurrence>
						<One/>
					</Occurrence>
					<Scope>
						<Dynamic/>
					</Scope>
					<DFTitle>List of services which are exempted of 3GPP PS data off when the UE is in the VPLMN.</DFTitle>
					<DFType>
						<DDFName/>
					</DFType>
				</DFProperties>


				<Node>
					<NodeName>Device_management_over_PS</NodeName>
					<DFProperties>
						<AccessType>
							<Get/>
							<Replace/>
						</AccessType>
						<DFFormat>
							<bool/>
						</DFFormat>
						<Occurrence>
							<One/>
						</Occurrence>
						<Scope>
							<Dynamic/>
						</Scope>
						<DFTitle>Device management over PS which is a 3GPP PS data off exempt service when the UE is in the VPLMN.</DFTitle>
						<DFType>
							<MIME>text/plain</MIME>
						</DFType>
					</DFProperties>
				</Node>

				<Node>
					<NodeName>Bearer_independent_protocol</NodeName>
					<DFProperties>
						<AccessType>
							<Get/>
							<Replace/>
						</AccessType>
						<DFFormat>
							<bool/>
						</DFFormat>
						<Occurrence>
							<One/>
						</Occurrence>
						<Scope>
							<Dynamic/>
						</Scope>
						<DFTitle>Bearer independent protocol which is a 3GPP PS data off exempt service when the UE is in the VPLMN.</DFTitle>
						<DFType>
							<MIME>text/plain</MIME>
						</DFType>
					</DFProperties>
				</Node>

				</Node>
			</Node>
		<Node>
			<NodeName>EARFCNList</NodeName>
			<DFProperties>
				<AccessType>
					<Get/>
					<Replace/>
				</AccessType>
				<DFFormat>
					<node/>
				</DFFormat>
				<Occurrence>
					<ZeroOrOne/>
				</Occurrence>
				<Scope>
					<Dynamic/>
				</Scope>
				<DFTitle>List of EARFCN for initial cell search of MTC carrier or NB-IoT carrier.</DFTitle>
				<DFType>
					<DDFName/>
				</DFType>
			</DFProperties>

			<Node>
				<NodeName></NodeName>
				<DFProperties>
					<AccessType>
						<Get/>
						<Replace/>
					</AccessType>
					<DFFormat>
						<node/>
					</DFFormat>
					<Occurrence>
						<OneOrMore/>
					</Occurrence>
					<Scope>
						<Dynamic/>
					</Scope>
					<DFTitle> List of EARFCNs and associated geographical area for initial cell search of MTC carrier or NB-IoT carrier.</DFTitle>
					<DFType>
						<DDFName/>
					</DFType>
				</DFProperties>

				<Node>
					<NodeName>EARFCN</NodeName>
					<DFProperties>
						<AccessType>
							<Get/>
							<Replace/>
						</AccessType>
						<DFFormat>
							<chr/>
						</DFFormat>
						<Occurrence>
							<One/>
						</Occurrence>
						<DFTitle>EARFCN configured to the UE for initial cell search of MTC carrier of NB-IoT carrier.</DFTitle>
						<DFType>
							<MIME>text/plain</MIME>
						</DFType>
					</DFProperties>
				</Node>

				<Node>
					<NodeName>GeographicalArea</NodeName>
					<DFProperties>
						<AccessType>
							<Get/>
							<Replace/>
						</AccessType>
						<DFFormat>
							<node/>
						</DFFormat>
						<Occurrence>
							<One/>
						</Occurrence>
						<DFTitle>Geographical Area description.</DFTitle>
						<DFType>
							<MIME>text/plain</MIME>
						</DFType>
					</DFProperties>

					<Node>
						<NodeName>Polygon</NodeName>
						<DFProperties>
							<AccessType>
								<Get/>
								<Replace/>
							</AccessType>
							<DFFormat>
								<node/>
							</DFFormat>
							<Occurrence>
								<One/>
							</Occurrence>
							<DFTitle>Polygon Area description.</DFTitle>
							<DFType>
								<DDFName/>
							</DFType>
						</DFProperties>

						<Node>
							<NodeName></NodeName>
							<DFProperties>
								<AccessType>
									<Get/>
									<Replace/>
								</AccessType>
								<DFFormat>
									<node/>
								</DFFormat>
								<Occurrence>
									<OneOrMore/>
								</Occurrence>
								<DFType>
									<DDFName></DDFName>
								</DFType>
							</DFProperties>

							<Node>
								<NodeName>Coordinates</NodeName>
								<DFProperties>
									<AccessType>
										<Get/>
										<Replace/>
									</AccessType>
									<DFFormat>
										<node/>
									</DFFormat>
									<Occurrence>
										<One/>
									</Occurrence>
									<DFTitle>Descriptions for geographical coordinates</DFTitle>
									<DFType>
										<MIME>text/plain</MIME>
									</DFType>
								</DFProperties>

								<Node>
									<NodeName></NodeName>
									<DFProperties>
										<AccessType>
											<Get/>
											<Replace/>
										</AccessType>
										<DFFormat>
											<node/>
										</DFFormat>
										<Occurrence>
											<OneOrMore/>
										</Occurrence>
										<DFType>
											<DDFName></DDFName>
										</DFType>
									</DFProperties>

									<Node>
										<NodeName>Latitude</NodeName>
										<DFProperties>
											<AccessType>
												<Get/>
												<Replace/>
											</AccessType>
											<DFFormat>
												<bin/>
											</DFFormat>
											<Occurrence>
												<One/>
											</Occurrence>
											<DFTitle>coordinate latitude</DFTitle>
											<DFType>
												<MIME>text/plain</MIME>
											</DFType>
										</DFProperties>
									</Node>

									<Node>
										<NodeName>Longitude</NodeName>
										<DFProperties>
											<AccessType>
												<Get/>
												<Replace/>
											</AccessType>
											<DFFormat>
												<bin/>
											</DFFormat>
											<Occurrence>
												<One/>
											</Occurrence>
											<DFTitle>coordinate longitude</DFTitle>
											<DFType>
												<MIME>text/plain</MIME>
											</DFType>
										</DFProperties>
									</Node>
								</Node>
							</Node>
						</Node>
					</Node>
				</Node>
			</Node>
		</Node>

		<Node>
			<NodeName>RLOSPreferredPLMNList</NodeName>
			<DFProperties>
				<AccessType>
					<Get/>
					<Replace/>
				</AccessType>
				<DFFormat>
					<node/>
				</DFFormat>
				<Occurrence>
					<ZeroOrOne/>
				</Occurrence>
				<Scope>
					<Dynamic/>
				</Scope>
				<DFTitle>List of RLOS preferred PLMNs.</DFTitle>
				<DFType>
					<DDFName/>
				</DFType>
			</DFProperties>

			<Node>
				<NodeName></NodeName>
				<DFProperties>
					<AccessType>
						<Get/>
						<Replace/>
					</AccessType>
					<DFFormat>
						<node/>
					</DFFormat>
					<Occurrence>
						<OneOrMore/>
					</Occurrence>
					<Scope>
						<Dynamic/>
					</Scope>
					<DFTitle> List of RLOS preferred PLMNs and associated priority.</DFTitle>
					<DFType>
						<DDFName/>
					</DFType>
				</DFProperties>

				<Node>
					<NodeName>PLMN</NodeName>
					<DFProperties>
						<AccessType>
							<Get/>
							<Replace/>
						</AccessType>
						<DFFormat>
							<chr/>
						</DFFormat>
						<Occurrence>
							<One/>
						</Occurrence>
						<DFTitle>PLMN code of the RLOS preferred PLMN.</DFTitle>
						<DFType>
							<MIME>text/plain</MIME>
						</DFType>
					</DFProperties>
				</Node>

				<Node>
					<NodeName>PLMNPriority</NodeName>
					<DFProperties>
						<AccessType>
							<Get/>
							<Replace/>
						</AccessType>
						<DFFormat>
							<int/>
						</DFFormat>
						<Occurrence>
							<One/>
						</Occurrence>
						<DFTitle>Priority of the RLOS preferred PLMN.</DFTitle>
						<DFType>
							<DDFName/>
						</DFType>
					</DFProperties>
				</Node>
			</Node>
		</Node>

		<Node>
			<NodeName>MfgAssignUERadioCapId</NodeName>
			<DFProperties>
				<AccessType>
					<Get/>
					<Replace/>
				</AccessType>
				<DFFormat>
					<node/>
				</DFFormat>
				<Occurrence>
					<ZeroOrOne/>
				</Occurrence>
				<Scope>
					<Dynamic/>
				</Scope>
				<DFTitle>List of manufacturer-assigned UE radio capability IDs.</DFTitle>
				<DFType>
					<DDFName/>
				</DFType>
			</DFProperties>

			<Node>
				<NodeName>Vendor ID</NodeName>
				<DFProperties>
					<AccessType>
						<Get/>
						<Replace/>
					</AccessType>
					<DFFormat>
						<chr/>
					</DFFormat>
					<Occurrence>
						<One/>
					</Occurrence>
					<DFTitle>Vendor ID.</DFTitle>
					<DFType>
						<MIME>text/plain</MIME>
					</DFType>
				</DFProperties>
			</Node>

			<Node>
				<NodeName></NodeName>
				<DFProperties>
					<AccessType>
						<Get/>
						<Replace/>
					</AccessType>
					<DFFormat>
						<node/>
					</DFFormat>
					<Occurrence>
						<OneOrMore/>
					</Occurrence>
					<Scope>
						<Dynamic/>
					</Scope>
					<DFTitle> List of manufacturer-assigned UE radio capability IDs and associated radio configurations.</DFTitle>
					<DFType>
						<DDFName/>
					</DFType>
				</DFProperties>

				<Node>
					<NodeName>RCI</NodeName>
					<DFProperties>
						<AccessType>
							<Get/>
							<Replace/>
						</AccessType>
						<DFFormat>
							<chr/>
						</DFFormat>
						<Occurrence>
							<One/>
						</Occurrence>
						<DFTitle>Radio Configuration Identifier.</DFTitle>
						<DFType>
							<MIME>text/plain</MIME>
						</DFType>
					</DFProperties>
				</Node>

				<Node>
					<NodeName>UERadioConfigLTE</NodeName>
					<DFProperties>
						<AccessType>
							<Get/>
							<Replace/>
						</AccessType>
						<DFFormat>
							<bin/>
						</DFFormat>
						<Occurrence>
							<ZeroOrOne/>
						</Occurrence>
						<DFTitle>UE radio configuration asosciated with the RCI encoded as specified in TS 36.331.</DFTitle>
						<DFType>
							<DDFName/>
						</DFType>
					</DFProperties>
				</Node>

				<Node>
					<NodeName>UERadioConfigNR</NodeName>
					<DFProperties>
						<AccessType>
							<Get/>
							<Replace/>
						</AccessType>
						<DFFormat>
							<bin/>
						</DFFormat>
						<Occurrence>
							<ZeroOrOne/>
						</Occurrence>
						<DFTitle>UE radio configuration asosciated with the RCI encoded as specified in TS 38.331.</DFTitle>
						<DFType>
							<DDFName/>
						</DFType>
					</DFProperties>
				</Node>
			</Node>
		</Node>

		<Node>
			<NodeName>RLOSAllowedMCCList</NodeName>
			<DFProperties>
				<AccessType>
					<Get/>
					<Replace/>
				</AccessType>
				<DFFormat>
					<node/>
				</DFFormat>
				<Occurrence>
					<ZeroOrOne/>
				</Occurrence>
				<Scope>
					<Dynamic/>
				</Scope>
				<DFTitle>List of RLOS allowed MCCs.</DFTitle>
				<DFType>
					<DDFName/>
				</DFType>
			</DFProperties>

			<Node>
				<NodeName></NodeName>
				<DFProperties>
					<AccessType>
						<Get/>
						<Replace/>
					</AccessType>
					<DFFormat>
						<node/>
					</DFFormat>
					<Occurrence>
						<OneOrMore/>
					</Occurrence>
					<Scope>
						<Dynamic/>
					</Scope>
					<DFTitle> List of RLOS allowed MCCs.</DFTitle>
					<DFType>
						<DDFName/>
					</DFType>
				</DFProperties>

				<Node>
					<NodeName>MCC</NodeName>
					<DFProperties>
						<AccessType>
							<Get/>
							<Replace/>
						</AccessType>
						<DFFormat>
							<chr/>
						</DFFormat>
						<Occurrence>
							<One/>
						</Occurrence>
						<DFTitle>MCC value of a RLOS allowed MCC.</DFTitle>
						<DFType>
							<MIME>text/plain</MIME>
						</DFType>
					</DFProperties>
				</Node>
			</Node>
		</Node>

		<Node>
			<NodeName>SNPN_Configuration</NodeName>
			<DFProperties>
				<AccessType>
					<Get/>
					<Replace/>
				</AccessType>
				<DFFormat>
					<node/>
				</DFFormat>
				<Occurrence>
					<ZeroOrOne/>
				</Occurrence>
				<Scope>
					<Dynamic/>
				</Scope>
				<DFTitle>Configuration parameters regarding a UE operating in SNPN access operation mode.</DFTitle>
				<DFType>
					<DDFName/>
				</DFType>
			</DFProperties>

			<Node>
				<NodeName></NodeName>
				<DFProperties>
					<AccessType>
						<Get/>
						<Replace/>
					</AccessType>
					<DFFormat>
						<node/>
					</DFFormat>
					<Occurrence>
						<OneOrMore/>
					</Occurrence>
					<Scope>
						<Dynamic/>
					</Scope>
					<DFTitle>List of {SNPN identifier, configuration parameters regarding 3GPP PS data off for a UE in the SNPN identified by the SNPN identifier, configured UE retry wait time value for a UE in the SNPN identified by the SNPN identifier}.</DFTitle>
					<DFType>
						<DDFName/>
					</DFType>
				</DFProperties>

				<Node>
					<NodeName>SNPN_identifier</NodeName>
					<DFProperties>
						<AccessType>
							<Get/>
							<Replace/>
						</AccessType>
						<DFFormat>
							<chr/>
						</DFFormat>
						<Occurrence>
							<One/>
						</Occurrence>
						<DFTitle>SNPN identifier for which the 3GPP_PS_data_off leaf or SM_RetryWaitTime leaf is applicable.</DFTitle>
						<DFType>
							<MIME>text/plain</MIME>
						</DFType>
					</DFProperties>
				</Node>

				<NodeName>3GPP_PS_data_off</NodeName>
				<DFProperties>
					<AccessType>
						<Get/>
						<Replace/>
					</AccessType>
					<DFFormat>
						<node/>
					</DFFormat>
					<Occurrence>
						<ZeroOrOne/>
					</Occurrence>
					<Scope>
						<Dynamic/>
					</Scope>
					<DFTitle>Configuration parameters regarding 3GPP PS data off for a UE in the SNPN identified by the SNPN_identifier leaf.</DFTitle>
					<DFType>
						<DDFName/>
					</DFType>
				</DFProperties>

					<Node>
						<NodeName>Exempted_service_list</NodeName>
						<DFProperties>
							<AccessType>
								<Get/>
								<Replace/>
							</AccessType>
							<DFFormat>
								<node/>
							</DFFormat>
							<Occurrence>
								<One/>
							</Occurrence>
							<Scope>
								<Dynamic/>
							</Scope>
							<DFTitle>List of services which are exempted of 3GPP PS data off for a UE in the SNPN identified by the SNPN_identifier leaf.</DFTitle>
							<DFType>
								<DDFName/>
							</DFType>
						</DFProperties>

						<Node>
							<NodeName>Device_management_over_PS</NodeName>
							<DFProperties>
								<AccessType>
									<Get/>
									<Replace/>
								</AccessType>
								<DFFormat>
									<bool/>
								</DFFormat>
								<Occurrence>
									<One/>
								</Occurrence>
								<Scope>
									<Dynamic/>
								</Scope>
								<DFTitle>Device management over PS which is a 3GPP PS data off exempt service for a UE in the SNPN identified by the SNPN_identifier leaf.</DFTitle>
								<DFType>
									<MIME>text/plain</MIME>
								</DFType>
							</DFProperties>
						</Node>

						<Node>
							<NodeName>Bearer_independent_protocol</NodeName>
							<DFProperties>
								<AccessType>
									<Get/>
									<Replace/>
								</AccessType>
								<DFFormat>
									<bool/>
								</DFFormat>
								<Occurrence>
									<ZeroOrOne/>
								</Occurrence>
								<Scope>
									<Dynamic/>
								</Scope>
								<DFTitle>Bearer_independent_protocol which is a 3GPP PS data off exempt service for a UE in the SNPN identified by the SNPN_identifier leaf.</DFTitle>
								<DFType>
									<MIME>text/plain</MIME>
								</DFType>
							</DFProperties>
						</Node>

					</Node>

				</Node>

				<Node>
					<NodeName>SM_RetryWaitTime</NodeName>
					<DFProperties>
						<AccessType>
							<Get/>
							<Replace/>
						</AccessType>
						<DFFormat>
							<int/>
						</DFFormat>
						<Occurrence>
							<ZeroOrOne/>
						</Occurrence>
						<DFTitle> SM_RetryWaitTime for a UE in the SNPN identified by the SNPN_identifier leaf</DFTitle>
						<DFType>
							<MIME>text/plain</MIME>
						</DFType>
					</DFProperties>
				</Node>

				<Node>
					<NodeName>Timer_T3245_Behaviour</NodeName>
					<DFProperties>
						<AccessType>
							<Get/>
							<Replace/>
						</AccessType>
						<DFFormat>
							<bool/>
						</DFFormat>
						<Occurrence>
							<ZeroOrOne/>
						</Occurrence>
						<DFTitle> Timer_T3245_Behaviour for a UE in the SNPN identified by the SNPN_identifier leaf</DFTitle>
						<DFType>
							<MIME>text/plain</MIME>
						</DFType>
					</DFProperties>
				</Node>

			</Node>

		</Node>

		<Node>
			<NodeName>Ext</NodeName>
			<DFProperties>
				<AccessType>
					<Get/>
				</AccessType>
				<DFFormat>
					<node/>
				</DFFormat>
				<Occurrence>
					<ZeroOrOne/>
				</Occurrence>
				<DFTitle>A collection of all extension objects.</DFTitle>
				<DFType>
					<DDFName/>
				</DFType>
			</DFProperties>
		</Node>
	</Node>
</MgmtTree>




