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	Reason for change:
	In some scenarios, the UE might not have sufficient resources to accept the PDU session establishment and needs to send the PDU session release request message as specified in subclause 6.4.1.3:

If the number of the authorized QoS rules, the number of the packet filters, or the number of the authorized QoS flow descriptions associated with the PDU session have reached the maximum number supported by the UE upon receipt of a PDU SESSION ESTABLISHMENT ACCEPT message, then the UE may initiate the PDU session release procedure by sending a PDU SESSION RELEASE REQUEST message with 5GSM cause #26 "insufficient resources".
Howevere, 5GSM cause #26 is missing in the description of the UE-requested PDU session release procedure.
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In order to initiate the UE-requested PDU session release procedure, the UE shall create a PDU SESSION RELEASE REQUEST message.
The UE may set the 5GSM cause IE of the PDU SESSION RELEASE REQUEST message to indicate the reason for releasing the PDU session.
The 5GSM cause IE typically indicates one of the following 5GSM cause values:
#26	insufficient resources;
#36	regular deactivation;
#41	Semantic error in the TFT operation;
#42	Syntactical error in the TFT operation;
#44	Semantic errors in packet filter(s);
#45	Syntactical error in packet filter(s).
The UE shall allocate a PTI value currently not used and shall set the PTI IE of the PDU SESSION RELEASE REQUEST message to the allocated PTI value.
The UE shall transport the PDU SESSION RELEASE REQUEST message and the PDU session ID, using the NAS transport procedure as specified in subclause 5.4.5, and the UE shall start timer T3582 (see example in figure 6.4.3.2.1).
If the UE is releasing the PDU session due to:
a)	errors in QoS operations or packet filters; or
b)	the number of the authorized QoS rules, the number of the packet filters, or the number of the authorized QoS flow descriptions associated with the PDU session have reached the maximum number supported by the UE,
the UE shall include the 5GSM cause IE in the PDU SESSION RELEASE REQUEST message as described in subclauses 6.3.2.4 and 6.4.1.3.


Figure 6.4.3.2.1: UE-requested PDU session release procedure
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