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*** First Change ***
[bookmark: _Toc20157947][bookmark: _Toc27507494][bookmark: _Toc27508360][bookmark: _Toc27509225][bookmark: _Toc27553355][bookmark: _Toc27554221][bookmark: _Toc27555088][bookmark: _Toc27555952][bookmark: _Toc36036152][bookmark: _Toc45273707][bookmark: _Toc51937436][bookmark: _Toc51938630][bookmark: _Toc59201466]8.2.5	/<x>/DefaultUserProfile
Table 8.2.5.1: /<x>/Ext/DefaultUserProfile
	DefaultUserProfile

	
	Status
	Occurrence
	Format
	Min. Access Types
	

	
	Required
	ZeroOrOne
	node
	Get, Replace
	

	
	This interior node represents a container for the default user profile.


The DefaultUserProfile nodes are:
-	the same MCPTT user profile nodes defined in MCPTT user profile MO with a default MCPTT user ID;
-	the same MCData user profile nodes defined in MCData user profile MO with a default MCData user ID; or
-	the same MCVideo user profile nodes defined in MCVideo user profile MO with a default MCVideo user ID;
[bookmark: _Toc20157948][bookmark: _Toc27507495][bookmark: _Toc27508361][bookmark: _Toc27509226][bookmark: _Toc27553356][bookmark: _Toc27554222][bookmark: _Toc27555089][bookmark: _Toc27555953][bookmark: _Toc36036153][bookmark: _Toc45273708][bookmark: _Toc51937437][bookmark: _Toc51938631][bookmark: _Toc59201467]
*** Next Change ***
8.2.6	/<x>/DefaultUserProfile/UserID
Table 8.2.6.1: /<x>/Ext/DefaultUserProfile/UserID
	DefaultUserProfile/UserID

	
	Status
	Occurrence
	Format
	Min. Access Types
	

	
	Required
	One
	chr
	Get, Replace
	

	
	This leaf node indicates a default MCS user identity.


[bookmark: _Toc20157949][bookmark: _Toc27507496][bookmark: _Toc27508362][bookmark: _Toc27509227][bookmark: _Toc27553357][bookmark: _Toc27554223][bookmark: _Toc27555090][bookmark: _Toc27555954][bookmark: _Toc36036154][bookmark: _Toc45273709][bookmark: _Toc51937438][bookmark: _Toc51938632][bookmark: _Toc59201468]
*** Next Change ***
8.2.7	/<x>/DefaultUserProfile/UserProfileIndex
Table 8.2.7.1: /<x>/Ext/DefaultUserProfile/UserProfileIndex
	DefaultUserProfile/UserProfileIndex

	
	Status
	Occurrence
	Format
	Min. Access Types
	

	
	Required
	One
	int
	Get, Replace
	

	
	This leaf node represents an indicator for the particular user profile.


-	Values: 0-255
[bookmark: _Toc20157951][bookmark: _Toc27507498][bookmark: _Toc27508364][bookmark: _Toc27509229][bookmark: _Toc27553359][bookmark: _Toc27554225][bookmark: _Toc27555092][bookmark: _Toc27555956][bookmark: _Toc36036156][bookmark: _Toc45273711][bookmark: _Toc51937440][bookmark: _Toc51938634][bookmark: _Toc59201470]
*** Next Change ***
8.2.9	/<x>/OnNetwork/GMSURI
Table 8.2.9.1: /<x>/OnNetwork/GMSURI
	OnNetwork/GMSURI

	
	Status
	Occurrence
	Format
	Min. Access Types
	

	
	Required
	One
	chr
	Get, Replace
	

	
	This leaf node indicates the group management service URI information which contains the public service identity for performing subscription proxy function of the GMS.


The value is a URI as specified in 3GPP TS 23.003 [5].
[bookmark: _Toc20157952][bookmark: _Toc27507499][bookmark: _Toc27508365][bookmark: _Toc27509230][bookmark: _Toc27553360][bookmark: _Toc27554226][bookmark: _Toc27555093][bookmark: _Toc27555957][bookmark: _Toc36036157][bookmark: _Toc45273712][bookmark: _Toc51937441][bookmark: _Toc51938635][bookmark: _Toc59201471]
*** Next Change ***
8.2.9A	/<x>/OnNetwork/GroupCreationXUI
Table 8.2.9A.1: /<x>/OnNetwork/GroupCreationXUI
	OnNetwork/GroupCreationXUI

	
	Status
	Occurrence
	Format
	Min. Access Types
	

	
	Required
	One
	chr
	Get, Replace
	

	
	This leaf node indicates the group creation XUI information for creation of groups.


The value is a URI as specified in 3GPP TS 23.003 [5].
[bookmark: _Toc20157953][bookmark: _Toc27507500][bookmark: _Toc27508366][bookmark: _Toc27509231][bookmark: _Toc27553361][bookmark: _Toc27554227][bookmark: _Toc27555094][bookmark: _Toc27555958][bookmark: _Toc36036158][bookmark: _Toc45273713][bookmark: _Toc51937442][bookmark: _Toc51938636][bookmark: _Toc59201472]
*** Next Change ***
8.2.9B	/<x>/OnNetwork/GMSXCAPRootURI
Table 8.2.9B.1: /<x>/OnNetwork/GMSXCAPRootURI
	OnNetwork/GMSXCAPRootURI

	
	Status
	Occurrence
	Format
	Min. Access Types
	

	
	Required
	One
	chr
	Get, Replace
	

	
	This leaf node indicates the group management server XCAP Root URI information.


The value is a URI as specified in 3GPP TS 23.003 [5].
[bookmark: _Toc20157954][bookmark: _Toc27507501][bookmark: _Toc27508367][bookmark: _Toc27509232][bookmark: _Toc27553362][bookmark: _Toc27554228][bookmark: _Toc27555095][bookmark: _Toc27555959][bookmark: _Toc36036159][bookmark: _Toc45273714][bookmark: _Toc51937443][bookmark: _Toc51938637][bookmark: _Toc59201473]
*** Next Change ***
8.2.9C	/<x>/OnNetwork/CMSXCAPRootURI
Table 8.2.9C.1: /<x>/OnNetwork/CMSXCAPRootURI
	OnNetwork/CMSXCAPRootURI

	
	Status
	Occurrence
	Format
	Min. Access Types
	

	
	Required
	One
	chr
	Get, Replace
	

	
	This leaf node indicates the configuration management server XCAP Root URI information.


The value is a URI as specified in 3GPP TS 23.003 [5].

[bookmark: _Toc20157965][bookmark: _Toc27507512][bookmark: _Toc27508378][bookmark: _Toc27509243][bookmark: _Toc27553373][bookmark: _Toc27554239][bookmark: _Toc27555106][bookmark: _Toc27555970][bookmark: _Toc36036170][bookmark: _Toc45273725][bookmark: _Toc51937454][bookmark: _Toc51938648][bookmark: _Toc59201484]*** Next Change ***
8.2.20	/<x>/OnNetwork/HPLMN/Service/MCPTTToConRef/<x>
Table 8.2.20.1: /<x>/OnNetwork/HPLMN/Service/MCPTTToConRef/<x>
	OnNetwork/HPLMN/Service/MCPTTToConRef/<x>

	
	Status
	Occurrence
	Format
	Min. Access Types
	

	
	Required
	OneOorMore
	node
	Get, Replace
	

	
	This run-time node acts as a placeholder for each reference to the connectivity parameters on a per HPLMN basis.



*** Next Change ***
[bookmark: _Toc20157968][bookmark: _Toc27507515][bookmark: _Toc27508381][bookmark: _Toc27509246][bookmark: _Toc27553376][bookmark: _Toc27554242][bookmark: _Toc27555109][bookmark: _Toc27555973][bookmark: _Toc36036173][bookmark: _Toc45273728][bookmark: _Toc51937457][bookmark: _Toc51938651][bookmark: _Toc59201487]8.2.23	/<x>/OnNetwork/HPLMN/Service/MCCommonCoreToConRef/<x>
Table 8.2.23.1: /<x>/OnNetwork/HPLMN/Service/MCCommonCoreToConRef/<x>
	OnNetwork/HPLMN/Service/MCCommonCoreToConRef/<x>

	
	Status
	Occurrence
	Format
	Min. Access Types
	

	
	Required
	OneOorMore
	node
	Get, Replace
	

	
	This run-time node acts as a placeholder for each reference to the connectivity parameters on a per HPLMN basis.



*** Next Change ***
[bookmark: _Toc20157971][bookmark: _Toc27507518][bookmark: _Toc27508384][bookmark: _Toc27509249][bookmark: _Toc27553379][bookmark: _Toc27554245][bookmark: _Toc27555112][bookmark: _Toc27555976][bookmark: _Toc36036176][bookmark: _Toc45273731][bookmark: _Toc51937460][bookmark: _Toc51938654][bookmark: _Toc59201490]8.2.26	/<x>/OnNetwork/HPLMN/Service/MCIDMToConRef/<x>
Table 8.2.26.1: /<x>/OnNetwork/HPLMN/Service/MCIDMToConRef/<x>
	OnNetwork/HPLMN/Service/MCIDMToConRef/<x>

	
	Status
	Occurrence
	Format
	Min. Access Types
	

	
	Required
	OneOorMore
	node
	Get, Replace
	

	
	This run-time node acts as a placeholder for each reference to the connectivity parameters on a per HPLMN basis.



*** Next Change ***
[bookmark: _Toc20157977][bookmark: _Toc27507524][bookmark: _Toc27508390][bookmark: _Toc27509255][bookmark: _Toc27553385][bookmark: _Toc27554251][bookmark: _Toc27555118][bookmark: _Toc27555982][bookmark: _Toc36036182][bookmark: _Toc45273737][bookmark: _Toc51937466][bookmark: _Toc51938660][bookmark: _Toc59201496]8.2.32	/<x>/OnNetwork/HPLMN/VPLMN/Service/MCPTTToConRef/<x>
Table 8.2.32.1: /<x>/OnNetwork/HPLMN/Service/MCPTTToConRef/<x>
	OnNetwork/HPLMN/VPLMN/Service/MCPTTToConRef/<x>

	
	Status
	Occurrence
	Format
	Min. Access Types
	

	
	Required
	OneOorMore
	node
	Get, Replace
	

	
	This run-time node acts as a placeholder for each reference to the connectivity parameters on a per VPLMN and HPLMN basis.



*** Next Change ***
[bookmark: _Toc20157980][bookmark: _Toc27507527][bookmark: _Toc27508393][bookmark: _Toc27509258][bookmark: _Toc27553388][bookmark: _Toc27554254][bookmark: _Toc27555121][bookmark: _Toc27555985][bookmark: _Toc36036185][bookmark: _Toc45273740][bookmark: _Toc51937469][bookmark: _Toc51938663][bookmark: _Toc59201499]8.2.35	/<x>/OnNetwork/HPLMN/VPLMN/Service/MCCommonCoreToConRef/<x>
Table 8.2.35.1: /<x>/OnNetwork/HPLMN/VPLMN/Service/MCCommonCoreToConRef/<x>
	OnNetwork/HPLMN/VPLMN/Service/MCCommonCoreToConRef/<x>

	
	Status
	Occurrence
	Format
	Min. Access Types
	

	
	Required
	OneOorMore
	node
	Get, Replace
	

	
	This run-time node acts as a placeholder for each reference to the connectivity parameters on a per VPLMN and HPLMN basis.



*** Next Change ***
[bookmark: _Toc20157983][bookmark: _Toc27507530][bookmark: _Toc27508396][bookmark: _Toc27509261][bookmark: _Toc27553391][bookmark: _Toc27554257][bookmark: _Toc27555124][bookmark: _Toc27555988][bookmark: _Toc36036188][bookmark: _Toc45273743][bookmark: _Toc51937472][bookmark: _Toc51938666][bookmark: _Toc59201502]8.2.38	/<x>/OnNetwork/HPLMN/VPLMN/Service/MCIDMToConRef/<x>
Table 8.2.38.1: /<x>/OnNetwork/HPLMN/VPLMN/Service/MCIDMToConRef/<x>
	OnNetwork/HPLMN/VPLMN/Service/MCIDMToConRef/<x>

	
	Status
	Occurrence
	Format
	Min. Access Types
	

	
	Required
	OneOorMore
	node
	Get, Replace
	

	
	This run-time node acts as a placeholder for each reference to the connectivity parameters on a per VPLMN and HPLMN basis.



*** Next Change ***
[bookmark: _Toc20157999][bookmark: _Toc27507546][bookmark: _Toc27508412][bookmark: _Toc27509277][bookmark: _Toc27553407][bookmark: _Toc27554273][bookmark: _Toc27555140][bookmark: _Toc27556004][bookmark: _Toc36036204][bookmark: _Toc45273759][bookmark: _Toc51937488][bookmark: _Toc51938682][bookmark: _Toc59201518]8.2.44G2	/<x>/OnNetwork/MCPTTServiceDetails/IPv6Required
Table 8.2.44G2.1: /<x>/OnNetwork/MCPTTServiceDetails/IPv6Required
	OnNetwork/MCPTTServiceDetails/IPv6Required

	
	Status
	Occurrence
	Format
	Min. Access Types
	

	
	Required
	One
	Bbool
	Get, Replace
	

	
	This leaf node indicates whether IP version 6 is required to use to access the MCPTT service.



When set to "true", IPv6 shall be used to access the service.
When set to "false", IPv4 shall be used to access the service.

*** Next Change ***
[bookmark: _Toc20158000][bookmark: _Toc27507547][bookmark: _Toc27508413][bookmark: _Toc27509278][bookmark: _Toc27553408][bookmark: _Toc27554274][bookmark: _Toc27555141][bookmark: _Toc27556005][bookmark: _Toc36036205][bookmark: _Toc45273760][bookmark: _Toc51937489][bookmark: _Toc51938683][bookmark: _Toc59201519]8.2.44G3	/<x>/OnNetwork/MCPTTServiceDetails/ServerURI
Table 8.2.44G3.1: /<x>/OnNetwork/MCPTTServiceDetails/ServerURI
	OnNetwork/MCPTTServiceDetails/ServerURI

	
	Status
	Occurrence
	Format
	Min. Access Types
	

	
	Required
	One
	Cchr
	Get, Replace
	

	
	This leaf node indicates the URI to use to access the MCPTT service.



The value is a URI as specified in 3GPP TS 23.003 [5].

*** Next Change ***
[bookmark: _Toc20158002][bookmark: _Toc27507549][bookmark: _Toc27508415][bookmark: _Toc27509280][bookmark: _Toc27553410][bookmark: _Toc27554276][bookmark: _Toc27555143][bookmark: _Toc27556007][bookmark: _Toc36036207][bookmark: _Toc45273762][bookmark: _Toc51937491][bookmark: _Toc51938685][bookmark: _Toc59201521]8.2.44G5	/<x>/OnNetwork/MCVideoServiceDetails/IPv6Required
Table 8.2.44G5.1: /<x>/OnNetwork/MCVideoServiceDetails/IPv6Required
	OnNetwork/MCVideoServiceDetails/IPv6Required

	
	Status
	Occurrence
	Format
	Min. Access Types
	

	
	Required
	One
	Bbool
	Get, Replace
	

	
	This leaf node indicates the IP version to use to access the MCVideo service.



When set to "true", IPv6 shall be used to access the service.
When set to "false", IPv4 shall be used to access the service.

*** Next Change ***
[bookmark: _Toc20158003][bookmark: _Toc27507550][bookmark: _Toc27508416][bookmark: _Toc27509281][bookmark: _Toc27553411][bookmark: _Toc27554277][bookmark: _Toc27555144][bookmark: _Toc27556008][bookmark: _Toc36036208][bookmark: _Toc45273763][bookmark: _Toc51937492][bookmark: _Toc51938686][bookmark: _Toc59201522]8.2.44G6	/<x>/OnNetwork/MCVideoServiceDetails/ServerURI
Table 8.2.44G6.1: /<x>/OnNetwork/MCVideoServiceDetails/ServerURI
	OnNetwork/MCVideoServiceDetails/ServerURI

	
	Status
	Occurrence
	Format
	Min. Access Types
	

	
	Required
	One
	Cchr
	Get, Replace
	

	
	This leaf node indicates the URI to use to access the MCVideo service.



The value is a URI as specified in 3GPP TS 23.003 [5].

*** Next Change ***
[bookmark: _Toc20158005][bookmark: _Toc27507552][bookmark: _Toc27508418][bookmark: _Toc27509283][bookmark: _Toc27553413][bookmark: _Toc27554279][bookmark: _Toc27555146][bookmark: _Toc27556010][bookmark: _Toc36036210][bookmark: _Toc45273765][bookmark: _Toc51937494][bookmark: _Toc51938688][bookmark: _Toc59201524]8.2.44G8	/<x>/OnNetwork/MCDataServiceDetails/IPv6Required
Table 8.2.44G8.1: /<x>/OnNetwork/MCDataServiceDetails/IPv6Required
	OnNetwork/MCDataServiceDetails/IPv6Required

	
	Status
	Occurrence
	Format
	Min. Access Types
	

	
	Required
	One
	Bbool
	Get, Replace
	

	
	This leaf node indicates the IP version to use to access the MCData service.



When set to "true", IPv6 shall be used to access the service.
When set to "false", IPv4 shall be used to access the service.

*** Next Change ***
[bookmark: _Toc20158006][bookmark: _Toc27507553][bookmark: _Toc27508419][bookmark: _Toc27509284][bookmark: _Toc27553414][bookmark: _Toc27554280][bookmark: _Toc27555147][bookmark: _Toc27556011][bookmark: _Toc36036211][bookmark: _Toc45273766][bookmark: _Toc51937495][bookmark: _Toc51938689][bookmark: _Toc59201525]8.2.44G9	/<x>/OnNetwork/MCDataServiceDetails/ServerURI
Table 8.2.44G9.1: /<x>/OnNetwork/MCDataServiceDetails/ServerURI
	OnNetwork/MCDataServiceDetails/ServerURI

	
	Status
	Occurrence
	Format
	Min. Access Types
	

	
	Required
	One
	Cchr
	Get, Replace
	

	
	This leaf node indicates the URI to use to access the MCData service.



The value is a URI as specified in 3GPP TS 23.003 [5].

*** End of Changes ***

