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 * * * * * * FIRST CHANGE * * * * * * *
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Table 6.2.3.1: Node: /<x>/Name
	Name

	
	Status
	Occurrence
	Format
	Min. Access Types
	

	
	Required
	ZeroOrOne
	chr
	Get
	

	
	The Name leaf is a name for the MCS group configuration settings.


-	Values: <User displayable name>

 * * * * * * NEXT CHANGE * * * * * * *
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Table 6.2.4.1: /<x>/Ext/
	Ext

	
	Status
	Occurrence
	Format
	Min. Access Types
	

	
	Optional
	ZeroOrOne
	node
	Get, Replace
	

	
	The Ext is an interior node for where the vendor specific information about the MCSgroup configuration MO is being placed.


Usually the vendor extension is identified by vendor specific name under the ext node and contains the vendor meaning application vendor, device vendor etc. The tree structure under the vendor identified is not defined and can therefore include one or more un-standardized sub-trees.
-	Values: N/A

 * * * * * * NEXT CHANGE * * * * * * *

6.2.13	/<x>/<x>/Common/MCPTTGroupMemberList/<x>/ParticipantType
Table 6.2.13.1: /<x>/<x>/Common/MCPTTGroupMemberList/<x>/ParticipantType
	<x>/Common/MCPTTGroupMemberList/<x>/ParticipantType

	
	Status
	Occurrence
	Format
	Min. Access Types
	

	
	Required
	One
	chr
	Get, Replace
	

	
	This leaf node indicates the participant type for the group.


The ParticipantType values are defined and configured by the Mission Critical Organisation (e.g., first responder, second responder, dispatcher, dispatch supervisor, MCS administrator).
NOTE:	This element is common for all MC services.

 * * * * * * NEXT CHANGE * * * * * * *
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Table 6.2.23A.1: /<x>/<x>/Common/MediaProtectionSecurityMaterial
	<x>/Common/MediaProtectionSecurityMaterial

	
	Status
	Occurrence
	Format
	Min. Access Types
	

	
	Required
	One
	chr
	Get, Replace
	

	
	This leaf node indicates security material (as specified in 3GPP TS 33.180 [20]) for MCPTT media protection in the MCS group.


NOTE:	This element is specific for MCPTT.

 * * * * * * NEXT CHANGE * * * * * * *
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Table 6.2.23E.1: /<x>/<x>/Common/MCData/MediaProtectionSecurityMaterial
	<x>/Common/MCData/MediaProtectionSecurityMaterial

	
	Status
	Occurrence
	Format
	Min. Access Types
	

	
	Required
	One
	chr
	Get, Replace
	

	
	This leaf node indicates security material (as specified in 3GPP TS 33.180 [20xx]) for MCData media protection in the MCS group.



 * * * * * * NEXT CHANGE * * * * * * *
[bookmark: _Toc20157852][bookmark: _Toc27507399][bookmark: _Toc27508265][bookmark: _Toc27509130][bookmark: _Toc27553260][bookmark: _Toc27554126][bookmark: _Toc27554993][bookmark: _Toc27555857][bookmark: _Toc36036057][bookmark: _Toc45273612][bookmark: _Toc51937341][bookmark: _Toc51938535][bookmark: _Toc59201371]6.2.23P	/<x>/<x>/Common/MCData/MaxDataSingleRequest
Table 6.2.23P.1: /<x>/<x>/Common/MCData/MaxDataSingleRequest
	<x>/Common/MCData/MaxDataSingleRequest

	
	Status
	Occurrence
	Format
	Min. Access Types
	

	
	Required
	One
	int
	Get, Replace
	

	
	This leaf node indicates the maximum amount of data (in megabytes) that an MCData user can transmit in a single request during group communication. 


-	Values: 0-65535
The MaxDataSingleRequestMaxData1to1 size is in megabytes..

 * * * * * * NEXT CHANGE * * * * * * *
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Table 6.2.23Q.1: /<x>/<x>/Common/MCData/MaxTimeSingleRequest
	<x>/Common/MCData/MaxTimeSingleRequest

	
	Status
	Occurrence
	Format
	Min. Access Types
	

	
	Required
	One
	int
	Get, Replace
	

	
	This leaf node indicates the maximum amount of time that an MCData user can transmit for in a single request during group communication.


-	Values: 0-65535
The MaxTimeSingleRequestMaxTime1To1 time is in seconds.

 * * * * * * NEXT CHANGE * * * * * * *
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Table 6.2.23U.1: /<x>/<x>/Common/MCVideo/MediaProtectionSecurityMaterial
	<x>/Common/MCVideo/MediaProtectionSecurityMaterial

	
	Status
	Occurrence
	Format
	Min. Access Types
	

	
	Required
	One
	Chr
	Get, Replace
	

	
	This leaf node indicates security material (as specified in 3GPP TS 33.180 [20xx]) for MCVideo media protection in the MCS group.



 * * * * * * NEXT CHANGE * * * * * * *
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Table 6.2.57.1: /<x>/<x>/OffNetwork/MCVideo/EmergencyCallCancel
	<x>/OffNetwork/MCVideo/EmergencyCallCancel

	
	Status
	Occurrence
	Format
	Min. Access Types
	

	
	Required
	One
	int
	Get, Replace
	

	
	This leaf node indicates the timeout value for the cancellation of an in progress MCVideo emergency group call for MCVideo.


-	Values: 0-65535
The EmergencyCallCancel time is in seconds.

 * * * * * * NEXT CHANGE * * * * * * *
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Table 6.2.58.1: /<x>/<x>/OffNetwork/MCVideo/ImminentPerilCallCancel
	<x>/OffNetwork/MCVideo/ImminentPerilCallCancel

	
	Status
	Occurrence
	Format
	Min. Access Types
	

	
	Required
	One
	int
	Get, Replace
	

	
	This leaf node indicates the timeout value for the cancellation of an in progress MCVideo imminent peril group call.


-	Values: 0-65535
The ImminentPerilCallCancel time is in seconds.

 * * * * * * END CHANGEs * * * * * * *

