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[bookmark: _Toc11411778]5.8	/<X>/XCAP_conn_params_policy/<X>/access
This leaf contains an access identifier, with values shown in table 5.8-1
-	Occurrence: One
-	Format: int
-	Access Types: Get, Replace
-	Values: N/A
Table 5.8-1: Possible values for the access leaf
	Value
	Description

	1
	3GPP accesses

	2
	Evolved Packet Core (EPC) via Wireless Local Access Network (WLAN) IP-CAN (see NOTE 1)

	3
	Evolved Packet Core (EPC) via trusted Wireless Local Access Network (WLAN) IP-CAN

	4
	Evolved Packet Core (EPC) via untrusted Wireless Local Access Network (WLAN) IP-CAN

	5
	5G Core Network (5GCN) via Wireless Local Access Network (WLAN) IP-CAN (see NOTE 2)

	6
	5G Core Network (5GCN) via untrusted Wireless Local Access Network (WLAN) IP-CAN

	7
	5G Core Network (5GCN) via trusted Wireless Local Access Network (WLAN) IP-CAN

	8
	Non-seamless WLAN offload only

	0, 89-255
	Not assigned

	NOTE 1:	Evolved Packet Core (EPC) via Wireless Local Access Network (WLAN) IP-CAN encompasses both the Evolved Packet Core (EPC) via trusted Wireless Local Access Network (WLAN) IP-CAN and the Evolved Packet Core (EPC) via untrusted Wireless Local Access Network (WLAN) IP-CAN.
NOTE 2:	5G Core Network (5GCN) via Wireless Local Access Network (WLAN) IP-CAN encompasses both the 5G Core Network (5GCN) via trusted Wireless Local Access Network (WLAN) IP-CAN and the 5G Core Network (5GCN) via untrusted Wireless Local Access Network (WLAN) IP-CAN.



*** End of 1st change ***

