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Additional discussion(if needed):
…
Proposed changes:
*** 1st Change ***
[bookmark: _Toc28012764][bookmark: _Toc34266234][bookmark: _Toc36102405][bookmark: _Toc43563447][bookmark: _Toc45133990][bookmark: _Toc50032636][bookmark: _Toc51762948][bookmark: _Toc56641196][bookmark: _Toc59017713][bookmark: _Toc28011089][bookmark: _Toc34137952][bookmark: _Toc36037547][bookmark: _Toc39051649][bookmark: _Toc43363241][bookmark: _Toc45132848][bookmark: _Toc49869370][bookmark: _Toc50023277][bookmark: _Toc51761079][bookmark: _Toc56519086]4.2.2.2.3	Update subscription for event notifications
Figure 4.2.2.2.3-1 shows a scenario where the NF service consumer sends a request to the NWDAF to update the subscription for event notifications (see also 3GPP TS 23.288 [17]).


Figure 4.2.2.2.3-1: NF service consumer updates subscription to notifications
The NF service consumer shall invoke the Nnwdaf_EventsSubscription_Subscribe service operation to update subscription to event notifications. The NF service consumer shall send an HTTP PUT request with "{apiRoot}/nnwdaf-eventssubscription/v1/subscriptions/{subscriptionId}" as Resource URI representing the "Individual NWDAF Event Subscription", as shown in figure 4.2.2.2.3-1, step 1, to update the subscription for an "Individual NWDAF Event Subscription" resource identified by the {subscriptionId}. The NnwdafEventsSubscription data structure provided in the request body shall include the same contents as described in subclause 4.2.2.2.2:
Upon the reception of an HTTP PUT request with: "{apiRoot}/nnwdaf-eventssubscription/v1/subscriptions/{subscriptionId}" as Resource URI and NnwdafEventsSubscription data structure as request body, the NWDAF shall:
-	update the subscription of corresponding subscriptionId; and
-	store the subscription.
NOTE:	The "notificationURI" attribute within the NnwdafEventsSubscription data structure can be modified to request that subsequent notifications are sent to a new NF service consumer.
If the NWDAF successfully processed and accepted the received HTTP PUT request, the NWDAF shall updated an "Individual NWDAF Event Subscription" resource, and the NWDAF shall respond with:
a)	HTTP "200 OK" status code with the message body containing a representation of the updated subscription, as shown in figure 4.2.2.2.3-1, step 2a; or
b)	HTTP "204 No Content" status code, as shown in figure 4.2.2.2.3-1, step 2b. 
If errors occur when processing the HTTP PUT request, the NWDAF shall send an HTTP error response or, if the feature "ES3XX" is supported, an HTTP redirect response as specified in subclause 5.1.7.
If the Individual NWDAF Event Subscription resource does not exist, the NWDAF shall respond with "404 Not Found".
*** Next Change ***
[bookmark: _Toc36102408][bookmark: _Toc43563450][bookmark: _Toc45133993][bookmark: _Toc50032639][bookmark: _Toc28012767][bookmark: _Toc34266237][bookmark: _Toc51762951][bookmark: _Toc56641199][bookmark: _Toc59017716]4.2.2.3.2	Unsubscribe from event notifications 
Figure 4.2.2.3.2-1 shows a scenario where the NF service consumer sends a request to the NWDAF to unsubscribe from event notifications (see also 3GPP TS 23.288 [17]).
[image: ]
Figure 4.2.2.3.2-1: NF service consumer unsubscribes from notifications
The NF service consumer shall invoke the Nnwdaf_EventsSubscription_UnSubscribe service operation to unsubscribe to event notifications. The NF service consumer shall send an HTTP DELETE request with: "{apiRoot}/nnwdaf-eventssubscription/v1/subscriptions/{subscriptionId}" as Resource URI, where "{subscriptionId}" is the event subscriptionId of the existing subscription that is to be deleted.
Upon the reception of an HTTP DELETE request with: "{apiRoot}/nnwdaf-eventssubscription/v1/subscriptions/{subscriptionId}" as Resource URI, if the NWDAF successfully processed and accepted the received HTTP DELETE request, the NWDAF shall: 
-	remove the corresponding subscription;.
-	respond with HTTP "204 No Content" status code.
If the HTTP request message from the NF service consumer is accepted, the NWDAF shall respond with "204 No Content".
If errors occur when processing the HTTP DELETE request, the NWDAF shall send an HTTP error response or, if the feature "ES3XX" is supported, an HTTP redirect response as specified in subclause 5.1.7.
If the Individual NWDAF Event Subscription resource does not exist, the NWDAF shall respond with "404 Not Found".
*** Next Change ***
[bookmark: _Toc36102411][bookmark: _Toc43563453][bookmark: _Toc45133996][bookmark: _Toc50032642][bookmark: _Toc28012770][bookmark: _Toc34266240][bookmark: _Toc51762954][bookmark: _Toc56641202][bookmark: _Toc59017719][bookmark: _Toc28013414][bookmark: _Toc34222327][bookmark: _Toc36040510][bookmark: _Toc39134439][bookmark: _Toc43283386][bookmark: _Toc45134426][bookmark: _Toc49931757][bookmark: _Toc51763538][bookmark: _Toc58421229][bookmark: _Toc59018980][bookmark: _Toc28011116][bookmark: _Toc34137979][bookmark: _Toc36037574][bookmark: _Toc39051676][bookmark: _Toc43363268][bookmark: _Toc45132875][bookmark: _Toc49869397][bookmark: _Toc50023304][bookmark: _Toc51761106][bookmark: _Toc56519113][bookmark: _Toc28012191][bookmark: _Toc34123044][bookmark: _Toc36037994][bookmark: _Toc38875376][bookmark: _Toc43191857][bookmark: _Toc45133252][bookmark: _Toc28012199][bookmark: _Toc34123052][bookmark: _Toc36038002][bookmark: _Toc38875384][bookmark: _Toc43191865][bookmark: _Toc45133260]4.2.2.4.2	Notification about subscribed event 
Figure 4.2.2.4.2-1 shows a scenario where the NWDAF sends a request to the NF Service Consumer to notify for event notifications (see also 3GPP TS 23.288 [17]).
[image: ]
Figure 4.2.2.4.2-1: NWDAF notifies the subscribed event
The NWDAF shall invoke the Nnwdaf_EventsSubscription_Notify service operation to notify the subscribed event. The NWDAF shall sends an HTTP POST request with "{notificationURI}" received in the Nnwdaf_EventsSubscription_Subscribe service operation as Resource URI, as shown in figure 4.2.2.4.2-1, step 1. The NnwdafEventsSubscriptionNotification data structure provided in the request body that shall include:
-	a description of the notified event as "eventNotifications" attribute that for each event shall include:
a)	an event identifier as "event" attribute;
b)	network slice load level information in the "sliceLoadLevelInfo" attribute when subscribed event is "SLICE_LOAD_LEVEL";
c)	service experience information as "svcExps" attribute when subscribed event is "SERVICE_EXPERIENCE"; 
d)	UE mobility information in the "ueMobs" attribute when subscribed event is "UE_MOBILITY"; 
e)	UE communication information in the "ueComms" attribute when subscribed event is "UE_COMM"; 
f)	Abnormal behaviour information in the "abnorBehavrs" attribute when subscribed event is "ABNORMAL_BEHAVIOUR";
g)	User data congestion information in the "userDataCongInfos" attribute when subscribed event is "USER_DATA_CONGESTION";
h)	QoS sustainability information in the "qosSustainInfos" attribute when subscribed event is "QOS_SUSTAINABILITY"; 
i)	NF load information in "nfLoadLevelInfos" attribute when subscribed event is "NF_LOAD";
j)		Network performance information in the "nwPerfs" attribute when subscribed event is "NETWORK_PERFORMANCE"; and
k)	Load level information for the network slice(s) and the optionally associated network slice instance(s) in "nsiLoadLevelInfos" attribute when subscribed event is "NSI_LOAD_LEVEL";
-	an event subscriptionId as "subscriptionId" attribute.
Upon the reception of an HTTP POST request with: "{notificationURI}" as Resource URI and NnwdafEventsSubscriptionNotification data structure as request body, if the NF service consumer successfully processed and accepted the received HTTP POST request, the NF Service Consumer shall: 
-	store the notification;.
-	respond with HTTP "204 No Content" status code.
If the HTTP request message from the NWDAF is accepted, the NF Service Consumer shall respond with "204 No Content".If errors occur when processing the HTTP POST request, the NF service consumer shall send an HTTP error response or, if the feature "ES3XX" is supported, an HTTP redirect response as specified in subclause 5.1.7.
*** Next Change ***
[bookmark: _Toc50032676][bookmark: _Toc51762988][bookmark: _Toc56641236][bookmark: _Toc59017753]5.1.3.3.3.1	DELETE
This method shall support the URI query parameters specified in table 5.1.3.3.3.1-1.
Table 5.1.3.3.3.1-1: URI query parameters supported by the DELETE method on this resource
	Name
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	
	



This method shall support the request data structures specified in table 5.1.3.3.3.1-2 and the response data structures and response codes specified in table 5.1.3.3.3.1-3.
Table 5.1.3.3.3.1-2: Data structures supported by the DELETE Request Body on this resource
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	



Table 5.1.3.3.3.1-3: Data structures supported by the DELETE Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	n/a
	
	
	204 No Content
	Successful case: The Individual NWDAF Event Subscription resource matching the subscriptionId was deleted.

	ProblemDetails
	O
	0..1
	307 Temporary Redirect
	Temporary redirection, during Individual NWDAF Event Subscription deletion. The response shall include a Location header field containing an alternative URI of the resource located in an alternative NWDAF (service) instance.
Applicable if the feature "ES3XX" is supported.

	ProblemDetails
	O
	0..1
	308 Permanent Redirect
	Permanent redirection, during Individual NWDAF Event Subscription deletion. The response shall include a Location header field containing an alternative URI of the resource located in an alternative NWDAF (service) instance.
Applicable if the feature "ES3XX" is supported.

	ProblemDetails
	O
	0..1
	404 Not Found
	The Individual NWDAF Event Subscription resource does not exist. (NOTE 2)

	NOTE 1:	The mandatory HTTP error status codes for the DELETE method listed in table 5.2.7.1-1 of 3GPP TS 29.500 [6] also apply.
NOTE 2:	Failure cases are described in subclause 5.1.7.



Table 5.1.3.3.3.1-4: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located in an alternative NWDAF (service) instance.

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF (service) instance towards which the request is redirected



Table 5.1.3.3.3.1-5: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located in an alternative NWDAF (service) instance.

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF (service) instance towards which the request is redirected



*** Next Change ***
[bookmark: _Toc50032677][bookmark: _Toc51762989][bookmark: _Toc56641237][bookmark: _Toc59017754]5.1.3.3.3.2	PUT
This method shall support the URI query parameters specified in table 5.1.3.3.3.2-1.
Table 5.1.3.3.3.2-1: URI query parameters supported by the PUT method on this resource
	Name
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	
	



This method shall support the request data structures specified in table 5.1.3.3.3.2-2 and the response data structures and response codes specified in table 5.1.3.3.3.2-3.
Table 5.1.3.3.3.2-2: Data structures supported by the PUT Request Body on this resource
	Data type
	P
	Cardinality
	Description

	NnwdafEventsSubscription
	M
	1
	Parameters to replace a subscription to NWDAF Event Subscription resource.



Table 5.1.3.3.3.2-3: Data structures supported by the PUT Response Body on this resource
	Data type
	P
	Cardinality
	Response codes
	Description

	NnwdafEventsSubscription
	M
	1
	200 OK
	The Individual NWDAF Event Subscription resource was modified successfully and a representation of that resource is returned.

	n/a
	
	
	204 No Content
	The Individual NWDAF Event Subscription resource was modified successfully.

	ProblemDetails
	O
	0..1
	307 Temporary Redirect
	Temporary redirection, during Individual NWDAF Event Subscription modification. The response shall include a Location header field containing an alternative URI of the resource located in an alternative NWDAF (service) instance.
Applicable if the feature "ES3XX" is supported.

	ProblemDetails
	O
	0..1
	308 Permanent Redirect
	Permanent redirection, during Individual NWDAF Event Subscription modification. The response shall include a Location header field containing an alternative URI of the resource located in an alternative NWDAF (service) instance.
Applicable if the feature "ES3XX" is supported.

	ProblemDetails
	O
	0..1
	404 Not Found
	The Individual NWDAF Event Subscription resource does not exist. (NOTE 2)

	NOTE 1:	The mandatory HTTP error status codes for the PUT method listed in table 5.2.7.1-1 of 3GPP TS 29.500 [6] also apply.
NOTE 2:	Failure cases are described in subclause 5.1.7.



Table 5.1.3.3.3.2-4: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located in an alternative NWDAF (service) instance.

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF (service) instance towards which the request is redirected



Table 5.1.3.3.3.2-5: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located in an alternative NWDAF (service) instance.

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF (service) instance towards which the request is redirected



*** Next Change ***
[bookmark: _Toc28012810][bookmark: _Toc34266280][bookmark: _Toc36102451][bookmark: _Toc43563493][bookmark: _Toc45134036][bookmark: _Toc50032684][bookmark: _Toc51762996][bookmark: _Toc56641244][bookmark: _Toc59017761]5.1.5.2.2	Operation Definition
Callback URI: {notificationURI}
The operation shall support the callback URI variables defined in table 5.1.5.2.2-1, the request data structures specified in table 5.1.5.2.2-2 and the response data structure and response codes specified in table 5.1.5.2.2-3.
Table 5.1.5.2.2-1: Callback URI variables
	Name
	Data type
	Definition

	notificationURI
	Uri
	The Notification Uri as assigned within the Individual NWDAF Event Subscription and described within the NnwdafEventsSubscription type (see table 5.1.6.2.2-1).



Table 5.1.5.2.2-2: Data structures supported by the POST Request Body on this resource
	Data type
	P
	Cardinality
	Description

	array(NnwdafEventsSubscriptionNotification)
	M
	1..N
	Provides Information about observed events



Table 5.1.5.2.2-3: Data structures supported by the POST Response Body on this resource
	Data type
	P
	Cardinality
	Response codes
	Description

	n/a
	
	
	204 No Content
	The receipt of the Notification is acknowledged.

	ProblemDetails
	O
	0..1
	307 Temporary Redirect
	Temporary redirection, during the event notification. The response shall include a Location header field containing an alternative URI representing the end point of an alternative NF consumer (service) instance where the notification should be sent.
Applicable if the feature "ES3XX" is supported.

	ProblemDetails
	O
	0..1
	308 Permanent Redirect
	Permanent redirection, during the event notification. The response shall include a Location header field containing an alternative URI representing the end point of an alternative NF consumer (service) instance where the notification should be sent.
Applicable if the feature "ES3XX" is supported.

	NOTE:	The mandatory HTTP error status codes for the POST method listed in table 5.2.7.1-1 of 3GPP TS 29.500 [6] also apply.



Table 5.1.5.2.2-4: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI representing the end point of an alternative NF consumer (service) instance towards which the notification should be redirected.

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF (service) instance towards which the notification request is redirected



Table 5.1.5.2.2-5: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI representing the end point of an alternative NF consumer (service) instance towards which the notification should be redirected.

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF (service) instance towards which the notification request is redirected



[bookmark: _Toc51315356][bookmark: _Toc51761685][bookmark: _Toc51762055][bookmark: _Toc28012230][bookmark: _Toc34123083][bookmark: _Toc36038033][bookmark: _Toc38875415][bookmark: _Toc43191896][bookmark: _Toc45133291]*** Next Change ***
[bookmark: _Toc45134088][bookmark: _Toc50032736][bookmark: _Toc51763048][bookmark: _Toc56641298][bookmark: _Toc59017815][bookmark: _Toc28011149][bookmark: _Toc34138012][bookmark: _Toc36037607][bookmark: _Toc39051709][bookmark: _Toc43363301][bookmark: _Toc45132908][bookmark: _Toc49869430][bookmark: _Toc50023337][bookmark: _Toc51761139][bookmark: _Toc56519146][bookmark: _Toc28013446][bookmark: _Toc34222360][bookmark: _Toc36040543][bookmark: _Toc39134472][bookmark: _Toc43283419][bookmark: _Toc45134459][bookmark: _Toc49931790][bookmark: _Toc51763571][bookmark: _Toc58421262][bookmark: _Toc59019013][bookmark: _Toc28012280][bookmark: _Toc34123139][bookmark: _Toc36038089][bookmark: _Toc38875472][bookmark: _Toc43191955][bookmark: _Toc45133350][bookmark: _Toc51315415][bookmark: _Toc51761744][bookmark: _Toc51762114][bookmark: _Toc56671646][bookmark: _Toc59016264]5.1.7.1	General
HTTP error handling shall be supported as specified in subclause 5.2.4 of 3GPP TS 29.500 [6].
[bookmark: _Hlk513729177]For the Nnwdaf_EventsSubscription API, HTTP error responses shall be supported as specified in subclause 4.8 of 3GPP TS 29.501 [7]. 
Protocol errors and application errors specified in table 5.2.7.2-1 of 3GPP TS 29.500 [6] shall be supported for an HTTP method if the corresponding HTTP status codes are specified as mandatory for that HTTP method in table 5.2.7.1-1 of 3GPP TS 29.500 [6]. 
Protocol errors and application errors specified in table 5.2.7.2-1 of 3GPP TS 29.500 [6] for HTTP redirections shall be supported if the feature "ES3XX" is supported.
In addition, the requirements in the following subclauses shall apply.
*** Next Change ***
[bookmark: _Toc36102501][bookmark: _Toc43563545][bookmark: _Toc45134091][bookmark: _Toc50032739][bookmark: _Toc28012844][bookmark: _Toc34266330][bookmark: _Toc51763051][bookmark: _Toc56641301][bookmark: _Toc59017818]5.1.8	Feature negotiation
The optional features in table 5.1.8-1 are defined for the Nnwdaf_EventsSubscription API. They shall be negotiated using the extensibility mechanism defined in subclause 6.6 of 3GPP TS 29.500 [6].
Table 5.1.8-1: Supported Features
	Feature number
	Feature Name
	Description

	1
	ServiceExperience
	This feature indicates support for the event related to service experience.

	2
	UeMobility
	This feature indicates the support of analytics based on UE mobility information.

	3
	UeCommunication
	This feature indicates the support of analytics based on UE communication information.

	4
	QoSSustainability
	This feature indicates support for the event related to QoS sustainability.

	5
	AbnormalBehaviour
	This feature indicates support for the event related to abnormal behaviour information.

	6
	UserDataCongestion
	This feature indicates support for the event related to user data congestion.

	7
	NfLoad
	This feature indicates the support of the analytics related to the load of NF instances.

	8
	NetworkPerformance
	This feature indicates the support of analytics based on network performance.

	9
	NsiLoad
	This feature indicates the support of the event related to the load level of Network Slice and the optionally associated Network Slice Instance.

	x1
	ES3XX
	Extended Support for 3xx redirections. This feature indicates the support of redirection for any service operation, according to Stateless NF procedures as specified in subclauses 6.5.3.2 and 6.5.3.3 of 3GPP TS 29.500 [6] and according to HTTP redirection principles for indirect communication, as specified in subclause 6.10.9 of 3GPP TS 29.500 [6]. 



*** Next Change ***
[bookmark: _Toc28012880][bookmark: _Toc34266366][bookmark: _Toc36102537][bookmark: _Toc43563581][bookmark: _Toc45134130][bookmark: _Toc50032778][bookmark: _Toc51763090][bookmark: _Toc56641340][bookmark: _Toc59017857][bookmark: _Toc28012287][bookmark: _Toc34123146][bookmark: _Toc36038096][bookmark: _Toc38875479][bookmark: _Toc43191962][bookmark: _Toc45133357]A.2	Nnwdaf_EventsSubscription API
openapi: 3.0.0
info:
  version: 1.1.2
  title: Nnwdaf_EventsSubscription
  description: |
    Nnwdaf_EventsSubscription Service API.
    © 2020, 3GPP Organizational Partners (ARIB, ATIS, CCSA, ETSI, TSDSI, TTA, TTC).
    All rights reserved.
externalDocs:
  description: 3GPP TS 29.520 V16.6.0; 5G System; Network Data Analytics Services.
  url: 'http://www.3gpp.org/ftp/Specs/archive/29_series/29.520/'
security:
  - {}
  - oAuth2ClientCredentials:
    - nnwdaf-eventssubscription
servers:
  - url: '{apiRoot}/nnwdaf-eventssubscription/v1'
    variables:
      apiRoot:
        default: https://example.com
        description: apiRoot as defined in subclause 4.4 of 3GPP TS 29.501.
paths:
  /subscriptions:
    post:
      summary: Create a new Individual NWDAF Events Subscription
      operationId: CreateNWDAFEventsSubscription
      tags:
        - NWDAF Events Subscriptions (Collection)
      requestBody:
        required: true
        content:
          application/json:
            schema:
              $ref: '#/components/schemas/NnwdafEventsSubscription'
      responses:
        '201':
          description: Create a new Individual NWDAF Event Subscription resource.
          headers:
            Location:
              description: 'Contains the URI of the newly created resource, according to the structure: {apiRoot}/nnwdaf-eventssubscription/v1/subscriptions/{subscriptionId}'
              required: true
              schema:
                type: string
          content:
            application/json:
              schema:
                $ref: '#/components/schemas/NnwdafEventsSubscription'
        '400':
          $ref: 'TS29571_CommonData.yaml#/components/responses/400'
        '401':
          $ref: 'TS29571_CommonData.yaml#/components/responses/401'
        '403':
          $ref: 'TS29571_CommonData.yaml#/components/responses/403'
        '404':
          $ref: 'TS29571_CommonData.yaml#/components/responses/404'
        '411':
          $ref: 'TS29571_CommonData.yaml#/components/responses/411'
        '413':
          $ref: 'TS29571_CommonData.yaml#/components/responses/413'
        '415':
          $ref: 'TS29571_CommonData.yaml#/components/responses/415'
        '429':
          $ref: 'TS29571_CommonData.yaml#/components/responses/429'
        '500':
          $ref: 'TS29571_CommonData.yaml#/components/responses/500'
        '503':
          $ref: 'TS29571_CommonData.yaml#/components/responses/503'
        default:
          $ref: 'TS29571_CommonData.yaml#/components/responses/default'
      callbacks:
        myNotification:
          '{$request.body#/notificationURI}': 
            post:
              requestBody:
                required: true
                content:
                  application/json:
                    schema:
                      type: array
                      items:
                        $ref: '#/components/schemas/NnwdafEventsSubscriptionNotification'
                      minItems: 1
              responses:
                '204':
                  description: The receipt of the Notification is acknowledged.
                '307':
                  description: Temporary Redirect
                  content:
                    application/problem+json:
                      schema:
                        $ref: 'TS29571_CommonData.yaml#/components/schemas/ProblemDetails'
                  headers:
                    Location:
                      required: true
                      description: 'A URI pointing to the endpoint of an alternative NF consumer (service) instance towards which the notification should be redirected.'
                      schema:
                        type: string
                    3gpp-Sbi-Target-Nf-Id:
                      description: 'Identifier of the target NF (service) instance towards which the notification request is redirected'
                      schema:
                        type: string
                '308':
                  description: Permanent Redirect
                  content:
                    application/problem+json:
                      schema:
                        $ref: 'TS29571_CommonData.yaml#/components/schemas/ProblemDetails'
                  headers:
                    Location:
                      required: true
                      description: 'A URI pointing to the endpoint of an alternative NF consumer (service) instance towards which the notification should be redirected.'
                      schema:
                        type: string
                    3gpp-Sbi-Target-Nf-Id:
                      description: 'Identifier of the target NF (service) instance towards which the notification request is redirected'
                      schema:
                        type: string
                '400':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/400'
                '401':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/401'
                '403':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/403'
                '404':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/404'
                '411':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/411'
                '413':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/413'
                '415':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/415'
                '429':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/429'
                '500':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/500'
                '503':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/503'
                default:
                  $ref: 'TS29571_CommonData.yaml#/components/responses/default'
  /subscriptions/{subscriptionId}:
    delete:
      summary: Delete an existing Individual NWDAF Events Subscription
      operationId: DeleteNWDAFEventsSubscription
      tags:
        - Individual NWDAF Events Subscription (Document)
      parameters:
        - name: subscriptionId
          in: path
          description: String identifying a subscription to the Nnwdaf_EventsSubscription Service
          required: true
          schema:
            type: string
      responses:
        '204':
          description: No Content. The Individual NWDAF Event Subscription resource matching the subscriptionId was deleted.
        '307':
          description: Temporary Redirect
          content:
            application/problem+json:
              schema:
                $ref: 'TS29571_CommonData.yaml#/components/schemas/ProblemDetails'
          headers:
            Location:
              description: 'An alternative URI of the resource located on an alternative NWDAF (service) instance.'
              required: true
              schema:
                type: string
            3gpp-Sbi-Target-Nf-Id:
              description: 'Identifier of the target NF (service) instance towards which the request is redirected'
              schema:
                type: string
        '308':
          description: Permanent Redirect
          content:
            application/problem+json:
              schema:
                $ref: 'TS29571_CommonData.yaml#/components/schemas/ProblemDetails'
          headers:
            Location:
              description: 'An alternative URI of the resource located on an alternative NWDAF (service) instance.'
              required: true
              schema:
                type: string
            3gpp-Sbi-Target-Nf-Id:
              description: 'Identifier of the target NF (service) instance towards which the request is redirected'
              schema:
                type: string
        '400':
          $ref: 'TS29571_CommonData.yaml#/components/responses/400'
        '401':
          $ref: 'TS29571_CommonData.yaml#/components/responses/401'
        '403':
          $ref: 'TS29571_CommonData.yaml#/components/responses/403'
        '404':
          description: The Individual NWDAF Event Subscription resource does not exist.
          content:
            application/problem+json:
              schema:
                $ref: 'TS29571_CommonData.yaml#/components/schemas/ProblemDetails'
        '429':
          $ref: 'TS29571_CommonData.yaml#/components/responses/429'
        '500':
          $ref: 'TS29571_CommonData.yaml#/components/responses/500'
        '501':
          $ref: 'TS29571_CommonData.yaml#/components/responses/501'
        '503':
          $ref: 'TS29571_CommonData.yaml#/components/responses/503'
        default:
          $ref: 'TS29571_CommonData.yaml#/components/responses/default'
    put:
      summary: Update an existing Individual NWDAF Events Subscription
      operationId: UpdateNWDAFEventsSubscription
      tags:
        - Individual NWDAF Events Subscription (Document)
      requestBody:
        required: true
        content:
          application/json:
            schema:
              $ref: '#/components/schemas/NnwdafEventsSubscription'
      parameters:
        - name: subscriptionId
          in: path
          description: String identifying a subscription to the Nnwdaf_EventsSubscription Service
          required: true
          schema:
            type: string
      responses:
        '200':
          description: The Individual NWDAF Event Subscription resource was modified successfully and a representation of that resource is returned.
          content:
            application/json:
              schema:
                $ref: '#/components/schemas/NnwdafEventsSubscription'
        '204':
          description: The Individual NWDAF Event Subscription resource was modified successfully.
        '307':
          description: Temporary Redirect
          content:
            application/problem+json:
              schema:
                $ref: 'TS29571_CommonData.yaml#/components/schemas/ProblemDetails'
          headers:
            Location:
              description: 'An alternative URI of the resource located on an alternative NWDAF (service) instance.'
              required: true
              schema:
                type: string
            3gpp-Sbi-Target-Nf-Id:
              description: 'Identifier of the target NF (service) instance towards which the request is redirected'
              schema:
                type: string
        '308':
          description: Permanent Redirect
          content:
            application/problem+json:
              schema:
                $ref: 'TS29571_CommonData.yaml#/components/schemas/ProblemDetails'
          headers:
            Location:
              description: 'An alternative URI of the resource located on an alternative NWDAF (service) instance.'
              required: true
              schema:
                type: string
            3gpp-Sbi-Target-Nf-Id:
              description: 'Identifier of the target NF (service) instance towards which the request is redirected'
              schema:
                type: string
        '400':
          $ref: 'TS29571_CommonData.yaml#/components/responses/400'
        '401':
          $ref: 'TS29571_CommonData.yaml#/components/responses/401'
        '403':
          $ref: 'TS29571_CommonData.yaml#/components/responses/403'
        '404':
          description: The Individual NWDAF Event Subscription resource does not exist.
          content:
            application/problem+json:
              schema:
                $ref: 'TS29571_CommonData.yaml#/components/schemas/ProblemDetails'
        '411':
          $ref: 'TS29571_CommonData.yaml#/components/responses/411'
        '413':
          $ref: 'TS29571_CommonData.yaml#/components/responses/413'
        '415':
          $ref: 'TS29571_CommonData.yaml#/components/responses/415'
        '429':
          $ref: 'TS29571_CommonData.yaml#/components/responses/429'
        '500':
          $ref: 'TS29571_CommonData.yaml#/components/responses/500'
        '501':
          $ref: 'TS29571_CommonData.yaml#/components/responses/501'
        '503':
          $ref: 'TS29571_CommonData.yaml#/components/responses/503'
        default:
          $ref: 'TS29571_CommonData.yaml#/components/responses/default'
components:
  securitySchemes:
    oAuth2ClientCredentials:
      type: oauth2
      flows:
        clientCredentials:
          tokenUrl: '{nrfApiRoot}/oauth2/token'
          scopes:
            nnwdaf-eventssubscription: Access to the Nnwdaf_EventsSubscription API
  schemas:
    NnwdafEventsSubscription:
      type: object
      properties:
        eventSubscriptions:
          type: array
          items:
            $ref: '#/components/schemas/EventSubscription'
          minItems: 1
          description: Subscribed events
        evtReq:
          $ref: 'TS29523_Npcf_EventExposure.yaml#/components/schemas/ReportingInformation'
        notificationURI:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Uri'
        supportedFeatures:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/SupportedFeatures'
        eventNotifications:
          type: array
          items:
            $ref: '#/components/schemas/EventNotification'
          minItems: 1
        failEventReports:
          type: array
          items:
            $ref: '#/components/schemas/FailureEventInfo'
          minItems: 1
      required:
        - eventSubscriptions
    EventSubscription:
      type: object
      properties:
        anySlice:
          $ref: '#/components/schemas/AnySlice'
        appIds:
          type: array
          items:
            $ref: 'TS29571_CommonData.yaml#/components/schemas/ApplicationId'
          minItems: 1
          description: Identification(s) of application to which the subscription applies.
        dnns:
          type: array
          items:
            $ref: 'TS29571_CommonData.yaml#/components/schemas/Dnn'
          minItems: 1
          description: Identification(s) of DNN to which the subscription applies.
        dnais:
          type: array
          items:
            $ref: 'TS29571_CommonData.yaml#/components/schemas/Dnai'
          minItems: 1
        event:
          $ref: '#/components/schemas/NwdafEvent'
        extraReportReq:
          $ref: '#/components/schemas/EventReportingRequirement'
        loadLevelThreshold:
          type: integer
          description: Indicates that the NWDAF shall report the corresponding network slice load level to the NF service consumer where the load level of the network slice instance identified by snssais is reached.
        notificationMethod:
          $ref: '#/components/schemas/NotificationMethod'
        matchingDir:
          $ref: '#/components/schemas/MatchingDirection'
        nfLoadLvlThds:
          type: array
          items:
            $ref: '#/components/schemas/ThresholdLevel'
          minItems: 1
          description: Shall be supplied in order to start reporting when an average load level is reached.
        nfInstanceIds:
          type: array
          items:
            $ref: 'TS29571_CommonData.yaml#/components/schemas/NfInstanceId'
          minItems: 1
        nfSetIds:
          type: array
          items:
            $ref: 'TS29571_CommonData.yaml#/components/schemas/NfSetId'
          minItems: 1
        nfTypes:
          type: array
          items:
            $ref: 'TS29510_Nnrf_NFManagement.yaml#/components/schemas/NFType'
          minItems: 1
        networkArea:
          $ref: 'TS29554_Npcf_BDTPolicyControl.yaml#/components/schemas/NetworkAreaInfo'
        nsiIdInfos:
          type: array
          items:
            $ref: '#/components/schemas/NsiIdInfo'
          minItems: 1
        nsiLevelThrds:
          type: array
          items:
            $ref: 'TS29571_CommonData.yaml#/components/schemas/Uinteger'
          minItems: 1
        qosRequ:
          $ref: '#/components/schemas/QosRequirement'
        qosFlowRetThds:
          type: array
          items:
            $ref: '#/components/schemas/RetainabilityThreshold'
          minItems: 1
        ranUeThrouThds:
          type: array
          items:
            $ref: 'TS29571_CommonData.yaml#/components/schemas/BitRate'
          minItems: 1
        repetitionPeriod:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/DurationSec'
        snssaia:
          type: array
          items:
            $ref: 'TS29571_CommonData.yaml#/components/schemas/Snssai'
          minItems: 1
          description: Identification(s) of network slice to which the subscription applies. When subscribed event is "SLICE_LOAD_LEVEL", either information about slice(s) identified by snssai, or anySlice set to "TRUE" shall be included. It corresponds to snssais in the data model definition of 3GPP TS 29.520. When subscribed is “QOS_SUSTAINABILITY”, the identifications of network slices is optional.
        tgtUe:
          $ref: '#/components/schemas/TargetUeInformation'
        congThresholds:
          type: array
          items:
            $ref: '#/components/schemas/ThresholdLevel'
          minItems: 1
        nwPerfRequs:
          type: array
          items:
            $ref: '#/components/schemas/NetworkPerfRequirement'
          minItems: 1
        bwRequs:
          type: array
          items:
            $ref: '#/components/schemas/BwRequirement'
          minItems: 1
        excepRequs:
          type: array
          items:
            $ref: '#/components/schemas/Exception'
          minItems: 1
        exptAnaType:
          $ref: '#/components/schemas/ExpectedAnalyticsType'
        exptUeBehav:
          $ref: 'TS29503_Nudm_SDM.yaml#/components/schemas/ExpectedUeBehaviourData'
      required:
        - event
    NnwdafEventsSubscriptionNotification:
      type: object
      properties:
        eventNotifications:
          type: array
          items:
            $ref: '#/components/schemas/EventNotification'
          minItems: 1
          description: Notifications about Individual Events
        subscriptionId:
          type: string
          description: String identifying a subscription to the Nnwdaf_EventsSubscription Service
      required:
        - eventNotifications
        - subscriptionId
    EventNotification:
      type: object
      properties:
        event:
          $ref: '#/components/schemas/NwdafEvent'
        expiry:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/DateTime'
        timeStampGen:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/DateTime'
        nfLoadLevelInfos:
          type: array
          items:
            $ref: '#/components/schemas/NfLoadLevelInformation'
          minItems: 1
        nsiLoadLevelInfos:
          type: array
          items:
            $ref: '#/components/schemas/NsiLoadLevelInfo'
          minItems: 1
        sliceLoadLevelInfo:
          $ref: '#/components/schemas/SliceLoadLevelInformation'
        svcExps:
          type: array
          items:
            $ref: '#/components/schemas/ServiceExperienceInfo'
          minItems: 1
        qosSustainInfos:
          type: array
          items:
            $ref: '#/components/schemas/QosSustainabilityInfo'
          minItems: 1
        ueComms:
          type: array
          items:
            $ref: '#/components/schemas/UeCommunication'
          minItems: 1
        ueMobs:
          type: array
          items:
            $ref: '#/components/schemas/UeMobility'
          minItems: 1
        userDataCongInfos:
          type: array
          items:
            $ref: '#/components/schemas/UserDataCongestionInfo'
          minItems: 1
        abnorBehavrs:
          type: array
          items:
            $ref: '#/components/schemas/AbnormalBehaviour'
          minItems: 1
        nwPerfs:
          type: array
          items:
            $ref: '#/components/schemas/NetworkPerfInfo'
          minItems: 1
      required:
        - event
    ServiceExperienceInfo:
      type: object
      properties:
        svcExprc:
          $ref: 'TS29517_Naf_EventExposure.yaml#/components/schemas/SvcExperience'
        svcExprcVariance:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Float'
        supis:
          type: array
          items:
            $ref: 'TS29571_CommonData.yaml#/components/schemas/Supi'
          minItems: 1
        snssai:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Snssai'
        appId:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/ApplicationId'
        confidence:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Uinteger'
        dnn:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Dnn'
        networkArea:
          $ref: 'TS29554_Npcf_BDTPolicyControl.yaml#/components/schemas/NetworkAreaInfo'
        nsiId:
          $ref: 'TS29531_Nnssf_NSSelection.yaml#/components/schemas/NsiId'
        ratio:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/SamplingRatio'
      required:
        - svcExprc
    BwRequirement:
      type: object
      properties:
        appId:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/ApplicationId'
        marBwDl:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/BitRate'
        marBwUl:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/BitRate'
        mirBwDl:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/BitRate'
        mirBwUl:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/BitRate'
      required:
        - appId
    SliceLoadLevelInformation:
      type: object
      properties:
        loadLevelInformation:
          $ref: '#/components/schemas/LoadLevelInformation'
        snssais:
          type: array
          items:
            $ref: 'TS29571_CommonData.yaml#/components/schemas/Snssai'
          minItems: 1
          description: Identification(s) of network slice to which the subscription.
      required:
        - loadLevelInformation
        - snssais
    NsiLoadLevelInfo:
      description: Represents the slice instance and the load level information.
      type: object
      properties:
        loadLevelInformation:
          $ref: '#/components/schemas/LoadLevelInformation'
        snssai:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Snssai'
        nsiId:
          $ref: 'TS29531_Nnssf_NSSelection.yaml#/components/schemas/NsiId'
      required:
        - loadLevelInformation
        - snssai
    NsiIdInfo:
      description: Represents the S-NSSAI and the optionally associated Network Slice Instance(s).
      type: object
      properties:
        snssai:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Snssai'
        nsiIds:
          type: array
          items:
            $ref: 'TS29531_Nnssf_NSSelection.yaml#/components/schemas/NsiId'
          minItems: 1
      required:
        - snssai
    EventReportingRequirement:
      type: object
      properties:
        accuracy:
          $ref: 'TS29520_Nnwdaf_EventsSubscription.yaml#/components/schemas/Accuracy'
        startTs:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/DateTime'
        endTs:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/DateTime'
        sampRatio:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/SamplingRatio'
        maxObjectNbr:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Uinteger'
        maxSupiNbr:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Uinteger'
        timeAnaNeeded:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/DateTime'
    TargetUeInformation:
      type: object
      properties:
        anyUe:
          type: boolean
        supis:
          type: array
          items:
            $ref: 'TS29571_CommonData.yaml#/components/schemas/Supi'
        intGroupIds:
          type: array
          items:
            $ref: 'TS29571_CommonData.yaml#/components/schemas/GroupId'
    UeMobility:
      type: object
      properties:
        ts:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/DateTime'
        recurringTime:
          $ref: 'TS29122_CpProvisioning.yaml#/components/schemas/ScheduledCommunicationTime'
        duration:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/DurationSec'
        durationVariance:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Float'
        locInfos:
          type: array
          items:
            $ref: '#/components/schemas/LocationInfo'
          minItems: 1
      required:
        - duration
        - locInfos
    LocationInfo:
      type: object
      properties:
        loc:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/UserLocation'
        ratio:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/SamplingRatio'
        confidence:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Uinteger'
      required:
        - loc
    UeCommunication:
      type: object
      properties:
        commDur:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/DurationSec'
        commDurVariance:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Float'
        perioTime:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/DurationSec'
        perioTimeVariance:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Float'
        ts:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/DateTime'
        tsVariance:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Float'
        recurringTime:
          $ref: 'TS29122_CpProvisioning.yaml#/components/schemas/ScheduledCommunicationTime'
        trafChar:
          $ref: '#/components/schemas/TrafficCharacterization'
        ratio:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/SamplingRatio'
        confidence:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Uinteger'
      required:
        - commDur
        - trafChar
    TrafficCharacterization:
      type: object
      properties:
        dnn:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Dnn'
        snssai:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Snssai'
        appId:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/ApplicationId'
        fDescs:
          type: array
          items:
            $ref: '#/components/schemas/IpEthFlowDescription'
          minItems: 1
          maxItems: 2
        ulVol:
          $ref: 'TS29122_CommonData.yaml#/components/schemas/Volume'
        ulVolVariance:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Float'
        dlVol:
          $ref: 'TS29122_CommonData.yaml#/components/schemas/Volume'
        dlVolVariance:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Float'
    UserDataCongestionInfo:
      type: object
      properties:
        networkArea:
          $ref: 'TS29554_Npcf_BDTPolicyControl.yaml#/components/schemas/NetworkAreaInfo'
        congestionInfo:
          $ref: '#/components/schemas/CongestionInfo'
        snssai:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Snssai'
    CongestionInfo:
      type: object
      properties:
        congType:
          $ref: '#/components/schemas/CongestionType'
        timeIntev:
          $ref: 'TS29122_CommonData.yaml#/components/schemas/TimeWindow'
        nsi:
          $ref: '#/components/schemas/ThresholdLevel'
        confidence:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Uinteger'
      required:
        - congType
        - timeIntev
        - nsi
    QosSustainabilityInfo:
      type: object
      properties:
        areaInfo:
          $ref: 'TS29554_Npcf_BDTPolicyControl.yaml#/components/schemas/NetworkAreaInfo'
        startTs:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/DateTime'
        endTs:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/DateTime'
        qosFlowRetThd:
          $ref: '#/components/schemas/RetainabilityThreshold'
        ranUeThrouThd:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/BitRate'
        snssai:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Snssai'
        confidence:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Uinteger'
    QosRequirement:
      type: object
      properties:
        5qi:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/5Qi'
        gfbrUl:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/BitRate'
        gfbrDl:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/BitRate'
        resType:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/QosResourceType'
        pdb:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/PacketDelBudget'
        per:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/PacketErrRate'
    ThresholdLevel:
      type: object
      properties:
        congLevel:
          type: integer
        nfLoadLevel:
          type: integer
        nfCpuUsage:
          type: integer
        nfMemoryUsage:
          type: integer
        nfStorageUsage:
          type: integer
    NfLoadLevelInformation:
      type: object
      properties:
        nfType:
          $ref: 'TS29510_Nnrf_NFManagement.yaml#/components/schemas/NFType'
        nfInstanceId:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/NfInstanceId'
        nfSetId:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/NfSetId'
        nfStatus:
          $ref: '#/components/schemas/NfStatus'
        nfCpuUsage:
          type: integer
        nfMemoryUsage:
          type: integer
        nfStorageUsage:
          type: integer
        nfLoadLevelAverage:
          type: integer
        nfLoadLevelpeak:
          type: integer
        snssai:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Snssai'
        confidence:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Uinteger'
      required:
        - nfType
        - nfInstanceId
    NfStatus:
      type: object
      properties:
        statusRegistered:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/SamplingRatio'
        statusUnregistered:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/SamplingRatio'
        statusUndiscoverable:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/SamplingRatio'
    AnySlice:
      type: boolean
      description: FALSE represents not applicable for all slices. TRUE represents applicable for all slices.
    LoadLevelInformation:
      type: integer
      description: Load level information of the network slice instance.
    AbnormalBehaviour:
      type: object
      properties:
        supis:
          type: array
          items:
            $ref: 'TS29571_CommonData.yaml#/components/schemas/Supi'
          minItems: 1
        excep:
          $ref: '#/components/schemas/Exception'
        dnn:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Dnn'
        snssai:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Snssai'
        ratio:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/SamplingRatio'
        confidence:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Uinteger'
        addtMeasInfo:
          $ref: '#/components/schemas/AdditionalMeasurement'
      required:
        - excep
    Exception:
      type: object
      properties:
        excepId:
          $ref: '#/components/schemas/ExceptionId'
        excepLevel:
          type: integer
        excepTrend:
          $ref: '#/components/schemas/ExceptionTrend'
      required:
        - excepId
    AdditionalMeasurement:
      type: object
      properties:
        unexpLoc:
          $ref: 'TS29554_Npcf_BDTPolicyControl.yaml#/components/schemas/NetworkAreaInfo'
        unexpFlowTeps:
          type: array
          items:
            $ref: '#/components/schemas/IpEthFlowDescription'
          minItems: 1
        unexpWakes:
          type: array
          items:
            $ref: 'TS29571_CommonData.yaml#/components/schemas/DateTime'
          minItems: 1
        ddosAttack:
          $ref: '#/components/schemas/AddressList'
        wrgDest:
          $ref: '#/components/schemas/AddressList'
        circums:
          type: array
          items:
            $ref: '#/components/schemas/CircumstanceDescription'
          minItems: 1
    IpEthFlowDescription:
      type: object
      properties:
        ipTrafficFilter:
          $ref: 'TS29514_Npcf_PolicyAuthorization.yaml#/components/schemas/FlowDescription'
        ethTrafficFilter:
          $ref: 'TS29514_Npcf_PolicyAuthorization.yaml#/components/schemas/EthFlowDescription'
    AddressList:
      type: object
      properties:
        ipv4Addrs:
          type: array
          items:
            $ref: 'TS29571_CommonData.yaml#/components/schemas/Ipv4Addr'
          minItems: 1
        ipv6Addrs:
          type: array
          items:
            $ref: 'TS29571_CommonData.yaml#/components/schemas/Ipv6Addr'
          minItems: 1
    CircumstanceDescription:
      type: object
      properties:
        freq:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Float'
        tm:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/DateTime'
        locArea:
          $ref: 'TS29554_Npcf_BDTPolicyControl.yaml#/components/schemas/NetworkAreaInfo'
        vol:
          $ref: 'TS29122_CommonData.yaml#/components/schemas/Volume'
    RetainabilityThreshold:
      type: object
      properties:
        relFlowNum:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Uinteger'
        relTimeUnit:
          $ref: '#/components/schemas/TimeUnit'
        relFlowRatio:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/SamplingRatio'
    NetworkPerfRequirement:
      type: object
      properties:
        nwPerfType:
          $ref: '#/components/schemas/NetworkPerfType'
        relativeRatio:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/SamplingRatio'
        absoluteNum:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Uinteger'
      required:
        - nwPerfType
    NetworkPerfInfo:
      type: object
      properties:
        networkArea:
          $ref: 'TS29554_Npcf_BDTPolicyControl.yaml#/components/schemas/NetworkAreaInfo'
        nwPerfType:
          $ref: '#/components/schemas/NetworkPerfType'
        relativeRatio:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/SamplingRatio'
        absoluteNum:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Uinteger'
        confidence:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Uinteger'
      required:
        - networkArea
        - nwPerfType
    FailureEventInfo:
      type: object
      properties:
        event:
          $ref: '#/components/schemas/NwdafEvent'
        failureCode:
          $ref: '#/components/schemas/NwdafFailureCode'
      required:
        - event
        - failureCode
    NotificationMethod:
      anyOf:
      - type: string
        enum:
          - PERIODIC
          - THRESHOLD
      - type: string
        description: >
          This string provides forward-compatibility with future
          extensions to the enumeration but is not used to encode
          content defined in the present version of this API.
      description: >
        Possible values are
        - PERIODIC: The subscribe of NWDAF Event is periodically. The periodic of the notification is identified by repetitionPeriod defined in subclause 5.1.6.2.3.
        - THRESHOLD: The subscribe of NWDAF Event is upon threshold exceeded. The threshold of the notification is identified by loadLevelThreshold defined in subclause 5.1.6.2.3.
    NwdafEvent:
      anyOf:
      - type: string
        enum:
          - SLICE_LOAD_LEVEL
          - NETWORK_PERFORMANCE
          - NF_LOAD
          - SERVICE_EXPERIENCE
          - UE_MOBILITY
          - UE_COMMUNICATION
          - QOS_SUSTAINABILITY
          - ABNORMAL_BEHAVIOUR
          - USER_DATA_CONGESTION
          - NSI_LOAD_LEVEL
      - type: string
        description: >
          This string provides forward-compatibility with future
          extensions to the enumeration but is not used to encode
          content defined in the present version of this API.
      description: >
        Possible values are
        - SLICE_LOAD_LEVEL: Indicates that the event subscribed is load level information of Network Slice
        - NETWORK_PERFORMANCE: Indicates that the event subscribed is network performance information.
        - NF_LOAD: Indicates that the event subscribed is load level and status of one or several Network Functions.
        - SERVICE_EXPERIENCE: Indicates that the event subscribed is service experience.
        - UE_MOBILITY: Indicates that the event subscribed is UE mobility information.
        - UE_COMMUNICATION: Indicates that the event subscribed is UE communication information.
        - QOS_SUSTAINABILITY: Indicates that the event subscribed is QoS sustainability.
        - ABNORMAL_BEHAVIOUR: Indicates that the event subscribed is abnormal behaviour.
        - USER_DATA_CONGESTION: Indicates that the event subscribed is user data congestion information.
        - NSI_LOAD_LEVEL: Indicates that the event subscribed is load level information of Network Slice and the optionally associated Network Slice Instance
    Accuracy:
      anyOf:
      - type: string
        enum:
          - LOW
          - HIGH
      - type: string
        description: >
          This string provides forward-compatibility with future
          extensions to the enumeration but is not used to encode
          content defined in the present version of this API.
      description: >
        Possible values are
        - LOW: Low accuracy.
        - HIGH: High accuracy.
    CongestionType:
      anyOf:
      - type: string
        enum:
          - USER_PLANE
          - CONTROL_PLANE
          - USER_AND_CONTROL_PLANE
      - type: string
        description: >
          This string provides forward-compatibility with future
          extensions to the enumeration but is not used to encode
          content defined in the present version of this API.
      description: >
        Possible values are
        - USER_PLANE: The congestion analytics type is User Plane. 
        - CONTROL_PLANE: The congestion analytics type is Control Plane.
        - USER_AND_CONTROL_PLANE: The congestion analytics type is User Plane and Control Plane.
    ExceptionId:
      anyOf:
      - type: string
        enum:
          - UNEXPECTED_UE_LOCATION
          - UNEXPECTED_LONG_LIVE_FLOW
          - UNEXPECTED_LARGE_RATE_FLOW
          - UNEXPECTED_WAKEUP
          - SUSPICION_OF_DDOS_ATTACK
          - WRONG_DESTINATION_ADDRESS
          - TOO_FREQUENT_SERVICE_ACCESS
          - UNEXPECTED_RADIO_LINK_FAILURES
          - PING_PONG_ACROSS_CELLS
      - type: string
        description: >
          This string provides forward-compatibility with future
          extensions to the enumeration but is not used to encode
          content defined in the present version of this API.
      description: >
        Possible values are
          - UNEXPECTED_UE_LOCATION: Unexpected UE location
          - UNEXPECTED_LONG_LIVE_FLOW: Unexpected long-live rate flows
          - UNEXPECTED_LARGE_RATE_FLOW: Unexpected large rate flows
          - UNEXPECTED_WAKEUP: Unexpected wakeup
          - SUSPICION_OF_DDOS_ATTACK: Suspicion of DDoS attack
          - WRONG_DESTINATION_ADDRESS: Wrong destination address
          - TOO_FREQUENT_SERVICE_ACCESS: Too frequent Service Access
          - UNEXPECTED_RADIO_LINK_FAILURES: Unexpected radio link failures
          - PING_PONG_ACROSS_CELLS: Ping-ponging across neighbouring cells
    ExceptionTrend:
      anyOf:
      - type: string
        enum:
          - UP
          - DOWN
          - UNKNOW
          - STABLE
      - type: string
        description: >
          This string provides forward-compatibility with future
          extensions to the enumeration but is not used to encode
          content defined in the present version of this API.
      description: >
        Possible values are
          - UP: Up trend of the exception level.
          - DOWN: Down trend of the exception level.
          - UNKNOW: Unknown trend of the exception level.
          - STABLE: Stable trend of the exception level.
    TimeUnit:
      anyOf:
      - type: string
        enum:
          - MINUTE
          - HOUR
          - DAY
      - type: string
        description: >
          This string provides forward-compatibility with future
          extensions to the enumeration but is not used to encode
          content defined in the present version of this API.
      description: >
        Possible values are
        - MINUTE: Time unit is per minute.
        - HOUR: Time unit is per hour.
        - DAY: Time unit is per day.
    NetworkPerfType:
      anyOf:
      - type: string
        enum:
          - GNB_ACTIVE_RATIO
          - GNB_COMPUTING_USAGE
          - GNB_MEMORY_USAGE
          - GNB_DISK_USAGE
          - NUM_OF_UE
          - SESS_SUCC_RATIO
          - HO_SUCC_RATIO
      - type: string
        description: >
          This string provides forward-compatibility with future
          extensions to the enumeration but is not used to encode
          content defined in the present version of this API.
      description: >
        Possible values are
          - GNB_ACTIVE_RATIO: Indicates that the network performance requirement is gNodeB active (i.e. up and running) rate. Indicates the ratio of gNB active (i.e. up and running) number to the total number of gNB
          - GNB_COMPUTING_USAGE: Indicates gNodeB computing resource usage.
          - GNB_MEMORY_USAGE: Indicates gNodeB memory usage.
          - GNB_DISK_USAGE: Indicates gNodeB disk usage.
          - NUM_OF_UE: Indicates number of UEs.
          - SESS_SUCC_RATIO: Indicates ratio of successful setup of PDU sessions to total PDU session setup attempts.
          - SESS_SUCC_RATIO: Indicates Ratio of successful handovers to the total handover attempts. 
    ExpectedAnalyticsType:
      anyOf:
      - type: string
        enum:
          - MOBILITY
          - COMMUN
          - MOBILITY_AND_COMMUN
      - type: string
        description: >
          This string provides forward-compatibility with future
          extensions to the enumeration but is not used to encode
          content defined in the present version of this API.
      description: >
        Possible values are
          - MOBILITY: Mobility related abnormal behaviour analytics is expected by the consumer.
          - COMMUN: Communication related abnormal behaviour analytics is expected by the consumer.
          - MOBILITY_AND_COMMUN: Both mobility and communication related abnormal behaviour analytics is expected by the consumer.
    MatchingDirection:
      anyOf:
      - type: string
        enum:
          - ASCENDING
          - DESCENDING
          - CROSSED
      - type: string
        description: >
          This string provides forward-compatibility with future
          extensions to the enumeration but is not used to encode
          content defined in the present version of this API.
      description: >
        Possible values are
          - ASCENDING: Threshold is crossed in ascending direction.
          - DESCENDING: Threshold is crossed in descending direction.
          - CROSSED: Threshold is crossed either in ascending or descending direction.
    NwdafFailureCode:
      anyOf:
      - type: string
        enum:
          - UNAVAILABLE_DATA
      - type: string
        description: >
          This string provides forward-compatibility with future
          extensions to the enumeration but is not used to encode
          content defined in the present version of this API.
      description: >
        Possible values are
          - UNAVAILABLE_DATA: Indicates the requested statistics information for the event is rejected since necessary data to perform the service is unavailable.

*** End of Changes ***
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