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*** 1st Change ***
[bookmark: _Toc28011853][bookmark: _Toc38876230][bookmark: _Toc43192384][bookmark: _Toc45133125][bookmark: _Toc51314993][bookmark: _Toc51761453][bookmark: _Toc56672009][bookmark: _Toc59015931][bookmark: _Toc28012218][bookmark: _Toc34123071][bookmark: _Toc36038021][bookmark: _Toc38875403][bookmark: _Toc43191884][bookmark: _Toc45133279][bookmark: _Toc51316783][bookmark: _Toc51761963][bookmark: _Toc56674950][bookmark: _Toc56675341][bookmark: _Toc59016327][bookmark: _Toc63167925]4.2.6.6.3	Policy provisioning and enforcement of  authorized explicitly signalled QoS Characteristics
The PCF may provision a dynamically assigned 5QI value (from the non-standardized and non-preconfigured value range) and the associated 5G QoS characteristics to the SMF. In order to do so, the PCF shall within the SmPolicyDecision data structure include the "qosChars" attribute to contain one more authorized signalled QosCharacteristics instances. For each QosCharacteristics instance, the PCF shall include assigned 5QI value within the "5qi" attribute, resource type value within the "resourceType" attribute, the 5QI Priority Level value within the "priorityLevel" attribute, the Packet Delay Budget value within the "packetDelayBudget" attribute, Packet Error Rate value within the "packetErrorRate" attribute, the Averaging Window value within the "averagingWindow" attribute if applicable and the Maximum Data Burst Volume value within the "maxDataBurstVol" attribute if applicable. If the PCF has provisioned an authorized signalled QosCharacteristics instance to the SMF, the PCF shall not update nor remove it during the lifetime of the policy association.
Upon receiving the authorized explicitly signalled QoS characteristics, the SMF shall derive the QoS profile towards the access network and provide it to the access network by invoking corresponding procedure.
NOTE:	Operator configuration is assumed to ensure that the assigned dynamic 5QI value is unique and references the same set of QoS characteristics within the whole PLMN at a given time.
*** Next Change ***
5.6.2.7	Type SessionRule
Table 5.6.2.7-1: Definition of type SessionRule
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	authSessAmbr
	Ambr
	C
	0..1
	Authorized Session-AMBR. (NOTE 1)
	

	authDefQos
	AuthorizedDefaultQos
	C
	0..1
	Authorized default QoS information. (NOTE 1)
	

	sessRuleId
	string
	M
	1
	Univocally identifies the session rule within a PDU session.
	

	refUmData
	string
	O
	0..1
	A reference to UsageMonitoringData policy decision type. It is the umId described in subclause 5.6.2.12. (NOTE 2)
	UMC

	refCondData
	string
	O
	0..1
	A reference to the condition data. It is the condId described in subclause 5.6.2.9. 
	

	refUmN3gData
	string
	O
	0..1
	A reference to UsageMonitoringData policy decision type to apply for Non-3GPP access. It is the umId described in subclause 5.6.2.12.
(NOTE 2)
	UMC, ATSSS

	NOTE 1:	The PCF shall ensure that a session rule enforced in the SMF contains the "authSessAmbr" and the "authDefQoSauthDefQos" attributes.
NOTE 2:	For a MA PDU session, if the "refUmN3gData" is omitted, the attribute "refUmData" contains the reference to the UsageMonitoringData policy decision to apply for both, 3GPP and Non-3GPP, accesses.



*** End of Changes ***

