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Additional discussion(if needed):
…
Proposed changes:
*** 1st Change ***
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This procedure, as shown in Figure 4.2.3.2-1, is used to subscribe to notifications on events when the PFDs for application identifier(s) change.

[image: ]
Figure 4.2.3.2-1: Creation of a subscription for event notifications on PFDs change
1.	The NF service consumer (e.g. SMF) shall send a POST request to the request URI representing the collection of PFD subscriptions resource "{apiRoot}/nnef‑pfdmanagement/v1/subscriptions". The request payload body shall include:
-	subscribed application identifier(s) optionally, and;
-	an URI where to receive the requested notifications as "notifyUri" attribute.
2.	If the request is accepted, the PFDF shall: 
-	create a new subscription;
-	assign a subscriptionId;
-	store the subscription; and
-	send an HTTP "201 Created" response, with the payload body containing a representation of the created subscription, and the Location header containing the resource URI of the created subscription "{apiRoot}/nnef-pfdmanagement/v1/subscriptions/{subscriptionId}".
	Otherwise, one of the HTTP status codes listed in table 5.3.4.3.1-3 shall be returned.
*** 2nd Change ***
5.3.2.3.1	GET
This method shall support the URI query parameters specified in table 5.3.2.3.1-1.
Table 5.3.2.3.1-1: URI query parameters supported by the GET method on this resource
	Name
	Data type
	P
	Cardinality
	Description

	application-ids
	array(ApplicationId)
	M
	1..N
	The requested application identifier(s) for which PFDs shall be returned.

	supported-features
	SupportedFeatures
	O
	0..1
	To filter irrelevant responses related to unsupported features.



This method shall support the request data structures specified in table 5.3.2.3.1-2 and the response data structures and response codes specified in table 5.3.2.3.1-3.
Table 5.3.2.3.1-2: Data structures supported by the GET Request Body on this resource
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	



Table 5.3.2.3.1-3: Data structures supported by the GET Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	array(PfdDataforAppPfdDataForApp)
	M
	0..N
	200 OK
	The PFDs for one or more application identifier(s) provided in the request URI are returned.

	NOTE:	In addition, the HTTP status codes which are specified as mandatory in table 5.2.7.1-1 of 3GPP TS 29.500 [5] for the GET method shall also apply.



*** End of Changes ***
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