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Additional discussion(if needed):
…
Proposed changes:
*** 1st Change ***
4.4.21
Procedures for ACS configuration parameter provisioning

The procedures are used by the AF to provide ACS configuration information to 5G system via NEF.

In order to provision the ACS configuration information, the AF shall send an HTTP POST message to the NEF to the resource "ACS Configuration Subscriptions", the HTTP POST message shall include AcsConfigurationData data structure as request body. The AcsConfigurationData data structure shall include:

-
the URL of the ACS or the address of the ACS within the "acsInfo" attribute; and
-
indication of the UEs to which the subscription applies via: 

a)
identification of an individual UE via a "gpsi" attribute; or

b)
identification of a group of UE(s) via a "exterGroupId" attribute.
In order to update an existing ACS configuration subscription, the AF shall send an HTTP PUT message to the NEF to the resource "Individual ACS Configuration Subscription" requesting to change the subscription. The body of the HTTP PUT request message shall include AcsConfigurationData data type. The External Group Identifier or GPSI shall remain unchanged from previous values.
In order to delete an existing ACS configuration subscription, the AF shall send an HTTP DELETE message to the NEF to the resource "Individual ACS configuration Subscription".
Upon receipt of the corresponding HTTP message, if the AF is authorized by the NEF to provision the parameters, the NEF shall interact with the UDM to create a subscription at the UDM by using Nudm_ParameterProvision service as defined in 3GPP TS 29.503 [17].

After receiving a successful response from the UDM, the NEF shall,
-
for the HTTP POST request, create a resource "Individual ACS Configuration Subscription" which represents the ACS configuration parameter provisioning request, addressed by a URI that contains the AF Identifier and an NEF-created configuration identifier, and shall respond to the AF with a 201 Created status code, including a Location header field containing the URI for the created resource. The AF shall use the URI received in the Location header in subsequent requests to the NEF to refer to this ACS Configuration Subscription. 

-
for the HTTP PUT request, update a resource "Individual ACS Configuration Subscription" which represents the ACS configuration, and shall responds to the AF with a 200 OK or 204 No Content status code.
-
for the HTTP DELETE request, remove all properties of the resource and delete the corresponding active resource "Individual ACS Configuration Subscription", then shall responds to the AF with a 204 No Content status code.

*** 2nd Change ***
5.12.2.3.2
Type: AcsConfigurationData
Table 5.12.2.3.2-1: Definition of type AcsConfigurationData
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	self
	Link
	C
	0..1
	Identifies the individual service parameter subscription resource URI.

Shall be present by the NEF in HTTP responses that include an object of AcsConfigurationData Data type.
	

	gpsi
	Gpsi
	O
	0..1
	Identifies GPSI. (NOTE)
	

	exterGroupId
	ExternalGroupId
	O
	0..1
	Represents a group of users. (NOTE) 
	

	acsInfo
	AcsInfo
	M
	1
	Contains the information of ACS.
	

	suppFeat
	SupportedFeatures
	M
	1
	Indicates the list of Supported features used as described in subclause 5.12.3.

This parameter shall be supplied by the NF service consumer in the POST request that requested the creation of an individual ACS configuration Subscription resource.
	

	NOTE:

Only one of the "gpsi" or "exterGroupId" attribute shall be provided.


*** End of Changes ***

