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	Reason for change:
	As per the discussion paper in C3-211198, there are some HTTP custom headers defined in TS 29.500 that may be applicable to Northbound APIs.

	
	

	Summary of change:
	This CR proposes to:
· Re-define these identified HTTP custom headers in TS 29.122 so that they can be applicable to all Northbound APIs.

	
	

	Consequences if not approved:
	· Improvements provided by these HTTP custom headers are not exploited.
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* * * Start of changes * * * *
[bookmark: _Toc28013417][bookmark: _Toc34222330][bookmark: _Toc36040513][bookmark: _Toc39134442][bookmark: _Toc43283389][bookmark: _Toc45134429][bookmark: _Toc49931760][bookmark: _Toc51763541][bookmark: _Toc493774024][bookmark: _Toc494194773][bookmark: _Toc528159067][bookmark: _Toc532198029][bookmark: _Toc34123783][bookmark: _Toc36038527][bookmark: _Toc36038615][bookmark: _Toc36038806][bookmark: _Toc44680746][bookmark: _Toc45133658][bookmark: _Toc45133749][bookmark: _Toc49417447][bookmark: _Toc51762414][bookmark: _Toc20408087][bookmark: _Toc39068125][bookmark: _Toc43273318][bookmark: _Toc45134856][bookmark: _Toc49939192][bookmark: _Toc51764216]5.2.8.x	Optional HTTP custom headers
5.2.8.x.1	General
The Northbound APIs defined in this specification may support the HTTP custom headers specified in Table 5.2.8.x.1-1 below. A description of each custom header and the normative requirements related to when to include them are also provided in Table 5.2.8.x.1-1.
Table 5.2.8.x.1-1: Optional HTTP custom headers
	Name
	Reference
	Description

	Nb-Api-Sender-Timestamp
	subclause 5.2.8.x.2
	This header may be used to indicate the date and time (with a millisecond granularity) at which an HTTP request or response is originated. This may be used e.g. for measuring signalling delays in Northbound interfaces. 

	Nb-Api-Max-Rsp-Time
	subclause 5.2.8.x.3
	This header may be used in a HTTP request to indicate the duration during which the HTTP client waits for a response.



* * * Next changes * * * *
[bookmark: _Toc19708944][bookmark: _Toc27745019][bookmark: _Toc29803172][bookmark: _Toc35969923][bookmark: _Toc36050717][bookmark: _Toc44847430][bookmark: _Toc51845083][bookmark: _Toc51845414][bookmark: _Toc51846934][bookmark: _Toc57022564][bookmark: _Toc57023934]5.2.8.x.2	Nbi-Api-Sender-Timestamp
The provisions of subclause 5.2.3.3.2 of 3GPP TS 29.500 [44] also apply to this header.
NOTE:	Any provisions that are specific to 5G SBI APIs (e.g. related to the support of Indirect Communication models) are however not applicable for Northbound APIs.

* * * Next changes * * * *
[bookmark: _Toc19708945][bookmark: _Toc27745020][bookmark: _Toc29803173][bookmark: _Toc35969924][bookmark: _Toc36050718][bookmark: _Toc44847431][bookmark: _Toc51845084][bookmark: _Toc51845415][bookmark: _Toc51846935][bookmark: _Toc57022565][bookmark: _Toc57023935]5.2.8.x.3	Nb-Api-Max-Rsp-Time
The provisions of subclause 5.2.3.3.3 of 3GPP TS 29.500 [44] also apply to this header.
NOTE:	Any provisions that are specific to 5G SBI APIs (e.g. related to the support of Indirect Communication models) are however not applicable for Northbound APIs.
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