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* * * Start of changes * * * *
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This subclause specifies the application data model supported by the API.
Table 5.6.1-1 specifies the data types defined for the Npcf_EventExposure service based interface protocol.
Table Table 5.6.1-1: Npcf_EventExposure specific Data Types
	Data type
	Section defined
	Description
	Applicability

	EthernetFlowInfo
	5.6.2.6
	Identification of an UL/DL ethernet flow.
	ExtendedSessionInformation

	IpFlowInfo
	5.6.2.7
	Identification of an UL/DL IP flow.
	ExtendedSessionInformation

	PcEvent
	5.6.3.3
	Policy Control Events.
	

	PcEventExposureSubsc
	5.6.2.2
	Represents an Individual Policy Events Subscription resource.
	

	PcEventExposureNotif
	5.6.2.3
	Describes notifications about Policy Control events that occurred in an Individual Policy Events Subscription resource.
	

	PcEventNotification
	5.6.2.8
	Represents the information reported for a Policy Control event.
	

	PduSessionInformation
	5.6.2.9
	Represents PDU session identification information.
	ExtendedSessionInformation

	ReportingInformation
	5.6.2.4
	Represents the type of reporting the subscription requires.
	

	ServiceIdentification
	5.6.2.5
	Identification of the service to which the subscription applies.
	ExtendedSessionInformation

	SnssaiDnnCombination
	5.6.2.10
	Represents a combination of S-NSSAI and DNN(s).
	



Table 5.6.1-2 specifies data types re-used by the Npcf_EventExposure service based interface protocol from other specifications, including a reference to their respective specifications and when needed, a short description of their use within the Npcf_EventExposure service based interface.
Table 5.6.1-2: Npcf_EventExposure re-used Data Types
	Data type
	Reference
	Comments
	Applicability

	AccessType
	3GPP TS 29.571 [14]
	Access Type.
	

	AdditionalAccessInfo
	3GPP TS 29.512 [9]
	Indicates the combination of additional Access Type and RAT Type for MA PDU session
	ATSSS

	AfAppId
	3GPP TS 29.514 [12]
	AF application Identifier.
	ExtendedSessionInformation

	AnGwAddress
	3GPP TS 29.514 [12]
	Carries the control plane address of the EPC untrusted non-3GPP access network gateway. (NOTE 1)
	

	DateTime
	3GPP TS 29.571 [14]
	Time stamp.
	

	Dnn
	3GPP TS 29.571 [14]
	Identifies a DNN.
	

	DurationSec
	3GPP TS 29.571 [14]
	Seconds of duration.
	

	EthFlowDescription
	3GPP TS 29.514 [12]
	Identifies an ethernet flow description. (NOTE 2)
	ExtendedSessionInformation

	FlowDescription
	3GPP TS 29.514 [12]
	Identifies an IP flow description.
	ExtendedSessionInformation

	Gpsi
	3GPP TS 29.571 [14]
	Generic Public Subscription Identifier.
	

	GroupId
	3GPP TS 29.571 [14]
	Identifies a group of UEs.
	

	MacAddr48
	3GPP TS 29.571 [14]
	Mac Address of the UE.
	ExtendedSessionInformation

	NotificationMethod
	3GPP TS 29.508 [15]
	Represents the Notification Method.
	

	PlmnIdNid
	3GPP TS 29.571 [14]
	Identifies the network: the PLMN Identifier and, for an SNPN, also the NID.
	

	RatType
	3GPP TS 29.571 [14]
	RAT Type.
	

	SamplingRatio
	3GPP TS 29.571 [14]
	Sampling Ratio.
	

	Snssai
	3GPP TS 29.571 [14]
	Identifies a S-NSSAI
	

	Supi
	3GPP TS 29.571 [14]
	Identifies the SUPI of the UE.
	

	SupportedFeatures
	3GPP TS 29.571 [14]
	Used to negotiate the applicability of the optional features defined in subclause 5.8.
	

	Uinteger
	3GPP TS 29.571 [14]
	Unsigned integer.
	

	NOTE 1:	"AnGwAddress" data structure is only used to encode the ePDG address and is only applicable to the 5GS and EPC/E-UTRAN interworking scenario as defined in 3GPP TS 29.512 [9], Annex B.
NOTE 2:	In order to support a set of MAC addresses with a specific range in the traffic filter, feature MacAddressRange as specified in clause 5.8 shall be supported.
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