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* * * First Change * * * *

8.4.62	Group-Report-Item
The Group-Report-Item AVP is of type Grouped, and it contains the information to be reported as requested by Monitoring-Event-Configuration or Suggested-Network-Configuration for a specific UE as part of group processing.
[bookmark: _Toc27761437][bookmark: _Toc44880755]AVP format:
[bookmark: _Hlk63412745]Group-Report-Item::=	<AVP header: 3166 10415>
{ User-Identifier }
[ Visited-PLMN-Id ] 
[ Roaming-Information ]
[ IMEI-Change ]
[ Reachability-Information ] 
[ Maximum-UE-Availability-Time ]
[ EPS-Location-Information ]
[ Monitoring-Type ]
*[ Service-Report ]
[ S6t-HSS-Cause ]
[ Idle-Status-Indication ]
[ Reporting-Time-Stamp ]
[ Updated-Network-Configuration ]
*[ SCEF-Reference-ID-for-Deletion ]
*[ SCEF-Reference-ID-for-Deletion-Ext ]
[ Event-Handling ]
[ Loss-Of-Connectivity-Reason ]
*[ PDN-Connectivity-Status-Report ]
*[AVP]
When the "Extended Reference IDs" feature is supported by the HSS and SCEF, the SCEF-Reference-ID-for-Deletion-Ext AVP shall be used insted of SCEF-Reference-ID-for-Deletion.
[bookmark: _Toc57993133][bookmark: _Toc57993354]
* * * End of Changes * * * *
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