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* * * First Change * * * *

[bookmark: _Toc24986283][bookmark: _Toc34205711][bookmark: _Toc39061895][bookmark: _Toc43277137][bookmark: _Toc49847467][bookmark: _Toc56419442][bookmark: _Toc58588152]2	References
The following documents contain provisions which, through reference in this text, constitute provisions of the present document.
-	References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.
-	For a specific reference, subsequent revisions do not apply.
-	For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.
[1]	3GPP TR 21.905: "Vocabulary for 3GPP Specifications".
[2]	3GPP TS 23.501: "System Architecture for the 5G System; Stage 2".
[3]	3GPP TS 23.502: "Procedures for the 5G System; Stage 2".
[4]	3GPP TS 29.500: "5G System; Technical Realization of Service Based Architecture; Stage 3".
[5]	3GPP TS 29.501: "5G System; Principles and Guidelines for Services Definition; Stage 3".
[6]	3GPP TS 33.501: "Security architecture and procedures for 5G system".
[7]	IETF RFC 7540: "Hypertext Transfer Protocol Version 2 (HTTP/2)".
[8]	IETF RFC 8259: "The JavaScript Object Notation (JSON) Data Interchange Format".
[9]	IETF RFC 7231: "Hypertext Transfer Protocol (HTTP/1.1): Semantics and Content".
[10]	IETF RFC 7230: "Hypertext Transfer Protocol (HTTP/1.1): Message Syntax and Routing".
[11]	IETF RFC 793: "Transmission Control Protocol".
[12]	3GPP TS 29.571: "5G System; Common Data Types for Service Based Interfaces Stage 3".
[13]	IETF RFC 7518: "JSON Web Algorithms (JWA)".
[14]	IETF RFC 7516: "JSON Web Encryption (JWE)".
[15]	IETF RFC 4648: "The Base16, Base32, and Base64 Data Encodings".
[16]	IETF RFC 7515: "JSON Web Signature (JWS)".
[17]	IETF RFC 6901: "JavaScript Object Notation (JSON) Pointer".
[18]	3GPP TS 29.510: "Network Function Repository Services; Stage 3".
[19]	3GPP TS 23.003: "Numbering, addressing and identification".
[20]	3GPP TR 21.900: "Technical Specification Group working methods".
[21]	IETF RFC 7468: "Textual Encodings of PKIX, PKCS, and CMS Structures".
[22]	IETF RFC 7807: "Problem Details for HTTP APIs".
[23]	IETF RFC 1952: "GZIP file format specification version 4.3".
[24]	IETF RFC 7694: "Hypertext Transfer Protocol (HTTP) Client-Initiated Content-Encoding".
[25]	3GPP TS 29.518: "5G System; Access and Mobility Management Service; Stage 3".
[26]	3GPP TS 29.503: "5G System; Unified Data Management Services; Stage 3".
[x]	OpenAPI: "OpenAPI Specification Version 3.0.0", https://spec.openapis.org/oas/v3.0.0.

* * * Next Change * * * *

[bookmark: _Toc56419481][bookmark: _Toc58588191]5.3.4	JOSE Protected Forwarding Options
The JOSE Protected Forwarding Options is used by the sending SEPP or IPX to discover the communication options supported by its next hop (IPX or SEPP) for N32-f message processing.




Figure 5.3.4-1: Procedure for the discovery of communication options supported by the next hop
1.	The sending SEPP or IPX shall send an OPTIONS request to discover the communication options supported by its next hop (IPX or SEPP) for N32-f message processing.
2.	If the request is accepted, the next hop (IPX or SEPP) shall respond with the status code 204 No Content and include an Accept-Encoding header (as described in IETF RFC 7694 [24]).
On failure, the next hop shall return one of the HTTP status code listed in Table 6.2.4.3.2.1-3.

* * * Next Change * * * *

[bookmark: _Toc24986330][bookmark: _Toc34205758][bookmark: _Toc39061942][bookmark: _Toc43277184][bookmark: _Toc49847514][bookmark: _Toc56419490][bookmark: _Toc58588200]6.1.2.1	General
HTTP/2, as defined in IETF RFC 7540 [7], shall be used as specified in clause 4.3.2.1.
HTTP/2 shall be transported as specified in clause 4.3.3.
HTTP messages and bodies for the N32 handshake API shall comply with the OpenAPI [15x] specification contained in Annex A.

* * * Next Change * * * *

[bookmark: _Toc24986387][bookmark: _Toc34205815][bookmark: _Toc39061999][bookmark: _Toc43277241][bookmark: _Toc49847571][bookmark: _Toc56419547][bookmark: _Toc58588257]6.2.2.1	General
HTTP/2, as defined in IETF RFC 7540 [7], shall be used as specified in clause 4.3.2.1.
HTTP/2 shall be transported as specified in clause 4.3.3.
HTTP messages and bodies for the JOSE protected message forwarding API on N32-f shall comply with the OpenAPI [15x] specification contained in Annex A.

* * * Next Change * * * *

[bookmark: _Toc24986429][bookmark: _Toc34205857][bookmark: _Toc39062041][bookmark: _Toc43277283][bookmark: _Toc49847613][bookmark: _Toc56419594][bookmark: _Toc58588304]6.3.2.1	General
HTTP/2, as defined in IETF RFC 7540 [7], shall be used as specified in clause 5 of 3GPP TS 29.500 [4].
HTTP/2 shall be transported as specified in clause 5.3 of 3GPP TS 29.500 [4].
HTTP messages and bodies for the Nsepp_Telescopic_FQDN_Mapping service shall comply with the OpenAPI [8x] specification contained in Annex A.


* * * End of Changes * * * *
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