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	Reason for change:
	Two UE reachability monitoring events are defined in Stage2, "UE reachability" and "UE reachability for SMS delivery". The corresponding stage 3 definition in Nudm_EE API are "UE_REACHABILITY_FOR_DATA" and  "UE_REACHABILITY_FOR_SMS". 
As specified in 3GPP TS 23.502, "UE reachability" monitoring event can be reported by both AMF and UDM:

Table 4.15.3.1-1: List of events for monitoring capability
	Event
	Detection criteria
	Which NF detects the event

	UE reachability
	Detected when the UE transitions to CM-CONNECTED state or when the UE will become reachable for paging, e.g., Periodic Registration Update timer. It indicates when the UE becomes reachable for sending downlink data to the UE.
The AF may provide the following parameters:
1)	Maximum Latency;
2)	Maximum Response Time;
3)	Suggested number of downlink packets. (see NOTE 5).
	AMF, UDM



The event detected and reported by UDM could be e.g. at Nudm_UECM_Registration service from AMF. That is used by GMLC to get notified once UE is registered in UDM as defined in 23.273 for 3GPP R16 eLCS.

Currently, "UE Reachability for Data" event report is only detected and reported by AMF directly to the NF service consumer. However, it is currently not specified in the TS how and who could send the event notification for "UE_REACHABILITY_FOR_DATA" to an NF service consumer when the event is detected in UDM.

For backward compatibility consideration, it is proposed an optional indicator to be introduced for "UE Reachability for Data" on Nudm_EE API, so that an NF service consumer can expect the notification by AMF directly or by UDM.

Also it is expected that the event notification of UE Reachability of SMS over IP can be sent by UDM, e.g. when the UE reachability is detected by UDM or in case HSS notification endpoint could not be reachable by AMF. However in the ReachabilityForSmsReport of Table 6.4.6.2.12-1 smsf access type is defined as mandatory attribute, which is not applicable for SMS over IP. It is proposed to define the report used for the event notification of UE Reachability of SMS over IP in UDM.

	
	

	Summary of change:
	  1. Define the event notification of UE Reachability that is sent by UDM

  2. Clarify that the event notification of UE Reachability of SMS over IP can be sent by UDM.

	
	

	Consequences if not approved:
	UE Reachability Monitoring Event notification is not fully supported on Nudm_EE API,  Misalignment between stage 2 and stage 3 specifications.

	
	

	Clauses affected:
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	Other comments:
	This CR introduces backward compatible corrections on OpenAPI file of Nudm_EE API.

	
	

	This CR's revision history:
	Rev1:

1. specify new data model to contain the reachability event report configuraiton as attribute.

2. update and fix OpenAPI.

3. Change Category from A to F.



Page 1



* * * First Change * * * *
[bookmark: _Toc525374148][bookmark: _Toc532998570]
[bookmark: _Toc58583340][bookmark: _Toc11338685][bookmark: _Toc27585365][bookmark: _Toc36457361][bookmark: _Toc45028273][bookmark: _Toc45029108][bookmark: _Toc51867870][bookmark: _Toc58582514]6.2.6.2.2	Type: Amf3GppAccessRegistration
Table 6.2.6.2.2-1: Definition of type Amf3GppAccessRegistration
	Attribute name
	Data type
	P
	Cardinality
	Description

	amfInstanceId
	NfInstanceId
	M
	1
	The identity the AMF uses to register in the NRF.

	deregCallbackUri
	Uri
	M
	1
	A URI provided by the AMF to receive (implicitly subscribed) notifications on deregistration.
The deregistration callback URI shall have unique information within AMF set to identify the UE to be deregistered.

	guami
	Guami
	M
	1
	This IE shall contain the serving AMF's GUAMI.

	ratType
	RatType
	M
	1
	This IE shall indicate the current RAT type of the UE.

	supportedFeatures
	SupportedFeatures
	O
	0..1
	See clause 6.2.8 
These are the features supported by the AMF.

	purgeFlag
	PurgeFlag
	O
	0..1
	This flag indicates whether or not the AMF has deregistered. It shall not be included in the Registration service operation.

	pei
	Pei
	O
	0..1
	Permanent Equipment Identifier.
Absence of PEI indicates that the PEI is not available at the AMF. In this case the UDM/UDR shall not delete the PEI value stored from a previous registration.

	imsVoPs
	ImsVoPs
	O
	0..1
	Indicates per UE if "IMS Voice over PS Sessions" is homogeneously supported in all TAs in the serving AMF, or homogeneously not supported, or if support is non-homogeneous/unknown. Absence of this attribute shall be interpreted as "non homogenous or unknown" support.

	amfServiceNameDereg
	ServiceName
	O
	0..1
	When present, this IE shall contain the name of the AMF service to which the Deregistration Notification is to be sent (see clause 6.5.2.2 of 3GPP TS 29.500 [4]).

	pcscfRestorationCallbackUri
	Uri
	O
	0..1
	A URI provided by the AMF to receive (implicitly subscribed) notifications on the need for P-CSCF Restoration.

	amfServiceNamePcscfRest
	ServiceName
	O
	0..1
	When present, this IE shall contain the name of the AMF service to which P-CSCF Restoration Notifications are to be sent (see clause 6.5.2.2 of 3GPP TS 29.500 [4]). This IE may be included if pcscfRestorationCallbackUri is present.

	initialRegistrationInd
	boolean
	C
	0..1
	This IE shall be included by the AMF and set to true if the UE performs an Initial Registration. If the UE does not perform initial registration it shall be absent or set to false. When present and true, the UDM+HSS is requested to cancel previous registration in SGSN, if any.
Not applicable for Nudr and Nudm_UECM GET operation.
(NOTE 2)

	backupAmfInfo
	array(BackupAmfInfo)
	C
	1..N
	This IE shall be included if the NF service consumer is an AMF and the AMF supports the AMF management without UDSF for the first interaction with UDM.
The UDM uses this attribute to do an NRF query in order to invoke later services in a backup AMF, e.g. Namf_EventExposure.

	drFlag
	DualRegistrationFlag
	O
	0..1
	Dual Registration flag. When present and true, this flag indicates that the UDM+HSS is requested not to send S6a-CLR to the registered MME/SGSN (if any). Otherwise, the registered MME (if any) shall be cancelled.
Not applicable for Nudr and Nudm_UECM GET operation.

	urrpIndicator
	boolean
	O
	0..1
	This IE indicates whether "UE_REACHABILITY_FOR_SMS" event or "UE_REACHABILITY_FOR_DATA" event for One-Time UE Activity notification (i.e. Max Number Of reports =1) with configuration "INDIRECT_REPORT" for this user has been subscribed or not:
- true: the event has been subscribed
- false, or absence of this attribute: the event for this user is currently not subscribed
(NOTE 1)

	amfEeSubscriptionId
	string
	C
	0..1
	Shall be present if urrpIndicator is true and the UDM has subscribed (e.g. on behalf of NEF) to ReachabilityReport event for "UE Reachability for DL Traffic" at the AMF to receive One-Time UE Activity notification. It contains the subscription Id allocated by the AMF as received by the UDM as part of the HTTP "Location" header of the Namf_EventExposure_Subscribe response.
The UDM shall make use of the Nudr_DataRepository Update service operation (see 3GPP TS 29.504 [9]) to store the amfEeSubscription Id in the UDR.

	epsInterworkingInfo
	EpsInterworkingInfo
	C
	0..1
	This IE shall be included if the AMF has determined per APN/DNN which PGW-C+SMF is selected for EPS interworking with N26 and the AMF supports EPS interworking of non-3GPP access. For each APN/DNN, only one PGW-C+SMF shall be selected by the AMF for EPS interworking.

	ueSrvccCapability
	boolean
	O
	0..1
	This IE indicates whether the UE supports 5G SRVCC:
- true: 5G SRVCC is supported by the UE and AMF;
- false, or absence of this attribute: 5G SRVCC is not supported.

	registrationTime
	DateTime
	C
	0..1
	Time of Amf3GppAccessRegistration. Shall be present when used on Nudr.

	vgmlcAddress
	VgmlcAddress
	O
	0..1
	Address of the VGMLC

	contextInfo
	ContextInfo
	C
	0..1
	This IE if present may contain e.g. the headers received by the UDM along with the 3GppAccessRegistration.
Shall be absent on Nudm and may be present on Nudr

	noEeSubscriptionInd
	boolean
	O
	0..1
	This IE shall be absent on Nudr and may be present on Nudm. This indication is used by UDM to restore any possible ongoing subscription lost, as specified in clause 5.3.2.2.2.

When present, this IE shall indicate whether AMF does not have event exposure subscriptions in UE Context:
- true: No Event Exposure subscription existing in UE Context in AMF.
- false (default): Event Exposure subscription(s) exist in UE Context in AMF.

	NOTE 1:	The urrpIndicator attribute shall only be exposed over the Nudr SBI, and it shall not be included by the AMF.
NOTE 2:	Regardless of the Dual Registration Flag, the SGSN, if any, is required to be cancelled (see 3GPP TS 23.502 [3] clause 4.11.5.2)



[bookmark: _Toc36457510][bookmark: _Toc27585503][bookmark: _Toc11338797][bookmark: _Toc3992650]* * * Next Change * * * *

[bookmark: _Toc58583341][bookmark: _Toc11338686][bookmark: _Toc27585366][bookmark: _Toc36457362][bookmark: _Toc45028274][bookmark: _Toc45029109][bookmark: _Toc51867871][bookmark: _Toc58582515]6.2.6.2.3	Type: AmfNon3GppAccessRegistration
Table 6.2.6.2.3-1: Definition of type AmfNon3GppAccessRegistration
	Attribute name
	Data type
	P
	Cardinality
	Description

	amfInstanceId
	NfInstanceId
	M
	1
	The identity the AMF uses to register in the NRF.

	deregCallbackUri
	Uri
	M
	1
	A URI provided by the AMF to receive (implicitly subscribed) notifications on deregistration.
The deregistration callback URI shall have unique information within AMF set to identify the UE to be deregistered.

	guami
	Guami
	M
	1
	This IE shall contain the serving AMF's GUAMI.

	ratType
	RatType
	M
	1
	This IE shall indicate the current RAT type of the UE.

	supportedFeatures
	SupportedFeatures
	O
	0..1
	See clause 6.2.8 
These are the features supported by the AMF.

	purgeFlag
	PurgeFlag
	O
	0..1
	This flag indicates whether or not the AMF has deregistered. It shall not be included in the Registration service operation.

	pei
	Pei
	O
	0..1
	Permanent Equipment Identifier
Absence of PEI indicates that the PEI is not available at the AMF. In this case the UDM/UDR shall not delete the PEI value stored from a previous registration.

	imsVoPs
	ImsVoPs
	M
	1
	Indicates per UE if "IMS Voice over PS Sessions" is supported, or not supported.
The value NON_HOMOGENEOUS_OR_UNKNOWN is not applicable.

	amfServiceNameDereg
	ServiceName
	O
	0..1
	When present, this IE shall contain the name of the AMF service to which the Deregistration Notification is to be sent (see clause 6.5.2.2 of 3GPP TS 29.500 [4]).

	pcscfRestorationCallbackUri
	Uri
	O
	0..1
	A URI provided by the AMF to receive (implicitly subscribed) notifications on the need for P-CSCF Restoration.

	amfServiceNamePcscfRest
	ServiceName
	O
	0..1
	When present, this IE shall contain the name of the AMF service to which P-CSCF Restoration Notifications are to be sent (see clause 6.5.2.2 of 3GPP TS 29.500 [4]). This IE may be included if pcscfRestorationCallbackUri is present.

	backupAmfInfo
	array(BackupAmfInfo)
	C
	1..N
	This IE shall be included if the NF service consumer is an AMF and the AMF supports the AMF management without UDSF for the first interaction with UDM.
The UDM uses this attribute to do an NRF query in order to invoke later services in a backup AMF, e.g. Namf_EventExposure.

	urrpIndicator
	boolean
	O
	0..1
	This IE indicates whether "UE_REACHABILITY_FOR_SMS" event or "UE_REACHABILITY_FOR_DATA" event for One-Time UE Activity notification (i.e. Max Number Of reports =1) with configuration "INDIRECT_REPORT" for this user has been subscribed or not:
- true: the event has been subscribed
- false, or absence of this attribute: the event for this user is currently not subscribed

	amfEeSubscriptionId
	string
	C
	0..1
	Shall be present if urrpIndicator is true and the UDM has subscribed (e.g. on behalf of NEF) to Reachability-Report event for "UE Reachable for DL Traffic"  at the AMFto receive One-Time UE Activity notification. It contains the subscription Id allocated by the AMF as received by the UDM as part of the HTTP "Location" header of the Namf_EventExposure_Subscribe response. 
The UDM shall make use of the Nudr_DataRepository Update service operation (see 3GPP TS 29.504 [9]) to store the amfEeSubscription Id in the UDR.

	registrationTime
	DateTime
	C
	0..1
	Time of AmfNon3GppAccessRegistration. Shall be present when used on Nudr.

	vgmlcAddress
	VgmlcAddress
	O
	0..1
	Address of the VGMLC

	contextInfo
	ContextInfo
	C
	0..1
	This IE if present may contain e.g. the headers received by the UDM along with AmfNon3GppRegistration.
Shall be absent on Nudm and may be present on Nudr.

	noEeSubscriptionInd
	boolean
	O
	0..1
	This IE shall be absent on Nudr and may be present on Nudm. This indication is used by UDM to restore any possible ongoing subscription lost, as specified in clause 5.3.2.2.3.

When present, this IE shall indicate whether AMF does not have event exposure subscriptions in UE Context:
- true: No Event Exposure subscription existing in UE Context in AMF.
- false (default): Event Exposure subscription(s) exist in UE Context in AMF.

	NOTE:	The urrpIndicator attribute shall only be exposed over the Nudr SBI, and it shall not be included by the AMF.



* * * Next Change * * * *

[bookmark: _Toc11338780][bookmark: _Toc27585484][bookmark: _Toc36457490][bookmark: _Toc45028407][bookmark: _Toc45029242][bookmark: _Toc51868005][bookmark: _Toc58582649]6.4.6	Data Model
[bookmark: _Toc58583476][bookmark: _Toc11338781][bookmark: _Toc27585485][bookmark: _Toc36457491][bookmark: _Toc45028408][bookmark: _Toc45029243][bookmark: _Toc51868006][bookmark: _Toc58582650]6.4.6.1	General
This clause specifies the application data model supported by the API.
Table 6.4.6.1-1 specifies the data types defined for the Nudm_EE service API.
Table 6.4.6.1-1: Nudm_EE specific Data Types
	Data type
	Clause defined
	Description

	EeSubscription
	6.4.6.2.2
	A subscription to Notifications

	MonitoringConfiguration
	6.4.6.2.3
	Monitoring Configuration

	MonitoringReport
	6.4.6.2.4
	Monitoring Report

	Report
	6.4.6.2.5
	

	ReportingOptions
	6.4.6.2.6
	

	ChangeOfSupiPeiAssociationReport
	6.4.6.2.7
	

	RoamingStatusReport
	6.4.6.2.8
	

	CreatedEeSubscription
	6.4.6.2.9
	

	LocationReportingConfiguration
	6.4.6.2.10
	

	CnTypeChangeReport
	6.4.6.2.11
	

	ReachabilityForSmsReport
	6.4.6.2.12
	

	DatalinkReportingConfiguration
	6.4.6.2.13
	Reporting configuration for events related to data link

	CmInfoReport
	6.4.6.2.14
	Reporting UE's Connection Management State information per access type

	LossConnectivityCfg
	6.4.6.2.15
	Configuration for loss of connectivity event

	PduSessionStatusCfg
	6.4.6.2.16
	Reporting configuration for events related to PDU session Status

	ReachabilityReport
	6.4.6.2.x
	Reachability report

	ReachabilityForDataConfiguration
	6.4.6.2.x
	Reachability for Data Configuration

	MaxNumOfReports
	6.4.6.3.2
	Maximum number of reports

	ReferenceId
	6.4.6.3.2
	Reference Identity

	EventType
	6.4.6.3.3
	Event type of UDM Event Exposure service

	LocationAccuracy
	6.4.6.3.4
	Location Accuracy definition

	CnType
	6.4.6.3.5
	Core Network Type

	AssociationType
	6.4.6.3.6
	

	EventReportMode
	6.4.6.3.7
	

	ReachabilityForSmsConfiguration
	6.4.6.3.8
	

	ReachabilityForDataReportConfig
	6.4.6.3.x
	



Table 6.4.6.1-2 specifies data types re-used by the Nudm_EE service API from other specifications, including a reference to their respective specifications and when needed, a short description of their use within the Nudm_EE service API.
Table 6.4.6.1-2: Nudm_EE re-used Data Types
	Data type
	Reference
	Comments

	Uri
	3GPP TS 29.571 [7]
	Uniform Resource Identifier

	SupportedFeatures
	3GPP TS 29.571 [7]
	see 3GPP TS 29.500 [4] clause 6.6

	DateTime
	3GPP TS 29.571 [7]
	

	Pei
	3GPP TS 29.571 [7]
	

	PlmnId
	3GPP TS 29.571 [7]
	

	Gpsi
	3GPP TS 29.571 [7]
	

	AccessType
	3GPP TS 29.571 [7]
	

	PatchResult
	3GPP TS 29.571 [7]
	

	DddTrafficDescriptor
	3GPP TS 29.571 [7]
	

	SamplingRatio
	3GPP TS 29.571 [7]
	

	DurationSec
	3GPP TS 29.571 [7]
	

	DlDataDeliveryStatus
	3GPP TS 29.571 [7]
	Downlink data delivery status

	Dnn
	3GPP TS 29.571 [7]
	Data Network Name with Network Identifier only.

	Snssai
	3GPP TS 29.571 [7]
	Single NSSAI

	DiameterIdentity
	3GPP TS 29.571 [7]
	Diameter Identify (FQDN)

	CmInfo
	3GPP TS 29.518 [36]
	Describe the Connection Management state information for an access type

	MtcProviderInformation
	3GPP TS 29.571 [7]
	MTC Provider Information

	NfInstanceId
	3GPP TS 29.571 [7]
	Network Function Instance Identifier

	UeReachability
	3GPP TS 29.518 [36]
	Describes the reachability of the UE



* * * Next Change * * * *
[bookmark: _Toc58583480][bookmark: _Toc11338785][bookmark: _Toc27585489][bookmark: _Toc36457495][bookmark: _Toc45028412][bookmark: _Toc45029247][bookmark: _Toc51868010][bookmark: _Toc58582654]6.4.6.2.3	Type: MonitoringConfiguration
Table 6.4.6.2.3-1: Definition of type MonitoringConfiguration
	Attribute name
	Data type
	P
	Cardinality
	Description

	eventType
	EventType
	M
	1
	String; see clause 6.4.6.3.3

	immediateFlag
	boolean
	O
	0..1
	Indicates if an immediate event report in the subscription response indicating current value / status of the event is required or not. If the flag is not present, then immediate reporting shall not be done.

	locationReportingConfiguration
	LocationReportingConfiguration
	C
	0..1
	shall be present if eventType is "LOCATION_REPORTING"

	associationType
	AssociationType
	O
	0..1
	If the eventType indicates CHANGE_OF_SUPI_PEI_ASSOCIATION, this parameter may be included to identify whether the IMSI-IMEI or IMSI-IMEISV association shall be detected.
If the flag is not present, then a value of IMEISV shall be used

	datalinkReportCfg
	DatalinkReportingConfiguration
	C
	0..1
	shall be present if eventType is "DL_DATA_DELIVERY_STATUS"
"AVAILABILITY_AFTER_DDN_FAILURE". 

	lossConnectivityCfg
	LossConnectivityCfg
	O
	0..1
	May be present if eventType is "LOSS_OF_CONNECTIVITY".
(NOTE 1)

	maximumLatency
	DurationSec
	O
	0..1
	May be present if eventType is "UE_REACHABILITY_FOR_DATA"
When present, it indicates the configured Maximum Latency.
(NOTE 1)

	maximumResponseTime
	DurationSec
	O
	0..1
	May be present if eventType is "UE_REACHABILITY_FOR_DATA"
When present, it indicates the configured Maximum Response Time.
(NOTE 1)

	suggestedPacketNumDl
	integer
	O
	0..1
	May be present if eventType is "UE_REACHABILITY_FOR_DATA"
When present, it indicates the configured Suggested number of downlink packets.
(NOTE 1)

	reachabilityForDataCfg
	ReachabilityForDataConfiguration
	O
	0..1
	May be present if eventType is "UE_REACHABILITY_FOR_DATA"

	pduSessionStatusCfg
	PduSessionStatusCfg
	O
	0..1
	may be present if eventType is "PDN_CONNECTIVITY_STATUS" 

	reachabilityForSmsCfg
	ReachabilityForSmsConfiguration
	O
	0..1
	REACHABILITY_FOR_SMS_OVER_NAS (default) or
REACHABILITY_FOR_SMS_OVER_IP 

	mtcProviderInformation
	MtcProviderInformation
	O
	0..1
	Indicates MTC provider information for Monitoring Configuration authorization.
(NOTE 2)

	afId
	string
	O
	0..1
	The string identifying the originating AF, which is carried in {scsAsId} URI variable in resource URIs on T8/N33 interface (see clause 5 of 3GPP TS 29.122 [45]) or in {afId} URI variable in resource URIs on N33 interface (see clause 5 of 3GPP TS 29.522 [54]).
(NOTE 2)

	NOTE 1:	Parameters maximumLatency, maximumResponseTime, suggestedPacketNumDl and lossConnectivityCfg are not recommendated to be used for the AFs that support to set them by Parameter Provision service operation via NEF. 
NOTE 2:	Only applicable when eventType is "UE_REACHABILITY_FOR_DATA" or "LOSS_OF_CONNECTIVITY".




* * * Next Change * * * *
[bookmark: _Toc58583481][bookmark: _Toc11338786][bookmark: _Toc27585490][bookmark: _Toc36457496][bookmark: _Toc45028413][bookmark: _Toc45029248][bookmark: _Toc51868011][bookmark: _Toc58582655]6.4.6.2.4	Type: MonitoringReport
Table 6.4.6.2.4-1: Definition of type MonitoringReport
	Attribute name
	Data type
	P
	Cardinality
	Description

	referenceId
	ReferenceId
	M
	1
	Shall contain the Reference ID which was provided as the key of the associated monitoring configuration in subscription request. The consumer can use this IE to uniquely associate the report with the corresponding event that was requested to be monitored.

	eventType
	EventType
	M
	1
	String; see clause 6.4.6.3.3
only the following values are allowed:
"UE_REACHABILITY_FOR_SMS"
"UE_REACHABILITY_FOR_DATA"
"CHANGE_OF_SUPI_PEI_ASSOCIATION"
"ROAMING_STATUS"
"CN_TYPE_CHANGE"
"UE_CONNECTION_MANAGEMENT_STATE"

	report
	Report
	C
	0..1
	Shall be present if eventType is "CHANGE_OF_SUPI_PEI_ASSOCIATION" or "ROAMING_STATUS"
"CN_TYPE_CHANGE"
"UE_CONNECTION_MANAGEMENT_STATE"

	reachabilityForSmsReport
	ReachabilityForSmsReport
	C
	0..1
	Should be present if eventType is "UE_REACHABILITY_FOR_SMS" and reachabilityForSmsCfg was absent from the MonitoringConfiguration or indicated REACHABILITY_FOR_SMS_OVER_NAS

	reachabilityReport
	ReachabilityReport
	C
	0..1
	Should be present if eventType is "UE_REACHABILITY_FOR_DATA" with configuration "INDIRECT_REPORT" or "UE_REACHABILITY_FOR_SMS" with configuration "REACHABILITY_FOR_SMS_OVER_IP"

	gpsi
	Gpsi
	C
	0..1
	shall be present if the report is associated to exposure subscriptions for a group of UEs or any UE.

	timeStamp
	DateTime
	M
	1
	Point in time at which the event occurred



* * * Next Change * * * *

[bookmark: _Toc27585498][bookmark: _Toc36457504][bookmark: _Toc45028421][bookmark: _Toc45029256][bookmark: _Toc51868019][bookmark: _Toc58582663]6.4.6.2.x	Type: ReachabilityReport
Table 6.4.6.2.x-1: Definition of type ReachabilityReport
	[bookmark: _Hlk63854657]Attribute name
	Data type
	P
	Cardinality
	Description

	amfInstanceId
	NfInstanceId
	O
	0..1
	The serving AMF which the UE is 
reachable.

	accessTypeList
	array(AccessType)
	O
	1..N
	Describes the access type(s) of the UE

	reachability
	UeReachability
	O
	0..1
	Describes the reachability of the UE (NOTE)

	maxAvailabilityTime
	DateTime
	O
	0..1
	Indicates the time (in UTC) until which the UE is 
expected to be reachable.

	NOTE:		Only the value "REACHABLE" is supported in this release.



* * * Next Change * * * *
6.4.6.2.y	Type: ReachabilityForDataConfiguration
Table 6.4.6.2.y-1: Definition of type ReachabilityForDataConfiguration
	Attribute name
	Data type
	P
	Cardinality
	Description

	reportCfg
	ReachabilityForDataReportConfig
	M
	1
	Specify the reporting configuration of Reachability for Data event.



* * * Next Change * * * *

[bookmark: _Toc58583497][bookmark: _Toc45028428][bookmark: _Toc45029263][bookmark: _Toc51868026][bookmark: _Toc58582671]6.4.6.3.3	Enumeration: EventType
Table 6.4.6.3.3-1: Enumeration EventType
	Enumeration value
	Description

	"LOSS_OF_CONNECTIVITY"
	Loss of connectivity

	"UE_REACHABILITY_FOR_DATA"
	UE reachability for data, implements the "UE Reachability" monitoring event as specified in clause 4.15.3.1 in 3GPP TS 23.502 [3].

When this event is subscribed by an NF service consumer, the UDM subscribes to "ReachabilityReport" event for "UE Reachability for DL Traffic" on the AMF without URRP-AMF.

When this event is subscribed by an NF service consumer, the UDM shall request the AMF to directly send notification to NF, if reachabilityForDataCfg is not present or indicates "DIRECT_REPORT".

When this event is subscribed by an NF service consumer and reachabilityForDataCfg indicates "INDIRECT_REPORT", the UDM shall request the AMF to send notification via the UDM. The Event is reported to an NF service consumer by the UDM when a UE Activity notification or Nudm_UECM_Registration is received from AMF.


	"UE_REACHABILITY_FOR_SMS"
	UE reachability for SMS, implements the "UE Reachability for SMS Delivery" event as specified in clause 4.15.3.1 of 3GPP TS 23.502 [3].

This Event is reported when an SMSF is being registered in UDM for the UE, or when a UE Activity notification is received from AMF and there is an SMSF already registered for the UE.

This Event is also reported when a UE Activity notification or Nudm_UECM_Registration is received from AMF regardless of an SMSF being registered. when the request configuration is for SMS over IP.

This event only supports One-Time reporting.

	"LOCATION_REPORTING"
	Location Reporting

	"CHANGE_OF_SUPI_PEI_ASSOCIATION"
	Change of SUPI-PEI association

	"ROAMING_STATUS"
	Roaming Status

	"COMMUNICATION_FAILURE"
	Communication Failure

	"AVAILABILITY_AFTER_DDN_FAILURE"
	Availability after DDN failure

	"CN_TYPE_CHANGE"
	CN type change

	"DL_DATA_DELIVERY_STATUS"
	Downlink Data Delivery Status

	"PDN_CONNECTIVITY_STATUS"
	PDU Session Status

	"UE_CONNECTION_MANAGEMENT_STATE"
	UE state of Connection Management



* * * Next Change * * * *

[bookmark: _Toc58582676]6.4.6.3.x	Enumeration: ReachabilityForDataReportConfig
Table 6.4.6.3.x-1: Enumeration ReachabilityForDataReportConfig
	Enumeration value
	Description

	"DIRECT_REPORT"
	It indicates UE reachability is detected in AMF and reported directly to the consumer NF by AMF (default).

	"INDIRECT_REPORT"
	It indicates UE reachability is detected in AMF and UDM and reported to the consumer NF by the UDM. The UDM shall send reporting of "UE_REACHABILITY_FOR_DATA" to the consumer NF when it receives "UE Reachability for DL Traffic" report or Nudm_UECM_Registration from the AMF (see TS 23.502 [3] clause 4.2.5.3). 



* * * Next Change * * * *
[bookmark: _Toc45029419][bookmark: _Toc45028584][bookmark: _Toc36457665][bookmark: _Toc27585642][bookmark: _Toc11338881]A.5	Nudm_EE API

[bookmark: _Hlk34158461](…text not shown for clarity…)

    MonitoringConfiguration:
      type: object
      required:
        - eventType
      properties:
        eventType:
          $ref: '#/components/schemas/EventType'
        immediateFlag:
          type: boolean
        locationReportingConfiguration:
          $ref: '#/components/schemas/LocationReportingConfiguration'
        associationType:
          $ref: '#/components/schemas/AssociationType'
        datalinkReportCfg:
          $ref: '#/components/schemas/DatalinkReportingConfiguration'
        lossConnectivityCfg:
          $ref: '#/components/schemas/LossConnectivityCfg'
        maximumLatency:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/DurationSec'
        maximumResponseTime:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/DurationSec'
        suggestedPacketNumDl:
          type: integer
          minimum: 1
        pduSessionStatusCfg:
          $ref: '#/components/schemas/PduSessionStatusCfg'
        reachabilityForSmsCfg:
          $ref: '#/components/schemas/ReachabilityForSmsConfiguration'
        mtcProviderInformation:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/MtcProviderInformation'
        afId:
          type: string
        reachabilityForDataCfg: 
          type: '#/components/schemas/ReachabilityForDataConfiguration'


(…text not shown for clarity…)

    MonitoringReport:
      type: object
      required:
        - referenceId
        - eventType
        - timeStamp
      properties:
        referenceId:
          $ref: '#/components/schemas/ReferenceId'
        eventType:
          $ref: '#/components/schemas/EventType'
        report:
          $ref: '#/components/schemas/Report'
        reachabilityForSmsReport:
          $ref: '#/components/schemas/ReachabilityForSmsReport'
        gpsi:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Gpsi'
        timeStamp:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/DateTime'
        reachabilityReport:
          $ref: '#/components/schemas/ReachabilityReport'


(…text not shown for clarity…)

    PduSessionStatusCfg:
      type: object
      properties:
        dnn:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Dnn'


    ReachabilityReport:
      type: object
      properties:
        amfInstanceId:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/NfInstanceId'
        accessTypeList:
          type: array
          items:
            $ref: 'TS29571_CommonData.yaml#/components/schemas/AccessType'
          minItems: 1
        reachability:
            $ref: 'TS29518_Namf_EventExposure.yaml#/components/schemas/UeReachability'
        maxAvailabilityTime:
            $ref: 'TS29571_CommonData.yaml#/components/schemas/DateTime'

    ReachabilityForDataConfiguration:
      type: object
      required:
        - reportMode
      properties:
        reportCfg:
          $ref: '#/components/schemas/ReachabilityForDataReportConfig'


(…text not shown for clarity…)

    EventReportMode:
      anyOf:
        - type: string
          enum:
          - PERIODIC
          - ON_EVENT_DETECTION
        - type: string

    ReachabilityForDataReportConfig:
      anyOf:
        - type: string
          enum:
          - DIRECT_REPORT
          - INDIRECT_REPORT
        - type: string



* * * End of Changes * * * 

