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	Reason for change:
	1) CR 23.502 #2453 (SP-201141), approved at SA#90-e, requires the SMF to include all QoS Rules, QoS Flow level QoS parameters and QoS Profiles that are applicable to the PDU session for the target access during a handover of a PDU session between the 3GPP access and non-3GPP access. For a HR PDU session, the H-SMF shall include all QoS information for the QoS Flow(s) applicable to the PDU Session for the target access in the Update Response over N16: 

[bookmark: _Hlk57733952]	In the Nsmf_PDUSession_Update Response the H-SMF shall include all QoS information for the QoS Flow(s) applicable to the PDU Session for the target access so that when sending the PDU Session Establishment Accept, within the N1 SM container and in the N2 SM information, the V-SMF can include all QoS information (e.g. QoS Rule(s) in N1 SM container, QFI(s) and QoS Profile(s) in N2 SM information) for the QoS Flow(s) acceptable according to VPLMN policies.
Additionally, during a handover from non-3GPP access to 3GPP access: 

 In case of Handover for a PDU Session eligible to EPS Interworking, the Nsmf_PDUSession_Update Response should also contain: EPS bearer context(s), linked EBI. 
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           …
Output, Optional: UE location information, AN Type, SM information from UE (from V-SMF to H-SMF or from I-SMF to SMF), list of Rejected QoS Flows (from V-SMF to H-SMF or from I-SMF to SMF), a list of <ARP, EBI> pair, Secondary RAT Usage Data, DNAI(s) of interest for this PDU Session (from SMF to I-SMF), N4 Information (from SMF to I-SMF), QFI(s), QoS Profile(s), Session-AMBR, QoS Rule(s), QoS Flow level QoS parameters if any for the QoS Flow(s) associated with the QoS rule(s), EPS bearer context(s), linked EBI, DNAI(s) of interest for this PDU Session , 
 2) The same requirements also apply to a PDU session with an I-SMF, i.e. the same changes need to be specified for N16a.

3) The same requirements also apply to handover of a PDU session between 3GPP access and trusted non-3GPP access.
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	1) Update Response (sent over N16) is extended with the following attributes: 
· qosFlowsSetupList 
· sessionAmbr 
· epsPdnCnxInfo
· epsBearerInfo 
· pti (set to the PTI used in PDU Session Establishment Request)
and
· the existing upSecurity, maxIntegrityProtectedDataRateUl and maxIntegrityProtectedDataRateDl attributes may also be used during an handover from non-3GPP access to 3GPP access. 

The behaviour of the V-SMF and H-SMF during a handover between 3GPP and non-3GPP accesses is clarified.

2) The same changes are also specified for N16a.

3) The same changes are also specified for handover of a PDU session between 3GPP access and trusted non-3GPP access.
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The Create service operation shall be used to create an individual PDU session in the H-SMF for HR roaming scenarios, or in the SMF for PDU sessions involving an I-SMF.
It is used in the following procedures:
-	UE requested PDU Session Establishment with or without an I-SMF insertion (see clauses 4.3.2.2.2 and 4.23.5.1 of 3GPP TS 23.502 [3]);
-	when an I-SMF is inserted during the Registration, Service Request, Inter NG-RAN node N2 based handover, Xn based handover and Handover from EPC/ePDG to 5GS procedures (see clauses 4.23.3, 4.23.4, 4.23.7.3 and 4.23.11.2 of 3GPP TS 23.502 [3]);
-	EPS to 5GS Idle mode mobility or handover using N26 interface (see clauses 4.11, 4.23.12.3, 4.23.12.5 and 4.23.12.7 of 3GPP TS 23.502 [3]);
-	EPS to 5GS mobility without N26 interface (see clause 4.11.2.3 of 3GPP TS 23.502 [3]);
-	Handover of a PDU session between 3GPP access and non-3GPP access, when the target AMF does not know the SMF resource identifier of the SM context used by the source AMF, e.g. when the target AMF is not in the PLMN of the N3IWF (see clause 4.9.2.3.2 of 3GPP TS 23.502 [3]);
-	Handover from EPS to 5GC-N3IWF (see clause 4.11.3.1 of 3GPP TS 23.502 [3]);
-	Handover from EPC/ePDG to 5GS (see clause 4.11.4.1 of 3GPP TS 23.502 [3]).
The NF Service Consumer (e.g. V-SMF or I-SMF) shall create a PDU session in the SMF (i.e. H-SMF for a HR PDU session, or SMF for a PDU session involving an I-SMF) by using the HTTP POST method as shown in Figure 5.2.2.7.1-1.


Figure 5.2.2.7.1-1: PDU session creation
1.	The NF Service Consumer shall send a POST request to the resource representing the PDU sessions collection resource of the SMF. The payload body of the POST request shall contain:
-	a representation of the individual PDU session resource to be created;
-	the Request Type IE, if it is received from the UE for a single access PDU session and if the request refers to an existing PDU session or an existing Emergency PDU session; the Request Type shall not be included for a MA-PDU session establishment request; it may be included otherwise;
-	the indication that a MA-PDU session is requested if a MA-PDU session is requested to be established by the UE, or the indication that the PDU session is allowed to be upgraded to a MA PDU session if the UE indicated so;
-	the vsmfId IE or ismfId IE identifying the V-SMF or I-SMF respectively;
-	the cpCiotEnabled IE with the value "True", if Control Plane CIoT 5GS Optimisation is enabled for this PDU session;
-	the cpOnlyInd IE with the value "True", if the PDU session shall only use Control Plane CIoT 5GS Optimisation;
-	the Invoke NEF indication with the value "True", if the cpCiotEnabled IE is set to "True" and data delivery via NEF is selected for the PDU session;
-	the vcnTunnelInfo IE or icnTunnelInfo IE with the N9 tunnel information of the UPF controlled by the V-SMF or I-SMF respectively, except when Control Plane CIoT 5GS Optimisation is enabled and data delivery via NEF is selected for this PDU session;
-	the additionalCnTunnelInfo IE with additional N9 tunnel information, if a MA PDU session is requested or if the PDU session is allowed to be upgraded to a MA PDU session, and if the UE is registered over both 3GPP and Non-3GPP accesses;
-	the anType IE, indicating the access network type (3GPP or non-3GPP access) associated to the PDU session;
-	the additionalAnType IE indicating an additional access network type associated to the PDU session, for a MA PDU session, if the UE is registered over both 3GPP and Non-3GPP accesses;
-	the n9ForwardingTunnelInfo IE indicating the allocated N9 tunnel endpoints information for receiving the buffered downlink data packets, when downlink data packets are buffered at I-UPF controlled by the SMF during I-SMF insertion;
-	a callback URI ({vsmfPduSessionUri} or {ismfPduSessionUri}) representing the PDU session resource in the V-SMF or I-SMF. The SMF shall construct the callback URIs based on the received {vsmfPduSessionUri} or {ismfPduSessionUri} as defined in clause 6.1, e.g. the callback URI "{vsmfPduSessionUri}/modify" to modify a PDU session in the V-SMF;
-	the list of DNAIs supported by the I-SMF, for a PDU session with an I-SMF;
-	the QoS constraints from the VPLMN for the QoS Flow associated with the default QoS rule and/or for the Session-AMBR if any, for the HR PDU session, if the VQOS feature is supported by the V-SMF.
As specified in clause 4.3.2.2.2 of 3GPP TS 23.502 [3], the NF Service Consumer shall be able to receive an Update request before receiving the Create Response, e.g. for EPS bearer ID allocation (see clause 4.11.1.4.1 of 3GPP TS 23.502 [3]) or Secondary authorization/authentication (see clause 4.3.2.3 of 3GPP TS 23.502 [3]).
NOTE:	If the H-SMF supports the VQOS feature, when QoS constraints are received from the VPLMN and PCF is deployed, the H-SMF provides the QoS constraints from the VPLMN to the PCF; otherwise, in case dynamic PCC is not deployed, the SMF takes them into account when generating the default QoS rule.
2a.	On success, "201 Created" shall be returned, the payload body of the POST response shall contain:
-	the representation describing the status of the request;
-	the QoS flow(s) to establish for the PDU session, except when Control Plane CIoT 5GS Optimisation is enabled for this PDU session;
-	the epsPdnCnxInfo IE and, for each EPS bearer, an epsBearerInfo IE, if the PDU session is associated to (or handed over to) the 3GPP access type and may be moved to EPS during its lifetime;
-	a MA PDU Session Accepted indication, if a MA PDU session is established;
-	the smallDataRateControlEnabled indication set to "true" if small data rate control is applicable on the PDU session;
-	the "Location" header containing the URI of the created resource.
The payload body of the POST response may also contain the upSecurity, maxIntegrityProtectedDataRateUl and maxIntegrityProtectedDataRateDl IEs, if the PDU session is associated to (or handed over to) the 3GPP access type.
The SMF may provide alternative QoS profiles for each GBR QoS flow with Notification control enabled, to allow the NG-RAN to accept the setup of the QoS flow if the requested QoS parameters or at least one of the alternative QoS parameters sets can be fulfilled at the time of setup.
The authority and/or deployment-specific string of the apiRoot of the created resource URI may differ from the authority and/or deployment-specific string of the apiRoot of the request URI received in the POST request.
If an Update Request was sent to the NF Service Consumer before the Create Response, the URI in the "Location" header and in the hsmfPduSessionUri IE (or smfPduSessionUri IE for a PDU session with an I-SMF) of the SMF initiated Update Request shall be the same. If the Request Type was received in the request and set to EXISTING_PDU_SESSION or EXISTING_EMERGENCY_PDU_SESSION (i.e. indicating that this is a UE request for an existing PDU session or an existing emergency PDU session), the SMF shall identify the existing PDU session or emergency PDU session based on the PDU Session ID; in this case, the SMF shall not create a new PDU session or emergency PDU session but instead update the existing PDU session or emergency PDU session and provide the representation of the updated PDU session or emergency PDU session in the response to the NF Service Consumer.
The POST request shall be considered as colliding with an existing PDU session context if:
-	it includes the same SUPI, or PEI for an emergency registered UE without a UICC or without an authenticated SUPI, and the same PDU Session ID as for an existing PDU session context; and
-	this is a request to establish a new PDU session, i.e.:
-	the RequestType IE is present in the request and set to INITIAL_REQUEST or INITIAL_EMERGENCY_REQUEST (e.g. single access PDU session establishment request);
-	the RequestType IE and the maRequestInd IE are both absent in the request (e.g. EPS to 5GS mobility); or
-	the maRequestInd IE is present in the request (i.e. MA-PDU session establishment request) and the access type indicated in the request corresponds to the access type of the existing PDU session context.
	A POST request that collides with an existing PDU session context shall be treated as a request for a new PDU session context. Before creating the new PDU session context, the SMF should delete the existing PDU session context locally and any associated resources in the UPF and PCF. See also clause 5.2.3.3.1 for the handling of requests which collide with an existing PDU session context. If the vsmfPduSessionUri or ismfPduSessionUri of the existing PDU session context differs from the vsmfPduSessionUri or ismfPduSessionUri received in the POST request, the SMF shall also send a status notification (see clause 5.2.2.10) targeting the vsmfPduSessionUri or ismfPduSessionUri of the existing PDU session context to notify the release of the existing PDU session context.
If the Request Type was received in the request and indicates this is a request for a new PDU session (i.e. INITIAL_REQUEST) and if the Old PDU Session ID was also included in the request, the SMF shall identify the existing PDU session to be released and to which the new PDU session establishment relates, based on the Old PDU Session ID.
The NF Service Consumer shall store any epsPdnCnxInfo and EPS bearer information received from the SMF.
If the response received from the SMF contains the alwaysOnGranted attribute set to true, the NF Service Consumer shall check and determine whether the PDU session can be established as an always-on PDU session based on local policy.
	If no GPSI IE is provided in the request, e.g. for a PDU session moved from another access or another system, and the SMF knows that a GPSI is already associated with the PDU session, the SMF shall include the GPSI in the response.
If one or more requested QoS flow(s) fail to be established, the V-SMF or I-SMF shall send an Update Request including the qosFlowsRelNotifyList attribute to report the failure to the H-SMF or SMF (see clause 5.2.2.8.2.2), or a Release Request to release the PDU session if no QoS flow can be established (see clause 5.2.2.9). 
For UE mobility with I-SMF/V-SMF insertion procedure, if a requested functionality is not supported for a PDU session with an I-SMF/V-SMF, the SMF shall accept the POST request and release the PDU Session after the mobility procedure, as specified in clause 4.23.1 of 3GPP TS 23.502 [3].
2b.	On failure, or redirection during a UE requested PDU Session Establishment, one of the HTTP status code listed in Table 6.1.3.5.3.1-3 shall be returned. For a 4xx/5xx response, the message body shall contain a PduSessionCreateError structure, including:
-	a ProblemDetails structure with the "cause" attribute set to one of the application error listed in Table 6.1.3.5.3.1-3. The application error shall be set to "NOT_SUPPORTED_WITH_ISMF" during a UE requested PDU Session Establishment, if a requested functionality is not supported for a PDU session with an I-SMF/V-SMF.
-	the n1SmCause IE with the 5GSM cause that the SMF proposes the NF Service Consumer to return to the UE, if the request included n1SmInfoFromUe;
-	n1SmInfoToUe with any information to be sent to the UE (in the PDU Session Establishment Reject).
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The Update service operation shall be used for HR PDU sessions or for PDU sessions involving an I-SMF to:
-	update an individual PDU session in the H-SMF or SMF and/or provide the H-SMF or SMF with information received by the V-SMF or I-SMF in N1 SM signalling from the UE;
-	update a MA PDU session to indicate an additional access type, if the UE requests establishment of MA PDU session via the other access after the UE is registered to both 3GPPP access and non-3GPP access and the MA PDU session was successfully established on the first access (see clause 4.22.2.2 of 3GPP TS 23.502 [3]);
-	release a MA PDU session over a single access in the H-SMF or SMF;
-	update an individual PDU session in the V-SMF or I-SMF and/or provide information necessary for the V-SMF or I-SMF to send N1 SM signalling to the UE.
It is invoked by the V-SMF or I-SMF in the following procedures:
-	UE or network (e.g. V-SMF, I-SMF) requested PDU session modification (see clauses 4.3.3.3 and 4.23.5.3 of 3GPP TS 23.502 [3]);
-	UE requested PDU session release (see clause 4.3.4.3 of 3GPP TS 23.502 [3]);
-	UE or network (e.g. AMF, V-SMF, I-SMF) initiated MA PDU session release over a single access (see clause 4.22 of 3GPP TS 23.502 [3]);
-	EPS to 5GS handover execution using N26 interface (see clause 4.11 of 3GPP TS 23.502 [3]);
-	Handover between 3GPP and untrusted or trusted non-3GPP access procedures (see clauses 4.9.2 and 4.9.3 of 3GPP TS 23.502 [3]), without AMF change or with target AMF in same PLMN;
-	All procedures requiring to provide the H-SMF or SMF with information received by the V-SMF or I-SMF in N1 SM signalling from the UE to the H-SMF or SMF;
-	Secondary RAT Usage Data Reporting (see clause 4.21 of 3GPP TS 23.502 [3]);
-	UPF anchored Mobile Originated Data Transport in Control Plane CIoT 5GS Optimisation (see clause 4.24.1 of 3GPP TS 23.502 [3]);
-	Connection Resume in CM-IDLE with Suspend procedure (see clause 4.8.2.3 of 3GPP TS 23.502 [3]).
It is invoked by the I-SMF in the following procedures:
-	Addition of PDU Session Anchor and Branching Point or UL CL controlled by I-SMF (see clause 4.23.9.1 of 3GPP TS 23.502 [3]);
-	Removal of PDU Session Anchor and Branching Point or UL CL controlled by I-SMF (see clause 4.23.9.2 of 3GPP TS 23.502 [3]);
-	Change of PDU Session Anchor for IPv6 multi-homing or UL CL controlled by I-SMF (see clause 4.23.9.3 of 3GPP TS 23.502 [3]);
-	Sending by I-SMF of N4 notifications related with traffic usage reporting (see clause 5.34.6 of 3GPP TS 23.501 [2]).
It is invoked by the H-SMF or SMF in the following procedures:
-	Network (e.g. H-SMF, SMF) requested PDU session modification (see clauses 4.3.3.3 and 4.23.5.3 of 3GPP TS 23.502 [3]);
-	Network (e.g. H-SMF, SMF) requested PDU session release (see clause 4.3.4.3 of 3GPP TS 23.502 [3]);
-	Network (e.g. H-SMF, SMF) initiated MA PDU session release over a single access (see clause 4.22 of 3GPP TS 23.502 [3]);
-	All procedures requiring to provide information necessary for the V-SMF or I-SMF to send N1 SM signalling to the UE;
-	EPS Bearer ID allocation or revocation (see clauses 4.11.1.4.1 and 4.11.1.4.3 of 3GPP TS 23.502 [3]);
-	Secondary authorization/authentication by an DN-AAA server (see clause 4.3.2.3 of of 3GPP TS 23.502 [3]).
It is invoked by the SMF in the following procedures:
-	Addition of PDU Session Anchor and Branching Point or UL CL controlled by I-SMF (see clause 4.23.9.1 of 3GPP TS 23.502 [3]);
-	Removal of PDU Session Anchor and Branching Point or UL CL controlled by I-SMF (see clause 4.23.9.2 of 3GPP TS 23.502 [3]);
-	Change of PDU Session Anchor for IPv6 multi-homing or UL CL controlled by I-SMF (see clause 4.23.9.3 of 3GPP TS 23.502 [3]);
-	Policy update procedures with an I-SMF (see clause 4.23.6.2 of 3GPP TS 23.502 [3]).

* * * Next Change * * * *
5.2.2.8.2.5	Handover between 3GPP access and untrusted or trusted non-3GPP access
For Handover between 3GPP access and untrusted or trusted non-3GPP access procedures, without AMF change or with the target AMF in the same PLMN, the requirements specified in clause 5.2.2.8.2.1 shall apply with the following modifications.
1.	Same as step 1 of Figure 5.2.2.8.2-1, with the following modifications.
The POST request shall contain the anType set to the target access type, i.e. to 3GPP_ACCESS or NON_3GPP_ACCESS.
The requestIndication IE shall be set to PDU_SES_MOB.
2a.	Same as step 2a of Figure 5.2.2.8.2-1, with the following modifications.
The payload body of the POST response shall include: 
-	all QoS information for the QoS Flow(s) applicable to the PDU Session for the target access type, so that when sending the PDU Session Establishment Accept, the V-SMF or I-SMF can include all QoS information (e.g. QoS Rule(s) in N1 SM container, QFI(s) and QoS Profile(s) in N2 SM information) for the QoS Flow(s) (acceptable according to VPLMN policies for a HR PDU session); and
-	the epsPdnCnxInfo IE and, for each EPS bearer, an epsBearerInfo IE, if the PDU session may be moved to EPS during its lifetime, for a handover from non-3GPP access to 3GPP access.
The payload body of the POST response may also contain the upSecurity, maxIntegrityProtectedDataRateUl and maxIntegrityProtectedDataRateDl IEs during a handover from non-3GPP access to 3GPP access. 
Upon receipt of the 200 OK response, the V-SMF or I-SMF shall delete any above information received earlier for the source access type and use the new information received for the target access type (see clause 6.1.6.2.12).
NOTE:	As specified in clause 4.11.1.4.3 of 3GPP TS 23.502 [3], the AMF, the SMF and the UE release locally the EBI(s) allocated to a PDU Session handed over from 3GPP access to non-3GPP access. 
For a handover from non-3GPP access to 3GPP access, if the PDU session may be moved to EPS during its lifetime, the H-SMF or SMF may send an Update Request towards the V-SMF or I-SMF to request the allocation of EBIs prior to step 2a. 
If one or more requested QoS flow(s) fail to be established in the target access type, the V-SMF or I-SMF shall send an Update Request including the qosFlowsRelNotifyList attribute to report the failure to the H-SMF or SMF (see clause 5.2.2.8.2.2), or a Release Request to release the PDU session if no QoS flow can be established (see clause 5.2.2.9). 

* * * Next Change * * * *
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Table 6.1.6.2.12-1: Definition of type HsmfUpdatedData
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	n1SmInfoToUe
	RefToBinaryData
	C
	0..1
	This IE shall be present if the H-SMF/SMF needs to send N1 SM information to the UE that does not need to be interpreted by the V-SMF/I-SMF. When present, this IE shall reference the n1SmInfoToUe binary data (see clause 6.1.6.4.4). 
	

	n4Info
	N4Information
	O
	0..1
	This IE may be present if the SMF needs to send N4 response information to the I-SMF (e.g. related with traffic usage reporting). 
	DTSSA

	n4InfoExt1
	N4Information
	O
	0..1
	This IE may be present if the SMF needs to send additional N4 response information to the I-SMF(e.g. related with traffic usage reporting). 
	DTSSA

	n4InfoExt2
	N4Information
	O
	0..1
	This IE may be present if the SMF needs to send additional N4 response information to the I-SMF (e.g. related with traffic usage reporting). 
	DTSSA

	dnaiList
	array(Dnai)
	C
	1..N
	This IE shall be present over N16a during UE Triggered Service Request procedure with I-SMF change, Xn based handover and Inter NG-RAN node N2 based handover with I-SMF change (see clauses 4.23.4.3, 4.23.11.3  and 4.23.7.3.3 in 3GPP TS 23.502 [3]).
When present, it shall include the DNAI(s) of interest for this PDU Session.  
	DTSSA

	supportedFeatures
	SupportedFeatures
	C
	0..1
	This IE shall be present if the supportedFeatures IE was received in the request and at least one optional feature defined in clause 6.1.8 is supported by the updated PDU session resource. 
	

	roamingChargingProfile
	RoamingChargingProfile
	O
	0..1
	This IE may be present during an inter-PLMN V-SMF change. When present, it shall contain the Roaming Charging Profile selected by the HPLMN (see clauses 5.1.9.1, 5.2.1.7 and 5.2.2.12.2 of 3GPP TS 32.255 [25]). 
	

	ipv6MultiHomingInd
	boolean
	C
	0..1
	This IE shall be present over N16a, if available and an I-SMF has been changed during the following procedures: Registration, Service Request, Xn based handover, Inter NG-RAN node N2 based handover (see clause 4.23 of 3GPP TS 23.502 [3]).

When present, it shall be set as follows:

- true: IPv6 multi-homing is permitted.
- false (default): IPv6 multi-homing is not allowed.
	DTSSA

	upSecurity
	UpSecurity
	C
	0..1
	This IE shall be present if the "upSecurityInfo" IE was received in the request (i.e. during an Xn handover), and there is a mismatch between security policy received and stored (see clause 5.2.2.8.2.16).
When present, this IE shall indicate the security policy for integrity protection and encryption for the user plane of the PDU session.
This IE may be present during a handover from non-3GPP access to 3GPP access, to indicate the security policy for integrity protection and encryption for the user plane of the PDU session in the target access type.
(NOTE)
	

	maxIntegrityProtectedDataRateUl
	MaxIntegrityProtectedDataRate
	C
	0..1
	This IE shall be present if the upSecurity IE is present and indicates that integrity protection is preferred or required.
When present, it shall indicate the maximum integrity protected data rate supported by the UE for uplink.
(NOTE)
	

	maxIntegrityProtectedDataRateDl
	MaxIntegrityProtectedDataRate
	C
	0..1
	This IE shall be present if the upSecurity IE is present and indicates that integrity protection is preferred or required.
When present, it shall indicate the maximum integrity protected data rate supported by the UE for downlink.
(NOTE)
	

	qosFlowsSetupList
	array(QosFlowSetupItem)
	C
	1..N
	This IE shall be present during a handover between 3GPP and non-3GPP accesses.
When present, it shall contain the set of QoS flow(s) to establish for the PDU session for the target access type. 
(NOTE)
	qosFlowsSetupList

	sessionAmbr
	Ambr
	C
	0..1
	This IE shall be present during a handover between 3GPP and non-3GPP accesses.
When present, this IE shall contain the Session AMBR authorized for the PDU session for the target access type.
(NOTE)
	sessionAmbr

	epsPdnCnxInfo
	EpsPdnCnxInfo
	C
	0..1
	This IE shall be present during a handover from non-3GPP access to 3GPP access, if the PDU session may be moved to EPS during its lifetime. 
(NOTE)
	epsPdnCnxInfo

	epsBearerInfo
	array(EpsBearerInfo)
	C
	1..N
	This IE shall be present during a handover from non-3GPP access to 3GPP access, if the PDU session may be moved to EPS during its lifetime. 
When present, it shall include the complete epsBearerInfo IE(s) for all EBIs.
(NOTE)
	epsBearerInfo

	pti
	ProcedureTransactionId
	C
	0..1
	This IE shall be present during a handover between 3GPP and non-3GPP accesses.
When present, it shall contain the PTI value received in the corresponding request.
	Pti

	NOTE:	During a handover between 3GPP and non-3GPP accesses, the V-SMF or I-SMF shall delete any corresponding information received earlier for the source access type and use the new information received for the target access type.  





* * * Next Change * * * *
[bookmark: _Toc25074011][bookmark: _Toc34063203][bookmark: _Toc43120188][bookmark: _Toc49768245][bookmark: _Toc56434421][bookmark: _Toc58591326]A.2	Nsmf_PDUSession API
openapi: 3.0.0

info:
  version: '1.1.2'
  title: 'Nsmf_PDUSession'
  description: |
    SMF PDU Session Service.
    © 2020, 3GPP Organizational
[…]

    HsmfUpdatedData:
      type: object
      properties:
        n1SmInfoToUe:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/RefToBinaryData'
        n4Info:
          $ref: '#/components/schemas/N4Information'
        n4InfoExt1:
          $ref: '#/components/schemas/N4Information'
        n4InfoExt2:
          $ref: '#/components/schemas/N4Information'
        dnaiList:
          type: array
          items:
            $ref: 'TS29571_CommonData.yaml#/components/schemas/Dnai'
          minItems: 1
        supportedFeatures:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/SupportedFeatures'
        roamingChargingProfile:
          $ref: 'TS32291_Nchf_ConvergedCharging.yaml#/components/schemas/RoamingChargingProfile'
        upSecurity:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/UpSecurity'
        maxIntegrityProtectedDataRateUl:
          $ref: '#/components/schemas/MaxIntegrityProtectedDataRate'
        maxIntegrityProtectedDataRateDl:
          $ref: '#/components/schemas/MaxIntegrityProtectedDataRate'
        ipv6MultiHomingInd:
          type: boolean
          default: false
        qosFlowsSetupList:
          type: array
          items:
            $ref: '#/components/schemas/QosFlowSetupItem'
          minItems: 1
        sessionAmbr:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Ambr'
        epsPdnCnxInfo:
          $ref: '#/components/schemas/EpsPdnCnxInfo'
        epsBearerInfo:
          type: array
          items:
            $ref: '#/components/schemas/EpsBearerInfo'
          minItems: 1
        pti:
          $ref: '#/components/schemas/ProcedureTransactionId'


[…]

* * * End of Changes * * * *
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