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	TS
	CR
	Rev
	Rel
	Title
	Cat
	Vsn
	TD#
	Source to WG
	Work Item
	Clauses affected
	Other Aff Specs

	23.122
	602
	6
	Rel-17
	Handling of PLMN selection with presence of PLMNs where registration was aborted due to SOR list
	F
	17.1.1
	C1-211236
	Apple
	5GProtoc17
	4.4.3.1
	 

	23.122
	673
	1
	Rel-17
	Clarifications on PLMN and SNPN URSP storage - 23.122 part
	F
	17.1.1
	C1-211350
	Mediatek Inc., Nokia, Nokia Shanghai Bell
	5GProtoc17
	1.1, 4.9.3.0
	 

	23.122
	674
	-
	Rel-17
	Correction to automatic PLMN selection rule for a data centric MS
	F
	17.1.1
	C1-211091
	MediaTek Inc.
	5GProtoc17
	3.1
	 

	24.007
	140
	-
	Rel-17
	UE policy delivery service missing
	F
	17.0.0
	C1-210666
	Ericsson
	5GProtoc17
	4.3.4
	 

	24.008
	3261
	1
	Rel-17
	Add missing case for T3396 in timer table
	F
	17.1.0
	C1-211185
	OPPO
	5GProtoc17
	11.2.3
	 

	24.229
	6514
	-
	Rel-17
	N1 mode disabling done by NAS
	F
	17.1.0
	C1-210664
	Ericsson
	5GProtoc17
	U.2.2.6.4
	 

	24.301
	3487
	1
	Rel-17
	Handling of cause #8, #14, #35 for non-integrity protected reject messages
	F
	17.1.0
	C1-211229
	Apple
	5GProtoc17
	5.3.7b
	 

	24.301
	3488
	1
	Rel-17
	5GMM registration attempt counter reset for EMM reject causes
	F
	17.1.0
	C1-211219
	Apple
	5GProtoc17
	5.5.1.2.5, 5.5.1.3.5, 5.5.2.3.2, 5.5.3.2.5, 5.5.3.3.5
	 

	24.301
	3494
	-
	Rel-17
	Ignore Back-off timer for #28 unknown PDN type
	F
	17.1.0
	C1-210964
	Huawei, HiSilicon
	5GProtoc17, SINE_5G
	6.5.1.4.3, 8.3.19.3, 8.3.19.4
	 

	24.301
	3495
	1
	Rel-17
	No valid 5G NAS security context for 5G-4G IWK
	F
	17.1.0
	C1-211441
	Huawei, HiSilicon
	5GProtoc17
	5.5.3.2.2
	 

	24.502
	187
	-
	Rel-17
	Optionally include Additional QoS Information for untrusted non-3GPP
	F
	17.1.0
	C1-210967
	Huawei, HiSilicon
	5GProtoc17-non3GPP
	9.2.4.3, 9.3.1.1
	 

	24.502
	188
	1
	Rel-17
	Clarification on IKE SA and signalling IPsec SA establishment on untrusted access
	F
	17.1.0
	C1-211349
	ZTE
	5GProtoc17-non3GPP
	7.3.1, 7.3.2.1, 7.3.2.2
	 

	24.526
	104
	3
	Rel-17
	Correct N3AN node selection due to permitted absence of "any PLMN" entry
	F
	17.1.0
	C1-211196
	BlackBerry UK Ltd.
	5GProtoc17-non3GPP
	5.3.3.2
	 23.501 CR 2402 (SA2)

	24.526
	108
	1
	Rel-17
	Re-use of existing connection to WLAN access when applying URSP
	F
	17.1.0
	C1-211241
	Qualcomm Incorporated
	5GProtoc17
	4.2.2.2
	 

	24.526
	110
	-
	Rel-17
	Avoid unnecessary new PDU session with the same attributes
	F
	17.1.0
	C1-210904
	Samsung
	5GProtoc17
	4.2.2.2
	 

	24.526
	112
	1
	Rel-17
	Clarifications on PLMN and SNPN URSP storage - 24.526 part
	F
	17.1.0
	C1-211354
	Mediatek Inc., Nokia, Nokia Shanghai Bell
	5GProtoc17
	4.2.2.2
	 

	24.526
	113
	1
	Rel-17
	Clarifications on PLMN URSP stored in USIM
	F
	17.1.0
	C1-211355
	Mediatek Inc., Qualcomm Incorporated
	5GProtoc17
	4.2.2.2
	 

	27.007
	710
	1
	Rel-17
	Addition of AT commands for PDU Session Context State Change and PDU Session Authentication and Authorization
	B
	17.0.0
	C1-211456
	Apple
	5GProtoc17
	10.1.00, 10.1.x1, 10.1.x2, 10.1.x3, Annex B
	 

	27.007
	711
	1
	Rel-17
	Addition of LADN DNN indication in +CGDCONT
	F
	17.0.0
	C1-211272
	MediaTek Inc.
	5GProtoc17
	10.1.1
	 



