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	Clauses affected
	Other Aff Specs

	24.501
	3022
	-
	Rel-17
	Remove the error case for mandatory IE of PDU SESSION MODIFICATION COMMAND message
	F
	17.1.0
	C1-210857
	OPPO
	5GProtoc17
	7.5.3
	 

	24.501
	3024
	1
	Rel-17
	T3540
	F
	17.1.0
	C1-211207
	Samsung, InterDigital
	5GProtoc17
	10.2
	 

	24.501
	3025
	2
	Rel-17
	Exception data in restricted service area for a UE in connected mode
	F
	17.1.0
	C1-211240
	Samsung, Convida Wireless, Huawei, HiSilicon, InterDigital, ZTE, Nokia, Nokia Shanghai Bell, Intel, BlackBerry UK Ltd., SHARP, vivo, Vodafone
	5GProtoc17, 5G_CIoT
	5.3.5.2
	 

	24.501
	3029
	-
	Rel-17
	Alignment of protection of NAS IEs
	F
	17.1.0
	C1-210917
	vivo
	5GProtoc17
	4.4.1
	 

	24.501
	3030
	1
	Rel-17
	S-NSSAI association for 5GSM non-congestion control
	F
	17.1.0
	C1-211452
	MediaTek Inc.
	5GProtoc17
	6.2.12, 6.4.1.4.3, 6.4.2.4.3
	 

	24.501
	3036
	1
	Rel-17
	Correction to the QoS operation error handlings in PDU session establishment procedure
	F
	17.1.0
	C1-211275
	MediaTek Inc., Apple, ZTE, Huawei, HiSilicon
	5GProtoc17
	6.4.1.3
	 

	24.501
	3037
	1
	Rel-17
	Handling for collision of PDU session handover procedures
	F
	17.1.0
	C1-211454
	MediaTek Inc.
	5GProtoc17
	6.4.1.6
	 

	24.501
	3038
	-
	Rel-17
	Mapped dedicated EPS bearer without default EPS bearer in the establishment procedure
	F
	17.1.0
	C1-210934
	MediaTek Inc.
	5GProtoc17
	6.4.1.3
	 

	24.501
	3041
	1
	Rel-17
	AN Release triggered by CAG information list in Registration Accept message
	F
	17.1.0
	C1-211256
	Huawei, HiSilicon
	5GProtoc17, Vertical_LAN
	5.3.1.3
	 

	24.501
	3042
	-
	Rel-17
	Clarification on CAG-only UE behaviour for emergency PDU session
	F
	17.1.0
	C1-210956
	Huawei, HiSilicon
	5GProtoc17, Vertical_LAN
	5.4.4.3, 5.5.1.2.4, 5.5.1.3.4
	 

	24.501
	3043
	2
	Rel-17
	Clarification on EPS bearer identity handling
	F
	17.1.0
	C1-211334
	Huawei, HiSilicon
	5GProtoc17
	6.4.1.3
	 

	24.501
	3044
	1
	Rel-17
	Clarification on the handling of QoS flow description without associated QoS rule
	F
	17.1.0
	C1-211260
	Huawei, HiSilicon, Ericsson
	5GProtoc17
	6.1.4.1, 6.3.2.4, 6.4.1.3
	 

	24.501
	3045
	1
	Rel-17
	Correct a copy error
	F
	17.1.0
	C1-211261
	Huawei, HiSilicon
	5GProtoc17
	5.5.1.3.7
	 

	24.501
	3048
	3
	Rel-17
	Error check and handling for match-all packet filter
	F
	17.1.0
	C1-211337
	Huawei, HiSilicon
	5GProtoc17
	6.3.2.4
	 

	24.501
	3049
	1
	Rel-17
	Handling of Rejected NSSAI in registration reject message without integrity protection
	F
	17.1.0
	C1-211467
	Huawei, HiSilicon
	5GProtoc17, eNS
	5.3.20.2, 5.5.1.2.5, 5.5.1.3.5
	 

	24.501
	3052
	-
	Rel-17
	Unify terminology about the Authorized QoS rules IE
	F
	17.1.0
	C1-210969
	Huawei, HiSilicon
	5GProtoc17
	6.3.2.4, 6.4.1.3
	 

	24.501
	3053
	-
	Rel-17
	PLMN Search at Registered State
	F
	17.1.0
	C1-210970
	Huawei, HiSilicon
	5GProtoc17, Vertical_LAN
	5.4.4.3, 5.5.1.2.4, 5.5.1.3.4
	 

	24.501
	3054
	-
	Rel-17
	UE behaviour when rejected with #76 via a non-CAG cell
	F
	17.1.0
	C1-210974
	Huawei, HiSilicon
	5GProtoc17, Vertical_LAN
	5.5.1.2.5, 5.5.1.3.5, 5.5.2.3.2, 5.6.1.5
	 

	24.501
	3055
	1
	Rel-17
	Deregister from emergency registered state as indicated
	F
	17.1.0
	C1-211263
	Huawei, HiSilicon
	5GProtoc17
	5.5.2.1
	 

	24.501
	3056
	-
	Rel-17
	Disable N1 mode after change to S1 mode for emergency services
	F
	17.1.0
	C1-210976
	Huawei, HiSilicon
	5GProtoc17
	5.5.1.3.5, 5.6.1.5
	 



