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	Reason for change:
	The required handling of ambient listening calls at the "listened to" client involves attention to making such calls undetectable while the client carries out all of its responsibilities. One approach is to place specific text regarding ambient listening throughout the procedures of TS 24.379. Another approach is to contain all of the handling requirements in a single prominent place. 
The approach taken here is to provide informative text in a single place and use specific text (e.g., as in the current subclause 12.1.1.4). Subsequent CRs will add specific text throughout TS 24.379 where appropriate.

	
	

	Summary of change:
	Informative text is added in a new subclause 11.1.6.2.0 to indicate the required handling of ambient listening calls at the "listened to" client.

	
	

	Consequences if not approved:
	Implementations may overlook ambient listening handling requirements in certain situations and using certain procedures. The result could be severe danger or harm to a mission critical user.
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	This CR's revision history:
	Rev 1:
· Removed the changes to 12.1.1.4.
· Made the new subclause 11.1.6.2.0 informative only.
· Stated the intention to add specific text where appropriate regarding handling ambient listening in future CRs.
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*  *  *  *  *  FIRST CHANGE  *  *  *  *  *
[bookmark: _Toc20156201][bookmark: _Toc27501358][bookmark: _Toc36049484][bookmark: _Toc45210250][bookmark: _Toc51861075][bookmark: _Toc59212399]11.1.6.2.0	Ambient listening handling at the MCPTT client
The MCPTT client takes the actions needed to avoid letting the user detect that an ambient listening call is active. This includes:
-	avoiding that the user is aware of the beginning of an ambient listening call, except an ambient listening call initiated by the user;
-	avoiding that the user is aware of the end of an ambient listening call, except an ambient listening call initiated by the user;
-	avoiding that the user is aware of the ongoing progress of an ambient listening call, even an ambient listening call initiated by the user; and
-	avoiding changes in the display of information, visual, audible, or haptic, that might occur or might be absent if the ambient call was not active.
*  *  *  *  *  END CHANGES  *  *  *  *  *


