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[bookmark: _Toc45216200][bookmark: _Toc51931769][bookmark: _Toc58235131][bookmark: _Toc59180064]9.8	Stream filter instance table
The purpose of the Stream filter instance table information element is to convey a Stream filter instance table as defined 3GPP TS 23.501 [2] table 5.28.3.1-1.
The Stream filter instance table information element is coded as shown in figure 9.8.1, figure 9.8.2, figure 9.8.3, figure 9.8.4, figure 9.8.5, and table 9.8.1.
The Stream filter instance table is a type 6 information element with a minimum length of 3 octets.
	8
	7
	6
	5
	4
	3
	2
	1
	

	Stream filter instance table IEI
	octet 1

	Length of Stream filter instance table contents
	octet 2
octet 3

	Stream filter instance 1
	octet 4*
octet m*

	…
	

	Stream filter instance n
	octet n*
octet o*


Figure 9.8.1: Stream filter instance table information element

	8
	7
	6
	5
	4
	3
	2
	1
	

	Length of Stream filter instance contents
	octet 4

	PrioritySpec value
	octet 5
octet 8

	StreamGateInstanceID value
	octet 9
octet 12

	tsnStreamIdIdentificationType value
	octet 13
octet 16

	tsnStreamIdParameters
	octet 17
octet m-4

	StreamFilterInstanceIndex value (NOTE)
	octet m-3*
octet m*


Figure 9.8.2: Stream filter instance

	8
	7
	6
	5
	4
	3
	2
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	Length of tsnStreamIdParameters contents
	octet 17

	tsnCpeNullDownDestMac value
	octet 18
octet 23

	tsnCpeNullDownTagged value
	octet 24

	tsnCpeNullDownVlan value
	octet 25
octet 26


Figure 9.8.3: tsnStreamIdParameters for tsnStreamIdIdentificationType = 00-80-C2 01
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	3
	2
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	Length of tsnStreamIdParameters contents
	octet 17

	tsnCpeSmacVlanDownSrcMac value
	octet 18
octet 23

	tsnCpeSmacVlanDownTagged value
	octet 24

	tsnCpeSmacVlanDownVlan value
	octet 25
octet 26


Figure 9.8.4: tsnStreamIdParameters for tsnStreamIdIdentificationType = 00-80-C2 02

	8
	7
	6
	5
	4
	3
	2
	1
	

	Length of tsnStreamIdParameters contents
	octet 17

	tsnCpeDmacVlanDownDestMac value
	octet 18
octet 23

	tsnCpeDmacVlanDownTagged value
	octet 24

	tsnCpeDmacVlanDownVlan value
	octet 25
octet 26

	tsnCpeDmacVlanDownPriority value
	octet 27

	tsnCpeDmacVlanUpDestMac value
	octet 28
octet 33

	tsnCpeDmacVlanUpTagged value
	octet 34

	tsnCpeDmacVlanUpVlan value
	octet 35
octet 36

	tsnCpeDmacVlanUpPriority value
	octet 37


Figure 9.8.5: tsnStreamIdParameters for tsnStreamIdIdentificationType = 00-80-C2 03

Table 9.8.1: Stream filter instance table
	Value part of the Stream filter instance table information element (octets 4 to o)

	

	Stream filter instance table contents (octets 4 to o)

This field consists of zero or more Stream filter instances.

	

	Stream filter instance (octets 4 to m)

	

	Length of Stream filter instance contents (octet 4)

Length of Stream filter instance contents contains the length of the value part of Stream filter instance in octets.

	

	PrioritySpec value (octets 5to 8)

PrioritySpec value contains the value of PrioritySpec as specified in IEEE Std 802.1Q [7] table 12-32.

	

	StreamGateInstanceID value (octets 9 to 12)

StreamGateInstanceID value contains the value of StreamGateInstanceID as specified in IEEE Std 802.1Q [7] table 12-32.

tsnStreamIdIdentificationType value (octets 13 to 16)

tsnStreamIdIdentificationType value contains the value of tsnStreamIdIdentificationType in the form of four octets as specified in IEEE Std 802.1CB [10] clause 9.1.1.6. The first 3 octets contain the binary encoding of Organizationally Unique Identifier (OUI) or Company ID (CID). The 4th octet contains the binary encoded value of type number. In this document only OUI/CID value 00-80-C2 with type number value 1, 2 and 3 are specified. Other type number values are reserved. Other OUI/CID values are outside the scope of the present document.

tsnStreamIdParameters (octets 17 to m-4)

Length of tsnStreamIdParameters (octet 17)

Length of tsnStreamIdParameters contents contains the length of the value part of tsnStreamIdParameters in octets.

tsnCpeNullDownDestMac value (octets 18 to 23)

tsnCpeNullDownDestMac value contains the value of tsnCpeNullDownDestMac as specified in IEEE Std 802.1CB [10] clause 9.1.2.1.

tsnCpeNullDownTagged value (octet 24)

tsnCpeNullDownTagged value contains an enumerated value of tsnCpeNullDownTagged as specified in IEEE Std 802.1CB [10] clause 9.1.2.2 in the form of a binary encoded octet. Value “tagged” is encoded as binary 0, value “priority” is encoded as binary 1, and value “all” is encoded as binary 2. All other values are reserved.

tsnCpeNullDownVlan value (octets 25 to 26)

tsnCpeNullDownVlan value contains the value of tsnCpeNullDownVlan as specified in IEEE Std 802.1CB [10] clause 9.1.2.3.

tsnCpeSmacVlanDownSrcMac value (octets 18 to 23)

tsnCpeSmacVlanDownSrcMac value contains the value of tsnCpeSmacVlanDownSrctMac as specified in IEEE Std 802.1CB [10] clause 9.1.3.1. tsnCpeSmacVlanDownTagged value (octet 24)

tsnCpeSmacVlanDownTagged value contains an enumerated value of tsnCpeSmacVlanDownTagged as specified in IEEE Std 802.1CB [10] clause 9.1.3.2 in the form of a binary encoded octet. Value “tagged” is encoded as binary 0, value “priority” is encoded as binary 1, and value “all” is encoded as binary 2. All other values are reserved.

tsnCpeSmacVlanDownVlan value (octets 25 to 26)

tsnCpeSmacVlanDownVlan value contains the value of tsnCpeSmacVlanDownVlan as specified in IEEE Std 802.1CB [10] clause 9.1.3.3.

tsnCpeDmacVlanDownDestMac value (octets 18 to 23)

tsnCpeDmacVlanDownDestMac value contains the value of tsnCpeDmacVlanDownDestMac as specified in IEEE Std 802.1CB [10] clause 9.1.4.1.

tsnCpeDmacVlanDownTagged value (octet 24)

tsnCpeDmacVlanDownTagged value contains an enumerated value of tsnCpeDmacVlanDownTagged as specified in IEEE Std 802.1CB [10] clause 9.1.4.2 in the form of a binary encoded octet. Value “tagged” is encoded as binary 0, value “priority” is encoded as binary 1, and value “all” is encoded as binary 2. All other values are reserved.

tsnCpeDmacVlanDownVlan value (octets 25 to 26)

tsnCpeDmacVlanDownVlan value contains the value of tsnCpeDmacVlanDownVlan as specified in IEEE Std 802.1CB [10] clause 9.1.4.3.

tsnCpeDmacVlanDownPriority value (octet 27)

tsnCpeDmacVlanDownPriority value contains the value of tsnCpeDmacVlanDownPriority as specified in IEEE Std 802.1CB [10] clause 9.1.4.4.

tsnCpeDmacVlanUpDestMac value (octets 28 to 33)

tsnCpeDmacVlanUpDestMac value contains the value of tsnCpeDmacVlanUpDestMac as specified in IEEE Std 802.1CB [10] clause 9.1.4.5.

tsnCpeDmacVlanUpTagged value (octet 34)

tsnCpeDmacVlanUpTagged value contains an enumerated value of tsnCpeDmacVlanUpTagged as specified in IEEE Std 802.1CB [10] clause 9.1.4.6 in the form of a binary encoded octet. Value “tagged” is encoded as binary 0, value “priority” is encoded as binary 1, and value “all” is encoded as binary 2. All other values are reserved.

tsnCpeDmacVlanUpVlan value (octets 35 to 36)

tsnCpeDmacVlanUpVlan value contains the value of tsnCpeDmacVlanUpVlan as specified in IEEE Std 802.1CB [10] clause 9.1.4.7.

tsnCpeDmacVlanUpPriority value (octet 37)

tsnCpeDmacVlanUpPriority value contains the value of tsnCpeDmacVlanUpPriority as specified in IEEE Std 802.1CB [10] clause 9.1.4.8.


	StreamFilterInstanceIndex value (octet m-3 to m)

StreamFilterInstanceIndex value contains the value of StreamFilterInstance as specified in IEEE Std 802.1Q [7] table 12-32.


	NOTE:	A sender compliant with this release of the specification shall include the StreamFilterInstanceIndex value in the Stream filter instance of the Stream filter instance table information element. A sender compliant with earlier versions of this specification does not include the StreamFilterInstanceIndex value in the Stream filter instance of the Stream filter instance table information element.




