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	Reason for change:
	In the Nudr_DataRepository for Policy Data OpenAPI file data structure UsageMonData contains a "scopes" attribute which is defined as a map data type. However the "scopes" attribute is missing from table 5.4.2.7-1 which specifies UsageMonData data structure and needs to be added.

In addition, description of the HTTP PUT method used to modify the operator specific policy data of an UE needs currently indicates that map contains only delta data to the operator specific data which is wrong and need to be corrected since the HTTP PUT method is used to update the resource at the NF service producer by means of a complete replacement i.e. the current resource data are replaced with a new representation enclosed in the request message payload.

	
	

	Summary of change:
	Corrected description of the map(OperatorSpecificDataContainer) in table 5.2.12.3.3-2.

The "scopes" attribute added in table 5.4.2.7-1.
According to CR #0233 agreed in CT3#113 meeting (see C3-210224) added note indicating that a description of the Snssai encoding when it is used as the key of the map is specified in TS 29.571, clause 5.4.4.2.
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*** First Change ***
[bookmark: _Toc28012668][bookmark: _Toc36038940][bookmark: _Toc44688356][bookmark: _Toc45133772][bookmark: _Toc49931452][bookmark: _Toc51762710][bookmark: _Toc58848338][bookmark: _Toc59017376][bookmark: _Toc28012686][bookmark: _Toc36038958][bookmark: _Toc44688374][bookmark: _Toc45133790][bookmark: _Toc49931470][bookmark: _Toc51762728][bookmark: _Toc58848361][bookmark: _Toc59017399]5.2.12.3.3	PUT
This method is used to modify operator specific data in the UDR.
This method shall support the URI query parameters specified in table 5.2.12.3.3-1.
Table 5.2.12.3.3-1: URI query parameters supported by the PUT method on this resource 
	Name
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	
	



This method shall support the request data structures specified in table 5.2.12.3.3-2 and the response data structures and response codes specified in table 5.2.12.3.3-3.
Table 5.2.12.3.3-2: Data structures supported by the PUT Request Body on this resource 
	Data type
	P
	Cardinality
	Description

	map(OperatorSpecificDataContainer)
	M
	1..N
	A map containing the new representation ofdelta data to the operator specific data. The key of the map is operator specific data element name and the value is the operator specific data of the UE.



Table 5.2.12.3.3-3: Data structures supported by the PUT Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	map(OperatorSpecificDataContainer)
	M
	1
	200 OK
	Upon successful modification a response body containing a map shall be returned. The key of the map is operator specific data element name and the value is the operator specific data of the UE.

	n/a
	
	
	204 No Content
	[bookmark: _Hlk5763149]The resource has been successfully updated.

	ProblemDetails
	O
	0..1
	403 Forbidden
	The resource is not allowed to be updated.
(NOTE 2)

	NOTE 1:	The mandatory HTTP error status codes for the PUT method listed in table 5.2.7.1-1 of 3GPP TS 29.500 [4] also apply.
NOTE 2:	The "cause" attribute within the "ProblemDetails" data structure may be set to "MODIFICATION_NOT_ALLOWED" as defined in table 5.2.7.1-2 of 3GPP TS 29.500 [4].




*** Next Change ***
5.4.2.7	Type UsageMonData
Table 5.4.2.7-1: Definition of type UsageMonData
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	limitId
	string
	M
	1
	Identifies the limit as defined in the "limitId" attribute of the UsageMonDataLimit data type (see subclause 5.4.2.6).
	

	scopes
	map(UsageMonDataScope)
	O
	1..N
	Identifies the SNSSAI and DNN combinations to which the remaining usage monitoring data applies.
The S-NSSAI is the key of the map.
(NOTE x3)
	

	umLevel
	UsageMonLevel
	O
	0..1
	Indicates the level of the usage monitoring instance (PDU Session level or per Service).
	

	allowedUsage
	UsageThreshold
	O
	0..1
	Remaining allowed traffic volume usage and/or resource time usage.
	

	resetTime
	DateTime
	O
	0..1
	Time to reset the allowed usage back to the usageLimit of the corresponding UsageMonDataLimit. This is computed based on the corresponding startDate, resetPeriod and endDate of the corresponding UsageMonDataLimit. The allowedUsage is only applicable if the resetTime is in the future relative to the current time.
	

	suppFeat
	SupportedFeatures
	C
	0..1
	This IE represents a list of Supported features used as described in subclause 5.6. 
This attribute shall be provided in the PUT request and in the response of successful resource creation, and in the HTTP GET response if the "supp-feat" attribute query parameter is included in the HTTP GET request. (NOTE 2).
	

	NOTE 1:	In this Release of the specification the "limitId" attribute is the Monitoring Key, and the "scopes" attribute shall always be present including one distinct SNSSAI and DNN pair. 
NOTE 2:	In the HTTP request, it represents the set of features supported by the NF service consumer. In the HTTP response, it represents the set of features supported by both the NF service consumer and the UDR.
NOTE x3:	The S-NSSAI value used as key of the map is encoded as a string as defined in 3GPP TS 29.571 [7], subclause 5.4.4.2.




*** End of Changes ***

