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Additional discussion(if needed):
Proposed changes:
*** 1st Change ***
[bookmark: _Toc27045086][bookmark: _Toc36034137][bookmark: _Toc45132285][bookmark: _Toc49776570][bookmark: _Toc51747490][bookmark: _Toc58836712]5.16.3.2.3.1	GET
The GET method allows to read all active RACS parameter provisionings indicated by the resource URI as defined in subclause 5.16.3.2.2. The SCS/AS shall initiate the HTTP GET request message and the SCEF shall respond to the message. 
This method shall support the URI query parameters, request and response data structures, and response codes, as specified in the table 5.16.3.2.3.1-1 and table 5.16.3.2.3.1-2.
Table 5.16.3.2.3.1-1: URI query parameters supported by the GET method on this resource 
	Name
	Data type
	Cardinality
	Remarks

	none specified
	
	
	



Table 5.16.3.2.3.1-2: Data structures supported by the GET request/response by the resource
	Request body
	Data type
	Cardinality
	Remarks

	
	none
	
	

	Response body
	
Data type
	
Cardinality
	Response
codes
	
Remarks

	
	array(RacsProvisioningData)
	0..N
	200 OK
	The provisioning information related to the request URI is returned.

	
	none
	
	307 Temporary Redirect
	Temporary redirection, during resource retrieval. The response shall include a Location header field containing an alternative URI of the resource located in an alternative SCEF.
Redirection handling is described in subclause 5.2.KK.

	
	none
	
	308 Permanent Redirect
	Permanent redirection, during resource retrieval. The response shall include a Location header field containing an alternative URI of the resource located in an alternative SCEF.
Redirection handling is described in subclause 5.2.KK.

	NOTE:	The mandatory HTTP error status codes for the GET method listed in table 5.2.6-1 also apply.



Table 5.16.3.2.3.1-3: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located in an alternative SCEF.



Table 5.16.3.2.3.1-4: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located in an alternative SCEF.




*** Next Change ***
[bookmark: _Toc27045095][bookmark: _Toc36034146][bookmark: _Toc45132294][bookmark: _Toc49776579][bookmark: _Toc51747499][bookmark: _Toc58836721]5.16.3.3.3.1	GET
The GET method allows to read an active parameter provisioning indicated by the resource URI as defined in subclause 5.16.3.3.2. The SCS/AS shall initiate the HTTP GET request message and the SCEF shall respond to the message. 
This method shall support the URI query parameters, request and response data structures, and response codes, as specified in the table 5.16.3.3.3.1-1 and table 5.16.3.3.3.1-2.
Table 5.16.3.3.3.1-1: URI query parameters supported by the GET method on this resource 
	Name
	Data type
	Cardinality
	Remarks

	
	
	
	



Table 5.16.3.3.3.1-2: Data structures supported by the GET request/response by the resource
	Request body
	Data type
	Cardinality
	Remarks

	
	none
	
	

	Response body
	
Data type
	
Cardinality
	Response
codes
	
Remarks

	
	RacsProvisioningData
	1
	200 OK
	The provisioning information related to the request URI is returned. 

	
	none
	
	307 Temporary Redirect
	Temporary redirection, during resource retrieval. The response shall include a Location header field containing an alternative URI of the resource located in an alternative SCEF.
Redirection handling is described in subclause 5.2.KK.

	
	none
	
	308 Permanent Redirect
	Permanent redirection, during resource retrieval. The response shall include a Location header field containing an alternative URI of the resource located in an alternative SCEF.
Redirection handling is described in subclause 5.2.KK.

	NOTE:	The mandatory HTTP error status codes for the GET method listed in table 5.2.6-1 also apply.



Table 5.16.3.3.3.1-3: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located in an alternative SCEF.



Table 5.16.3.3.3.1-4: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located in an alternative SCEF.




*** Next Change ***
[bookmark: _Toc27045096][bookmark: _Toc36034147][bookmark: _Toc45132295][bookmark: _Toc49776580][bookmark: _Toc51747500][bookmark: _Toc58836722]5.16.3.3.3.2	PATCH
The PATCH method shall be used to update some properties in an existing provisioning indicated by the Resource URI as defined in subclause 5.16.3.3.2. The SCS/AS shall initiate the HTTP PATCH request message and the SCEF shall respond to the message.
This method shall support the URI query parameters, request and response data structures, and response codes, as specified in the table 5.16.3.3.3.2-1 and table 5.16.3.3.3.2-2.
Table 5.16.3.3.3.2-1: URI query parameters supported by the PATCH method on this resource 
	Name
	Data type
	Cardinality
	Remarks

	none specified
	
	
	



Table 5.16.3.3.3.2-2: Data structures supported by the PATCH request/response by the resource
	Request body
	Data type
	Cardinality
	Remarks

	
	RacsProvisioningDataPatch
	1
	Partial update an existing parameter provisioning.

	Response body
	
Data type
	
Cardinality
	Response
codes
	
Remarks

	
	RacsProvisioningData
	1
	200 OK
	The provisioning data was updated successfully. 
The SCEF shall return an updated provisioning information in the response.

	
	array(RacsFailureReport)
	1..N
	500 Internal Server Error
	The RACS data for all RACS IDs were not provisioned successfully.

	
	none
	
	307 Temporary Redirect
	Temporary redirection, during resource modification. The response shall include a Location header field containing an alternative URI of the resource located in an alternative SCEF.
Redirection handling is described in subclause 5.2.KK.

	
	none
	
	308 Permanent Redirect
	Permanent redirection, during resource modification. The response shall include a Location header field containing an alternative URI of the resource located in an alternative SCEF.
Redirection handling is described in subclause 5.2.KK.

	NOTE:	The mandatory HTTP error status codes for the PATCH method listed in table 5.2.6-1 also apply.



Table 5.16.3.3.3.2-3: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located in an alternative SCEF.



Table 5.16.3.3.3.2-4: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located in an alternative SCEF.




*** Next Change ***
[bookmark: _Toc27045097][bookmark: _Toc36034148][bookmark: _Toc45132296][bookmark: _Toc49776581][bookmark: _Toc51747501][bookmark: _Toc58836723]5.16.3.3.3.3	PUT
The PUT method shall be used to update all properties in an existing provisioning indicated by the Resource URI as defined in subclause 5.16.3.3.2. The SCS/AS shall initiate the HTTP PUT request message and the SCEF shall respond to the message.
This method shall support the URI query parameters, request and response data structures, and response codes, as specified in the table 5.16.3.3.3.3-1 and table 5.16.3.3.3.3-2.
Table 5.16.3.3.3.3-1: URI query parameters supported by the PUT method on this resource 
	Name
	Data type
	Cardinality
	Remarks

	none specified
	
	
	



Table 5.16.3.3.3.3-2: Data structures supported by the PUT request/response by the resource
	Request body
	Data type
	Cardinality
	Remarks

	
	RacsProvisioningData
	1
	Replace an existing parameter provisioning.

	Response body
	
Data type
	
Cardinality
	Response
codes
	
Remarks

	
	RacsProvisioningData
	1
	200 OK
	The provisioning data was replaced successfully. 
The SCEF shall return an updated provisioning information in the response.

	
	array(RacsFailureReport)
	1..N
	500 Internal Server Error
	The RACS data for all RACS IDs were not provisioned successfully.

	
	none
	
	307 Temporary Redirect
	Temporary redirection, during resource modification. The response shall include a Location header field containing an alternative URI of the resource located in an alternative SCEF.
Redirection handling is described in subclause 5.2.KK.

	
	none
	
	308 Permanent Redirect
	Permanent redirection, during resource modification. The response shall include a Location header field containing an alternative URI of the resource located in an alternative SCEF.
Redirection handling is described in subclause 5.2.KK.

	NOTE:	The mandatory HTTP error status codes for the PUT method listed in table 5.2.6-1 also apply.



Table 5.16.3.3.3.3-3: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located in an alternative SCEF.



Table 5.16.3.3.3.3-4: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located in an alternative SCEF.




*** Next Change ***
[bookmark: _Toc27045099][bookmark: _Toc36034150][bookmark: _Toc45132298][bookmark: _Toc49776583][bookmark: _Toc51747503][bookmark: _Toc58836725]5.16.3.3.3.5	DELETE
The DELETE method deletes an existing provisioning resource "Individual RACS Parameter Provisioning". The SCS/AS shall initiate the HTTP DELETE request message and the SCEF shall respond to the message. 
This method shall support the URI query parameters, request and response data structures, and response codes, as specified in the table 5.16.3.3.3.5-1 and table 5.16.3.3.3.5-2.
Table 5.16.3.3.3.5-1: URI query parameters supported by the DELETE method on this resource 
	Name
	Data type
	Cardinality
	Remarks

	N/A
	
	
	



Table 5.16.3.3.3.5-2: Data structures supported by the DELETE request/response on the resource
	Request body
	Data type
	Cardinality
	Remarks

	
	none
	
	

	Response body
	
Data type
	
Cardinality
	Response
codes
	
Remarks

	
	none
	
	204 No Content
	The provisioning was terminated successfully.
The response body shall be empty.

	[bookmark: _GoBack]
	none
	
	307 Temporary Redirect
	Temporary redirection, during resource termination. The response shall include a Location header field containing an alternative URI of the resource located in an alternative SCEF.
Redirection handling is described in subclause 5.2.KK.

	
	none
	
	308 Permanent Redirect
	Permanent redirection, during resource termination. The response shall include a Location header field containing an alternative URI of the resource located in an alternative SCEF.
Redirection handling is described in subclause 5.2.KK.

	NOTE:	The mandatory HTTP error status codes for the DELETE method listed in table 5.2.6-1 also apply.



Table 5.16.3.3.3.5-3: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located in an alternative SCEF.



Table 5.16.3.3.3.5-4: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located in an alternative SCEF.





*** Next Change ***
[bookmark: _Toc18366568][bookmark: _Toc27045127][bookmark: _Toc36034178][bookmark: _Toc45132326][bookmark: _Toc49776611][bookmark: _Toc51747531][bookmark: _Toc58836753]A.16	RacsParameterProvisioning API
openapi: 3.0.0
info:
  title: 3gpp-racs-parameter-provisioning
  version: 1.0.0
  description: |
    API for provisioning UE radio capability parameters.
    © 2020, 3GPP Organizational Partners (ARIB, ATIS, CCSA, ETSI, TSDSI, TTA, TTC).
    All rights reserved.
externalDocs:
  description: 3GPP TS 29.122 V16.6.0 T8 reference point for Northbound APIs
  url: 'http://www.3gpp.org/ftp/Specs/archive/29_series/29.122/'
security:
  - {}
  - oAuth2ClientCredentials: []
servers:
  - url: '{apiRoot}/3gpp-racs-pp/v1'
    variables:
      apiRoot:
        default: https://example.com
        description: apiRoot as defined in subclause 5.2.4 of 3GPP TS 29.122.
paths:
  /{scsAsId}/provisionings:
    parameters:
      - name: scsAsId
        in: path
        description: Identifier of the SCS/AS as defined in subclause subclause 5.2.4 of 3GPP TS 29.122.
        required: true
        schema:
          type: string
    get:
      responses:
        '200':
          description: OK. The provisioning information related to the request URI is returned.
          content:
            application/json:
              schema:
                type: array
                items:
                  $ref: '#/components/schemas/RacsProvisioningData'
                minItems: 0
        '307':
          $ref: 'TS29122_CommonData.yaml#/components/responses/307'
        '308':
          $ref: 'TS29122_CommonData.yaml#/components/responses/308'
        '400':
          $ref: 'TS29122_CommonData.yaml#/components/responses/400'
        '401':
          $ref: 'TS29122_CommonData.yaml#/components/responses/401'
        '403':
          $ref: 'TS29122_CommonData.yaml#/components/responses/403'
        '404':
          $ref: 'TS29122_CommonData.yaml#/components/responses/404'
        '406':
          $ref: 'TS29122_CommonData.yaml#/components/responses/406'
        '429':
          $ref: 'TS29122_CommonData.yaml#/components/responses/429'
        '500':
          $ref: 'TS29122_CommonData.yaml#/components/responses/500'
        '503':
          $ref: 'TS29122_CommonData.yaml#/components/responses/503'
        default:
          $ref: 'TS29122_CommonData.yaml#/components/responses/default'
    post:
      requestBody:
        description: create new provisionings for a given SCS/AS.
        required: true
        content:
          application/json:
            schema:
              $ref: '#/components/schemas/RacsProvisioningData'
      responses:
        '201':
          description: Created. The provisioning was created successfully.
          content:
            application/json:
              schema:
                $ref: '#/components/schemas/RacsProvisioningData'
          headers:
            Location:
              description: 'Contains the URI of the newly created resource'
              required: true
              schema:
                type: string
        '400':
          $ref: 'TS29122_CommonData.yaml#/components/responses/400'
        '401':
          $ref: 'TS29122_CommonData.yaml#/components/responses/401'
        '403':
          $ref: 'TS29122_CommonData.yaml#/components/responses/403'
        '404':
          $ref: 'TS29122_CommonData.yaml#/components/responses/404'
        '411':
          $ref: 'TS29122_CommonData.yaml#/components/responses/411'
        '413':
          $ref: 'TS29122_CommonData.yaml#/components/responses/413'
        '415':
          $ref: 'TS29122_CommonData.yaml#/components/responses/415'
        '429':
          $ref: 'TS29122_CommonData.yaml#/components/responses/429'
        '500':
          description: The RACS data for all RACS IDs were not provisioned successfully.
          content:
            application/json:
              schema:
                type: array
                items:
                  $ref: '#/components/schemas/RacsFailureReport'
                minItems: 1
            application/problem+json:
              schema:
                $ref: 'TS29122_CommonData.yaml#/components/schemas/ProblemDetails'
        '503':
          $ref: 'TS29122_CommonData.yaml#/components/responses/503'
        default:
          $ref: 'TS29122_CommonData.yaml#/components/responses/default'
  /{scsAsId}/provisionings/{provisioningId}:
    parameters:
      - name: scsAsId
        in: path
        description: Identifier of the SCS/AS as defined in subclause subclause 5.2.4 of 3GPP TS 29.122.
        required: true
        schema:
          type: string
      - name: provisioningId
        in: path
        description: Provisioning ID
        required: true
        schema:
          type: string
    get:
      responses:
        '200':
          description: OK. The provisioning information related to the request URI is returned.
          content:
            application/json:
              schema:
                $ref: '#/components/schemas/RacsProvisioningData'
        '307':
          $ref: 'TS29122_CommonData.yaml#/components/responses/307'
        '308':
          $ref: 'TS29122_CommonData.yaml#/components/responses/308'
        '400':
          $ref: 'TS29122_CommonData.yaml#/components/responses/400'
        '401':
          $ref: 'TS29122_CommonData.yaml#/components/responses/401'
        '403':
          $ref: 'TS29122_CommonData.yaml#/components/responses/403'
        '404':
          $ref: 'TS29122_CommonData.yaml#/components/responses/404'
        '406':
          $ref: 'TS29122_CommonData.yaml#/components/responses/406'
        '429':
          $ref: 'TS29122_CommonData.yaml#/components/responses/429'
        '500':
          $ref: 'TS29122_CommonData.yaml#/components/responses/500'
        '503':
          $ref: 'TS29122_CommonData.yaml#/components/responses/503'
        default:
          $ref: 'TS29122_CommonData.yaml#/components/responses/default'
    patch:
      requestBody:
        description: update an existing parameter provisioning.
        required: true
        content:
          application/merge-patch+json:
            schema:
              $ref: '#/components/schemas/RacsProvisioningDataPatch'
      responses:
        '200':
          description: OK. The provisioning data was updated successfully. The SCEF shall return an updated provisioning information in the response.
          content:
            application/json:
              schema:
                $ref: '#/components/schemas/RacsProvisioningData'
        '307':
          $ref: 'TS29122_CommonData.yaml#/components/responses/307'
        '308':
          $ref: 'TS29122_CommonData.yaml#/components/responses/308'
        '400':
          $ref: 'TS29122_CommonData.yaml#/components/responses/400'
        '401':
          $ref: 'TS29122_CommonData.yaml#/components/responses/401'
        '403':
          $ref: 'TS29122_CommonData.yaml#/components/responses/403'
        '404':
          $ref: 'TS29122_CommonData.yaml#/components/responses/404'
        '411':
          $ref: 'TS29122_CommonData.yaml#/components/responses/411'
        '413':
          $ref: 'TS29122_CommonData.yaml#/components/responses/413'
        '415':
          $ref: 'TS29122_CommonData.yaml#/components/responses/415'
        '429':
          $ref: 'TS29122_CommonData.yaml#/components/responses/429'
        '500':
          description: The RACS data for all RACS IDs were not provisioned successfully.
          content:
            application/json:
              schema:
                type: array
                items:
                  $ref: '#/components/schemas/RacsFailureReport'
                minItems: 1
            application/problem+json:
              schema:
                $ref: 'TS29122_CommonData.yaml#/components/schemas/ProblemDetails'
        '503':
          $ref: 'TS29122_CommonData.yaml#/components/responses/503'
        default:
          $ref: 'TS29122_CommonData.yaml#/components/responses/default'
    put:
      requestBody:
        description: update an existing parameter provisioning.
        required: true
        content:
          application/json:
            schema:
              $ref: '#/components/schemas/RacsProvisioningData'
      responses:
        '200':
          description: OK. The provisioning data was updated successfully. The SCEF shall return an updated provisioning information in the response.
          content:
            application/json:
              schema:
                $ref: '#/components/schemas/RacsProvisioningData'
        '307':
          $ref: 'TS29122_CommonData.yaml#/components/responses/307'
        '308':
          $ref: 'TS29122_CommonData.yaml#/components/responses/308'
        '400':
          $ref: 'TS29122_CommonData.yaml#/components/responses/400'
        '401':
          $ref: 'TS29122_CommonData.yaml#/components/responses/401'
        '403':
          $ref: 'TS29122_CommonData.yaml#/components/responses/403'
        '404':
          $ref: 'TS29122_CommonData.yaml#/components/responses/404'
        '411':
          $ref: 'TS29122_CommonData.yaml#/components/responses/411'
        '413':
          $ref: 'TS29122_CommonData.yaml#/components/responses/413'
        '415':
          $ref: 'TS29122_CommonData.yaml#/components/responses/415'
        '429':
          $ref: 'TS29122_CommonData.yaml#/components/responses/429'
        '500':
          description: The RACS data for all RACS IDs were not provisioned successfully.
          content:
            application/json:
              schema:
                type: array
                items:
                  $ref: '#/components/schemas/RacsFailureReport'
                minItems: 1
            application/problem+json:
              schema:
                $ref: 'TS29122_CommonData.yaml#/components/schemas/ProblemDetails'
        '503':
          $ref: 'TS29122_CommonData.yaml#/components/responses/503'
        default:
          $ref: 'TS29122_CommonData.yaml#/components/responses/default'
    delete:
      responses:
        '204':
          description: No Content. The provisioning was terminated successfully. The payload body shall be empty.
        '307':
          $ref: 'TS29122_CommonData.yaml#/components/responses/307'
        '308':
          $ref: 'TS29122_CommonData.yaml#/components/responses/308'
        '400':
          $ref: 'TS29122_CommonData.yaml#/components/responses/400'
        '401':
          $ref: 'TS29122_CommonData.yaml#/components/responses/401'
        '403':
          $ref: 'TS29122_CommonData.yaml#/components/responses/403'
        '404':
          $ref: 'TS29122_CommonData.yaml#/components/responses/404'
        '429':
          $ref: 'TS29122_CommonData.yaml#/components/responses/429'
        '500':
          $ref: 'TS29122_CommonData.yaml#/components/responses/500'
        '503':
          $ref: 'TS29122_CommonData.yaml#/components/responses/503'
        default:
          $ref: 'TS29122_CommonData.yaml#/components/responses/default'
components:
  securitySchemes:
    oAuth2ClientCredentials:
      type: oauth2
      flows:
        clientCredentials:
          tokenUrl: '{tokenUrl}'
          scopes: {}
  schemas: 
    RacsProvisioningData:
      type: object
      properties:
        self:
          $ref: 'TS29122_CommonData.yaml#/components/schemas/Link'
        supportedFeatures:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/SupportedFeatures'
        racsConfigs:
          type: object
          additionalProperties:
            $ref: '#/components/schemas/RacsConfiguration'
          minProperties: 1
          description: Identifies the configuration related to manufacturer specific UE radio capability. Each element uniquely identifies an RACS configuration for an RACS ID and is identified in the map via the RACS ID as key. The response shall include successfully provisioned RACS data.
        racsReports:
          type: object
          additionalProperties:
            $ref: '#/components/schemas/RacsFailureReport'
          minProperties: 1
          description: Supplied by the SCEF. Contains the RACS IDs for which the RACS data are not provisioned successfully.
          readOnly: true
      required:
        - racsConfigs
    RacsFailureReport:
      type: object
      properties:
        racsIds:
          type: array
          items:
            type: string
          minItems: 1
          description: Identifies the RACS ID(s) for which the RACS data are not provisioned successfully.
        failureCode:
          $ref: '#/components/schemas/RacsFailureCode'
      required:
        - racsIds
        - failureCode
    RacsConfiguration:
      type: object
      properties:
        racsId:
          type: string
          description: The UE radio capability ID provided by the SCS/AS to identify the UE radio capability data. See 3GPP TS 23.003 for the encoding.
        racsParamEps:
          type: string
          description: The UE radio capability data in EPS.
        racsParam5Gs:
          type: string
          description: The UE radio capability data in 5GS.
        imeiTacs:
          type: array
          items:
            $ref: 'TS29571_CommonData.yaml#/components/schemas/TypeAllocationCode'
          minItems: 1
          description: Related UE model's IMEI-TAC values.
      anyOf:
        - required: [racsParamEps]
        - required: [racsParam5Gs]
      required:
        - racsId
        - imeiTacs
    RacsProvisioningDataPatch:
      type: object
      properties:
        racsConfigs:
          type: object
          additionalProperties:
            $ref: '#/components/schemas/RacsConfigurationRm'
          minProperties: 1
          description: Identifies the configuration related to manufactuer specific UE radio capability. Each element uniquely identifies an RACS configuration for an RACS ID and is identified in the map via the RACS ID as key.
    RacsConfigurationRm:
      type: object
      properties:
        racsParamEps:
          type: string
          description: The UE radio capability data in EPS.
          nullable: true
        racsParam5Gs:
          type: string
          description: The UE radio capability data in 5GS.
          nullable: true
        imeiTacs:
          type: array
          items:
            $ref: 'TS29571_CommonData.yaml#/components/schemas/TypeAllocationCode'
          minItems: 1
          description: Related UE model's IMEI-TAC values.
      nullable: true
    RacsFailureCode:
      anyOf:
      - type: string
        enum:
          - MALFUNCTION
          - RESOURCE_LIMITATION
          - RACS_ID_DUPLICATED
          - OTHER_REASON
      - type: string
        description: >
          This string provides forward-compatibility with future
          extensions to the enumeration but is not used to encode
          content defined in the present version of this API.
      description: >
        Possible values are
        - MALFUNCTION: This value indicates that something functions wrongly in RACS provisioning or the RACS provisioning does not function at all.
        - RESOURCE_LIMITATION: This value indicates there is resource limitation for RACS data storage.
        - RACS_ID_DUPLICATED: The received RACS identifier(s) are already provisioned.
        - OTHER_REASON: Other reason unspecified.


*** End of Changes ***
