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	Reason for change:
	Subclause 4.2.3.2 describes the AF may modify the application session context information at any time invoke the Npcf_PolicyAuthorization_Update service operation by sending the HTTP PATCH request message.

Operators also have needs from AF to update usage threshold before PCF reporting the accumulated usage upon the threshold is reached.

While in the NOTE of subclause 4.2.5.6, only describes AF can provide a new usage threshold to the PCF after the PCF reports the accumulated usage to the AF.
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	Updates the NOTE of subclause 4.2.5.6, removing the sentence that describes the AF can provide new usage threshold to the PCF after the PCF reports the accumulated usage to the AF.
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Additional discussion(if needed):
Proposed changes:

[bookmark: _Hlk32241584][bookmark: _Hlk32443572]*** 1st Change ***
[bookmark: _Toc28012381][bookmark: _Toc36038331][bookmark: _Toc45133600][bookmark: _Toc51762354][bookmark: _Toc59016926]4.2.5.6	Reporting usage for sponsored data connectivity
When "SponsoredConnectivity" is supported, the AF enabled sponsored data connectivity and the AF provided usage thresholds for such sponsor to the PCF, the PCF shall report accumulated usage to the AF using the Npcf_PolicyAuthorization_Notify service operation when:
-	the PCF detects that the usage threshold provided by the AF has been reached; or
-	the AF disables the sponsored data connectivity.
The PCF shall notify the AF of the accumulated usage by including the "EventsNotification" data type in the body of the HTTP POST request as described in subclause 4.2.5.2.
The PCF shall include:
-	an event of the "AfEventNotification" data type in the "evNotifs" attribute with the matched event "USAGE_REPORT" in the "event" attribute; and
-	the accumulated usage, corresponding to the usage since the last report to the AF, encoded in the "usgRep" attribute.
When the AF receives the HTTP POST request, it shall acknowledge the request by sending a "204 No Content" response to the PCF. The AF may terminate the AF session sending an HTTP POST as described in subclause 4.2.4.2 or update the AF application session context information by providing a new usage threshold sending an HTTP PATCH request to the PCF as described in subclause 4.2.3.5 or an HTTP PUT request to the PCF as described in subclause 4.2.6.4.
NOTE:	After the PCF reports the accumulated usage to the AF, the AF can provide a new usage threshold to the PCF. Once the accumulated usage is reported by the PCF to the AF, tThe monitoring will not start until the PCF receives the new threshold from the AF and provides it to the SMF.

*** End of Changes ***

