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*** First Change ***
[bookmark: _Toc18512526][bookmark: _Toc34124989][bookmark: _Toc34125251][bookmark: _Toc36041868][bookmark: _Toc45134909][bookmark: _Toc45134979][bookmark: _Toc51764343][bookmark: _Toc59020336]4.2.1	Introduction
Service operations defined for the Nucmf_Provisioning Service are shown in table 4.2.1-1.
Table 4.2.1-1: Nucmf_Provisioning Service Operations
	Service Operation Name
	Description
	Initiated by

	Nucmf_Provisioning_Create
	This service operation is used by an NF service consumer to create UE radio capability provisioning resource for Manufacturer-assigned UE Radio Capability IDs.
	NF service consumer (e.g. AF, NEF)

	Nucmf_Provisioning_Update
	This service operation is used by an NF service consumer to modify UE radio capability provisioning resource for Manufacturer-assigned UE Radio Capability IDs.
	NF service consumer (e.g. AF, NEF)

	Nucmf_Provisioning_Delete
	This service operation is used by an NF service consumer to remove a UE radio capability provisioning resource.
	NF service consumer (e.g. AF, NEF)




*** Next Change ***
[bookmark: _Toc532994477][bookmark: _Toc18512574][bookmark: _Toc34125039][bookmark: _Toc34125301][bookmark: _Toc36041918][bookmark: _Toc45134959][bookmark: _Toc45135029][bookmark: _Toc51764393][bookmark: _Toc59020386][bookmark: _Hlk525137310]5.9	Security
As indicated in 3GPP TS 33.501 [8] and 3GPP TS 29.500 [4], the access to the Nucmf_Provisioning API may be authorized by means of the OAuth2 protocol (see IETF RFC 6749 [9]), based on local configuration, using the "Client Credentials" authorization grant, where the NRF (see 3GPP TS 29.510 [10]) plays the role of the authorization server.
If OAuth2 is used, an NF Sservice Cconsumer, prior to consuming services offered by the Nucmf_Provisioning API, shall obtain a "token" from the authorization server, by invoking the Access Token Request service, as described in 3GPP TS 29.510 [10], clause 5.4.2.2.
NOTE:	When multiple NRFs are deployed in a network, the NRF used as authorization server is the same NRF that the NF Sservice Cconsumer used for discovering the Nucmf_Provisioning service.
[bookmark: _Hlk530142087]The Nucmf_Provisioning API defines a single scope "nucmf-provisioning" for the entire service, and it does not define any additional scopes at resource or operation level.

*** End of Changes ***

