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	Reason for change:
	The applicability column of the "servingNetwork" and "pduSessRelCause" attributes in Table 5.6.2.15-1 is not set correctly:
· Clause 4.2.5.4 clearly indicates that the "servingNetwork" attribute only depends on the "NetLoc" feature, not on both the "NetLoc" and the "RAN-NAS-Cause" features: "… Additional, for NetLoc feature, if the user location information is not available, the SMF shall include the PLMN identifier and for SNPN also the NID within the "servingNetwork" attribute …".
· As defined in clause 4.2.5.2, the "pduSessRelCause" attribute also applies to the "ImmediateTermination" feature.

	
	

	Summary of change:
	This CR proposes to:
· Remove the dependency of the the "servingNetwork" attribute to the "RAN-NAS-Cause" feature in Table 5.6.2.15-1.
· Add the "ImmediateTermination" feature in the applicability column of the "pduSessRelCause" attribute also in Table 5.6.2.15-1.

	
	

	Consequences if not approved:
	· The applicability column of the "servingNetwork" and "pduSessRelCause" attributes in Table 5.6.2.15-1 remains incorrect.
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Table 5.6.2.15-1: Definition of type SmPolicyDeleteData
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	userLocationInfo
	UserLocation
	O
	0..1
	The location of the served UE is camping.
	RAN-NAS-Cause, NetLoc

	ueTimeZone
	TimeZone 
	O
	0..1
	The time zone where the served UE is camping.
	RAN-NAS-Cause, NetLoc

	userLocationInfoTime
	DateTime
	O
	0..1
	Contains the NTP time at which the UE was last known to be in the location.
	RAN-NAS-Cause, NetLoc

	servingNetwork
	PlmnIdNid
	O
	0..1
	The serving network where the served UE is camping. For an SNPN the NID together with the PLMN ID identifies the SNPN.
	RAN-NAS-Cause, NetLoc

	ranNasRelCauses
	array(RanNasRelCause)
	O
	1..N
	indicates the RAN or NAS release cause code information.
	RAN-NAS-Cause

	accuUsageReports
	array(AccuUsageReport)
	O
	1..N
	Contains the usage report.
	UMC

	pduSessRelCause
	PduSessionRelCause
	O
	0..1
	Indicates PDU session release cause.
	PDUSessionRelCause, ImmediateTermination

	qosMonReports
	array(QosMonitoringReport)
	O
	1..N
	QoS Monitoring reporting information.
	QosMonitoring
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