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This clause specifies the application data model supported by the API.
Table 5.1.6.1-1 specifies the data types defined for the Nnef_EventExposure service based interface protocol.
Table 5.1.6.1-1: Nnef_EventExposure specific Data Types
	Data type
	Section defined
	Description
	Applicability

	NefEvent
	5.1.6.3.3
	
	

	NefEventExposureNotif
	5.1.6.2.3
	
	

	NefEventExposureSubsc
	5.1.6.2.2
	
	

	NefEventFilter
	5.1.6.2.7
	
	

	NefEventNotification
	5.1.6.2.4
	
	

	NefEventSubs
	5.1.6.2.5
	
	

	ServiceExperienceInfo
	5.1.6.2.9
	
	ServiceExperience

	TargetUeIdentification
	5.1.6.2.8
	
	

	UeCommunicationInfo
	5.1.6.2.6
	
	UeCommunication

	UeMobilityInfo
	5.1.6.2.10
	
	UeMobility

	UeTrajectoryInfo
	5.1.6.2.11
	
	UeMobility



Table 5.1.6.1-2 specifies data types re-used by the Nnef_EventExposure service based interface protocol from other specifications, including a reference to their respective specifications and when needed, a short description of their use within the Nnef_EventExposure service based interface. 
Table 5.1.6.1-2: Nnef_EventExposure re-used Data Types
	Data type
	Reference
	Comments
	Applicability

	ApplicationId
	3GPP TS 29.571 [16]
	
	

	ReportingInformation
	3GPP TS 29.523 [22]
	
	

	CommunicationCollection
	3GPP TS 29.517 [18]
	
	UeCommunication

	DateTime
	3GPP TS 29.571 [16]
	
	

	ExceptionInfo
	3GPP TS 29.517 [18]
	
	Exceptions

	GroupId
	3GPP TS 29.571 [16]
	
	

	NetworkAreaInfo
	3GPP TS 29.554 [21]
	
	

	Supi
	3GPP TS 29.571 [16]
	
	

	SupportedFeatures
	3GPP TS 29.571 [16]
	
	

	ServiceExperienceInfoPerFlow
	3GPP TS 29.517 [18]
	
	ServiceExperience

	UserLocation
	3GPP TS 29.571 [16]
	
	UeMobility

	Uri
	3GPP TS 29.571 [16]
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