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* * * First Change * * * *

[bookmark: _Toc11338781][bookmark: _Toc27585485][bookmark: _Toc36457491][bookmark: _Toc45028408][bookmark: _Toc45029243][bookmark: _Toc67682007][bookmark: _Toc67683300]6.4.6.1	General
This clause specifies the application data model supported by the API.
Table 6.4.6.1-1 specifies the data types defined for the Nudm_EE service API.
Table 6.4.6.1-1: Nudm_EE specific Data Types
	Data type
	Clause defined
	Description

	EeSubscription
	6.4.6.2.2
	A subscription to Notifications

	MonitoringConfiguration
	6.4.6.2.3
	Monitoring Configuration

	MonitoringReport
	6.4.6.2.4
	Monitoring Report

	Report
	6.4.6.2.5
	

	ReportingOptions
	6.4.6.2.6
	

	ChangeOfSupiPeiAssociationReport
	6.4.6.2.7
	

	RoamingStatusReport
	6.4.6.2.8
	

	CreatedEeSubscription
	6.4.6.2.9
	

	LocationReportingConfiguration
	6.4.6.2.10
	

	CnTypeChangeReport
	6.4.6.2.11
	

	ReachabilityForSmsReport
	6.4.6.2.12
	

	DatalinkReportingConfiguration
	6.4.6.2.13
	Reporting configuration for events related to data link

	CmInfoReport
	6.4.6.2.14
	Reporting UE's Connection Management State information per access type

	LossConnectivityCfg
	6.4.6.2.15
	Configuration for loss of connectivity event

	PduSessionStatusCfg
	6.4.6.2.16
	Reporting configuration for events related to PDU session Status

	ReachabilityReport
	6.4.6.2.17
	Reachability report

	ReachabilityForDataConfiguration
	6.4.6.2.18
	Reachability for Data Configuration

	EeMonitoringRevoked
	6.4.6.2.19
	Revoked monitoring events information 

	MonitoringEvent
	6.4.6.2.20
	Monitoring Event

	MaxNumOfReports
	6.4.6.3.2
	Maximum number of reports

	ReferenceId
	6.4.6.3.2
	Reference Identity

	EventType
	6.4.6.3.3
	Event type of UDM Event Exposure service

	LocationAccuracy
	6.4.6.3.4
	Location Accuracy definition

	CnType
	6.4.6.3.5
	Core Network Type

	AssociationType
	6.4.6.3.6
	

	EventReportMode
	6.4.6.3.7
	

	ReachabilityForSmsConfiguration
	6.4.6.3.8
	

	ReachabilityForDataReportConfig
	6.4.6.3.9
	

	RevokedCause
	6.4.6.3.10
	Revocation Cause for the monitoring event



Table 6.4.6.1-2 specifies data types re-used by the Nudm_EE service API from other specifications, including a reference to their respective specifications and when needed, a short description of their use within the Nudm_EE service API.
Table 6.4.6.1-2: Nudm_EE re-used Data Types
	Data type
	Reference
	Comments

	Uri
	3GPP TS 29.571 [7]
	Uniform Resource Identifier

	SupportedFeatures
	3GPP TS 29.571 [7]
	see 3GPP TS 29.500 [4] clause 6.6

	DateTime
	3GPP TS 29.571 [7]
	

	Pei
	3GPP TS 29.571 [7]
	

	PlmnId
	3GPP TS 29.571 [7]
	

	Gpsi
	3GPP TS 29.571 [7]
	

	AccessType
	3GPP TS 29.571 [7]
	

	PatchResult
	3GPP TS 29.571 [7]
	

	DddTrafficDescriptor
	3GPP TS 29.571 [7]
	

	SamplingRatio
	3GPP TS 29.571 [7]
	

	DurationSec
	3GPP TS 29.571 [7]
	

	DlDataDeliveryStatus
	3GPP TS 29.571 [7]
	Downlink data delivery status

	Dnn
	3GPP TS 29.571 [7]
	Data Network Name with Network Identifier only.

	Snssai
	3GPP TS 29.571 [7]
	Single NSSAI

	DiameterIdentity
	3GPP TS 29.571 [7]
	Diameter Identify (FQDN)

	CmInfo
	3GPP TS 29.518 [36]
	Describe the Connection Management state information for an access type

	MtcProviderInformation
	3GPP TS 29.571 [7]
	MTC Provider Information

	NfInstanceId
	3GPP TS 29.571 [7]
	Network Function Instance Identifier

	NotificationFlag
	3GPP TS 29.571 [6]
	Notification flag

	UeReachability
	3GPP TS 29.518 [36]
	Describes the reachability of the UE




* * * Next Change * * * *

[bookmark: _Toc11338788][bookmark: _Toc27585492][bookmark: _Toc36457498][bookmark: _Toc45028415][bookmark: _Toc45029250][bookmark: _Toc67682014][bookmark: _Toc67683307]6.4.6.2.6	Type: ReportingOptions
Table 6.4.6.2.6-1: Definition of type ReportingOptions
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	reportMode
	EventReportMode
	O
	0..1
	Indicates the mode of report (e.g, periodic reporting along with periodicity, reporting based on event detection). See clause 4.15.1 of 3GPP TS23.502 [3].
	

	maxNumOfReports
	MaxNumOfReports
	C
	0..1
	Maximum number of reports. If the event subscription is for a group of UEs, this parameter shall be applied to each individual member UE of the group.
(NOTE 2)
	

	expiry
	DateTime
	C
	0..1
	This IE shall be included in an event subscription response, if, based on operator policy, the UDM needs to include an expiry time, and may be included in an event subscription request. When present, this IE shall represent the time at which monitoring shall cease and the subscription becomes invalid. If the maxNumOfReports included in an event subscription response is 1 and if an event report is included in the subscription response then the value of the expiry included in the response shall be an immediate timestamp.
(NOTE 2)
	

	samplingRatio
	SamplingRatio
	O
	0..1
	Indicates the percentage of sampling among impacted UEs, this parameter is used for group-based monitoring configuration. See clause 4.15.1 of 3GPP TS23.502 [3].
(NOTE 1)
	

	guardTime
	DurationSec
	O
	0..1
	Indicates the time for which the Monitoring Event Reporting(s) detected by the UEs in a group can be aggregated before sending them to the consumer NF, this parameter is used for group-based monitoring configuration. See clause 4.15.1 of 3GPP TS23.502 [3].
	

	reportPeriod
	DurationSec
	C
	0..1
	Indicates the interval time between which the event notification is reported, shall be present if reportMode is "PERIODIC".
	

	notifFlag
	NotificationFlag
	O
	0..1
	Indicates the notification flag, which is used to mute/unmute notifications and to retrieve events stored during a period of muted notifications.
(NOTE 3)
	EneNA

	NOTE 1:	Parameter only applicable to certain event IDs reporting metrics (e.g. Number of UEs present in a geographical area) used and used e.g. by the NWDAF for data collection.
NOTE 2	If parameter "maxNumOfReports" and "expiry" are included at the same time, the subscription will expire as soon as one of the conditions is met. If the ReportMode is set to "PERIODIC", at least one of the "maxNumOfReports" and "expiry" attributes shall be included.
NOTE 3 	The information is only applicable to the event detected by a remote NF (e.g. AMF) and directly notified to the NF consumer (e.g. NWDAF), the UDM shall ignore this attribute in other scenarios.



* * * Next Change * * * *

[bookmark: _Toc11338804][bookmark: _Toc27585512][bookmark: _Toc36457519][bookmark: _Toc45028437][bookmark: _Toc45029272][bookmark: _Toc67682044][bookmark: _Toc67683337]6.4.8	Feature Negotiation
The optional features in table 6.4.8-1 are defined for the Nudm_EE API. They shall be negotiated using the extensibility mechanism defined in clause 6.6 of 3GPP TS 29.500 [4].
Table 6.4.8-1: Supported Features
	Feature number
	Feature Name
	Description

	1
	PatchReport
	If some of the modifications included in the PATCH request are not successfully implemented, the UDM reports the result of PATCH request execution to the consumer. See clause 5.2.7.2 of 3GPP TS 29.500 [4].

	x
	EneNA
	Enhancement of Enablers for Network Automation for 5G

An UDM and an NF that support this feature shall support the enhancement of network data analytics specified in 3GPP TS 23.288 [35].



* * * Next Change * * * *
[bookmark: _Toc11338881][bookmark: _Toc27585642][bookmark: _Toc36457665][bookmark: _Toc45028584][bookmark: _Toc45029419][bookmark: _Toc67682193][bookmark: _Toc67683486][bookmark: _Hlk9329844]A.5	Nudm_EE API
openapi: 3.0.0

info:
  version: '1.2.0-alpha.2'
  title: 'Nudm_EE'
  description: |
    Nudm Event Exposure Service.
    © 2021, 3GPP Organizational Partners (ARIB, ATIS, CCSA, ETSI, TSDSI, TTA, TTC).
    All rights reserved.
[…]
    ReportingOptions:
      type: object
      properties:
        reportMode:
          $ref: '#/components/schemas/EventReportMode'
        maxNumOfReports:
          $ref: '#/components/schemas/MaxNumOfReports'
        expiry:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/DateTime'
        samplingRatio:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/SamplingRatio'
        guardTime:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/DurationSec'
        reportPeriod:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/DurationSec'
        notifFlag:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/NotificationFlag'
[…]

* * * End of Changes * * * *


