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Table 6.1.5.2.6-1: Definition of type EventNotifyData
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	supi
	Supi
	O
	0..1
	Subscription Permanent Identifier
	

	gpsi
	Gpsi
	O
	0..1
	Generic Public Subscription Identifier
	

	ldrReference
	LdrReference
	M
	1
	LDR Reference
	

	eventNotifyDataType
	EventNotifyDataType
	M
	1
	The type of event that triggers event notification
	

	locationEstimate
	GeographicArea
	O
	0..1
	Geographic area of the target UE
	

	civicAddress
	cCivicAddress
	O
	0..1
	Civic address of the target UE
	

	ageOfLocationEstimate
	AgeOfLocationEstimate
	O
	0..1
	Age of location estimate
	

	positioningDataList
	array(PositioningMethodAndUsage)
	O
	1..N
	If present, this IE shall indicate the usage of each non-GANSS positioning method that was attempted to determine the location estimate, either successfully or unsuccessfully.
	

	gnssPositioningDataList
	array(GnssPositioningMethodAndUsage)
	O
	1..N
	If present, this IE shall indicate the usage of each GANSS positioning method that was attempted to determine the location estimate, either successfully or unsuccessfully.
	

	lmfIdentification
	LmfIdentification
	O
	0..1
	LMF identification that stores the location context of the target UE
	

	amfId
	AmfId
	O
	0..1
	The identification of AMF that is serving the target UE
	

	terminationCause
	TerminationCause
	C
	0..1
	The IE shall be included if event reporting has been terminated
	

	velocityEstimate
	VelocityEstimate
	C
	0..1
	If present, this IE contain an estimate of the velocity of the target UE, composed by horizontal speed, vertical speed, and their respective uncertainty.
This IE shall be sent from (V)GMLC to (H)GMLC if received by VGMLC from AMF when roaming.
	

	altitude
	Altitude
	C
	0..1
	If present, this IE indicates the altitude of the positioning estimate.
This IE shall be sent from (V)GMLC to (H)GMLC if received by VGMLC from AMF when roaming.
	

	targetNode
	NfInstanceId
	C
	0..1
	For mobility of a UE with periodic or triggered location, this IE contains the address of the new serving node and shall be sent from (V)GMLC to (H)GMLC if received by VGMLC from AMF when roaming.
	

	accuracyFulfilmentIndicator
	AccuracyFulfilmentIndicator
	O
	0..1
	The indication whether the obtained location estimate satisfies the requested accuracy or not
	

	failureCause
	FailureCause
	C
	0..1
	This IE shall contain the failure cause for the UE if present.
The IE shall be included if positioning has failed for the target UE in the target group.
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