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*******
* * * First Change * * * *

2	References
The following documents contain provisions which, through reference in this text, constitute provisions of the present document.
[bookmark: OLE_LINK4][bookmark: OLE_LINK3][bookmark: OLE_LINK2][bookmark: OLE_LINK1]-	References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.
-	For a specific reference, subsequent revisions do not apply.
-	For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.
[1]	3GPP TR 21.905: "Vocabulary for 3GPP Specifications".
[2]	3GPP TS 29.504: "5G System; Unified Data Repository Services; Stage 3".
[3]	3GPP TS 29.571: "5G System; Common Data Types for Service Based Interfaces Stage 3".
[4]	3GPP TS 23.501: "System Architecture for the 5G System; Stage 2".
[5]	3GPP TS 23.003: "Numbering, addressing and identification".
[6]	3GPP TS 29.503: "Unified Data Management Services".
[7]	3GPP TS 29.501: "5G System; Principles and Guidelines for Services Definition; Stage 3".
[8]	3GPP TS 29.500: "5G System; Technical Realization of Service Based Architecture; Stage 3".
[9]	3GPP TS 33.501: "Security architecture and procedures for 5G system".
[10]	3GPP TS 33.102: "3G Security; Security architecture".
[11]	3GPP TS 35.206: "An example algorithm set for the 3GPP authentication and key generation functions f1, f1*, f2, f3, f4, f5 and f5*; Document 2: Algorithm specification".
[12]	3GPP TS 35.231: "A second example algorithm set for the 3GPP authentication and key generation functions f1, f1*, f2, f3, f4, f5 and f5*; Document 1: Algorithm specification ".
[13]	3GPP TS 29.518: "5G System; Access and Mobility Management Services; Stage 3".
[14]	3GPP TR 21.900: "Technical Specification Group working methods".
[15]	3GPP TS 29.509: "Authentication Server Services; Stage 3".
[16]	IETF RFC 3986: "Uniform Resource Identifier (URI): Generic Syntax".
[17]	3GPP TS 29.519: "5G System; Usage of the Unified Data Repository service for Policy Data, Application Data and Structured Data for Exposure; Stage 3".
[18]	3GPP TS 23.316: "Wireless and wireline convergence access support for the 5G System (5GS); Stage 2".
[Y]	3GPP TS 29.508: "5G System; Session Management Event Exposure Service; Stage 3".
[bookmark: _Toc20126916][bookmark: _Toc27588892][bookmark: _Toc36459688][bookmark: _Toc45029249][bookmark: _Toc56519869][bookmark: _Toc67688969]* * * For information * * * *
[bookmark: _Toc58584463][bookmark: _Toc56520757][bookmark: _Toc67689209]5.2.31A.1	Description
This resource represents information relevant to an individual EE Subscription for a UE. Depending on the Event Types of the EeSubscription, the UDM may need to consume the Nsmf_EventExposure_Subscribe service operation to subscribe at the SMF (see 3GPP TS 29.508 [Y]). After successful subscription at the SMF, the UDM needs to store within the UDR related information, e.g. the SubscriptionId allocated by the SMF.
This resource is modelled with the Document resource archetype (see clause C.1 of 3GPP TS 29.501 [7]).

* * * End Of Change * * * *
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