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	Reason for change:
	1) A UE simultaneously connected to the same 5G Core Network of a PLMN over a 3GPP access and a non-3GPP access shall be served by a single AMF in this 5G Core Network.

When an UE initially served via non-3GPP access by an AMF selected based on non-geographical criteria (e.g. because the UE had no 3GPP access coverage or because only non-geographically selectable N3IWF are deployed) gets 3GPP access and is now to be served by an AMF selected in the same PLMN by the NG-RAN based on geographical criteria, the new AMF shall retrieve the PDU session contexts from the old AMF. See clause 4.12.8 of TS 23.502. 

2) the n3IwfId, wagfId, tngfId and anN2ApId attributes shall not be included in the non-3GPP MM context when PDU session contexts associated to non-3GPP access types are not transferred, e.g. during an initial registration over non-3GPP access, or during an initial registration over 3GPP access in a different PLMN than the PLMN serving the non-3GPP access.


	
	

	Summary of change:
	1) During a UE context transfer procedure during an initial registration, the old AMF shall return the requested UE Context without PDU Session Contexts associated to the access type indicated in the request by the new AMF, but including PDU session contexts associated to the other access type (unless the old AMF determines that that there is no possibility for relocating the N2 interface for non-3GPP access to the (target) AMF).

2) the n3IwfId, wagfId, tngfId and anN2ApId attributes shall not be included in the non-3GPP MM context when PDU session contexts associated to non-3GPP access types are not transferred.


	
	

	Consequences if not approved:
	During UE's mobility from a non-geographically selected AMF to a geographically selected AMF, the new AMF does not retrieve PDU session contexts associated to the non-3GPP access, causing the loss of the PDU sessions associated to the non-3GPP access. Stage 2 requirements of clause 4.12.8 of TS 23.502 cannot be implemented.

Passing the n3IwfId, wagfId, tngfId and anN2ApId attributes in the non-3GPP MM contexts when the PDU session contexts associated with the non-3GPP access are not transferred can result in the new AMF misusing corresponding information and causing failures to the non-3GPP access PDU sessions.  
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* * * First Change * * * *
[bookmark: _Toc56691418][bookmark: _Toc56698682][bookmark: _Toc67680628][bookmark: _Toc25156170][bookmark: _Toc34124470][bookmark: _Toc43207584][bookmark: _Toc49857064][bookmark: _Toc56676895][bookmark: _Toc56696143][bookmark: _Toc67683284][bookmark: _Toc24925845][bookmark: _Toc24926023][bookmark: _Toc24926199][bookmark: _Toc33964059][bookmark: _Toc33980813][bookmark: _Toc36462614][bookmark: _Toc36462810][bookmark: _Toc43026054][bookmark: _Toc49763588][bookmark: _Toc56754052][bookmark: _Toc67731253]5.2.2.2.1	UEContextTransfer
[bookmark: _Toc56691419][bookmark: _Toc56698683][bookmark: _Toc67680629]5.2.2.2.1.1	General
The UEContextTransfer service operation is used during the following procedure:
-	General Registration procedure (see 3GPP TS 23.502 [3], clause 4.2.2.2.2)
The UEContextTransfer service operation is invoked by a NF Service Consumer, e.g. a target AMF, towards the AMF (acting as source AMF), when the target AMF receives a Registration Request with the UE's 5G-GUTI included and the serving AMF has changed since last registration, to retrieve the UE Context, e.g. the UE's SUPI and MM Context, in the source AMF.
The NF Service Consumer (e.g. the target AMF) shall retrieve the UE Context by invoking the "transfer" custom method on the URI of an "Individual ueContext" resource identified by UE's 5G-GUTI, see clause 6.1.3.2.4. See also Figure 5.2.2.2.1.1-1.


Figure 5.2.2.2.1.1-1 UE Context Transfer
1.	The NF Service Consumer, e.g. target AMF, shall send a HTTP POST request to invoke "transfer" custom method on an "Individual ueContext" resource URI. The payload of the request shall be an object of "UeContextTranferReqData" data type.
	If UE Context Transfer is triggered by UE initial registration or mobility registration, the NF Service Consumer, e.g. target AMF, shall set the reason attribute to "INIT_REG" or "MOBI_REG" and include the integrity protected registration request message which triggers the UE context transfer in the payload.
2a.	On success:
-	if the reason attribute is "INIT_REG" and integrity check is successful, the (source) AMF shall respond with the status code "200 OK". The payload of the response shall be an object of "UeContextTransferRspData" data type, containing:
case a) the representation of the requested UE Context withoutas follows: 
-	without PDU Session Contexts associated to the access type indicated in the request by the NF Service Consumer (e.g. target AMF); and 
-	with PDU Session Contexts associated to the other access type, if the UE is registered for the other access type in the (source) AMF, unless the source AMF determines based on the PLMN ID of the (target) AMF that there is no possibility for relocating the N2 interface for non-3GPP access to the (target) AMF; 
or
case b) the representation of the requested UE Context only containing the "supi" attribute, if the UE is registered in a different access type in the (source) AMF and the source AMF determines based on the PLMN ID of the (target) AMF that there is no possibility for relocating the N2 interface to the (target) AMF.
-	If the reason attribute is "MOBI_REG" and integrity check is successful, the (source) AMF shall respond with the status code "200 OK". The payload of the response shall be an object of "UeContextTransferRspData" data type, containing:
a)	the representation of the complete UE Context including available MM and PDU Session Contexts; or
b)	the representation of the requested UE Context including the available MM and PDU Session Contexts for the 3GPP access type, if the UE is registered for both 3GPP and non-3GPP accesses in the (source) AMF and the source AMF determines based on the PLMN ID of the (target) AMF that there is no possibility for relocating the N2 interface for non-3GPP access to the (target) AMF.
NOTE:	The source AMF can determine that it is not possible to relocate the N2 interface to the target AMF when both AMFs pertain to different PLMNs.
	The UE context shall contain trace control and configuration parameters, if signalling based trace has been activated (see 3GPP TS 32.422 [30]). 

The NF Service Consumer, e.g. target AMF, starts tracing according to the received trace control and configuration parameters, if trace data is received in the UE context indicating that signalling based trace has been activated. Once the NF Service Consumer receives subscription data, trace requirements received from the UDM supersedes the trace requirements received from the AMF.
	The UE context shall contain event subscriptions information in the following cases:
a)	Any NF Service Consumer has subscribed for UE specific event; and/or
b)	Any NF Service Consumer has subscribed for UE group specific events to which the UE belongs. In this case the event subscriptions provided in the UE context shall contain the event details applicable to this specific UE in the group (e.g maxReports in options IE).
	The NF Service Consumer, e.g. target AMF, shall:
-	in case a) create event subscriptions for the UE specific events;
-	in case b) create event subscriptions for the group Id if there are no existing event subscriptions for that group Id, subscription change notification URI (subsChangeNotifyUri) and the subscription change notification correlation Id (subsChangeNotifyCorrelationId). If there is already an existing event subscription for the group Id, and for the given subscription change notification URI (subsChangeNotifyUri) and subscription change notification correlation Id (subsChangeNotifyCorrelationId), then an event subscription shall not be created at the NF Service Consumer. The individual UE specific event details (e.g maxReports in options IE) within that group shall be taken into account.
-	for both the cases, for each created event subscription, allocate a new subscription Id, if necessary (see clause 6.5.2 of 3GPP TS 29.500 [4]), and if allocated, send the new subscription Id to the notification endpoint for informing the subscription Id creation, along with the notification correlation Id for the subscription Id change. If the UEContextTransfer service operation is performed towards the old AMF as part of the EPS to 5GS mobility registration procedure using N26 interface (see clause 4.11.1.3.3 of 3GPP TS 23.502 [3]), the target AMF may also initiate event subscription synchronization procedure with UDM, as specified in clause 5.3.2.4.2, when both the target AMF and the UDM support the "ESSYNC" feature.
NOTE:	Subscription Id can be reused if the mobility is between AMFs of same AMF Set.
If the UE context being transferred from the source AMF is the last UE context that belongs to a UE group Id related subscription, then the source AMF shall not delete the UE group Id related subscription until the expiry of that event subscription (see clause 5.3.2.2.2).
The source AMF shall not transfer those PDU sessions which are not supported by the target AMF, e.g. the MA-PDU sessions shall not be transferred if the target AMF does not support ATSSS.
2b.	On failure or redirection, one of the HTTP status code listed in Table 6.1.3.2.4.4.2-2 shall be returned. For a 4xx/5xx response, the message body shall contain a ProblemDetails structure with the "cause" attribute set to one of the application errors listed in Table 6.1.3.2.4.4.2-2.

* * * Next Change * * * *
[bookmark: _Toc25156391][bookmark: _Toc34124693][bookmark: _Toc43207817][bookmark: _Toc49857287][bookmark: _Toc56677123][bookmark: _Toc56691646][bookmark: _Toc56698910][bookmark: _Toc67680873]6.1.6.2.34	Type: MmContext
Table 6.1.6.2.34-1: Definition of type MmContext
	Attribute name
	Data type
	P
	Cardinality
	Description

	accessType
	AccessType
	M
	1
	This IE shall contain the access type of the MM context.

	nasSecurityMode
	NasSecurityMode
	C
	0..1
	This IE shall be present if available in 3GPP access MM context. When present, this IE shall contain the used NAS security mode of the UE.

	epsNasSecurityMode
	EpsNasSecurityMode
	C
	0..1
	This IE shall be present in 3GPP access MM context if selected EPS NAS security algorithms have been previously provided to the UE, as specified in clause 6.7.2 of 3GPP TS 33.501 [27].

When present, this IE shall contain the selected EPS NAS security algorithms provided to the UE.

	nasDownlinkCount
	NasCount
	C
	0..1
	This IE shall be present if available in 3GPP access MM context. When present, this IE shall contain the NAS downlink count of the UE.

	nasUplinkCount
	NasCount
	C
	0..1
	This IE shall be present if available in 3GPP access MM context. When present, this IE shall contain the NAS uplink count of the UE.

	ueSecurityCapability
	UeSecurityCapability
	C
	0..1
	This IE shall be present if available in 3GPP access MM context. When present, this IE shall contain the UE security capability

	s1UeNetworkCapability
	S1UeNetworkCapability
	C
	0..1
	This IE shall be present if available in 3GPP access MM context. When present, this IE shall contain the S1 UE network capabilities.

	allowedNssai
	array(Snssai)
	C
	1..N
	This IE shall be present if the source AMF and the target AMF are in the same PLMN and if available. When present, this IE shall contain the allowed NSSAI for the access type.

	nssaiMappingList
	array(NssaiMapping)
	C
	1..N
	This IE shall be present if the source AMF and the target AMF are in the same PLMN and if available. When present, this IE shall contain the mapping of the allowed NSSAI for the UE.

	allowedHomeNssai
	array(Snssai)
	C
	1..N
	This IE shall be present if the source AMF and the target AMF are in different PLMNs and if available. When present, this IE shall contain the home S-NSSAIs corresponding to the allowed NSSAI for the access type.

	nsInstanceList
	array(NsiId)
	C
	1..N
	This IE shall be present if available. When present, it shall indicate the Network Slice Instances selected for the UE.

	expectedUEbehavior
	ExpectedUeBehavior
	C
	0..1
	This IE shall be present if available. When present it shall indicate the expected UE moving trajectory and its validity period. See 3GPP TS 23.502 [3] clause 4.15.6.3.

	ueDifferentiationInfo
	UeDifferentiationInfo
	C
	0..1
	This IE shall be present if available. When present it shall indicate UE Differentiation Information and its validity period.

	plmnAssiUeRadioCapId
	PlmnAssiUeRadioCapId
	C
	0..1
	This IE shall be present if the source AMF supports RACS feature and if available. When present it shall be the PLMN-assigned UE Radio Capability ID.
(NOTE 1)

	manAssiUeRadioCapId
	ManAssiUeRadioCapId
	C
	0..1
	This IE shall be present if the source AMF supports RACS feature and if available. When present it shall be the Manufacturer-assigned UE Radio Capability ID.

	ucmfDicEntryId
	string
	C
	0..1
	This IE shall be present if the source AMF supports RACS feature and if available. When present it shall be the UCMF allocated dicEntryId received from the UCMF.

	n3IwfId
	GlobalRanNodeId
	C
	0..1
	This IE shall be present during Registration procedure with AMF changes as specified in clause 4.2.2.2 of 3GPP TS 23.502 [3], if the old AMF holds UE context established via N3IWF and if the PDU sessions associated with the non-3GPP access are transferred to the new AMF (see clause 5.2.2.2.1.1).
When present, this IE shall contain the Global RAN Node ID of N3IWF.

	wagfId
	GlobalRanNodeId
	C
	0..1
	This IE shall be present during Registration procedure with AMF changes as specified in clause 4.2.2.2 of 3GPP TS 23.502 [3], if the old AMF holds UE context established via W-AGF and if the PDU sessions associated with the non-3GPP access are transferred to the new AMF (see clause 5.2.2.2.1.1).
When present, this IE shall contain the Global RAN Node ID of W-AGF.

	tngfId
	GlobalRanNodeId
	C
	0..1
	This IE shall be present during Registration procedure with AMF changes as specified in clause 4.2.2.2 of 3GPP TS 23.502 [3], if the old AMF holds UE context established via TNGF and if the PDU sessions associated with the non-3GPP access are transferred to the new AMF (see clause 5.2.2.2.1.1).
When present, this IE shall contain the Global RAN Node ID of TNGF.

	anN2ApId
	integer
	C
	0..1
	This IE shall be present during Registration procedure with AMF changes, as specified in clause 4.2.2.2 of 3GPP TS 23.502 [3], if the old AMF holds UE context established via N3IWF/W-AGF/TNGF, and the UE is in CM-CONNECTED state via N3IWF/W-AGF/TNGF and if the PDU sessions associated with the non-3GPP access are transferred to the new AMF (see clause 5.2.2.2.1.1).
When present, this IE shall contain the RAN UE NGAP ID over N2 interface.

	nssaaStatusList
	array(NssaaStatus)
	C
	1..N
	This IE shall be present if available. When present, it shall contain the subscribed S-NSSAIs subject to NSSAA procedure and for which a status information is available. See 3GPP TS 23.501 [2] clause 5.15.5.2.1 and 3GPP TS 23.502 [3] clause 5.2.2.2.2.

	pendingNssaiMappingList
	array(NssaiMapping)
	C
	1..N
	This IE shall be present if available. When present, this IE shall contain the mapping of the pending NSSAI for the UE.

	NOTE 1:	If the AMF supports RACS and the AMF detects that the selected PLMN during a service request procedure is different from the currently registered PLMN for the UE, the AMF stores the UE Radio Capability ID of the newly selected PLMN in the UE context as described in clause 5.2.3.2 of 3GPP TS 23.502 [3], and provides this UE Radio Capability ID to the target AMF during any subsequent inter-AMF mobility.




* * * End of Changes * * * *
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