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The term used in 3GPP TS 31.121 is not aligned with the term used in 3GPP TS 23.122. 
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[bookmark: _Toc10739040][bookmark: _Toc20396892][bookmark: _Toc29398545][bookmark: _Toc29399667][bookmark: _Toc36649677][bookmark: _Toc36655519][bookmark: _Toc44961822][bookmark: _Toc50983485][bookmark: _Toc50985656][bookmark: _Toc57112916][bookmark: _Toc57209113]***** first change *****
10.1.1	Automatic CSG selection in E-UTRA with CSG list on USIM, success
…
[bookmark: _Toc10739042][bookmark: _Toc20396894][bookmark: _Toc29398547][bookmark: _Toc29399669][bookmark: _Toc36649679][bookmark: _Toc36655521][bookmark: _Toc44961824][bookmark: _Toc50983487][bookmark: _Toc50985658][bookmark: _Toc57112918][bookmark: _Toc57209115]10.1.1.2	Conformance requirement
When a UE in idle mode detects the presence of a permissible CSG cell (a CSG cell whose CSG identity is in the UE's permitted CSG listallowed CSG list), the UE shall select the CSG cell.
The ME shall read the allowed CSG IDs from EFACSGL in order to perform HNB selection procedures. The lists in EFACSGL shall take precedence over the list stored in the ME non-volatile memory.
If the MS supports CSG, it is provisioned with a list of allowed CSG identities and associated PLMN identities from the USIM if the list is available in the USIM.
-	TS 22.011 [6], clause 8.2.2.1;
-	TS 31.102 [4], clauses 4.4.6.2 and 5.8.1;
-	TS 23.122 [31], clause 3.1A.
…
***** next change *****
[bookmark: _Toc10739048][bookmark: _Toc20396900][bookmark: _Toc29398553][bookmark: _Toc29399675][bookmark: _Toc36649685][bookmark: _Toc36655527][bookmark: _Toc44961830][bookmark: _Toc50983493][bookmark: _Toc50985664][bookmark: _Toc57112924][bookmark: _Toc57209121]10.1.2	Automatic CSG selection in E-UTRA with CSG list on USIM, removal of CSG ID from the USIM
[bookmark: _Toc10739050][bookmark: _Toc20396902][bookmark: _Toc29398555][bookmark: _Toc29399677][bookmark: _Toc36649687][bookmark: _Toc36655529][bookmark: _Toc44961832][bookmark: _Toc50983495][bookmark: _Toc50985666][bookmark: _Toc57112926][bookmark: _Toc57209123]…
10.1.2.2	Conformance requirement
When a UE in idle mode detects the presence of a permissible CSG cell (a CSG cell whose CSG identity is in the UE's permitted CSG listallowed CSG list), the UE shall select the CSG cell.
The ME shall read the allowed CSG IDs from EFACSGL in order to perform HNB selection procedures. The lists in EFACSGL shall take precedence over the list stored in the ME non-volatile memory.
If the MS supports CSG, it is provisioned with a list of allowed CSG identities and associated PLMN identities from the USIM if the list is available in the USIM.
If the UE receives ATTACH REJECT with cause #25 (Not authorized for this CSG) with integrity protection, the UE shall remove the CSG ID of the cell where the UE has sent the ATTACH REQUEST message from the Allowed CSG list.

-	TS 22.011 [6], clause 8.2.2.1;
-	TS 31.102 [4], clauses 4.4.6.2 and 5.8.1;
-	TS 23.122 [31], clause 3.1A.
-	TS 24.301 [26], clause 5.5.1.2.5
…
***** end of changes *****
