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	23.122
	0718
	1
	Rel-17
	Editorial corrections in TS 23.122
	D
	17.2.0
	CT1#130-e
	C1-213641
	ZTE / Hannah
	5GProtoc17
	
	

	24.301
	3524
	1
	Rel-17
	Add 5GMM SR procedure for non-integrity protected reject message
	F
	17.2.0
	CT1#130-e
	C1-213578
	OPPO / Rae
	5GProtoc17
	
	

	24.301
	3535
	1
	Rel-17
	S-NSSAI associated with the PDN connection after handover
	F
	17.2.0
	CT1#130-e
	C1-213677
	MediaTek Inc. / JJ
	5GProtoc17
	
	

	24.302
	0724
	1
	Rel-17
	UE handling of the S-NSSAI provided by the ePDG
	F
	17.1.0
	CT1#130-e
	C1-213676
	MediaTek Inc. / JJ
	5GProtoc17
	
	

	24.501
	2913
	3
	Rel-17
	Clarification of access control checks for specific procedures initiated in 5GMM-CONNECTED mode with RRC Inactive
	F
	17.2.1
	CT1#130-e
	C1-213627
	Apple
	5GProtoc17
	
	

	24.501
	3031
	3
	Rel-17
	Handling of 5GMM cause #91
	F
	17.2.1
	CT1#130-e
	C1-213680
	MediaTek Inc., Huawei, HiSilicon / JJ
	5GProtoc17
	
	

	24.501
	3172
	1
	Rel-17
	Retransmission timer starting for T3520 with emergency PDU session
	F
	17.2.1
	CT1#130-e
	C1-213575
	OPPO / Rae
	5GProtoc17
	
	

	24.501
	3175
	1
	Rel-17
	Add EMM SR procedure for non-integrity protected reject message
	F
	17.2.1
	CT1#130-e
	C1-213577
	OPPO / Rae
	5GProtoc17
	
	

	24.501
	3185
	1
	Rel-17
	Clarification of Collision of PDU session establishment procedure and network-requested PDU session release procedure for MA PDU sessions
	F
	17.2.1
	CT1#130-e
	C1-213646
	MediaTek Inc.  / Carlson
	5GProtoc17
	
	

	24.501
	3230
	1
	Rel-17
	Disabling of N1 mode capability after failure in service request procedure triggered due to Emergency Service Fallback
	F
	17.2.1
	CT1#130-e
	C1-213669
	Apple
	5GProtoc17
	
	

	24.501
	3232
	1
	Rel-17
	AMF handling when none of the DNN’s in LADN Indication IE are part of subscribed DNN list
	F
	17.2.1
	CT1#130-e
	C1-213714
	Apple
	5GProtoc17
	
	

	24.501
	3239
	1
	Rel-17
	ESFB handling in case of network authentication failure
	F
	17.2.1
	CT1#130-e
	C1-213723
	Apple
	5GProtoc17
	
	

	24.501
	3240
	1
	Rel-17
	Correcting the NOTEs related to changes in some IEI values across releases
	F
	17.2.1
	CT1#130-e
	C1-213672
	Nokia, Nokia Shanghai Bell
	5GProtoc17
	
	

	24.501
	3291
	1
	Rel-17
	Handling of abnormal cases of PDU session establishment procedure
	F
	17.2.1
	CT1#130-e
	C1-213675
	MediaTek Inc. / JJ
	5GProtoc17
	
	

	24.501
	3292
	1
	Rel-17
	UE handling of S-NSSAI when interworking with ePDG and EPC
	F
	17.2.1
	CT1#130-e
	C1-213678
	MediaTek Inc. / JJ
	5GProtoc17
	
	

	24.501
	3318
	1
	Rel-17
	DNN as an optional parameter when interworking with EPS
	F
	17.2.1
	CT1#130-e
	C1-213681
	MediaTek Inc., Ericsson / JJ
	5GProtoc17
	
	

	24.501
	3328
	-
	Rel-17
	Correction on UE radio capability update
	F
	17.2.1
	CT1#130-e
	C1-213406
	Huawei, HiSilicon/Lin
	5GProtoc17
	
	

	24.501
	3335
	-
	Rel-17
	Relaxing requirement for NSSAA timing
	F
	17.2.1
	CT1#130-e
	C1-213460
	MediaTek Inc. / Marko
	5GProtoc17
	
	

	24.501
	3346
	-
	Rel-17
	AMF decision on the use of a 5G NAS security context
	F
	17.2.0
	CT1#130-e
	C1-213519
	Nokia, Nokia Shanghai Bell
	5GProtoc17
	
	

	24.526
	0117
	1
	Rel-17
	PDU session type for URSP association
	F
	17.2.0
	CT1#130-e
	C1-213679
	MediaTek Inc. / JJ
	5GProtoc17
	
	

	27.007
	0726
	1
	Rel-17
	Clarification on NSSAI related AT commands
	F
	17.1.0
	CT1#130-e
	C1-213645
	Mediatek Inc., Huawei, HiSilicon  / Carlson
	5GProtoc17
	
	

	27.007
	0728
	1
	Rel-17
	Correction to +CGLNKPF
	F
	17.1.0
	CT1#130-e
	C1-213721
	Apple
	5GProtoc17
	
	


