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Additional discussion(if needed):
Proposed changes:
*** 1st Change ***
[bookmark: _Toc34228188][bookmark: _Toc36041591][bookmark: _Toc36041747][bookmark: _Toc44680184][bookmark: _Toc45134781][bookmark: _Toc49583666][bookmark: _Toc51764103][bookmark: _Toc58838492][bookmark: _Toc59020042][bookmark: _Toc68170917]4.2.2.2.3	Modifying an existing subscription
Figure 4.2.2.2.3-1 illustrates the modification of an existing subscription.


Figure 4.2.2.2.3-1: Modification of an existing subscription
To modify an existing subscription to event notifications, the NF service consumer shall send an HTTP PUT request with: "{apiRoot}/nnef-eventexposure/<apiVersion>/subscriptions/{subscriptionId}" as request URI, as shown in step 1 of figure 4.2.2.2.3-1, where "{subscriptionId}" is the subscription correlation ID of the existing subscription. The "NefEventExposureSubsc" data structure is included as request body as described in clause 4.2.2.2.2.
NOTE 1:	An alternate NF service consumer than the one that requested the generation of the subscription resource can send the PUT request. 
NOTE 2:	The "notifUri" attribute within the NefEventExposureSubsc data structure can be modified to request that subsequent notifications are sent to a new NF service consumer.
NOTE 3:	The "monDur" attribute within the NefEventExposureSubsc data structure can be modified to extend the expiry time to keep receiving notifications.
If the NEF cannot successfully fulfil the received HTTP PUT request due to an internal error or an error in the HTTP PUT request, the NEF shall send an HTTP error response or, if the feature "ES3XX" is supported, an HTTP redirect response as specified in clause 5.1.7.
If the feature "ES3XX" is supported, and the NEF determines the received HTTP PUT request needs to be redirected, the NEF shall send an HTTP redirect response as specified in clause 6.10.9 of 3GPP TS 29.500 [4].
Upon successful reception of an HTTP PUT request with: "{apiRoot}/nnef-eventexposure/<apiVersion>/subscriptions/{subscriptionId}" as request URI and "NefEventExposureSubsc" data structure as request body, the NEF shall update the subscription and send an HTTP "200 OK" response with the "NefEventExposureSubsc" data structure as response body containing the representation of the modified "Individual Network Exposure Event Subscription", or an HTTP "204 No Content" response, as shown in step 2 of figure 4.2.2.2.3-1. 
When the "monDur" attribute is included in the response by the NEF, it represents NEF selected expiry time that is equal or less than the expiry time received in the request.
When the "immRep" attribute is included and sets to "true" in the subscription and the subscribed events are available, the NEF shall include the reports of the events subscribed, if available, in the HTTP PUT response.
When the sampling ratio, as "sampRatio" attribute, is included in the subscription, the NEF shall select a random subset of UEs among the target UEs according to the sampling ratio and only report the event(s) related to the selected subset of UEs.
When the group reporting guard time, as "grpRepTime" attribute, is included in the subscription, the NEF shall accumulate all the event reports for the target UEs until the group reporting guard time expires. Then, the NEF shall notify the NF service consumer using the Nnef_EventExposure_Notify service operation, as described in clause 4.2.2.4.


*** Next Change ***
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Figure 4.2.2.3.2-1 illustrates the unsubscription from event notifications.


Figure 4.2.2.3.2-1: Unsubscription from event notifications
To unsubscribe from event notifications, the NF service consumer shall send an HTTP DELETE request with "{apiRoot}/nnef-eventexposure/<apiVersion>/subscriptions/{subscriptionId}" as request URI, as shown in step 1 of figure 4.2.2.3.2-1, where "{subscriptionId}" is the subscription correlation identifier of the existing subscription resource that is to be deleted. 
If the NEF cannot successfully fulfil the received HTTP DELETE request due to an internal error or an error in the HTTP DELETE request, the NEF shall send an HTTP error response or, if the feature "ES3XX" is supported, an HTTP redirect response as specified in clause 65.1.7.
If the feature "ES3XX" is supported, and the NEF determines the received HTTP DELETE request needs to be redirected, the NEF shall send an HTTP redirect response as specified in clause 6.10.9 of 3GPP TS 29.500 [4].
Upon successful reception of an HTTP DELETE request with: "{apiRoot}/nnef-eventexposure/<apiVersion>/subscriptions/{subscriptionId}" as request URI, the NEF shall remove the corresponding subscription and send an HTTP "204 No Content" response, as shown in step 2 of figure 4.2.2.3.2-1.


*** Next Change ***
[bookmark: _Toc34228194][bookmark: _Toc36041597][bookmark: _Toc36041753][bookmark: _Toc44680190][bookmark: _Toc45134787][bookmark: _Toc49583672][bookmark: _Toc51764109][bookmark: _Toc58838498][bookmark: _Toc59020048][bookmark: _Toc68170923]4.2.2.4.2	Notification about subscribed events
Figure 4.2.2.4.2-1 illustrates the notification about subscribed events.


Figure 4.2.2.4.2-1: Notification about subscribed events
If the NEF observes application related event(s) for which an NF service consumer has subscribed, the NEF shall send an HTTP POST request as shown in step 1 of figure 4.2.2.4.2-1, with the "{notifUri}" as request URI containing the value previously provided by the NF service consumer within the corresponding subscription, and the "NefEventExposureNotif" data structure.
The "NefEventExposureNotif" data structure shall include:
-	notification correlation ID provided by the NF service consumer during the subscription as "notifId" attribute; and
-	information about the observed event(s) within the "eventNotifs" attribute that shall contain for each observed event an "NefEventNotification" data structure that shall include:
-	the application related event as "event" attribute;
-	the time at which the event was observed encoded as "timeStamp" attribute;
-	if the "event" attribute is "SVC_EXPERIENCE", service experience information about the application involved in the reported event in the "svcExprcInfos" attribute;
-	if the "event" attribute is "UE_MOBILITY", UE mobility information assoicated with the application as "ueMobilityInfos" attribute;
-	if the "event" attribute is "UE_COMM", UE communication information assoicated with the application as "ueCommInfos" attribute; and
-	if the "event" attribute is "EXCEPTIONS", exceptions information associated with a service flow as "excepInfos" attribute.
If the NF service consumer cannot successfully fulfil the received HTTP POST request due to an internal error or an error in the HTTP POST request, the NF service consumer shall send an HTTP error response or, if the feature "ES3XX" is supported, an HTTP redirect response as specified in clause 5.1.7.
If the feature "ES3XX" is supported, and the NF service consumer determines the received HTTP POST request needs to be redirected, the NF service consumer shall send an HTTP redirect response as specified in clause 6.10.9 of 3GPP TS 29.500 [4].
Upon successful reception of an HTTP POST request with "{notifUri}" as request URI and "NefEventExposureNotif" data structure as request body, the NF service consumer shall send an HTTP "204 No Content" response, as shown in step 2 of figure 4.2.2.4.2-1, in case of a successful processing.

*** Next Change ***
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This method shall support the URI query parameters specified in table 5.1.3.3.3.1-1.
Table 5.1.3.3.3.1-1: URI query parameters supported by the GET method on this resource
	Name
	Data type
	P
	Cardinality
	Description

	supp-feat
	SupportedFeatures
	O
	0..1
	The features supported by the NF service consumer.



This method shall support the request data structures specified in table 5.1.3.3.3.1-2 and the response data structures and response codes specified in table 5.1.3.3.3.1-3.
Table 5.1.3.3.3.1-2: Data structures supported by the GET Request Body on this resource
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	



Table 5.1.3.3.3.1-3: Data structures supported by the GET Response Body on this resource
	Data type
	P
	Cardinality
	Response codes
	Description

	NefEventExposureSubsc
	M
	1
	200 OK
	Contains the representation of the Individual Network Exposure Event Subscription resource.

	RedirectResponseProblemDetails
	O
	0..1
	307 Temporary Redirect
	Temporary redirection, during subscription retrieval. The response shall include a Location header field containing an alternative URI of the resource located in an alternative NEF (service) instance.
Applicable if the feature "ES3XX" is supported.

	RedirectResponseProblemDetails
	O
	0..1
	308 Permanent Redirect
	Permanent redirection, during subscription retrieval. The response shall include a Location header field containing an alternative URI of the resource located in an alternative NEF (service) instance.
Applicable if the feature "ES3XX" is supported.

	NOTE:	The mandatory HTTP error status codes for the GET method listed in table 5.2.7.1-1 of 3GPP TS 29.500 [4] also apply.



Table 5.1.3.3.3.1-4: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located in an alternative NEF (service) instance.

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF (service) instance towards which the request is redirected.



Table 5.1.3.3.3.1-5: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located in an alternative NEF (service) instance.

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF (service) instance towards which the request is redirected.




*** Next Change ***
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This method shall support the URI query parameters specified in table 5.1.3.3.3.2-1.
Table 5.1.3.3.3.2-1: URI query parameters supported by the PUT method on this resource
	Name
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	
	



This method shall support the request data structures specified in table 5.1.3.3.3.2-2 and the response data structures and response codes specified in table 5.1.3.3.3.2-3.
Table 5.1.3.3.3.2-2: Data structures supported by the PUT Request Body on this resource
	Data type
	P
	Cardinality
	Description

	NefEventExposureSubsc
	M
	1
	Modifies the existing Individual Network Exposure Event Subscription resource.



Table 5.1.3.3.3.2-3: Data structures supported by the PUT Response Body on this resource
	Data type
	P
	Cardinality
	Response codes
	Description

	NefEventExposureSubsc
	M
	1
	200 OK
	Successful case.
The Individual Network Exposure Event Subscription resource was modified and a representation is returned.

	n/a
	
	
	204 No Content
	Successful case.
The Individual Network Exposure Event Subscription resource was modified.

	RedirectResponseProblemDetails
	O
	0..1
	307 Temporary Redirect
	Temporary redirection, during subscription modification. The response shall include a Location header field containing an alternative URI of the resource located in an alternative NEF (service) instance.
Applicable if the feature "ES3XX" is supported.

	RedirectResponseProblemDetails
	O
	0..1
	308 Permanent Redirect
	Permanent redirection, during subscription modification. The response shall include a Location header field containing an alternative URI of the resource located in an alternative NEF (service) instance.
Applicable if the feature "ES3XX" is supported.

	NOTE:	The mandatory HTTP error status codes for the PUT method listed in table 5.2.7.1-1 of 3GPP TS 29.500 [4] also apply.



Table 5.1.3.3.3.2-4: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located in an alternative NEF (service) instance.

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF (service) instance towards which the request is redirected.



Table 5.1.3.3.3.2-5: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located in an alternative NEF (service) instance.

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF (service) instance towards which the request is redirected.



*** Next Change ***
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This method shall support the URI query parameters specified in table 5.1.3.3.3.3-1.
Table 5.1.3.3.3.3-1: URI query parameters supported by the DELETE method on this resource
	Name
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	
	



This method shall support the request data structures specified in table 5.1.3.3.3.3-2 and the response data structures and response codes specified in table 5.1.3.3.3.3-3.
Table 5.1.3.3.3.3-2: Data structures supported by the DELETE Request Body on this resource
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	



Table 5.1.3.3.3.3-3: Data structures supported by the DELETE Response Body on this resource
	Data type
	P
	Cardinality
	Response codes
	Description

	n/a
	
	
	204 No Content
	Successful case. The Individual Network Exposure Event Subscription resource matching the subscriptionId was deleted.

	RedirectResponseProblemDetails
	O
	0..1
	307 Temporary Redirect
	Temporary redirection, during subscription termination. The response shall include a Location header field containing an alternative URI of the resource located in an alternative NEF (service) instance.
Applicable if the feature "ES3XX" is supported.

	RedirectResponseProblemDetails
	O
	0..1
	308 Permanent Redirect
	Permanent redirection, during subscription termination. The response shall include a Location header field containing an alternative URI of the resource located in an alternative NEF (service) instance.
Applicable if the feature "ES3XX" is supported.

	NOTE:	The mandatory HTTP error status code for the DELETE method listed in table 5.2.7.1-1 of 3GPP TS 29.500 [4] also apply.



Table 5.1.3.3.3.3-4: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located in an alternative NEF (service) instance.

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF (service) instance towards which the request is redirected.



Table 5.1.3.3.3.3-5: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located in an alternative NEF (service) instance.

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF (service) instance towards which the request is redirected.



*** Next Change ***
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This method shall support the request data structures specified in table 5.1.5.2.3.1-1 and the response data structures and response codes specified in table 5.1.5.2.3.1-1.
Table 5.1.5.2.3.1-2: Data structures supported by the POST Request Body on this resource
	Data type
	P
	Cardinality
	Description

	NefEventExposureNotif
	M
	1
	Provides Information about observed events



Table 5.1.5.2.3.1-3: Data structures supported by the POST Response Body on this resource
	Data type
	P
	Cardinality
	Response codes
	Description

	n/a
	
	
	204 No Content
	The receipt of the Notification is acknowledged.

	RedirectResponseProblemDetails
	O
	0..1
	307 Temporary Redirect
	Temporary redirection, during event notification. The response shall include a Location header field containing an alternative URI representing the end point of an alternative NF consumer (service) instance where the notification should be sent.
Applicable if the feature "ES3XX" is supported.

	RedirectResponseProblemDetails
	O
	0..1
	308 Permanent Redirect
	Permanent redirection, during event notification. The response shall include a Location header field containing an alternative URI representing the end point of an alternative NF consumer (service) instance where the notification should be sent.
Applicable if the feature "ES3XX" is supported.

	NOTE:	The mandatory HTTP error status codes for the POST method listed in Table 5.2.7.1-1 of 3GPP TS 29.500 [4] also apply.



Table 5.1.5.2.3.1-4: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI representing the end point of an alternative NF consumer (service) instance towards which the notification should be redirected.

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF (service) instance towards which the notification request is redirected.



Table 5.1.5.2.3.1-5: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI representing the end point of an alternative NF consumer (service) instance towards which the notification should be redirected.

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF (service) instance towards which the notification request is redirected.




*** Next Change ***
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This clause specifies the application data model supported by the API.
Table 5.1.6.1-1 specifies the data types defined for the Nnef_EventExposure service based interface protocol.
Table 5.1.6.1-1: Nnef_EventExposure specific Data Types
	Data type
	Section defined
	Description
	Applicability

	NefEvent
	5.1.6.3.3
	
	

	NefEventExposureNotif
	5.1.6.2.3
	
	

	NefEventExposureSubsc
	5.1.6.2.2
	
	

	NefEventFilter
	5.1.6.2.7
	
	

	NefEventNotification
	5.1.6.2.4
	
	

	NefEventSubs
	5.1.6.2.5
	
	

	ServiceExperienceInfo
	5.1.6.2.9
	
	

	TargetUeIdentification
	5.1.6.2.8
	
	

	UeCommunicationInfo
	5.1.6.2.6
	
	

	UeMobilityInfo
	5.1.6.2.10
	
	

	UeTrajectoryInfo
	5.1.6.2.11
	
	



Table 5.1.6.1-2 specifies data types re-used by the Nnef_EventExposure service based interface protocol from other specifications, including a reference to their respective specifications and when needed, a short description of their use within the Nnef_EventExposure service based interface. 
Table 5.1.6.1-2: Nnef_EventExposure re-used Data Types
	Data type
	Reference
	Comments
	Applicability

	ApplicationId
	3GPP TS 29.571 [16]
	
	

	ReportingInformation
	3GPP TS 29.523 [22]
	
	

	CommunicationCollection
	3GPP TS 29.517 [18]
	
	

	DateTime
	3GPP TS 29.571 [16]
	
	

	ExceptionInfo
	3GPP TS 29.517 [18]
	
	

	GroupId
	3GPP TS 29.571 [16]
	
	

	NetworkAreaInfo
	3GPP TS 29.554 [21]
	
	

	RedirectResponse
	3GPP TS 29.571 [16]
	Contains redirection related information.
	ES3XX

	Supi
	3GPP TS 29.571 [16]
	
	

	SupportedFeatures
	3GPP TS 29.571 [16]
	
	

	ServiceExperienceInfoPerFlow
	3GPP TS 29.517 [18]
	
	

	UserLocation
	3GPP TS 29.571 [16]
	
	

	Uri
	3GPP TS 29.571 [16]
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For the Nnef_EventExposure API, HTTP error responses shall be supported as specified in clause 4.8 of 3GPP TS 29.501 [5]. Protocol errors and application errors specified in table 5.2.7.2-1 of 3GPP TS 29.500 [4] shall be supported for an HTTP method if the corresponding HTTP status codes are specified as mandatory for that HTTP method in table 5.2.7.1-1 of 3GPP TS 29.500 [4].
Protocol errors and application errors specified in table 5.2.7.2-1 of 3GPP TS 29.500 [4] for HTTP redirections shall be supported if the feature "ES3XX" is supported.
In addition, the requirements in the following clauses are applicable for the Nnef_EventExposure API.

*** Next Change ***
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[bookmark: _Hlk515634373][bookmark: _Hlk515642979]openapi: 3.0.0
info:
  title: Nnef_EventExposure
  version: 1.0.3
  description: |
    NEF Event Exposure Service.
    © 2021, 3GPP Organizational Partners (ARIB, ATIS, CCSA, ETSI, TSDSI, TTA, TTC).
    All rights reserved.
[bookmark: _Hlk514243590]externalDocs:
  description: 3GPP TS 29.591 V16.4.0; 5G System; Network Exposure Function Southbound Services; Stage 3.
  url: http://www.3gpp.org/ftp/Specs/archive/29_series/29.591/
servers:
  - url: '{apiRoot}/nnef-eventexposure/v1'
    variables:
      apiRoot:
        default: https://example.com
        description: apiRoot as defined in clause 4.4 of 3GPP TS 29.501
security:
  - {}
  - oAuth2ClientCredentials:
    - nnef-eventexposure
paths:

  /subscriptions:
    post:
      summary: subscribe to notifications
      operationId: CreateIndividualSubcription
      tags:
        - Subscriptions (Collection)
      requestBody:
        required: true
        content:
          application/json:
            schema:
              $ref: '#/components/schemas/NefEventExposureSubsc'
      responses:
        '201':
          description: Success
          content:
            application/json:
              schema:
                $ref: '#/components/schemas/NefEventExposureSubsc'
          headers:
            Location:
              description: 'Contains the URI of the newly created resource, according to the structure: {apiRoot}/nnef-eventexposure/<apiVersion>/subscriptions/{subscriptionId}'
              required: true
              schema:
                type: string
        '400':
          $ref: 'TS29571_CommonData.yaml#/components/responses/400'
        '401':
          $ref: 'TS29571_CommonData.yaml#/components/responses/401'
        '403':
          $ref: 'TS29571_CommonData.yaml#/components/responses/403'
        '404':
          $ref: 'TS29571_CommonData.yaml#/components/responses/404'
        '411':
          $ref: 'TS29571_CommonData.yaml#/components/responses/411'
        '413':
          $ref: 'TS29571_CommonData.yaml#/components/responses/413'
        '415':
          $ref: 'TS29571_CommonData.yaml#/components/responses/415'
        '429':
          $ref: 'TS29571_CommonData.yaml#/components/responses/429'
        '500':
          $ref: 'TS29571_CommonData.yaml#/components/responses/500'
        '503':
          $ref: 'TS29571_CommonData.yaml#/components/responses/503'
        default:
          $ref: 'TS29571_CommonData.yaml#/components/responses/default'
      callbacks:
        myNotification:
          '{$request.body#/notifUri}': 
            post:
              requestBody:
                required: true
                content:
                  application/json:
                    schema:
                      $ref: '#/components/schemas/NefEventExposureNotif'
              responses:
                '204':
                  description: No Content, Notification was succesfull
                '307':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/307'description: Temporary Redirect
                  content:
                    application/problem+json:
                      schema:
                        $ref: 'TS29571_CommonData.yaml#/components/schemas/ProblemDetails'
                  headers:
                    Location:
                      required: true
                      description: 'A URI pointing to the endpoint of an alternative NF consumer (service) instance towards which the notification should be redirected.'
                      schema:
                        type: string
                    3gpp-Sbi-Target-Nf-Id:
                      description: 'Identifier of the target NF (service) instance towards which the notification request is redirected.'
                      schema:
                        type: string
                '308':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/308'description: Permanent Redirect
                  content:
                    application/problem+json:
                      schema:
                        $ref: 'TS29571_CommonData.yaml#/components/schemas/ProblemDetails'
                  headers:
                    Location:
                      required: true
                      description: 'A URI pointing to the endpoint of an alternative NF consumer (service) instance towards which the notification should be redirected.'
                      schema:
                        type: string
                    3gpp-Sbi-Target-Nf-Id:
                      description: 'Identifier of the target NF (service) instance towards which the notification request is redirected.'
                      schema:
                        type: string
                '400':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/400'
                '401':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/401'
                '403':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/403'
                '404':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/404'
                '411':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/411'
                '413':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/413'
                '415':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/415'
                '429':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/429'
                '500':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/500'
                '503':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/503'
                default:
                  $ref: 'TS29571_CommonData.yaml#/components/responses/default'
  /subscriptions/{subscriptionId}:
    get:
      summary: retrieve subscription
      operationId: GetIndividualSubcription
      tags:
        - IndividualSubscription (Document)
      parameters:
        - name: subscriptionId
          in: path
          description: Event Subscription ID
          required: true
          schema:
            type: string
        - name: supp-feat
          in: query
          description: Features supported by the NF service consumer
          required: false
          schema:
            $ref: 'TS29571_CommonData.yaml#/components/schemas/SupportedFeatures'
      responses:
        '200':
          description: OK. Resource representation is returned
          content:
            application/json:
              schema:
                $ref: '#/components/schemas/NefEventExposureSubsc'
        '307':
          $ref: 'TS29571_CommonData.yaml#/components/responses/307'
description: Temporary Redirect
          content:
            application/problem+json:
              schema:
                $ref: 'TS29571_CommonData.yaml#/components/schemas/ProblemDetails'
          headers:
            Location:
              description: 'An alternative URI of the resource located on an alternative NEF (service) instance.'
              required: true
              schema:
                type: string
            3gpp-Sbi-Target-Nf-Id:
              description: 'Identifier of the target NF (service) instance towards which the request is redirected.'
              schema:
                type: string
        '308':
          $ref: 'TS29571_CommonData.yaml#/components/responses/308'description: Permanent Redirect
          content:
            application/problem+json:
              schema:
                $ref: 'TS29571_CommonData.yaml#/components/schemas/ProblemDetails'
          headers:
            Location:
              description: 'An alternative URI of the resource located on an alternative NEF (service) instance.'
              required: true
              schema:
                type: string
            3gpp-Sbi-Target-Nf-Id:
              description: 'Identifier of the target NF (service) instance towards which the request is redirected.'
              schema:
                type: string
        '400':
          $ref: 'TS29571_CommonData.yaml#/components/responses/400'
        '401':
          $ref: 'TS29571_CommonData.yaml#/components/responses/401'
        '403':
          $ref: 'TS29571_CommonData.yaml#/components/responses/403'
        '404':
          $ref: 'TS29571_CommonData.yaml#/components/responses/404'
        '406':
          $ref: 'TS29571_CommonData.yaml#/components/responses/406'
        '429':
          $ref: 'TS29571_CommonData.yaml#/components/responses/429'
        '500':
          $ref: 'TS29571_CommonData.yaml#/components/responses/500'
        '503':
          $ref: 'TS29571_CommonData.yaml#/components/responses/503'
        default:
          $ref: 'TS29571_CommonData.yaml#/components/responses/default'
    put:
      summary: update subscription
      operationId: ReplaceIndividualSubcription
      tags:
        - IndividualSubscription (Document)
      requestBody:
        required: true
        content:
          application/json:
            schema:
              $ref: '#/components/schemas/NefEventExposureSubsc'
      parameters:
        - name: subscriptionId
          in: path
          description: Event Subscription ID
          required: true
          schema:
            type: string
      responses:
        '200':
          description: OK. Resource was succesfully modified and representation is returned
          content:
            application/json:
              schema:
                $ref: '#/components/schemas/NefEventExposureSubsc'
        '204':
          description: No Content. Resource was succesfully modified
        '307':
          $ref: 'TS29571_CommonData.yaml#/components/responses/307'
description: Temporary Redirect
          content:
            application/problem+json:
              schema:
                $ref: 'TS29571_CommonData.yaml#/components/schemas/ProblemDetails'
          headers:
            Location:
              description: 'An alternative URI of the resource located on an alternative NEF (service) instance.'
              required: true
              schema:
                type: string
            3gpp-Sbi-Target-Nf-Id:
              description: 'Identifier of the target NF (service) instance towards which the request is redirected.'
              schema:
                type: string
        '308':
          $ref: 'TS29571_CommonData.yaml#/components/responses/308'
description: Permanent Redirect
          content:
            application/problem+json:
              schema:
                $ref: 'TS29571_CommonData.yaml#/components/schemas/ProblemDetails'
          headers:
            Location:
              description: 'An alternative URI of the resource located on an alternative NEF (service) instance.'
              required: true
              schema:
                type: string
            3gpp-Sbi-Target-Nf-Id:
              description: 'Identifier of the target NF (service) instance towards which the request is redirected.'
              schema:
                type: string
        '400':
          $ref: 'TS29571_CommonData.yaml#/components/responses/400'
        '401':
          $ref: 'TS29571_CommonData.yaml#/components/responses/401'
        '403':
          $ref: 'TS29571_CommonData.yaml#/components/responses/403'
        '404':
          $ref: 'TS29571_CommonData.yaml#/components/responses/404'
        '411':
          $ref: 'TS29571_CommonData.yaml#/components/responses/411'
        '413':
          $ref: 'TS29571_CommonData.yaml#/components/responses/413'
        '415':
          $ref: 'TS29571_CommonData.yaml#/components/responses/415'
        '429':
          $ref: 'TS29571_CommonData.yaml#/components/responses/429'
        '500':
          $ref: 'TS29571_CommonData.yaml#/components/responses/500'
        '503':
          $ref: 'TS29571_CommonData.yaml#/components/responses/503'
        default:
          $ref: 'TS29571_CommonData.yaml#/components/responses/default'
    delete:
      summary: unsubscribe from notifications
      operationId: DeleteIndividualSubcription
      tags:
        - IndividualSubscription (Document)
      parameters:
        - name: subscriptionId
          in: path
          description: Event Subscription ID
          required: true
          schema:
            type: string
      responses:
        '204':
          description: No Content. Resource was succesfully deleted
        '307':
          $ref: 'TS29571_CommonData.yaml#/components/responses/307'
description: Temporary Redirect
          content:
            application/problem+json:
              schema:
                $ref: 'TS29571_CommonData.yaml#/components/schemas/ProblemDetails'
          headers:
            Location:
              description: 'An alternative URI of the resource located on an alternative NEF (service) instance.'
              required: true
              schema:
                type: string
            3gpp-Sbi-Target-Nf-Id:
              description: 'Identifier of the target NF (service) instance towards which the request is redirected.'
              schema:
                type: string
        '308':
          $ref: 'TS29571_CommonData.yaml#/components/responses/308'description: Permanent Redirect
          content:
            application/problem+json:
              schema:
                $ref: 'TS29571_CommonData.yaml#/components/schemas/ProblemDetails'
          headers:
            Location:
              description: 'An alternative URI of the resource located on an alternative NEF (service) instance.'
              required: true
              schema:
                type: string
            3gpp-Sbi-Target-Nf-Id:
              description: 'Identifier of the target NF (service) instance towards which the request is redirected.'
              schema:
                type: string
        '400':
          $ref: 'TS29571_CommonData.yaml#/components/responses/400'
        '401':
          $ref: 'TS29571_CommonData.yaml#/components/responses/401'
        '403':
          $ref: 'TS29571_CommonData.yaml#/components/responses/403'
        '404':
          $ref: 'TS29571_CommonData.yaml#/components/responses/404'
        '429':
          $ref: 'TS29571_CommonData.yaml#/components/responses/429'
        '500':
          $ref: 'TS29571_CommonData.yaml#/components/responses/500'
        '503':
          $ref: 'TS29571_CommonData.yaml#/components/responses/503'
        default:
          $ref: 'TS29571_CommonData.yaml#/components/responses/default'
components:
  securitySchemes:
    oAuth2ClientCredentials:
      type: oauth2
      flows:
        clientCredentials:
          tokenUrl: '{nrfApiRoot}/oauth2/token'
          scopes:
            nnef-eventexposure: Access to the Nnef_EventExposure API
  schemas:
    NefEventExposureSubsc:
      type: object
      properties:
        eventsSubs:
          type: array
          items:
            $ref: '#/components/schemas/NefEventSubs'
          minItems: 1
        eventsRepInfo:
          $ref: 'TS29523_Npcf_EventExposure.yaml#/components/schemas/ReportingInformation'
        notifUri:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Uri'
        notifId:
          type: string
        eventNotifs:
          type: array
          items:
            $ref: '#/components/schemas/NefEventNotification'
          minItems: 1
        suppFeat:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/SupportedFeatures'
      required:
        - eventsSubs
        - notifId
        - notifUri
    NefEventExposureNotif:
      type: object
      properties:
        notifId:
          type: string
        eventNotifs:
          type: array
          items:
            $ref: '#/components/schemas/NefEventNotification'
          minItems: 1
      required:
        - notifId
        - eventNotifs
    NefEventNotification:
      type: object
      properties:
        event:
          $ref: '#/components/schemas/NefEvent'
        timeStamp:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/DateTime'
        svcExprcInfos:
          type: array
          items:
            $ref: '#/components/schemas/ServiceExperienceInfo'
          minItems: 1
        ueMobilityInfos:
          type: array
          items:
            $ref: '#/components/schemas/UeMobilityInfo'
          minItems: 1
        ueCommInfos:
          type: array
          items:
            $ref: '#/components/schemas/UeCommunicationInfo'
          minItems: 1
        excepInfos:
          type: array
          items:
            $ref: 'TS29517_Naf_EventExposure.yaml#/components/schemas/ExceptionInfo'
          minItems: 1
      required:
        - event
        - timeStamp
    NefEventSubs:
      type: object
      properties:
        event:
          $ref: '#/components/schemas/NefEvent'
        eventFilter:
          $ref: '#/components/schemas/NefEventFilter'
      required:
        - event
    NefEventFilter:
      type: object
      properties:
        tgtUe:
          $ref: '#/components/schemas/TargetUeIdentification'
        appIds:
          type: array
          items:
            $ref: 'TS29571_CommonData.yaml#/components/schemas/ApplicationId'
          minItems: 1
        locArea:
          $ref: 'TS29554_Npcf_BDTPolicyControl.yaml#/components/schemas/NetworkAreaInfo'
      required:
        - tgtUe
    TargetUeIdentification:
      type: object
      properties:
        supis:
          type: array
          items:
            $ref: 'TS29571_CommonData.yaml#/components/schemas/Supi'
          minItems: 1
        interGroupIds:
          type: array
          items:
            $ref: 'TS29571_CommonData.yaml#/components/schemas/GroupId'
          minItems: 1
        anyUeId:
          type: boolean
    ServiceExperienceInfo:
      type: object
      properties:
        appId:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/ApplicationId'
        supis:
          type: array
          items:
            $ref: 'TS29571_CommonData.yaml#/components/schemas/Supi'
          minItems: 1
        svcExpPerFlows:
          type: array
          items:
            $ref: 'TS29517_Naf_EventExposure.yaml#/components/schemas/ServiceExperienceInfoPerFlow'
          minItems: 1
      required:
        - svcExpPerFlows
    UeMobilityInfo:
      type: object
      properties:
        supi:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Supi'
        appId:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/ApplicationId'
        ueTrajs:
          type: array
          items:
            $ref: '#/components/schemas/UeTrajectoryInfo'
          minItems: 1
      required:
        - supi
        - ueTrajs
    UeCommunicationInfo:
      type: object
      properties:
        supi:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Supi'
        interGroupId:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/GroupId'
        appId:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/ApplicationId'
        comms:
          type: array
          items:
            $ref: 'TS29517_Naf_EventExposure.yaml#/components/schemas/CommunicationCollection'
          minItems: 1
      required:
        - comms
    UeTrajectoryInfo:
      type: object
      properties:
        ts:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/DateTime'
        location:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/UserLocation'
      required:
        - ts
        - location

# Simple data types and Enumerations

    NefEvent:
      anyOf:
      - type: string
        enum:
          - SVC_EXPERIENCE
          - UE_MOBILITY
          - UE_COMM
          - EXCEPTIONS
      - type: string

*** End of Changes ***
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