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The following documents contain provisions which, through reference in this text, constitute provisions of the present document.
-	References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.
-	For a specific reference, subsequent revisions do not apply.
-	For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.
[1]	3GPP TR 21.905: "Vocabulary for 3GPP Specifications".
[2]	3GPP TS 23.502: "Procedures for the 5G system".
[3]	3GPP TS 23.501: "System Architecture for the 5G".
[4]	3GPP TS 29.122: "T8 reference point for northbound Application Programming Interfaces (APIs)".
[5]	OpenAPI: "OpenAPI Specification Version 3.0.0", https://spec.openapis.org/oas/v3.0.0.
[6]	3GPP TS 33.501: "Security architecture and procedures for 5G System".
[7]	3GPP TS 29.514: "5G System; Policy Authorization Service; Stage 3".
[8]	3GPP TS 29.571: "5G System; Common Data Types for Service Based Interfaces; Stage 3".
[9]	3GPP TS 29.521: "5G System; Binding Support Management Service; Stage 3".
[10]	Void.
[11]	3GPP TS 23.222: "Common API Framework for 3GPP Northbound APIs; Stage 2".
[bookmark: _Hlk506360308][12]	3GPP TS 29.222: "Common API Framework for 3GPP Northbound APIs; Stage 3".
[bookmark: _Hlk533400883][13]	IETF RFC 6749: "The OAuth 2.0 Authorization Framework".
[14]	3GPP TS 33.122: "Security Aspects of Common API Framework for 3GPP Northbound APIs".
[15]	Void.
[16]	IETF RFC 5246: "The Transport Layer Security (TLS) Protocol Version 1.2".
[17]	3GPP TS 29.503: "5G System; Unified Data Management Services; Stage 3".
[18]	3GPP TS 29.518: "5G System; Access and Mobility Management Services; Stage 3".
[19]	3GPP TS 29.554: "5G System; Background Data Transfer Policy Control Service; Stage 3".
[20]	3GPP TS 29.504: "5G System; Unified Data Repository Services; Stage 3".
[21]	3GPP TR 21.900: "Technical Specification Group working methods".
[22]	3GPP TS 29.523: "5G System; Policy Control Event Exposure Service; Stage 3".
[23]	3GPP TS 29.519: "5G System; Usage of the Unified Data Repository service for Policy Control Data, Application Data and Structured Data for Exposure; Stage 3".
[24]	3GPP TS 29.541: "5G System; Network Exposure (NE) function services for Non-IP Data Delivery (NIDD); Stage 3".
[25]	3GPP TS 29.542: "5G System, Session management services for Non-IP Data Delivery (NIDD); Stage 3".
[26]	3GPP TS 29.508: "5G System; Session Management Event Exposure Service; Stage 3".
[27]	3GPP TS 29.520: "5G System; Network Data Analytics Services; Stage 3".
[28]	3GPP TS 23.316: "Wireless and wireline convergence access support for the 5G system (5GS)".
[29]	3GPP TS 23.288: "Architecture enhancements for 5G System (5GS) to support network data analytics services".
[30]	3GPP TS 23.032: "Universal Geographical Area Description (GAD)".
[31]	3GPP TS 23.287: "Architecture enhancements for 5G System (5GS) to Vehicle-to-Everything (V2X) services"Void.
[32]	3GPP TS 29.501: "5G System; Principles and Guidelines for Services Definition; Stage 3".
[33]	3GPP TS 24.588: "Vehicle-to-Everything (V2X) services in 5G System (5GS); User Equipment (UE) policies; Stage 3".
[34]	3GPP TS 29.572: "5G System; Location Management Services; Stage 3".
[35]	3GPP TS 29.515: "5G System; Gateway Mobile Location Services; Stage 3".
[36]	3GPP TS 23.273: "5G System Location Services (LCS)". 
[37]	3GPP TS 33.535: "Authentication and Key Management for Applications (AKMA) based on 3GPP credentials in the 5G System (5GS)".
[38]	3GPP TS 29.535: "5G System; AKMA Anchor Services".
[39]	3GPP TS 33.220: "Generic Authentication Architecture (GAA); Generic Bootstrapping Architecture (GBA)".
[40]	IETF RFC 7542: "The Network Access Identifier".
[cc]	3GPP TS 24.555: "Proximity based services (ProSe) in 5G system (5GS); User Equipment (UE) policies; Stage 3".
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These procedures are used by the an AF to provide service specific parameters to the 5G system via the NEF.
In order to provision the service specific parameters to the 5G system, the AF shall send an HTTP POST message to the NEF to targetting the resource "Service Parameter Subscriptions", the HTTP POST message shall include the ServiceParameterData data structure as request body. The ServiceParameterData data structure shall include:
-	service description via:
a)	an combination of DNN and S-NSSAI within the "dnn" attribute and the "snssai" attribute respectively;
b)	an AF service identifier within the "afServiceId" attribute; or
c)	an application identifier within the "appId" attribute;
-	indication of the UEs to which the subscription applies via: 
a)	identification of an individual UE within the "gpsi" attribute;
b)	an IPv4 address of the UE within the "ueIpv4" attribute;
c)	an IPv6 address of the UE within the "ueIpv6" attribute;
d)	an MAC address of the UE within the "ueMac" attribute;
e)	an identification of a group of UE(s) within the "exterGroupId" attribute; or
f)	an identification of any UE within the "anyUeInd" attribute.
NOTE:	For V2X and 5G ProSe service parameter provisioning, only "anyUeInd", "gpsi" and "exterGroupId" attributes are applicable.
-	service parameters for at least one of the following:
-	V2X service parameters via:
a)	configuration parameters for V2X communications over PC5 within the "paramOverPc5" attribute; and/or
b)	configuration parameters for V2X communications over Uu within the "paramOverUu" attribute;.
-	if the "ProSe" feature is supported, 5G ProSe service parameters via:
a)	configuration parameters for 5G ProSe direct discovery within the "paramForProSeDd" attribute;
b)	configuration parameters for 5G ProSe direct communications within the "paramForProSeDc" attribute;
c)	configuration parameters for 5G ProSe UE-to-network relay within the "paramForProSeU2N" attribute;
d)	configuration parameters for 5G ProSe usage reporting configuration and rules within the "paramForProSeUsageRep" attribute;
e)	configuration parameters for 5G ProSe service path selection within the "paramForProSeServPathSel" attribute.
Editor's Note:	UE policies and configuration parameters for 5G ProSe UE-to-UE relay are FFS.
In order to update an existing service parameter subscription, the AF shall send an HTTP PUT or HTTP PATCH message to the NEF to targetting the resource "Individual Service Parameter Subscription" and requesting to change the subscription. 
In order to delete an existing service parameter subscription, the AF shall send an HTTP DELETE message to the NEF to targetting the resource "Individual Service Parameter Subscription".
Upon receipt of the HTTP request from the AF, and if the AF is authorized, the NEF shall interact with the UDM by invoking the Nudm_SubscriberDataManagement service as described in 3GPP TS 29.503 [17] to retrieve the SUPI or Internal Group Identifier. Then the NEF shall interact with the UDR to create, update or delete the associated service parameters by using the Nudr_DataRepository service as defined in 3GPP TS 29.519 [23]. If the NEF receives an error code from the UDR, the NEF shall not create, update or delete the resource and shall respond to the AF with a proper error status code.
After receiving a successful response from the UDR, the NEF shall,
-	for the an HTTP POST request, create an resource "Individual Service Parameter Subscription" resource which represents the Service Parameter provisioning request, addressed by a URI that contains the AF Identifier and an NEF-created configuration identifier, and shall respond to the AF with a 201 Created status code, including a Location header field containing the URI for the created resource. The AF shall use the URI received in the Location header in subsequent requests to the NEF to refer to this Service Parameter Subscription. 
-	for the an HTTP PUT or HTTP PATCH request, update a the resource "Individual Service Parameter Subscription" resource which represents the service parameter provisioning request, and shall responds to the AF with a 200 OK or 204 No Content status code.
-	for the an HTTP DELETE request, remove all properties of the resource and delete the corresponding active resource "Individual Service Parameter Subscription" resource, then shall responds to the AF with a 204 No Content status code.
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Table 5.11.2.3.2-1: Definition of type ServiceParameterData
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	self
	Link
	C
	0..1
	Identifies the individual service parameter subscription resource URI.
Shall be present by the NEF in HTTP responses that include an object of ServiceParameterData type.
	

	dnn
	Dnn
	O
	0..1
	Identifies a DNN. (NOTE 2)
	

	snssai
	Snssai
	O
	0..1
	Identifies an S-NSSAI. (NOTE 2)
	

	afServiceId
	string
	O
	0..1
	Identifies a service on behalf of which the AF is issuing the request. (NOTE 2)
	

	appId
	string
	O
	0..1
	Identifies an application identifier. (NOTE 2)
	

	gpsi
	Gpsi
	O
	0..1
	Identifies GPSI. (NOTE 1)
	

	ueIpv4
	Ipv4Addr
	O
	0..1
	The IPv4 address of the served UE. (NOTE 1)
	

	ueIpv6
	Ipv6Addr
	O
	0..1
	The IPv6 address of the served UE. (NOTE 1)
	

	ueMac
	MacAddr48
	O
	0..1
	The MAC address of the served UE. (NOTE 1)
	

	exterGroupId
	ExternalGroupId
	O
	0..1
	Represents a group of users. (NOTE 1)
	

	anyUeInd
	boolean
	O
	0..1
	Identifies whether the service parameters applies to any UE. This attribute shall set to "true" if applicable for any UE, otherwise, set to "false". (NOTE 1)
	

	paramOverPc5
	ParameterOverPc5
	O
	0..1
	Contains the V2X service parameters used over PC5
	

	paramOverUu
	ParameterOverUu
	O
	0..1
	Contains the V2X service parameters used over Uu
	

	paramForProSeDd
	ParamForProSeDd
	O
	0..1
	Contains the service parameters for 5G ProSe direct discovery.
	ProSe

	paramForProSeDc
	ParamForProSeDc
	O
	0..1
	Contains the service parameters for 5G ProSe direct communications.
	ProSe

	paramForProSeU2N
	ParamForProSeU2N
	O
	0..1
	Contains the service parameters for 5G ProSe UE-to-network relay.
	ProSe

	paramForProSeUsageRep
	ParamForProSeUsageRep
	O
	0..1
	Contains the service parameters for 5G ProSe usage reporting configuration and rules.
	ProSe

	paramForProSeServPathSel
	ParamForProSeServPathSel
	O
	0..1
	Contains the service parameters for 5G ProSe service path selection.
	ProSe

	mtcProviderId
	MtcProviderInformation
	O
	0..1
	Indicates MTC provider information.
	

	suppFeat
	SupportedFeatures
	C
	0..1
	Indicates the list of Supported features used as described in subclause 5.11.3.
This attribute shall be provided in the POST request and in the response of successful resource creation.
	

	NOTE 1:		One of individual UE identifier (i.e. "gpsi", "ueIpv4", "ueIpv6" or "ueMac" attribute), External Group Identifier (i.e. "exterGroupId" attribute) or any UE indication (i.e. "anyUeInd" attribute) shall be included.
NOTE 2:	Either the "afServiceId" attribute, "appId" attribute or the combination of "snssai" and "dnn" attributes shall be provided.



Editor's Note:	UE policies and configuration parameters for 5G ProSe UE-to-UE relay are FFS.
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Table 5.11.2.3.3-1: Definition of type ServiceParameterDataPatch
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	paramOverPc5
	ParameterOverPc5Rm
	O
	0..1
	Contains the V2X service parameters used over PC5
	

	paramOverUu
	ParameterOverUuRm
	O
	0..1
	Contains the V2X service parameters used over Uu
	

	paramForProSeDd
	ParamForProSeDdRm
	O
	0..1
	Contains the service parameters for 5G ProSe direct discovery.
	ProSe

	paramForProSeDc
	ParamForProSeDcRm
	O
	0..1
	Contains the service parameters for 5G ProSe direct communications.
	ProSe

	paramForProSeU2N
	ParamForProSeU2NRm
	O
	0..1
	Contains the service parameters for 5G ProSe UE-to-network relay.
	ProSe

	paramForProSeUsageRep
	ParamForProSeUsageRepRm
	O
	0..1
	Contains the service parameters for 5G ProSe usage reporting configuration and rules.
	ProSe

	paramForProSeServPathSel
	ParamForProSeServPathSelRm
	O
	0..1
	Contains the service parameters for 5G ProSe service path selection.
	ProSe



Editor's Note:	UE policies and configuration parameters for 5G ProSe UE-to-UE relay are FFS.
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5.11.2.4.2	Simple data types 
The simple data types defined in table 5.11.2.4.2-1 shall be supported.
Table 5.11.2.4.2-1: Simple data types
	Type Name
	Type Definition
	Description
	Applicability

	ParameterOverPc5
	string
	Configuration parameters for V2X communication over PC5. Its encoding shall comply with the UE policies for V2X communication over PC5 as defined in subclause 5.3 of 3GPP TS 24.588 [33].
	

	ParameterOverPc5Rm
	string
	This data type is defined in the same way as the "ParameterOverPc5" data type, but with the OpenAPI "nullable: true" property.
	

	ParameterOverUu
	string
	Configuration parameters for V2X communication over Uu. Its encoding shall comply with the UE policies for V2X communication over Uu as defined in subclause 5.4 of 3GPP TS 24.588 [33].
	

	ParameterOverUuRm
	string
	This data type is defined in the same way as the "ParameterOverUu" data type, but with the OpenAPI "nullable: true" property.
	

	ParamForProSeDd
	string
	Configuration parameters for 5G ProSe direct discovery. Its encoding shall comply with the UE policies for 5G ProSe direct discovery defined in subclause 5.3 of 3GPP TS 24.555 [cc].
	ProSe

	ParamForProSeDdRm
	string
	This data type is defined in the same way as the "ParamForProSeDd" data type, but with the OpenAPI "nullable: true" property.
	ProSe

	ParamForProSeDc
	string
	Configuration parameters for 5G ProSe direct communications. Its encoding shall comply with the UE policies for 5G ProSe direct communications defined in subclause 5.4 of 3GPP TS 24.555 [cc].
	ProSe

	ParamForProSeDcRm
	string
	This data type is defined in the same way as the "ParamForProSeDc" data type, but with the OpenAPI "nullable: true" property.
	ProSe

	ParamForProSeU2N
	string
	Configuration parameters for 5G ProSe UE-to-network relay. Its encoding shall comply with the UE policies for 5G ProSe UE-to-network relay defined in subclause 5.5 of 3GPP TS 24.555 [cc].
	ProSe

	ParamForProSeU2NRm
	string
	This data type is defined in the same way as the "ParamForProSeU2N" data type, but with the OpenAPI "nullable: true" property.
	ProSe

	ParamForProSeUsageRep
	string
	Configuration parameters for 5G ProSe usage reporting configuration and rules. Its encoding shall comply with the UE policies for 5G ProSe usage reporting configuration and rules defined in subclause 5.6 of 3GPP TS 24.555 [cc].
	ProSe

	ParamForProSeUsageRepRm
	string
	This data type is defined in the same way as the "ParamForProSeUsageRep" data type, but with the OpenAPI "nullable: true" property.
	ProSe

	ParamForProSeServPathSel
	string
	Configuration parameters for 5G ProSe service path selection. Its encoding shall comply with the UE policies for 5G ProSe service path selection defined in subclause 5.7 of 3GPP TS 24.555 [cc].
	ProSe

	ParamForProSeServPathSelRm
	string
	This data type is defined in the same way as the "ParamForProSeServPathSel" data type, but with the OpenAPI "nullable: true" property.
	ProSe



Editor's Note:	The encoding of UE policies and configuration parameters for 5G ProSe direct discovery will be specified in subclause 5.3 of 3GPP TS 24.555 [cc].
Editor's Note:	The encoding of UE policies and configuration parameters for 5G ProSe direct communications will be specified in subclause 5.4 of 3GPP TS 24.555 [cc].
Editor's Note:	The encoding of UE policies and configuration parameters for 5G ProSe UE-to-network relay will be specified in subclause 5.5 of 3GPP TS 24.555 [cc].
Editor's Note:	The encoding of UE policies and configuration parameters for 5G ProSe usage reporting configuration and rules will be specified in subclause 5.6 of 3GPP TS 24.555 [cc].
Editor's Note:	The encoding of UE policies and configuration parameters for 5G ProSe service path selection will be specified in subclause 5.7 of 3GPP TS 24.555 [cc].
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5.11.3	Used Features
The table below defines the features applicable to the ServiceParameter API. Those features are negotiated as described in subclause 5.2.7 of 3GPP TS 29.122 [4].
Table 5.11.3-1: Features used by ServiceParameter API
	Feature number
	Feature Name
	Description

	x
	ProSe
	This feature indicates the support of UE policy and N2 information provisioning for 5G ProSe.
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openapi: 3.0.0
info:
  title: 3gpp-service-parameter
  version: 1.0.1
  description: |
    API for AF service paramter
    © 2021, 3GPP Organizational Partners (ARIB, ATIS, CCSA, ETSI, TSDSI, TTA, TTC).
    All rights reserved.
externalDocs:
  description: 3GPP TS 29.522 V16.7.0; 5G System; Network Exposure Function Northbound APIs.
  url: 'http://www.3gpp.org/ftp/Specs/archive/29_series/29.522/'
security:
  - {}
  - oAuth2ClientCredentials: []
servers:
  - url: '{apiRoot}/3gpp-service-parameter/v1'
    variables:
      apiRoot:
        default: https://example.com
        description: apiRoot as defined in subclause 5.2.4 of 3GPP TS 29.122.

paths:
  /{afId}/subscriptions:
    parameters:
      - name: afId
        in: path
        description: Identifier of the AF
        required: true
        schema:
          type: string
    get:
      summary: read all of the active subscriptions for the AF
      tags:
        - Service Parameter Subscriptions
      responses:
        '200':
          description: OK. 
          content:
            application/json:
              schema:
                type: array
                items:
                  $ref: '#/components/schemas/ServiceParameterData'
                minItems: 0
        '307':
          $ref: 'TS29122_CommonData.yaml#/components/responses/307'
        '308':
          $ref: 'TS29122_CommonData.yaml#/components/responses/308'
        '400':
          $ref: 'TS29122_CommonData.yaml#/components/responses/400'
        '401':
          $ref: 'TS29122_CommonData.yaml#/components/responses/401'
        '403':
          $ref: 'TS29122_CommonData.yaml#/components/responses/403'
        '404':
          $ref: 'TS29122_CommonData.yaml#/components/responses/404'
        '406':
          $ref: 'TS29122_CommonData.yaml#/components/responses/406'
        '429':
          $ref: 'TS29122_CommonData.yaml#/components/responses/429'
        '500':
          $ref: 'TS29122_CommonData.yaml#/components/responses/500'
        '503':
          $ref: 'TS29122_CommonData.yaml#/components/responses/503'
        default:
          $ref: 'TS29122_CommonData.yaml#/components/responses/default'

    post:
      summary: Creates a new subscription resource 
      tags:
        - Service Parameter Subscriptions
      requestBody:
        description: Request to create a new subscription resource
        required: true
        content:
          application/json:
            schema:
              $ref: '#/components/schemas/ServiceParameterData'
      responses:
        '201':
          description: Created (Successful creation of subscription)
          content:
            application/json:
              schema:
                $ref: '#/components/schemas/ServiceParameterData'
          headers:
            Location:
              description: 'Contains the URI of the newly created resource'
              required: true
              schema:
                type: string
        '400':
          $ref: 'TS29122_CommonData.yaml#/components/responses/400'
        '401':
          $ref: 'TS29122_CommonData.yaml#/components/responses/401'
        '403':
          $ref: 'TS29122_CommonData.yaml#/components/responses/403'
        '404':
          $ref: 'TS29122_CommonData.yaml#/components/responses/404'
        '411':
          $ref: 'TS29122_CommonData.yaml#/components/responses/411'
        '413':
          $ref: 'TS29122_CommonData.yaml#/components/responses/413'
        '415':
          $ref: 'TS29122_CommonData.yaml#/components/responses/415'
        '429':
          $ref: 'TS29122_CommonData.yaml#/components/responses/429'
        '500':
          $ref: 'TS29122_CommonData.yaml#/components/responses/500'
        '503':
          $ref: 'TS29122_CommonData.yaml#/components/responses/503'
        default:
          $ref: 'TS29122_CommonData.yaml#/components/responses/default'

  /{afId}/subscriptions/{subscriptionId}:
    parameters:
      - name: afId
        in: path
        description: Identifier of the AF
        required: true
        schema:
          type: string
      - name: subscriptionId
        in: path
        description: Identifier of the subscription resource
        required: true
        schema:
          type: string
    get:
      summary: read an active subscriptions for the SCS/AS and the subscription Id
      tags:
        - Individual Service Parameter Subscription
      responses:
        '200':
          description: OK (Successful get the active subscription)
          content:
            application/json:
              schema:
                $ref: '#/components/schemas/ServiceParameterData'
        '307':
          $ref: 'TS29122_CommonData.yaml#/components/responses/307'
        '308':
          $ref: 'TS29122_CommonData.yaml#/components/responses/308'
        '400':
          $ref: 'TS29122_CommonData.yaml#/components/responses/400'
        '401':
          $ref: 'TS29122_CommonData.yaml#/components/responses/401'
        '403':
          $ref: 'TS29122_CommonData.yaml#/components/responses/403'
        '404':
          $ref: 'TS29122_CommonData.yaml#/components/responses/404'
        '406':
          $ref: 'TS29122_CommonData.yaml#/components/responses/406'
        '429':
          $ref: 'TS29122_CommonData.yaml#/components/responses/429'
        '500':
          $ref: 'TS29122_CommonData.yaml#/components/responses/500'
        '503':
          $ref: 'TS29122_CommonData.yaml#/components/responses/503'
        default:
          $ref: 'TS29122_CommonData.yaml#/components/responses/default'

    put:
      summary: Updates/replaces an existing subscription resource
      tags:
        - Individual Service Parameter Subscription
      requestBody:
        description: Parameters to update/replace the existing subscription
        required: true
        content:
          application/json:
            schema:
              $ref: '#/components/schemas/ServiceParameterData'
      responses:
        '200':
          description: OK (Successful update of the subscription)
          content:
            application/json:
              schema:
                $ref: '#/components/schemas/ServiceParameterData'
        '307':
          $ref: 'TS29122_CommonData.yaml#/components/responses/307'
        '308':
          $ref: 'TS29122_CommonData.yaml#/components/responses/308'
        '400':
          $ref: 'TS29122_CommonData.yaml#/components/responses/400'
        '401':
          $ref: 'TS29122_CommonData.yaml#/components/responses/401'
        '403':
          $ref: 'TS29122_CommonData.yaml#/components/responses/403'
        '404':
          $ref: 'TS29122_CommonData.yaml#/components/responses/404'
        '411':
          $ref: 'TS29122_CommonData.yaml#/components/responses/411'
        '413':
          $ref: 'TS29122_CommonData.yaml#/components/responses/413'
        '415':
          $ref: 'TS29122_CommonData.yaml#/components/responses/415'
        '429':
          $ref: 'TS29122_CommonData.yaml#/components/responses/429'
        '500':
          $ref: 'TS29122_CommonData.yaml#/components/responses/500'
        '503':
          $ref: 'TS29122_CommonData.yaml#/components/responses/503'
        default:
          $ref: 'TS29122_CommonData.yaml#/components/responses/default'

    patch:
      summary: Updates/replaces an existing subscription resource
      tags:
        - Individual Service Parameter Subscription
      requestBody:
        required: true
        content:
          application/merge-patch+json:
            schema:
              $ref: '#/components/schemas/ServiceParameterDataPatch'
      responses:
        '200':
          description: OK. The subscription was modified successfully.
          content:
            application/json:
              schema:
                $ref: '#/components/schemas/ServiceParameterData'
        '307':
          $ref: 'TS29122_CommonData.yaml#/components/responses/307'
        '308':
          $ref: 'TS29122_CommonData.yaml#/components/responses/308'
        '400':
          $ref: 'TS29122_CommonData.yaml#/components/responses/400'
        '401':
          $ref: 'TS29122_CommonData.yaml#/components/responses/401'
        '403':
          $ref: 'TS29122_CommonData.yaml#/components/responses/403'
        '404':
          $ref: 'TS29122_CommonData.yaml#/components/responses/404'
        '411':
          $ref: 'TS29122_CommonData.yaml#/components/responses/411'
        '413':
          $ref: 'TS29122_CommonData.yaml#/components/responses/413'
        '415':
          $ref: 'TS29122_CommonData.yaml#/components/responses/415'
        '429':
          $ref: 'TS29122_CommonData.yaml#/components/responses/429'
        '500':
          $ref: 'TS29122_CommonData.yaml#/components/responses/500'
        '503':
          $ref: 'TS29122_CommonData.yaml#/components/responses/503'
        default:
          $ref: 'TS29122_CommonData.yaml#/components/responses/default'

    delete:
      summary: Deletes an already existing subscription
      tags:
        - Individual Service Parameter Subscription
      responses:
        '204':
          description: No Content (Successful deletion of the existing subscription)
        '307':
          $ref: 'TS29122_CommonData.yaml#/components/responses/307'
        '308':
          $ref: 'TS29122_CommonData.yaml#/components/responses/308'
        '400':
          $ref: 'TS29122_CommonData.yaml#/components/responses/400'
        '401':
          $ref: 'TS29122_CommonData.yaml#/components/responses/401'
        '403':
          $ref: 'TS29122_CommonData.yaml#/components/responses/403'
        '404':
          $ref: 'TS29122_CommonData.yaml#/components/responses/404'
        '429':
          $ref: 'TS29122_CommonData.yaml#/components/responses/429'
        '500':
          $ref: 'TS29122_CommonData.yaml#/components/responses/500'
        '503':
          $ref: 'TS29122_CommonData.yaml#/components/responses/503'
        default:
          $ref: 'TS29122_CommonData.yaml#/components/responses/default'

components:
  securitySchemes:
    oAuth2ClientCredentials:
      type: oauth2
      flows:
        clientCredentials:
          tokenUrl: '{tokenUrl}'
          scopes: {}
  schemas: 
    ServiceParameterData:
      type: object
      properties:
        afServiceId:
          type: string
          description: Identifies a service on behalf of which the AF is issuing the request.
        appId:
          type: string
          description: Identifies an application.
        dnn:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Dnn'
        snssai:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Snssai'
        externalGroupId:
          $ref: 'TS29122_CommonData.yaml#/components/schemas/ExternalGroupId'
        anyUeInd:
          type: boolean
          description: Identifies whether the AF request applies to any UE. This attribute shall set to "true" if applicable for any UE, otherwise, set to "false".
        gpsi:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Gpsi'
        ueIpv4:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Ipv4Addr'
        ueIpv6:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Ipv6Addr'
        ueMac:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/MacAddr48'
        self:
          $ref: 'TS29122_CommonData.yaml#/components/schemas/Link'
        paramOverPc5:
          $ref: '#/components/schemas/ParameterOverPc5'
        paramOverUu:
          $ref: '#/components/schemas/ParameterOverUu'
        paramForProSeDd:
          $ref: '#/components/schemas/ParamForProSeDd'
        paramForProSeDc:
          $ref: '#/components/schemas/ParamForProSeDc'
        paramForProSeU2N:
          $ref: '#/components/schemas/ParamForProSeU2N'
        paramForProSeUsageRep:
          $ref: '#/components/schemas/ParamForProSeUsageRep'
        paramForProSeServPathSel:
          $ref: '#/components/schemas/ParamForProSeServPathSel'
        mtcProviderId:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/MtcProviderInformation'
        suppFeat:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/SupportedFeatures'
    ServiceParameterDataPatch:
      type: object
      properties:
        paramOverPc5:
          $ref: '#/components/schemas/ParameterOverPc5Rm'
        ParamOverUu:
          $ref: '#/components/schemas/ParameterOverUuRm'
        paramForProSeDd:
          $ref: '#/components/schemas/ParamForProSeDdRm'
        paramForProSeDc:
          $ref: '#/components/schemas/ParamForProSeDcRm'
        paramForProSeU2N:
          $ref: '#/components/schemas/ParamForProSeU2NRm'
        paramForProSeUsageRep:
          $ref: '#/components/schemas/ParamForProSeUsageRepRm'
        paramForProSeServPathSel:
          $ref: '#/components/schemas/ParamForProSeServPathSelRm'
    ParameterOverPc5:
      type: string
    ParameterOverPc5Rm:
      type: string
      nullable: true
    ParameterOverUu:
      type: string
    ParameterOverUuRm:
      type: string
      nullable: true
    ParamForProSeDd:
      description: Represents the service parameters for 5G ProSe direct discovery.
      type: string
    ParamForProSeDdRm:
      description: This data type is defined in the same way as the ParamForProSeDd data type, but with the OpenAPI nullable property set to true.
      type: string
      nullable: true
    ParamForProSeDc:
      description: Represents the service parameters for 5G ProSe direct communications.
      type: string
    ParamForProSeDcRm:
      description: This data type is defined in the same way as the ParamForProSeDc data type, but with the OpenAPI nullable property set to true.
      type: string
      nullable: true
    ParamForProSeU2N:
      description: Represents the service parameters for 5G ProSe UE-to-network relay.
      type: string
    ParamForProSeU2NRm:
      description: This data type is defined in the same way as the ParamForProSeU2N data type, but with the OpenAPI nullable property set to true.
      type: string
      nullable: true
    ParamForProSeUsageRep:
      description: Represents the service parameters for 5G ProSe usage reporting configuration and rules.
      type: string
    ParamForProSeUsageRepRm:
      description: This data type is defined in the same way as the ParamForProSeUsageRep data type, but with the OpenAPI nullable property set to true.
      type: string
      nullable: true
    ParamForProSeServPathSel:
      description: Represents the service parameters for 5G ProSe service path selection.
      type: string
    ParamForProSeServPathSelRm:
      description: This data type is defined in the same way as the ParamForProSeServPathSel data type, but with the OpenAPI nullable property set to true.
      type: string
      nullable: true

* * * End of changes * * * *
