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	Reason for change:
	The SecurityMethod data type is incorrectly written with an "s" at the end in Table 8.2.4.2.3-1 and Table 8.2.4.2.4-1. This is a clear misalignment with the OpenAPI specification file of the CAPIF_Publish_Service_API and the remaining parts of the specification where this data type is mentioned/used.

	
	

	Summary of change:
	This CR proposes to:
· Correct the above mentionned error.
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	· This severe misalignment remains in the specification.
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* * * Start of changes * * * *
[bookmark: _Toc28009840][bookmark: _Toc34061959][bookmark: _Toc36036715][bookmark: _Toc43284962][bookmark: _Toc45132741][bookmark: _Toc51193435][bookmark: _Toc51760634][bookmark: _Toc59015084][bookmark: _Toc59015600][bookmark: _Toc68165642][bookmark: _Toc28013417][bookmark: _Toc34222330][bookmark: _Toc36040513][bookmark: _Toc39134442][bookmark: _Toc43283389][bookmark: _Toc45134429][bookmark: _Toc49931760][bookmark: _Toc51763541][bookmark: _Toc493774024][bookmark: _Toc494194773][bookmark: _Toc528159067][bookmark: _Toc532198029][bookmark: _Toc34123783][bookmark: _Toc36038527][bookmark: _Toc36038615][bookmark: _Toc36038806][bookmark: _Toc44680746][bookmark: _Toc45133658][bookmark: _Toc45133749][bookmark: _Toc49417447][bookmark: _Toc51762414][bookmark: _Toc20408087][bookmark: _Toc39068125][bookmark: _Toc43273318][bookmark: _Toc45134856][bookmark: _Toc49939192][bookmark: _Toc51764216][bookmark: _Toc43217071][bookmark: _Toc45191772][bookmark: _Toc51190480][bookmark: _Toc51760298][bookmark: _Toc59014864]8.2.4.2.3	Type: InterfaceDescription
Table 8.2.4.2.3-1: Definition of type InterfaceDescription
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	ipv4Addr
	Ipv4Addr
	O
	0..1
	String identifying an IPv4 address (NOTE)
	

	ipv6Addr
	Ipv6Addr
	O
	0..1
	String identifying an IPv6 address (NOTE)
	

	port
	Port
	O
	0..1
	Port
	

	securityMethods
	array(SecurityMethods)
	M
	1..N
	Security methods supported by the interface. It takes precedence over the security methods provided in AefProfile, for this specific interface
	

	NOTE:	      Only one of the attributes "ipv4Addr" or "ipv6Addr" shall be included.



* * * Next changes * * * *
[bookmark: _Toc28009841][bookmark: _Toc34061960][bookmark: _Toc36036716][bookmark: _Toc43284963][bookmark: _Toc45132742][bookmark: _Toc51193436][bookmark: _Toc51760635][bookmark: _Toc59015085][bookmark: _Toc59015601][bookmark: _Toc68165643]8.2.4.2.4	Type: AefProfile
Table 8.2.4.2.4-1: Definition of type AefProfile
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	aefId
	string
	M
	1
	AEF identifier 
	

	versions
	array(Version)
	M
	1..N
	API version
	

	protocol
	Protocol
	O
	0..1
	Protocol used by the API.
	

	dataFormat
	DataFormat
	O
	0..1
	Data format used by the API
	

	securityMethods
	array(SecurityMethods)
	O
	1..N
	Security methods supported by the AEF for all interfaces. Certain interfaces may have different security methods supported in the attribute interfaceDescriptions.
	

	domainName
	string
	O
	0..1
	Domain to which API belongs to
(NOTE 1)
	

	interfaceDescriptions
	array(InterfaceDescription)
	O
	1..N
	Interface details
(NOTE 1)
	

	NOTE 1:	Only one of the attributes "domainName" or "interfaceDescriptions" shall be included.
NOTE 2:	Notification or callback type of resource is not included.



* * * End of changes * * * *
