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	29.508
	0131
	2
	Rel-17
	Partitioning criteria for applying sampling in specific UE partitions in SMF exposure
	B
	17.2.0
	CT3#116-e
	C3-213271
	Nokia, Nokia Shanghai Bell, Ericsson
	eNA_Ph2
	
	

	29.508
	0132
	1
	Rel-17
	Support of Mute reporting
	B
	17.2.0
	CT3#115-e
	C3-212396
	Huawei
	eNA_Ph2
	
	

	29.508
	0136
	1
	Rel-17
	Nsmf_EventExposure supports RAT Type Change Event
	B
	17.2.0
	CT3#116-e
	C3-213367
	China Telecom
	eNA_Ph2
	
	

	29.513
	0264
	1
	Rel-17
	Clean up of Network Data Analysis procedures
	F
	17.2.0
	CT3#115-e
	C3-212403
	Huawei
	eNA_Ph2
	
	

	29.517
	0039
	1
	Rel-17
	Partitioning criteria for applying sampling in specific UE partitions in AF exposure
	B
	17.1.0
	CT3#115-e
	C3-212392
	Nokia, Nokia Shanghai Bell
	eNA_Ph2
	
	

	29.517
	0040
	-
	Rel-17
	Support of Mute reporting
	B
	17.1.0
	CT3#115-e
	C3-212313
	Huawei
	eNA_Ph2
	
	

	29.517
	0043
	1
	Rel-17
	Extensions to User Data Congestion Analytics
	B
	17.1.0
	CT3#116-e
	C3-213371
	Ericsson
	eNA_Ph2
	
	

	29.520
	0270
	4
	Rel-17
	Adding time when analytics needed and revised time to analytics subscriptions
	B
	17.2.0
	CT3#116-e
	C3-213375
	Nokia, Nokia Shanghai Bell, Huawei, Ericsson
	eNA_Ph2
	
	

	29.520
	0271
	2
	Rel-17
	Adding NWDAF as NWDAF services consumer due to analytics aggregation
	B
	17.2.0
	CT3#115-e
	C3-212597
	Nokia, Nokia Shanghai Bell
	eNA_Ph2
	
	

	29.520
	0288
	1
	Rel-17
	Service introduction for Nnwdaf_DataManagement
	B
	17.2.0
	CT3#115-e
	C3-212397
	Huawei, China Mobile
	eNA_Ph2
	
	

	29.520
	0289
	1
	Rel-17
	Service operations for Nnwdaf_DataManagement
	B
	17.2.0
	CT3#115-e
	C3-212398
	Huawei, China Mobile
	eNA_Ph2
	
	

	29.520
	0290
	1
	Rel-17
	Nnwdaf_DataManagement Service API
	B
	17.2.0
	CT3#115-e
	C3-212399
	Huawei, China Mobile
	eNA_Ph2
	
	

	29.520
	0291
	1
	Rel-17
	Service introduction for Nnwdaf_MLModelProvision
	B
	17.2.0
	CT3#115-e
	C3-212400
	Huawei, China Mobile
	eNA_Ph2
	
	

	29.520
	0292
	1
	Rel-17
	Service operations for Nnwdaf_MLModelProvision
	B
	17.2.0
	CT3#115-e
	C3-212401
	Huawei, China Mobile
	eNA_Ph2
	
	

	29.520
	0293
	1
	Rel-17
	Nnwdaf_MLModelProvision Service API
	B
	17.2.0
	CT3#115-e
	C3-212402
	Huawei, China Mobile
	eNA_Ph2
	
	

	29.520
	0294
	2
	Rel-17
	Partitioning criteria for applying sampling in specific UE partitions in NWDAF event exposure
	B
	17.2.0
	CT3#116-e
	C3-213374
	Nokia, Nokia Shanghai Bell, Ericsson
	eNA_Ph2
	
	

	29.520
	0295
	1
	Rel-17
	Complete definition of the Nnwdaf_MLModelProvision API
	B
	17.2.0
	CT3#116-e
	C3-213366
	Huawei, China Mobile
	eNA_Ph2
	
	

	29.520
	0299
	1
	Rel-17
	Service operations of Nnwdaf_MLModelProvision service
	B
	17.2.0
	CT3#116-e
	C3-213368
	Huawei, China Mobile
	eNA_Ph2
	
	

	29.520
	0300
	1
	Rel-17
	Service description of Nnwdaf_MLModelProvision service
	B
	17.2.0
	CT3#116-e
	C3-213369
	Huawei, China Mobile, Ericsson
	eNA_Ph2
	
	

	29.520
	0302
	1
	Rel-17
	Correction of the description of the snssaia attribute
	F
	17.2.0
	CT3#116-e
	C3-213376
	Nokia, Nokia Shanghai Bell
	eNA_Ph2
	
	

	29.523
	0047
	2
	Rel-17
	Partitioning criteria for applying sampling in specific UE partitions in PCF exposure
	B
	17.2.0
	CT3#116-e
	C3-213255
	Nokia, Nokia Shanghai Bell, Ericsson
	eNA_Ph2
	
	

	29.523
	0049
	1
	Rel-17
	Support of Mute reporting
	B
	17.2.0
	CT3#115-e
	C3-212395
	Huawei
	eNA_Ph2
	
	

	29.591
	0043
	-
	Rel-17
	Support of Mute reporting
	B
	17.1.0
	CT3#115-e
	C3-212312
	Huawei
	eNA_Ph2
	
	

	29.591
	0044
	-
	Rel-17
	Partitioning criteria for applying sampling in specific UE partitions in NEF event exposure
	B
	17.1.0
	CT3#115-e
	C3-212356
	Nokia, Nokia Shanghai Bell
	eNA_Ph2
	
	

	29.591
	0049
	1
	Rel-17
	Extensions to User Data Congestion Analytics
	B
	17.1.0
	CT3#116-e
	C3-213372
	Ericsson
	eNA_Ph2
	
	


