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*** First change ***
[bookmark: _Toc27045074][bookmark: _Toc36034125][bookmark: _Toc45132272][bookmark: _Toc49776557][bookmark: _Toc51747477][bookmark: _Toc58836699]5.16.2.1.4	Type: RacsConfiguration
This type represents a single UE radio capability configuration data provided by the SCS/AS to the SCEF. 
Table 5.16.2.1.4-1: Definition of type RacsConfiguration
	Attribute name
	Data type
	Cardinality
	Description
	Applicability (NOTE 1)

	racsId
	string
	1
	The UE radio capability ID provided by the SCS/AS to identify the UE radio capability data. See 3GPP TS 23.003 [14] for the encoding. (NOTE 3)
	

	racsParamEps
	string
	0..1
	The UE radio capability data in EPS, its encoding shall comply with the UE-CapabilityRAT-ContainerList as defined in subclause 6.3.6 of 3GPP TS 36.331 [59]. (NOTE 2, NOTE X)
	

	racsParam5Gs
	string
	0..1
	The UE radio capability data in 5GS, its encoding shall comply with the UE-CapabilityRAT-ContainerList as defined in subclause 6.3.3 of 3GPP TS 38.331 [60]. (NOTE 2, NOTE X)
	

	[bookmark: _Hlk37423452]imeiTacs
	array(TypeAllocationCode)
	1..N
	Related UE model's IMEI-TAC values
	

	NOTE 1:	Properties marked with a feature as defined in subclause 5.16.4 are applicable as described in subclause 5.2.7. If no features are indicated, the related property applies for all the features.
NOTE 2:	At least one of racsParamEps or racsParam5Gs shall be provided. 
NOTE 3:	A racsId shall only belong to one "Individual RACS Parameter Provisioning" resource.
NOTE X: 	UTRAN capabilities shall not be included within the "racsParamEps" attribute and/or the "racsParam5Gs" attribute.
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