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* * * Start of changes * * * *
[bookmark: _Toc28009836][bookmark: _Toc34061955][bookmark: _Toc36036711][bookmark: _Toc43284958][bookmark: _Toc45132737][bookmark: _Toc51193431][bookmark: _Toc51760630][bookmark: _Toc59015080][bookmark: _Toc59015596][bookmark: _Toc68165638][bookmark: _Toc28010033][bookmark: _Toc34062153][bookmark: _Toc36036911][bookmark: _Toc43285159][bookmark: _Toc45132938][bookmark: _Toc51193632][bookmark: _Toc51760831][bookmark: _Toc59015281][bookmark: _Toc59015797][bookmark: _Toc68165839][bookmark: _Toc28013417][bookmark: _Toc34222330][bookmark: _Toc36040513][bookmark: _Toc39134442][bookmark: _Toc43283389][bookmark: _Toc45134429][bookmark: _Toc49931760][bookmark: _Toc51763541][bookmark: _Toc493774024][bookmark: _Toc494194773][bookmark: _Toc528159067][bookmark: _Toc532198029][bookmark: _Toc34123783][bookmark: _Toc36038527][bookmark: _Toc36038615][bookmark: _Toc36038806][bookmark: _Toc44680746][bookmark: _Toc45133658][bookmark: _Toc45133749][bookmark: _Toc49417447][bookmark: _Toc51762414][bookmark: _Toc20408087][bookmark: _Toc39068125][bookmark: _Toc43273318][bookmark: _Toc45134856][bookmark: _Toc49939192][bookmark: _Toc51764216]8.2.4.1	General
This subclause specifies the application data model supported by the API. Data types listed in subclause 7.2 also apply to this API.
Table 8.2.4.1-1 specifies the data types defined specifically for the CAPIF_Publish_Service_API CAPIF service based interface protocol.
Table 8.2.4.1-1: CAPIF_Publish_Service_API Sspecific Data Types
	Data type
	Section defined
	Description
	Applicability

	AefProfile
	8.2.4.2.4
	AEF profile
	

	CommunicationType
	8.2.4.3.5
	Communication type of the resource
	

	CustomOperation
	8.2.4.2.7
	Custom operation
	

	DataFormat
	8.2.4.3.4
	Data format
	

	InterfaceDescription
	8.2.4.2.3
	Description of the API interface
	

	Operation
	8.2.4.3.7
	HTTP method (e.g. PUT)
	

	Protocol
	8.2.4.3.3
	Protocol used by the API
	

	Resource
	8.2.4.2.6
	API resource
	

	SecurityMethod
	8.2.4.3.6
	Security method (e.g. PKI)
	

	Version
	8.2.4.2.5
	API version information
	



Table 8.2.4.1-2 specifies data types re-used by the CAPIF_Publish_Service_API service: 
Table 8.2.4.1-2: Re-used Data Types
	Data type
	Reference
	Comments
	Applicability

	Ipv4Addr
	3GPP TS 29.122 [14]
	
	

	Ipv6Addr
	3GPP TS 29.122 [14]
	
	

	Port
	3GPP TS 29.122 [14]
	
	

	SupportedFeatures
	3GPP TS 29.571 [19]
	Used to negotiate the applicability of optional features defined in table  8.2.6-1.
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