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	Reason for change:
	It is specified in TS 23.288, clause 6.1.3:
By setting start time and end time to the same value, the consumer of the analytics can request analytics or subscribe to analytics for a specific time rather than for a time interval.

According to EventReportingRequirement data type definition in clause 5.1.6.2.7 indicating end time shall not be less than the start time, the consumer can request analytics or subscribe to analytics for a specific time by setting startTs and endTs to the same value.
However as per the NOTEs in the AnalyticsData data type defined in clause 5.2.6.2.2 and EventNotification defined in clause 5.1.6.2.5, the same value for “expiry" attribute and "start" attribute is not allowed, therefore the analytics response cannot reflect the specific time asked by the consumer.

It’s proposed to clarify that "expiry" attribute shall not be earlier than "start" attribute if they are both provided.

	
	

	Summary of change:
	The NOTEs in Table 5.2.6.2.2-1 and Table 5.1.6.2.5-1 updated as follows:
NOTE:	If the "start" attribute and the "expiry" attribute are both provided, the DateTime of the "expiry" attribute shall not be earlier than the DateTime of the "start" attribute


	
	

	Consequences if not approved:
	The analytics response cannot reflect the specific time asked by the consumer.
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Additional discussion(if needed):
…
Proposed changes:
*** 1st Change ***
[bookmark: _Toc28012868][bookmark: _Toc34266354][bookmark: _Toc36102525][bookmark: _Toc43563569][bookmark: _Toc45134115][bookmark: _Toc50032047][bookmark: _Toc51762967][bookmark: _Toc56641036][bookmark: _Toc59018004][bookmark: _Toc66231872][bookmark: _Toc68169033]5.2.6.2.2	Type AnalyticsData
Table 5.2.6.2.2-1: Definition of type AnalyticsData
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	start
	DateTime
	O
	0..1
	It defines the start time of which the analytics information will become valid. (NOTE)
	

	expiry
	DateTime
	O
	0..1
	It defines the expiration time after which the analytics information will become invalid. (NOTE)
	

	timeStampGen
	DateTime
	O
	0..1
	It defines the timestamp of analytics generation.
	

	sliceLoadLevelInfos
	array(SliceLoadLevelInformation)
	C
	1..N
	The slices and the load level information. Shall be present when the requested event is "LOAD_LEVEL_INFORMATION".
	

	nsiLoadLevelInfos
	array(NsiLoadLevelInfo)
	C
	1..N
	Each element identifies the load level information for an S-NSSAI and the optionally associated network slice instance.
Shall be presented when the requested event is "NSI_LOAD_LEVEL" 
	NsiLoad

	nwPerfs
	array(NetworkPerfInfo)
	C
	1..N
	The network performance information.
Shall be present when the requested event is "NETWORK_PERFORMANCE".
	NetworkPerformance

	nfLoadLevelInfos
	array(NfLoadLevelInformation)
	C
	1..N
	The NF load information.
When the requestedevent is "NF_LOAD", the nfLoadLevelInfos shall be included.
	NfLoad

	qosSustainInfos
	array(QosSustainabilityInfo)
	C
	1..N
	The QoS sustainability informations in the certain geographic areas. 
It shall present if the requested eventis "QOS_SUSTAINABILITY"
	QoSSustainability

	ueMobs
	array(UeMobility)
	C
	1..N
	The UE mobility information.
When the requested event is "UE_MOBILITY", the "ueMobs" attribute shall be included.
	UeMobility

	ueComms
	array(UeCommunication)
	C
	1..N
	The UE communication information.
When the requested event is "UE_COMM", the "ueComms" attribute shall be included.
	UeCommunication

	userDataCongInfos
	array(UserDataCongestionInfo)
	C
	1..N
	The user data congestion information.
Shall be present when the requested event is "USER_DATA_CONGESTION".
	UserDataCongestion

	suppFeat
	SupportedFeatures
	C
	0..1
	List of Supported features used as described in subclause 5.2.8.
This parameter shall be supplied by NWDAF in the reply of GET request that request the analytics resource, if the consumer includes "supported-features" in the GET request.
	

	svcExps
	array(ServiceExperienceInfo)
	C
	1..N
	The service experience information. 
	ServiceExperience

	abnorBehavrs
	array(AbnormalBehaviour)
	C
	1..N
	The abnormal behaviour information. 
	AbnormalBehaviour

	NOTE:	If the "start" attribute and the "expiry" attribute are both provided, the DateTime of the "expiry" attribute shall not be earlierbe later than the DateTime of the "start" attribute.



*** 2nd Change ***
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Table 5.1.6.2.5-1: Definition of type EventNotification
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	event
	NwdafEvent
	M
	1
	Event that is notified.
	

	start
	DateTime
	O
	0..1
	It defines the start time of which the analytics information will become valid. (NOTE)
	

	expiry
	DateTime
	O
	0..1
	It defines the expiration time after which the analytics information will become invalid. (NOTE)
	

	timeStampGen
	DateTime
	O
	0..1
	It defines the timestamp of analytics generation.
	

	nwPerfs
	array(NetworkPerfInfo)
	C
	1..N
	The network performance information.
	NetworkPerformance

	nfLoadLevelInfos
	array(NfLoadLevelInformation)
	C
	1..N
	The NF load level information. When subscribed event is "NF_LOAD", the nfLoadLevelInfos shall be included.
	NfLoad

	nsiLoadLevelInfos
	array(NsiLoadLevelInfo)
	C
	1..N
	Each element identifies the load level information for each S-NSSAI and the optionally associated network slice instance.
Shall be included when subscribed event is "NSI_LOAD_LEVEL".
	NsiLoad

	qosSustainInfos
	array(QosSustainabilityInfo)
	C
	1..N
	The QoS sustainability information.
When subscribed event is “QOS_SUSTAINABILITY”, the qosSustainInfos shall be included.
	QoSSustainability

	sliceLoadLevelInfo
	SliceLoadLevelInformation
	C
	0..1
	The slices and the load level information.
When subscribed event is "SLICE_LOAD_LEVEL", the sliceLoadLevelInfo shall be included.
	

	svcExps
	array(ServiceExperienceInfo)
	C
	1..N
	The service experience information.
When subscribed event is "SERVICE_EXPERIENCE", the svcExps shall be included.
	ServiceExperience

	ueComms
	array(UeCommunication)
	C
	1..N
	The UE communication information.
When subscribed event is "UE_COMM", the ueComms shall be included.
	UeCommunication

	ueMobs
	array(UeMobility)
	C
	1..N
	The UE mobility information.
When subscribed event is "UE_MOBILITY", the ueMobs shall be included.
	UeMobility

	abnorBehavrs
	array(AbnormalBehaviour)
	C
	1..N
	The Abnormal Behaviour information.
When subscribed event is "ABNORMAL_BEHAVIOUR", the abnorBehavrs shall be included.
	AbnormalBehaviour

	userDataCongInfos
	array(UserDataCongestionInfo)
	C
	1..N
	The location and user data congestion information. 
Shall be present if the subscribed event is "USER_DATA_CONGESTION".
	UserDataCongestion

	NOTE:	If the "start" attribute and the "expiry" attribute are both provided, the DateTime of the "expiry" attribute shall not be earlierbe later than the DateTime of the "start" attribute.






*** End of Changes ***

