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* * * First Change * * * *
[bookmark: _Toc21950986][bookmark: _Toc24973363][bookmark: _Toc33835537][bookmark: _Toc34748331][bookmark: _Toc34749527][bookmark: _Toc42978873][bookmark: _Toc49632204][bookmark: _Toc56345369][bookmark: _Toc67731056]5.1	Introduction
The HSS offers the following services via the Nhss interface:
-	Nhss_UEAuthentication Service
-	Nhss_SubscriberDataManagement Service
-	Nhss_UEContextManagement service
All scenarios shown in the following clauses assume that the HSS is stateful and stores information in local memory. However, the HSS may be stateless and stores information externally in the EPS-UDR. If so, the stateless HSS makes use of Ud interface as specified in 3GPP TS 23.335 [6] and 3GPP TS 29.335 [19] to retrieve required data from the EPS-UDR and store them locally before processing an incoming request. Processing the incoming request may then include updating data in the EPS-UDR or subscribing to data change notifications at the EPS-UDR by using the Ud interface. After processing the incoming request, the HSS may delete the locally stored data.
Table 5.1-1 summarizes the corresponding APIs defined for this specification.
Table 5.1-1: API Descriptions
	Service Name
	Clause
	Description
	OpenAPI Specification File
	apiName
	Annex

	Nhss_UEAuthentication Service
	6.1
	HSS UE Authentication Service
	TS29563_Nhss_UEAU.yaml
	nhss-ueau
	A.2

	Nhss_SubscriberDataManagement Service
	6.2
	HSS Subscriber Data Management
	TS29563_Nhss_SDM.yaml
	nhss-sdm
	A.3

	Nhss_UEContextManagement Service
	6.3
	HSS UE Context Management
	TS29563_Nhss_UECM.yaml
	nhss-uecm
	A.4

	Nhss_EventExposure
	6.4
	HSS Event Exposure
	TS29563_Nhss_EE.yaml
	nhss-ee
	A.5
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