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*******
* * * First Change * * * *
[bookmark: _Toc67683288][bookmark: _Toc67681995][bookmark: _Toc45029232][bookmark: _Toc45028397][bookmark: _Toc36457480][bookmark: _Toc27585474][bookmark: _Toc11338770]6.4.3.2.3.1	POST
This method shall support the URI query parameters specified in table 6.4.3.2.3.1-1.
Table 6.4.3.2.3.1-1: URI query parameters supported by the POST method on this resource
	Name
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	
	



This method shall support the request data structures specified in table 6.4.3.2.3.1-2 and the response data structures and response codes specified in table 6.4.3.2.3.1-3.
Table 6.4.3.2.3.1-2: Data structures supported by the POST Request Body on this resource
	Data type
	P
	Cardinality
	Description

	EeSubscription
	M
	1
	The subscription that is to be created



Table 6.4.3.2.3.1-3: Data structures supported by the POST Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	CreatedEeSubscription
	M
	1
	201 Created
	Upon success, a response body containing a representation of the created Individual subscription resource shall be returned.

The HTTP response shall include a "Location" HTTP header that contains the resource URI of the created resource. When stateless UDM is deployed, the stateless UDM may use an FQDN identifying the UDM group to which the UDM belongs as the host part of the resource URI.

	ProblemDetails
	O
	0..1
	403 Forbidden
	The "cause" attribute may be used to indicate one of the following application errors:
- MONITORING_NOT_ALLOWED
- AF_NOT_ALLOWED
- MTC_PROVIDER_NOT_ALLOWED

	ProblemDetails
	O
	0..1
	404 Not Found
	The "cause" attribute may be used to indicate one of the following application errors:
- USER_NOT_FOUND

	ProblemDetails
	O
	0..1
	501 Not Implemented
	The "cause" attribute may be used to indicate one of the following application errors:
- UNSUPPORTED_MONITORING_EVENT_TYPE
- UNSUPPORTED_MONITORING_REPORT_OPTIONS

This response shall not be cached.

	NOTE:	In addition common data structures as listed in table 5.2.7.1-1 of 3GPP TS 29.500 [4] are supported.


NOTE:	In the scenario of stateless UDM deployment, it is assumed that stateless UDMs are organized into several UDM groups, and for each UDM group an FQDN can be allocated.
Table 6.4.3.2.3.1-4: Headers supported by the 201 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	Contains the URI of the newly created resource, according to the structure: {apiRoot}/nudm-ee/<apiVersion>/{ueIdentity}/ee-subscriptions/{subscriptionId}



* * * End of Changes * * * *


