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* * * First Change * * * *

[bookmark: _Toc25270697][bookmark: _Toc34310354][bookmark: _Toc36464876][bookmark: _Toc51944608][bookmark: _Toc67729007]6.1.6.1	General
This clause specifies the application data model supported by the API.
Table 6.1.6.1-1 specifies the data types defined for the Nausf service based interface protocol.
Table 6.1.6.1-1: Nausf specific Data Types
	Data type
	Clause defined
	Description

	AuthenticationInfo
	6.1.6.2.2
	Contains the UE id (i.e. SUCI or SUPI) and the Serving Network Name.

	UEAuthenticationCtx
	6.1.6.2.3
	Contains the information related to the resource generated to handle the UE authentication. It contains at least the UE id, Serving Network, the Authentication Method and related EAP information or related 5G-AKA information.

	5gAuthData
	6.1.6.2.4
	Contains 5G authentication related information.

	Av5gAka
	6.1.6.2.5
	Contains Authentication Vector for method 5G AKA.

	ConfirmationData
	6.1.6.2.6
	Contains the "RES*" generated by the UE.

	DeregistrationInfo
	6.1.6.2.11
	Contains the UE id (i.e. SUPI).

	EapSession
	6.1.6.2.7
	Contains information related to the EAP session.

	ConfirmationDataResponse
	6.1.6.2.8
	Contains the result of the authentication.

	RgAuthenticationInfo
	6.1.6.2.9
	Contains the UE id (i.e. SUCI) and the authenticated indication.

	RgAuthCtx
	6.1.6.2.10
	Contains the UE id (i.e. SUPI) and the authentication indication.

	EapPayload
	6.1.6.3.2
	Contains the EAP packets.

	ResStar
	6.1.6.3.2
	Contains the RES*.

	Kseaf
	6.1.6.3.2
	Contains the Kseaf.

	HxresStar
	6.1.6.3.2	
	Contains the HXRES*.

	Suci
	6.1.6.3.2
	Contains the SUCI.

	AuthType
	6.1.6.3.3
	Indicates the authentication method used.

	AuthResult
	6.1.6.3.4
	Indicates the result of the authentication.



Table 6.1.6.1-2 specifies data types re-used by the Nausf service based interface protocol from other specifications, including a reference to their respective specifications and when needed, a short description of their use within the Nausf service based interface.
Table 6.1.6.1-2: Nausf re-used Data Types
	Data type
	Reference
	Comments

	LinksValueSchema
	3GPP TS 29.571 [10]
	3GPP Hypermedia link

	ProblemDetails
	3GPP TS 29.571 [10]
	Common Data Type used in response bodies

	Supi
	3GPP TS 29.571 [10]
	

	Uri
	3GPP TS 29.571 [10]
	

	ResynchronizationInfo
	3GPP TS 29.503 [12]
	

	SupiOrSuci
	3GPP TS 29.571 [10]
	

	ServingNetworkName
	3GPP TS 29.503 [12]
	

	Autn
	3GPP TS 29.503 [12]
	

	Rand
	3GPP TS 29.503 [12]
	

	Pei
	3GPP TS 29.571 [10]
	

	TraceData
	3GPP TS 29.571 [10]
	

	NfGroupId
	3GPP TS 29.571 [10]
	

	CagId
	3GPP TS 29.571 [10]
	

	SupportedFeatures
	3GPP TS 29.571 [10]
	Supported Features



* * * Next Change * * * *

[bookmark: _Toc25270750][bookmark: _Toc34310407][bookmark: _Toc36464929][bookmark: _Toc51944661][bookmark: _Toc67729062]6.2.6.1	General
This clause specifies the application data model supported by the API.
Table 6.2.6.1-1 specifies the data types defined for the Nausf-SORProtection service based interface protocol.
Table 6.2.6.1-1: Nausf specific Data Types
	Data type
	Clause defined
	Description

	SorInfo
	6.2.6.2.2
	Contains the Steering Information

	SorSecurityInfo
	6.2.6.2.3
	Contains the material generated for securing of SoR. It contains at least the SoR-MAC-IAUSF and CounterSoR.

	SteeringInfo
	6.2.6.2.4
	Contains a combination of one PLMN identity and zero or more access technologies.

	SteeringContainer
	6.2.6.2.5
	Contains the information sent to UE.

	SorMac
	6.2.6.3.2
	MAC value for protecting SOR procedure (SoR-MAC-IAUSF and SoR-XMAC-IUE)

	CounterSor
	6.2.6.3.2
	CounterSoR

	AckInd
	6.2.6.3.2
	Contains indication whether the acknowledgement from UE is needed

	SecuredPacket
	6.2.6.3.2
	Contains a secure packet.

	AccessTech
	6.2.6.3.3
	Access Technology

	SorHeader
	6.2.6.3.2
	Contains the SoR Header.

	SorTransparentInfo
	6.2.6.3.2
	Contains steering information encoded as transparent containers.



Table 6.2.6.1-2 specifies data types re-used by the Nausf-SORProtection service based interface protocol from other specifications, including a reference to their respective specifications and when needed, a short description of their use within the Nausf service based interface.
Table 6.2.6.1-2: Nausf re-used Data Types
	Data type
	Reference
	Comments

	PlmnId
	3GPP TS 29.571 [10]
	PLMN ID

	SupportedFeatures
	3GPP TS 29.571 [10]
	Supported Features



* * * Next Change * * * *

[bookmark: _Toc25270791][bookmark: _Toc34310448][bookmark: _Toc36464970][bookmark: _Toc51944702][bookmark: _Toc67729105]6.3.6.1	General
This clause specifies the application data model supported by the API.
Table 6.3.6.1-1 specifies the data types defined for the Nausf-UPUProtection service based interface protocol.
Table 6.3.6.1-1: Nausf specific Data Types
	Data type
	Clause defined
	Description

	UpuInfo
	6.3.6.2.2
	Contains the UE parameters update Information

	UpuSecurityInfo
	6.3.6.2.3
	Contains the material generated for securing of UPU. It contains at least the UPU-MAC-IAUSF and CounterUPU.

	UpuData
	6.3.6.2.4
	Contains UE parameters update data set (e.g., the updated Routing ID Data or the Default configured NSSAI).

	UpuMac
	6.3.6.3.2
	MAC value for protecting UPU procedure (UPU-MAC-IAUSF and UPU-MAC-IUE)

	CounterUpu
	6.3.6.3.2
	CounterUPU

	UpuAckInd
	6.3.6.3.2
	Contains the indication of whether the acknowledgement from UE is needed



Table 6.3.6.1-2 specifies data types re-used by the Nausf-UPUProtection service based interface protocol from other specifications, including a reference to their respective specifications and when needed, a short description of their use within the Nausf service based interface.
Table 6.3.6.1-2: Nausf re-used Data Types
	Data type
	Reference
	Comments

	Snssai
	3GPP TS 29.571 [10]
	Default configured NSSAI

	SecuredPacket
	6.2.6.3.2
	Secured Packet

	RoutingId
	3GPP TS 29.544 [22]
	Routing ID

	SupportedFeatures
	3GPP TS 29.571 [10]
	Supported Features



* * * Next Change * * * *

[bookmark: _Toc25270808][bookmark: _Toc34310465][bookmark: _Toc36464987][bookmark: _Toc51944719][bookmark: _Toc67729124]A.2	Nausf_UEAuthentication API
openapi: 3.0.0
info:
  version: 1.1.2
  title: AUSF API
  description: |
    AUSF UE Authentication Service.
    © 2021, 3GPP Organizational Partners (ARIB, ATIS, CCSA, ETSI, TSDSI, TTA, TTC).
    All rights reserved.
[…]
  schemas:
    AuthenticationInfo:
      description: Contains the UE id (i.e. SUCI or SUPI) and the Serving Network Name.
      type: object
      properties:
        supiOrSuci:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/SupiOrSuci'
        servingNetworkName:
          $ref: 'TS29503_Nudm_UEAU.yaml#/components/schemas/ServingNetworkName'
        resynchronizationInfo:
          $ref: 'TS29503_Nudm_UEAU.yaml#/components/schemas/ResynchronizationInfo'
        pei:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Pei'
        traceData:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/TraceData'
        udmGroupId:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/NfGroupId'
        routingIndicator:
          type: string
          pattern: '^[0-9]{1,4}$'
        cellCagInfo:
          type: array
          items:
            $ref: 'TS29571_CommonData.yaml#/components/schemas/CagId'
          minItems: 1
        n5gcInd:
          type: boolean
          default: false
        supportedFeatures:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/SupportedFeatures'
      required:
        - supiOrSuci
        - servingNetworkName
    UEAuthenticationCtx:
      description: Contains the information related to the resource generated to handle the UE authentication. It contains at least the UE id, Serving Network, the Authentication Method and related EAP information or related 5G-AKA information.
      type: object
      properties:
        authType:
          $ref: '#/components/schemas/AuthType'
        5gAuthData:
          oneOf:
            - $ref: '#/components/schemas/Av5gAka'
            - $ref: '#/components/schemas/EapPayload'
        _links:
          type: object
          description: A map(list of key-value pairs) where member serves as key
          additionalProperties:
            $ref: 'TS29571_CommonData.yaml#/components/schemas/LinksValueSchema'
        servingNetworkName:
          $ref: 'TS29503_Nudm_UEAU.yaml#/components/schemas/ServingNetworkName'
      required:
        - authType
        - 5gAuthData
        - _links

    Av5gAka:
      description: Contains Authentication Vector for method 5G AKA.
      type: object
      required:
        - rand
        - hxresStar
        - autn
      properties:
        rand:
          $ref: 'TS29503_Nudm_UEAU.yaml#/components/schemas/Rand'
        hxresStar:
          $ref: '#/components/schemas/HxresStar'
        autn:
          $ref: 'TS29503_Nudm_UEAU.yaml#/components/schemas/Autn'
    ConfirmationData:
      description: Contains the "RES*" generated by the UE.
      type: object
      required:
        - resStar
      properties:
        resStar:
          $ref: '#/components/schemas/ResStar'
        supportedFeatures:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/SupportedFeatures'
    ConfirmationDataResponse:
      description: Contains the result of the authentication.
      type: object
      properties:
        authResult:
          $ref: '#/components/schemas/AuthResult'
        supi:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Supi'
        kseaf:
          $ref: '#/components/schemas/Kseaf'

      required:
        - authResult
    EapSession:
      description: Contains information related to the EAP session.
      type: object
      properties:
        eapPayload:
          $ref: '#/components/schemas/EapPayload'
        kSeaf:
          $ref: '#/components/schemas/Kseaf'
        _links:
          type: object
          description: A map(list of key-value pairs) where member serves as key
          additionalProperties:
            $ref: 'TS29571_CommonData.yaml#/components/schemas/LinksValueSchema'
        authResult:
          $ref: '#/components/schemas/AuthResult'
        supi:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Supi'
        supportedFeatures:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/SupportedFeatures'
      required:
        - eapPayload
    DeregistrationInfo:
      description: Contains the UE id (i.e. SUPI).
      type: object
      properties:
        supi:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Supi'
        supportedFeatures:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/SupportedFeatures'
      required:
        - supi
    RgAuthenticationInfo:
      description: Contains the UE id (i.e. SUCI) and the authenticated indication.
      type: object
      properties:
        suci:
          $ref: '#/components/schemas/Suci'
        authenticatedInd:
          type: boolean
          default: false
        supportedFeatures:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/SupportedFeatures'
      required:
        - suci
        - authenticatedInd
    RgAuthCtx:
      description: Contains the UE id (i.e. SUPI) and the authentication indication.
      type: object
      properties:
        authResult:
          $ref: '#/components/schemas/AuthResult'
        supi:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Supi'
        authInd:
          type: boolean
          default: false
      required:
        - authResult

    AuthResult:
      description: Indicates the result of the authentication.
      type: string
      enum:
        - AUTHENTICATION_SUCCESS
        - AUTHENTICATION_FAILURE
        - AUTHENTICATION_ONGOING
    EapPayload:
      description: Contains the EAP packets.
      type: string
      format: base64
      description: contains an EAP packet
      nullable: true
    Kseaf:
      description: Contains the Kseaf.
      type: string
      pattern: '[A-Fa-f0-9]{64}'
    ResStar:
      description: Contains the RES*.
      type: string
      pattern: '[A-Fa-f0-9]{32}'
      nullable: true
    HxresStar:
      description: Contains the HXRES*.
      type: string
      pattern: "[A-Fa-f0-9]{32}"
    Suci:
      description: Contains the SUCI.
      type: string
      pattern: '^(suci-(0-[0-9]{3}-[0-9]{2,3}|[1-7]-.+)-[0-9]{1,4}-(0-0-.+|[a-fA-F1-9]-([1-9]|[1-9][0-9]|1[0-9]{2}|2[0-4][0-9]|25[0-5])-[a-fA-F0-9]+)|.+)$'
    AuthType:
      description: Indicates the authentication method used.
      anyOf:
        - type: string
          enum:
            - 5G_AKA
            - EAP_AKA_PRIME
            - EAP_TLS
        - type: string

* * * Next Change * * * *

[bookmark: _Toc25270809][bookmark: _Toc34310466][bookmark: _Toc36464988][bookmark: _Toc51944720][bookmark: _Toc67729125]A.3	Nausf_SoRProtection API
openapi: 3.0.0
info:
  version: 1.2.0-alpha.2
  title: Nausf_SoRProtection Service
  description: |
    AUSF SoR Protection Service.
    © 2021, 3GPP Organizational Partners (ARIB, ATIS, CCSA, ETSI, TSDSI, TTA, TTC).
    All rights reserved.
[…]
  schemas:
# COMPLEX TYPES:
#
    SorInfo:
      description: Contains the Steering Information.
      type: object
      properties:
        steeringContainer:
          $ref: '#/components/schemas/SteeringContainer'
        ackInd:
          $ref: '#/components/schemas/AckInd'
        sorHeader:
          $ref: '#/components/schemas/SorHeader'
        sorTransparentInfo:
          $ref: '#/components/schemas/SorTransparentInfo'
        supportedFeatures:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/SupportedFeatures'
      required:
        - ackInd
    SorSecurityInfo:
      description: Contains the material generated for securing of SoR. It contains at least the SoR-MAC-IAUSF and CounterSoR.
      type: object
      properties:
        sorMacIausf:
          $ref: '#/components/schemas/SorMac'
        counterSor:
          $ref: '#/components/schemas/CounterSor'
        sorXmacIue:
          $ref: '#/components/schemas/SorMac'
      required:
        - sorMacIausf
        - counterSor
    SteeringContainer:
      description: Contains the information sent to UE.
      oneOf:
        - type: array
          items:
            $ref: '#/components/schemas/SteeringInfo'
          minItems: 1
        - $ref: '#/components/schemas/SecuredPacket'
    SteeringInfo:
      description: Contains a combination of one PLMN identity and zero or more access technologies.
      type: object
      properties:
        plmnId:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/PlmnId'
        accessTechList:
          type: array
          items:
            $ref: '#/components/schemas/AccessTech'
          minItems: 1
      required:
        - plmnId
# SIMPLE TYPES:
#
    SorMac:
      description: MAC value for protecting SOR procedure (SoR-MAC-IAUSF and SoR-XMAC-IUE).
      type: string
      pattern: '^[A-Fa-f0-9]{32}$'
    CounterSor:
      description: CounterSoR.
      type: string
      pattern: '^[A-Fa-f0-9]{4}$'
    AckInd:
      description: Contains indication whether the acknowledgement from UE is needed.
      type: boolean
    SecuredPacket:
      description: Contains a secure packet.
      type: string
      format: base64
    SorHeader:
      description: Contains the SoR Header.
      $ref: 'TS29571_CommonData.yaml#/components/schemas/Bytes'
    SorTransparentInfo:
      description: Contains steering information encoded as transparent containers.
      $ref: 'TS29571_CommonData.yaml#/components/schemas/Bytes'
# ENUMS:

    AccessTech:
      description: Access Technology.
      anyOf:
      - type: string
        enum:
        - NR
        - EUTRAN_IN_WBS1_MODE_AND_NBS1_MODE
        - EUTRAN_IN_NBS1_MODE_ONLY
        - EUTRAN_IN_WBS1_MODE_ONLY
        - UTRAN
        - GSM_AND_ECGSM_IoT
        - GSM_WITHOUT_ECGSM_IoT
        - ECGSM_IoT_ONLY
        - CDMA_1xRTT
        - CDMA_HRPD
        - GSM_COMPACT
      - type: string

* * * Next Change * * * *

[bookmark: _Toc25270810][bookmark: _Toc34310467][bookmark: _Toc36464989][bookmark: _Toc51944721][bookmark: _Toc67729126]A.4	Nausf_UPUProtection API
openapi: 3.0.0
info:
  version: 1.1.2
  title: Nausf_UPUProtection Service
  description: |
    AUSF UPU Protection Service
    © 2021, 3GPP Organizational Partners (ARIB, ATIS, CCSA, ETSI, TSDSI, TTA, TTC).
    All rights reserved.
[…]
  schemas:

# COMPLEX TYPES:

    UpuInfo:
      description: Contains the UE parameters update Information.
      type: object
      properties:
        upuDataList:
          type: array
          items:
            $ref: '#/components/schemas/UpuData'
          minItems: 1
        upuAckInd:
          $ref: '#/components/schemas/UpuAckInd'
        supportedFeatures:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/SupportedFeatures'
      required:
        - upuDataList
        - upuAckInd
    UpuSecurityInfo:
      description: Contains the material generated for securing of UPU. It contains at least the UPU-MAC-IAUSF and CounterUPU.
      type: object
      properties:
        upuMacIausf:
          $ref: '#/components/schemas/UpuMac'
        counterUpu:
          $ref: '#/components/schemas/CounterUpu'
        upuXmacIue:
          $ref: '#/components/schemas/UpuMac'
      required:
        - upuMacIausf
        - counterUpu
    UpuData:
      description: Contains UE parameters update data set (e.g., the updated Routing ID Data or the Default configured NSSAI).
      type: object
      properties:
        secPacket:
          $ref: 'TS29509_Nausf_SoRProtection.yaml#/components/schemas/SecuredPacket'
        defaultConfNssai:
          type: array
          items:
            $ref: 'TS29571_CommonData.yaml#/components/schemas/Snssai'
          minItems: 1
        routingId:
          $ref: 'TS29544_Nspaf_SecuredPacket.yaml#/components/schemas/RoutingId'
      oneOf:
        - required: [secPacket]
        - required: [defaultConfNssai]

# SIMPLE TYPES:

    UpuMac:
      description: MAC value for protecting UPU procedure (UPU-MAC-IAUSF and UPU-MAC-IUE).
      type: string
      pattern: '^[A-Fa-f0-9]{32}$'
    CounterUpu:
      description: CounterUPU.
      type: string
      pattern: '^[A-Fa-f0-9]{4}$'
    UpuAckInd:
      description: Contains the indication of whether the acknowledgement from UE is needed.
      type: boolean

* * * End of Changes * * * *


