

	
3GPP TSG-CT WG4 Meeting #104-e	C4-213481
E-Meeting, 14th April – 23rd April 2021												   Revision of C4-213100
	CR-Form-v12.1

	CHANGE REQUEST

	

	
	29.244
	CR
	0549
	rev
	1
	Current version:
	17.0.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	X



	

	Title:	
	UE-UE communication for TSC

	
	

	Source to WG:
	Nokia, Nokia Shanghai Bell

	Source to TSG:
	CT4

	
	

	Work item code:
	IIoT
	
	Date:
	2021-05-07

	
	
	
	
	

	Category:
	B
	
	Release:
	Rel-17

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier 													release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
…
Rel-15	(Release 15)
Rel-16	(Release 16)
Rel-17	(Release 17)
Rel-18	(Release 18)

	
	

	Reason for change:
	CR 23.501 #2606 (S2-2102021) defines the UPF performed local switching (i.e. without routing via N6) for UEs with the TSC PDU sessions associated with the same DNN and S-NSSAI. This is done with the existing procedures using Ethernet traffic or 5G VN group communication, clauses 5.8.2.5.3 or 5.8.2.13 of TS 23.501.


	
	

	Summary of change:
	TSC UE-UE communication enabled with the existing procedures.


	
	

	Consequences if not approved:
	TSC UE-UE communication is not available.

	
	

	Clauses affected:
	5.26.1

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	

	
	

	This CR's revision history:
	Rev. 1: The last sentence of the earlier Reason for change was deleted.




Page 1






* * * First Change * * * *
[bookmark: _Toc27490636][bookmark: _Toc27556929][bookmark: _Toc27723846][bookmark: _Toc36030918][bookmark: _Toc36042838][bookmark: _Toc36814163][bookmark: _Toc44689013][bookmark: _Toc44923767][bookmark: _Toc51860736][bookmark: _Toc57930507][bookmark: _Toc57931137][bookmark: _Toc67499530][bookmark: _Toc27490637][bookmark: _Toc27556930][bookmark: _Toc27723847][bookmark: _Toc36030919][bookmark: _Toc36042839][bookmark: _Toc36814164][bookmark: _Toc44689014][bookmark: _Toc44923768][bookmark: _Toc51860737][bookmark: _Toc57930508][bookmark: _Toc57931138][bookmark: _Toc19708934][bookmark: _Toc27745005][bookmark: _Toc29803158][bookmark: _Toc35969907][bookmark: _Toc36050701][bookmark: _Toc44847413][bookmark: _Toc51845065][bookmark: _Toc51845396][bookmark: _Toc57017464][bookmark: _Toc57024214][bookmark: _Toc19708951][bookmark: _Toc27745026][bookmark: _Toc29803179][bookmark: _Toc35969930][bookmark: _Toc36050724][bookmark: _Toc44847437][bookmark: _Toc51845090][bookmark: _Toc51845421][bookmark: _Toc57017490][bookmark: _Toc57024240][bookmark: _Toc44847530][bookmark: _Toc51845184][bookmark: _Toc51845515][bookmark: _Toc57017584][bookmark: _Toc57024334]5.26.1	General
The 5GS may support Time Sensitive Communication (TSC) sessions, as specified in clauses 4.4.8, 5.27 and 5.28 of 3GPP TS 23.501 [28]. The related procedures between SMF and UPF are defined in this clause.
NOTE:	How TSC is supported for PDU Sessions involving an I-SMF is not specified in this release of specification. See 3GPP TS 23.501 [28] clause 5.34 and 3GPP TS 23.502 [29] clause 4.24.
Support of TSC is optional for the SMF and UPF. The procedures specified in this clause may apply if the UPF indicated support of the TSC feature (see clause 8.2.25).
For UE-UE TSC communications, the SMF may configure the UPF to apply local switching with existing technologies as specified in clauses 5.13 for Ethernet traffic or 5.23 for 5G VN Group Communication, such as to enable the UPF to locally forward uplink stream from one PDU session as downlink stream in another PDU session.
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