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* * * Begin of Changes * * * *
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This clause specifies the application data model supported by the API.
Table 6.1.5.1-1 specifies the data types defined for the Ngmlc_Location service based interface protocol.
Table 6.1.5.1-1: Ngmlc_Location specific Data Types
	Data type
	Clause defined
	Description
	Applicability

	InputData
	6.1.5.2.2
	the input parameters in ProvideLocation service operation
	

	LocationData
	6.1.5.2.3
	the response parameters in ProvideLocation service operation
	

	CancelLocData
	6.1.5.2.4
	the input parameters in CancelLocation service operation
	

	LocUpdateData
	6.1.5.2.5
	the input parameters in LocationUpdate service operation
	

	EventNotifyData
	6.1.5.2.6
	the input parameters for the target UE in EventNotify Notification service operation
	

	UePrivacyRequirements
	6.1.5.2.7
	UE privacy requirements from (H)GMLC to the serving AMF or VGMLC(in the roaming case) for the target UE
	

	LocUpdateNotification
	6.1.5.2.9
	Location Update Notification
	

	LocUpdateSubs
	6.1.5.2.10
	UE location information subscription
	

	AreaEventInfoAddition
	6.1.5.2.13
	Additional information for Extended Area event information
	

	AreaEventInfoExt
	6.1.5.2.14
	Extended Area Event Information
	

	ServiceIdentity
	6.1.5.3.2
	service identity
	

	CodeWord
	6.1.5.3.2
	codeword
	

	ExternalClientIdentification
	6.1.5.3.2
	external client identification
	

	E164CountryCodeOfGeographicArea
	6.1.5.3.2
	E.164 country codes for geographic areas
	

	PseudonymIndicator
	6.1.5.3.3
	It defines if a pseudonym is requested
	

	LocationRequestType
	6.1.5.3.4
	NI-LR, MT-LR or MO-LR
	

	LocationTypeRequested
	6.1.5.3.5
	the location type requested by the LCS client
	

	EventNotifyDataType
	6.1.5.3.6
	the type of event that triggers event notification
	

	EventNotifyDataAdditionalInfo
	6.1.5.2.11
	Additional information to Event Notify Data
	

	EventNotifyDataExt
	6.1.5.2.12
	Extended Event Notify Data for UEs of a target group
	

	FailureCause
	6.1.5.3.7
	Positioning failure cause
	

	SuccessType
	6.1.5.3.8
	Success Type to indicate full or partial success
	



Table 6.1.5.1-2 specifies data types re-used by the Ngmlc_Location service based interface protocol from other specifications, including a reference to their respective specifications and when needed, a short description of their use within the Ngmlc_Location service based interface.
Table 6.1.5.1-2: Ngmlc_Location re-used Data Types
	Data type
	Reference
	Comments
	Applicability

	Gpsi
	3GPP TS 29.571 [11]
	
	

	Supi
	3GPP TS 29.571 [11]
	
	

	Uri
	3GPP TS 29.571 [11]
	
	

	AmfId
	3GPP TS 29.571 [11]
	
	

	NfInstanceId
	3GPP TS 29.571 [11]
	
	

	ExternalClientType
	3GPP TS 29.572 [12]
	
	

	LocationQoS
	3GPP TS 29.572 [12]
	
	

	LcsQosClass
	3GPP TS 29.572 [12]
	
	

	SupportedGADShapes
	3GPP TS 29.572 [12]
	
	

	PeriodicEventInfo
	3GPP TS 29.572 [12]
	
	

	AreaEventInfo
	3GPP TS 29.572 [12]
	
	

	MotionEventInfo
	3GPP TS 29.572 [12]
	
	

	LdrType
	3GPP TS 29.572 [12]
	
	

	LdrReference
	3GPP TS 29.572 [12]
	
	

	AgeOfLocationEstimate
	3GPP TS 29.572 [12]
	
	

	PositioningMethod
	3GPP TS 29.572 [12]
	
	

	AccuracyFulfilmentIndicator
	3GPP TS 29.572 [12]
	
	

	LmfIdentification
	3GPP TS 29.572 [12]
	
	

	LcsServiceType
	3GPP TS 29.572 [12]
	
	

	VelocityRequested
	3GPP TS 29.572 [12]
	
	

	LcsPriority
	3GPP TS 29.572 [12]
	
	

	VelocityEstimate
	3GPP TS 29.572 [12]
	
	

	TerminationCause
	3GPP TS 29.572 [12]
	
	

	PositioningMethodAndUsage
	3GPP TS 29.572 [12]
	
	

	GnssPositioningMethodAndUsage
	3GPP TS 29.572 [12]
	
	

	LcsServiceAuth
	3GPP TS 29.571 [11]
	
	

	Ecgi
	3GPP TS 29.571 [11]
	
	

	Ncgi
	3GPP TS 29.571 [11]
	
	

	Altitude
	3GPP TS 29.572 [12]
	Altitude
	

	BarometricPressure
	3GPP TS 29.572 [12]
	Barometric pressure
	

	LocationPrivacyVerResult
	3GPP TS 29.518 [20]
	
	

	ExternalGroupId
	3GPP TS 29.571 [11]
	External Group Identifier
	

	GroupId
	3GPP TS 29.571 [11]
	Group Identifier
	

	CivicAddress
	3GPP TS 29.572 [12]
	Civic Address
	

	GeographicArea
	3GPP TS 29.572 [12]
	Geographic Area
	



* * * Next Change * * * *
[bookmark: _Toc26202337][bookmark: _Toc22624276][bookmark: _Toc22141074][bookmark: _Toc18853083][bookmark: _Toc26202523][bookmark: _Toc34804238][bookmark: _Toc35935809][bookmark: _Toc45030029][bookmark: _Toc51922389][bookmark: _Toc51922808][bookmark: _Toc68618266][bookmark: OLE_LINK8]6.1.5.2.2	Type: InputData
Table 6.1.5.2.2-1: Definition of type InputData
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	gpsi
	Gpsi
	O
	0..1
	Generic Public Subscription Identifier
(NOTE 3).
	

	supi
	Supi
	O
	0..1
	Subscription Permanent Identifier
(NOTE 3).
	

	extGroupId
	ExternalGroupId
	O
	0..1
	This IE may be present when requesting LCS service for a group of target UEs, if present this IE shall contain the External Group ID
(NOTE 3).
	

	intGroupId
	GroupId
	O
	0..1
	This IE may be present when requesting LCS service for a group of target UEs, if present this IE shall contain the Internal Group ID
(NOTE 3).
	

	externalClientType
	ExternalClientType
	M
	1
	External client type
	

	locationQoS
	LocationQoS
	O
	0..1
	Requested location QoS
	

	supportedGADShapes
	array(SupportedGADShapes)
	O
	1..N
	Supported Geographical Area Description shapes
	

	serviceIdentity
	ServiceIdentity
	O
	0..1
	Service identity
	

	serviceCoverage
	array(E164CountryCodeOfGeographicArea)
	O
	1..N
	A list of E.164 country codes for geographic areas (see ITU Recommendation E.164 [13]) where the LCS client is permitted to request and receive UE location information.
	

	ldrType
	LdrType
	C
	0..1
	Location deferred request event type
	

	periodicEventInfo
	PeriodicEventInfo
	C
	0..1
	Periodic event information of the location request for a target UE
	

	areaEventInfo
	AreaEventInfoExt
	C
	0..1
	Area event information of the location request for a target UE
	

	motionEventInfo
	MotionEventInfo
	C
	0..1
	Motion event information of the location request for a target UE
	

	ldrReference
	LdrReference
	C
	0..1
	Notification correlation
 ID
It shall be present in the request from NEF if it is allocated by NEF for the Deferred 5GC-MT-LR procedure.
It shall be present in the request from NEF for requesting location service for a group of UEs.
It shall be present in the request to VGMLC for the Deferred 5GC-MT-LR procedure.
	

	hgmlcCallBackUri
	Uri
	O
	0..1
	Notification target address for HGMLC
	

	eventNotificationUri
	Uri
	O
	0..1
	The call-back Uri of NF service consumer (i.e. NEF) for implicit subscription to notification of Eventnotify.
This IE should be included and is used to receive the location information for UEs in the group when requesting LCS service for a group of target UEs or requesting deferred 5GC MT LCS service for a single UE.
	

	externalClientIdentification
	ExternalClientIdentification
	O
	0..1
	External LCS client identification
	

	afId
	string
	O
	0..1
	The identification of AF that initiated location request
	

	uePrivacyRequirements
	UePrivacyRequirements
	O
	0..1
	UE privacy requirement
	

	lcsServiceType
	LcsServiceType
	O
	0..1
	LCS service type
	

	velocityRequested
	VelocityRequested
	O
	0..1
	Velocity of the target UE is requested
	

	priority
	LcsPriority
	O
	0..1
	Priority of the location request
	

	locationTypeRequested
	LocationTypeRequested
	O
	0..1
	Requested type of location, applicable to location immediate request (NOTE 2)
	

	maximumAgeOfLocationEstimate
	AgeOfLocationEstimate
	O
	0..1
	Requested maximum age of the location estimate
	

	amfId
	AmfId
	O
	0..1
	The identification of serving AMF
	

	codeWord
	CodeWord
	O
	0..1
	Code word (NOTE 1)
	

	NOTE 1:	Checking of the Codeword in UE applies only when the Codeword parameter is present and when the codeWordCheck parameter (specified in clause 6.1.5.2.7) is present and set to TRUE.
NOTE 2:	If the LocationTypeRequested parameter is set to value "NOTIFICATION_VERIFICATION_ONLY", then the lcsServiceAuthInfo attribute in the uePrivacyRequirements IE, if present, shall be set to either "NOTIFICATION_ONLY" or "NOTIFICATION_AND_VERIFICATION_ONLY".
NOTE 3:	If retrieving the location for a target UE, the UE identification (attributes gpsi and/or supi) shall be included, if retrieving the UE locations for a target group, the group identification (attributes extGroupId and/or intGroupId), UE identification and group identification shall be included exclusively.




* * * Next Change * * * *
[bookmark: _Toc26202362][bookmark: _Toc22624301][bookmark: _Toc22141099][bookmark: _Toc18853101][bookmark: _Toc26202548][bookmark: _Toc34804261][bookmark: _Toc35935832][bookmark: _Toc45030052][bookmark: _Toc51922413][bookmark: _Toc51922832][bookmark: _Toc68618297]A.2	Ngmlc_Location API
openapi: 3.0.0
(… text not shown for clarity …)

        uePrivacyRequirements:
          $ref: '#/components/schemas/UePrivacyRequirements'
        lcsServiceType:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/LcsServiceType'
        velocityRequested:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/VelocityRequested'
(… text not shown for clarity …)


* * * End of Changes * * * *


